
Axial Impeller
Long & Short Cased Fans



Established over 40 years ago by two pioneers of the industry, Elta Fans’ 
foundations are built on a culture of innovation and engineering that 
continues to guide the company today. 

Our team is made up of world class engineers and ventilation specialists who are 
equipped with modern manufacturing techniques and machinery. We constantly 
innovate to be at the forefront of the industry.

Privately owned and managed with 
enthusiasm, drive and determination,  
Elta Fans is an internationally recognised brand 
committed to leading the world in product and 
technical ingenuity through our operations in 
Europe, Asia, Africa and Australasia.
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Advanced manufacturing
We have a long-standing commitment to the pursuit of manufacturing excellence, 
exemplified by our attainment of accreditations such as BS EN ISO 9001.

For dynamic balancing, automated cutting, punching and spinning processes, our 
manufacturing sites include state-of-the-art machinery from world leaders including Trumpf 
and Nodi, allowing us to undertake almost all of our manufacturing processes in-house.

Continual development and training of our people, from impeller assembly to the 
processing of sheet metal, ensures a flexible operation that is able to quickly adapt to 
changing production requirements.

This successful approach is mirrored in all of Elta Fans’ manufacturing facilities worldwide 
to deliver consistent quality at a local level.

Sustainable development
Our products have been designed and manufactured to exceed energy  
efficiency standards in every market.

Minimising the energy consumption of our products through innovative designs  
and the latest technologies also allows us to maximise our contribution to a  
sustainable environment and reduce running costs for our customers.



*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.
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Engineered products  
of the highest standard
Our stringent quality standards allowed us to become one of the first  
fan companies to be granted BS EN ISO 9001:2000 certification.  
Today, all of our products are designed and manufactured to the latest  
BS EN ISO standards.

All of our products are strictly tested at our own dedicated laboratories to  
ISO 5801:2007 (Airside Performance), BS EN ISO 5136:2009 (Sound Performance) 
and BS ISO 13347-2:2004 (Reverberation Room Method), enabling us to confidently 
provide accurate performance and sound data.



*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.



Tel +603 7846 0340       Email info@eltafans.asia       Website eltafans.asia8

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

International capabilities
Elta Fans is a truly international brand. With manufacturing facilities across 
four continents and the support of our sister companies within Elta Group, our 
customers always have access to the highest standards of care, knowledge 
and flexibility.

Drawing on over four decades of experience, our Applied Technology division was 
the starting point on which the Elta Fans brand grew and diversified. Today, it remains 
a critical part of Elta Group, renowned for reliability and quality – and its products are 
found in applications everywhere from the Antarctic to the Mexican Gulf.

Kingswinford 
United Kingdom

Fareham 
United Kingdom
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Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 9

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.Cape Town  

South Africa

Melbourne 
Australia

Kuala Lumpur 
Malaysia

Kolkata 
India

9





*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Casing 
Options
Our standard casing options are either long cased, where the entire length 
of the impeller and motor assembly are enclosed, or short cased, where the 
motor body projects outside of the casing. 

Standard casings are made of durable hot-dip galvanised steel or  
pre-galvanised steel, with special coatings such as epoxy paint available. Other 
casing materials including stainless steel can be provided. Casing thicknesses 
range from 2mm to 6mm dependant on model.

Other options that are available include 2 stage contra-rotating and single stage  
(with guide vanes) for high pressure applications, hazardous area (ATEX) and 
smoke ventilation.
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Standard long cased (LC) axial units have integral mounting flanges with 
industry standard hole drillings. This feature allows fan removal from in-line 
duct application with relative ease. The centrally mounted motor is wired to 
an IP55 protected, duct mounted terminal box fitted on the outside of the fan 
casing, using a flexible and weatherproof cable.

Fan casings are rolled and flanged from either pre-galvanised sheet or heavy gauge 
mild steel sheet, roll formed and welded for added strength and durability, and hot 
dip galvanised to BS EN ISO 1461:2009. 

Long Cased

Casing Options

Standard short cased (SC) axial units use mounting flanges (at each end 
of the casing). The configuration of this fan allows the rear of the platform 
mounted motor to partially protrude beyond the flange. For motor mounted 
ease of wiring installation, an external duct mounted terminal box is 
available on request. This configuration particularly suits end-of-duct OEM 
applications or applications with limited space. 

Fan casings are rolled and flanged from either pre-galvanised sheet or heavy gauge 
mild steel sheet, roll formed and welded for added strength and durability, and hot 
dip galvanised to BS EN ISO 1461:2009.

Short Cased
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Dimensional Data
Fan 

Code
Motor 
Frame

øA
ID

øB
OD C øD øE 

PCD Fº G H J K L Weight 
kg

...031
D71 315 380 8 10 355 22.5 300 200 265 180 245 28

D80 315 380 8 10 355 22.5 400 200 265 180 345 37

...040

D71 400 485 8 12 450 22.5 300 250 350 230 245 32

D80 400 485 8 12 450 22.5 400 250 350 230 345 42

D90S, D90L 400 485 8 12 450 22.5 400 250 350 230 345 49

D100L 400 485 8 12 450 22.5 450 250 350 230 395 57

...050

D71 500 585 12 12 560 15 300 315 450 290 245 37

D80 500 585 12 12 560 15 400 315 450 290 345 48

D90S, D90L 500 585 12 12 560 15 400 315 450 290 345 54

D100L 500 585 12 12 560 15 450 315 450 290 395 63

D112M 500 585 12 12 560 15 450 315 450 290 395 75

D132S, D132M 500 585 12 12 560 15 600 315 450 290 545 128

...056

D71 560 645 12 12 620 15 300 355 510 330 245 40

D80 560 645 12 12 620 15 400 355 510 330 345 51

D90S, D90L 560 645 12 12 620 15 400 355 510 330 345 57

D100L 560 645 12 12 620 15 450 355 510 330 395 67

D112M 560 645 12 12 620 15 450 355 510 330 395 79

D132S, D132M 560 645 12 12 620 15 600 355 510 330 545 133

D160M, D160L 560 645 12 12 620 15 800 355 510 330 745 195

...063

D71 630 715 12 12 690 15 300 400 580 375 245 43

D80 630 715 12 12 690 15 400 400 580 375 345 55

D90S, D90L 630 715 12 12 690 15 400 400 580 375 345 61

D100L 630 715 12 12 690 15 450 400 580 375 395 71

D112M 630 715 12 12 690 15 450 400 580 375 395 83

D132S, D132M 630 715 12 12 690 15 600 400 580 375 545 138

D160M, D160L 630 715 12 12 690 15 800 400 580 375 745 202

...071

D71 710 795 16 12 770 11.25 300 450 660 425 245 48

D80 710 795 16 12 770 11.25 400 450 660 425 345 60

D90S, D90L 710 795 16 12 770 11.25 400 450 660 425 345 67

D100L 710 795 16 12 770 11.25 450 450 660 425 395 77

D112M 710 795 16 12 770 11.25 450 450 660 425 395 89

D132S, D132M 710 795 16 12 770 11.25 600 450 660 425 545 144

D160M, D160L 710 795 16 12 770 11.25 800 450 660 425 745 222

D180M, D180L 710 795 16 12 770 11.25 800 450 660 425 745 271

...080

D71 800 885 16 12 860 11.25 300 500 750 475 245 50

D80 800 885 16 12 860 11.25 400 500 750 475 345 65

D90S, D90L 800 885 16 12 860 11.25 400 500 750 475 345 72

D100L 800 885 16 12 860 11.25 450 500 750 475 395 83

D112M 800 885 16 12 860 11.25 450 500 750 475 395 95

D132S, D132M 800 885 16 12 860 11.25 600 500 750 475 545 151

D160M, D160L 800 885 16 12 860 11.25 800 500 750 475 745 231

D180M, D180L 800 885 16 12 860 11.25 800 500 750 475 745 280

D200L 800 885 16 12 860 11.25 1000 500 750 475 945 372

Casing Options
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A

B

C off holes
D

J
13

F

E

K H

G

Inspection Hole

Optional
Mounting Feet

Note
Dimensions apply to Axial Fan codes
AP, APP, APS, ESAP
Weights are approximate 
and may vary with motor brand

Junction Box

J

13

20

L

SJK

sjk

IB01
Refer TableAXIAL FANS Ø315-800

1:15

27-05-07

-

-sjkRedrawn to ISO6580 dimensions27-05-07M

Init.ECNDateIss.

:  1
:  0.5
:  0.2
:  1º

>100
10 - 100
0 - 10
Angles

Finish :

Material :

All dimensions in millimetres.
 Tolerances on dimensions

unless stated otherwise.

Approved :

Scale :

Date :

Drawn : Title :
FANTECH PTY. LTD.

Issue :Drawing No :

Part No :

Copyright:  Use or reproduction in whole or part is not 
permitted without the writers permission of

Fantech Pty Ltd, P.O. Box 346, Mulgrave Nth, Victoria, 3170.
-
-

-
-

N sjkColumns C & D reversed12-06-07

Ø710-180 frame,  Ø800-180 & 200 frames added sjk10-11-09O

P 15/05/14 CASE LENGTHS FOR 71, 100, 112 FRAME
- - -

BL
-

A4H-1 Version 4

AP, APP, APS & ESAP
CERTIFIED DIMENSIONS

Weight :
kg"Refer Table

1SJK

sjk

P1:15

27-05-07

-

-sjkRedrawn to ISO6580 dimensions27-05-07M

Init.ECNDate

Finish :

Material :

Title :
FANTECH PTY. LTD.

Issue :Drawing No :

Part No :-
-

-
-

N sjkColumns C & D reversed12-06-07

Ø710-180 frame,  Ø800-180 & 200 frames added sjk10-11-09O

P 15/05/14 CASE LENGTHS FOR 71, 100, 112 FRAME
- - -

BL
-

Sheet : of :1

Model AP031-080 - Default

Note
Dimensions apply to Axial Fan codes 
AP & APS (Standard Long Cased)
Weights are approximate and 
may vary with motor brand



16 Casing Options

Dimensional Data
Fan 

Code
Motor 
Frame

øA
ID

øB
OD C øD øE 

PCD Fº G H J K L Weight 
kg

...090

D80 900 1006 16 15 970 11.25 400 560 850 530 294 94

D90S, D90L 900 1006 16 15 970 11.25 400 560 850 530 294 100

D100L 900 1006 16 15 970 11.25 600 560 850 530 494 122

D112M 900 1006 16 15 970 11.25 600 560 850 530 494 134

D132S, D132M 900 1006 16 15 970 11.25 600 560 850 530 494 176

D160M, D160L 900 1006 16 15 970 11.25 800 560 850 530 694 259

...100

D90S, D90L 1000 1106 16 15 1070 11.25 600 630 950 595 494 132

D100L 1000 1106 16 15 1070 11.25 600 630 950 595 494 155

D112M 1000 1106 16 15 1070 11.25 600 630 950 595 494 167

D132S, D132M 1000 1106 16 15 1070 11.25 600 630 950 595 494 218

D160M, D160L 1000 1106 16 15 1070 11.25 800 630 950 595 694 302

D180M, D180L 1000 1106 16 15 1070 11.25 800 630 950 595 694 351

D200L 1000 1106 16 15 1070 11.25 1000 630 950 595 890 499

D225S, D225M 1000 1106 16 15 1070 11.25 1000 630 950 595 890 559

...125

D132S, D132M 1250 1356 20 15 1320 9 600 780 1200 745 494 251

D160M, D160L 1250 1356 20 15 1320 9 800 780 1200 745 690 395

D180M, D180L 1250 1356 20 15 1320 9 800 780 1200 745 690 214

D200L 1250 1356 20 15 1320 9 1000 780 1200 745 890 561

D225S, D225M 1250 1356 20 15 1320 9 1000 780 1200 745 890 626

D250S, D250M 1250 1356 20 15 1320 9 1000 780 1200 745 890 719

...140

D132S, D132M 1400 1526 20 15 1470 9 600 813 1300 773 494 272

D160M, D160L 1400 1526 20 15 1470 9 800 813 1300 773 690 429

D180M, D180L 1400 1526 20 15 1470 9 800 813 1300 773 690 478

D200L 1400 1526 20 15 1470 9 1000 813 1300 773 890 602

D225S, D225M 1400 1526 20 15 1470 9 1000 813 1300 773 890 667

D250S, D250M 1400 1526 20 15 1470 9 1000 813 1300 773 890 766

D280S, D280M 1400 1526 20 15 1470 9 1200 813 1300 773 1090 1017

D315S, D315M 1400 1526 20 15 1470 9 1500 813 1300 773 1384 1762

...160

D160M, D160L 1600 1730 24 19 1680 7.5 800 950 1500 900 690 502

D180M, D180L 1600 1730 24 19 1680 7.5 800 950 1500 900 690 551

D200L 1600 1730 24 19 1680 7.5 1000 950 1500 900 890 685

D225S, D225M 1600 1730 24 19 1680 7.5 1000 950 1500 900 890 750

D250S, D250M 1600 1730 24 19 1680 7.5 1000 950 1500 900 890 848

D280S, D280M 1600 1730 24 19 1680 7.5 1200 950 1500 900 1090 1078

D315S, D315M 1600 1730 24 19 1680 7.5 1500 950 1500 900 1384 1635

...180

D160M, D160L 1800 1960 24 19 1880 7.5 800 1050 1700 1000 684 577

D180M, D180L 1800 1960 24 19 1880 7.5 800 1050 1700 1000 684 627

D200L 1800 1960 24 19 1880 7.5 1000 1050 1700 1000 880 784

D225S, D225M 1800 1960 24 19 1880 7.5 1000 1050 1700 1000 880 843

D250S, D250M 1800 1960 24 19 1880 7.5 1000 1050 1700 1000 880 943

D280S, D280M 1800 1960 24 19 1880 7.5 1200 1050 1700 1000 1080 1187

D315S-D315L 1800 1960 24 19 1880 7.5 1500 1050 1700 1000 1380 1952

...200

D160M, D160L 2000 2160 24 19 2080 7.5 800 1150 1900 1100 684 651

D180M, D180L 2000 2160 24 19 2080 7.5 800 1150 1900 1100 684 702

D200L 2000 2160 24 19 2080 7.5 1000 1150 1900 1100 880 849

D225S, D225M 2000 2160 24 19 2080 7.5 1000 1150 1900 1100 880 902

D250S, D250M 2000 2160 24 19 2080 7.5 1000 1150 1900 1100 880 1003

D280S, D280M 2000 2160 24 19 2080 7.5 1200 1150 1900 1100 1080 1252

D315S-D315L 2000 2160 24 19 2080 7.5 1500 1150 1900 1100 1380 2028
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J
A

A

B

E

C off holes
D

15

HK

F
G

J

15

30

L

Inspection
hatch

Note
Dimensions apply to Axial Fan codes
AP, APP, APS
Weights are approximate 
and may vary with motor brand

Junction Box

Optional
Mounting Feet

SJK

sjk

KIB02
AXIAL FANS Ø900- 2000

1:25

02-06-07

-

-sjkRedrawn to ISO6580 dimensions02-06-07J

Init.ECNDateIssue

:
:
:
:

1
0.5
0.2
1º

>100
10 - 100
0 - 10
Angles

Finish :

Material :

All dimensions in millimetres. Tolerances
on dimensions unless stated otherwise.

Approved :

Scale :

Date :

Drawn :
Title :

FANTECH PTY. LTD.
Issue :Drawing No :

Part No :

Copyright:  Use or reproduction in whole or part is not permitted
without the writers permission of
Fantech Pty Ltd, P.O. Box 346, Mulgrave Nth, Victoria, 3170.

-
-

-
-

K WOAdded 900mm sizes08/12/15

- ---

- - -
- - -

-
-

A4H-1 Version 4

AP, APP, APS
CERTIFIED DIMENSIONS

Weight :
kg"Refer Table

1SJK

sjk Refer Table

1:25

02-06-07

-

-sjkRedrawn to ISO6580 dimensions02-06-07J

Init.ECNDate

Finish :

Material :

Approved :

Scale :

Date :

Drawn :
Title :

FANTECH PTY. LTD.
Issue :Drawing No :

Part No :-
-

-
-

K WOAdded 900mm sizes08/12/15

- ---

- - -
- - -

-
-

A4H-1 Version 4
Sheet : of :1

Model AP090-160 - Default

Note
Dimensions apply to Axial Fan codes 
AP & APS (Standard Long Cased)
Weights are approximate and 
may vary with motor brand



Fan Type          
       
AP - Direct Drive         
       
APS - Smoke Spill        
        
APV - Vertical Mount        
        
          
          
       
Fan Diameter (cm)*        
        
          
          
          
Motor Pole Speed        
        
          
      
Hub Code         
       
J = 131  Q = 252        
       
K = 181  R = 352        
       
L = 251  D = 400        
       
P = 182  F = 550        
       
          
      
Blade Material         
       
A = Aluminium         
       
P = Plastic         
       
          
          
        
Number of Blades        
        
          
      
Blade Angle (degrees)        
        
          
      
          
      
          
      
*Elta Fans’ standard fan sizes / diameters are as follows :-     
          
315, 400, 500, 560, 630, 710, 800, 900, 1000, 1120, 1250, 1400, 1600, 1800 & 2000  
          
Intermediate sizes can be manufactured to special order.      
          
 

Standardised Product Code:
(Used in this guide) 

Specific Product Code:
(Fan Selection Software)

Axial Fan Codes

18 Casing Options

AP 0

7 1 1

7

1 8 4

1

0 1 4 0

4 K A

9

9 25



Motors

Accessories

The motors we use with our range of axial impellers are chosen to provide 
maximum reliability and generate low levels of noise with minimal vibration; 
offering reduced energy consumption.

Motors can be foot or pad mounted totally enclosed metric type to IP54 or IP55. 
Standard industrial paint finish and Class F insulation to EN 60034-5, suitable for 
operating temperatures of up to +54ºC. Please contact Elta Fans for alternative options. 

Available in both IEC and NEMA standards in either aluminium or cast iron construction 
which comply with appropriate international standards as far as output, performance, 
dimensions and relevant energy performance standard are concerned. Specialist 
application motors are also available.

Matching Flange

Mounting Feet

AV Mounts Rubber

Bell Mouth Inlets Impeller Guards

Flexible ConnectorsAV Mounts Spring

Non-Return Dampers Guide Vanes

19Axial Impeller





*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Impeller  
Options
High efficiency adjustable pitch aerofoil impellers are provided with blades 
made from high quality cast aluminium, GRP or carbon loaded composite. 
Impellers are factory set to meet specific customer requirements.

The hubs are manufactured from cast aluminium alloy. 8 hub sizes range 
from 131mm to 550mm diameter provide almost infinite possibilities, whether 
performance sound levels or power consumption is the key requirement. 

All hubs are cast from high-grade aluminium alloy. Impellers are attached to 
the motor shaft via a keyed tapered bush which reduces fretting corrosion and 
eliminates the possibility of impeller wobble.
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High efficiency adjustable pitch aerofoil impellers with increased blade 
chord and twist provides 7% higher efficiency reducing overall energy 
consumption. This is a very economical method of moving high volumes of 
air at low to medium pressures.

Having an extensive range of 17 sizes from 315mm to 2000mm diameter enables 
wider performance and greater choice for the engineer. Other diameters are 
available on request. Impellers are adjustable pitch factory set at an angle to 
provide maximum performance. Blades can be adjusted to offer alternative 
performance characteristics.

Axial Impeller

Diameter from 
315mm to 
2000mm

Increased  
stress  

capabilities

Almost infinite 
performance 

variations

Standard  
speeds from  

2-8 pole  
with 2 speed 

options available

Wide range of 
hub size /  

impeller blade 
combinations

Standard  
models up to 

1000m above  
sea level

Wide range  
of nominal 

speeds can  
be provided

High  
efficiency

Standard 
operating 

temperatures 
range up to 

150°C

Impeller Options



*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.
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All our standard impeller hubs use tapered bush fittings for attachment to the 
motor shaft, they are pre-bored and keyed to match the required motor shaft 
and keyway diameters, providing smooth fitment between hub and motor. 

Two fixings are used to secure the tapered bush, with a third centre fixing with lock 
tab, direct to the motor shaft. Hubs are matched to number of blades to provide 
optimum performance for each fan diameter, for hub/blade combinations per fan 
diameter refer to page 27.

Impeller fixing

Impeller Options
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Size Ranges

550 Hub 1000 - 2000mm
3, 6, 9 and 12 Blades

252 Hub 630 - 1250mm
3, 6 and 9 Blades

131 Hub 315 - 800mm
3 and 6 Blades

182 Hub 560 - 1120mm
3 and 6 Blades

251 Hub 560 - 1000mm
3, 6, 9 and 12 Blades

181 Hub 355 - 900mm
3, 6 and 9 Blades

400 Hub 800 - 1800mm
3, 6 and 9 Blades

352 Hub 710 - 1400mm
3, 6, 9 and 12 Blades

2000 Range

Intermediate Range

1 Series Range

Impeller Options
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Increased blade root reduces stress levels which make our range of impellers 
ideal for arduous fan applications. 

Options available for ATEX fans, smoke & car park fans to EN12101:3, and marine to 
major marine classification authorities including Lloyds, DNV and ABS.

Material Strength

Combinations
The number of blades on an impeller can be varied to suit the needs of the 
application. With fewer blades the peak pressure development is reduced and the 
peak efficiency point moves to a lower pressure. The characteristics of the noise 
levels generally alter as well.  

By fitting fewer blades there is a saving in cost and, on occasions, a motor  
with a lower kW output can be fitted as the lower solidity impeller may be  
more efficient.

3 Blades

Diameter
Hub

131 181 251 182 252 352 400 550

No. of Blades 3, 6 3, 6, 9 3, 6, 9, 12 3, 6 3, 6, 9 3, 6, 9, 12 3, 6, 9 3, 6, 9, 12

315

355

400

450

500

560

630

710

800

900

1000

1120

1250

1400

1600

1800

2000

6 Blades 9 Blades 12 Blades

Axial Impeller
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Plot required flow rate and static pressure on curve 3.2m³/s       at 225Pa  
Vertically identify fan shaft power at chosen blade angle 1.3kW 
Identify nearest sound reference by interpolation 
From sound table refer to sound levels for required selection

How to use Performance Curves
The following performance curves have been ordered by fan size (diameter  
in mm), the speed of the fan determined by the number of motor poles, 2  
(2880r/min), 4 (1440r/min), 6 (960r/min) and 8 (720r/min), the impeller hub size and 
the number of impeller blades. The impeller configuration is labelled in this order: 

Fan diameter – hub size – number of blades (speed is identified below the impeller code). 
The information provided is specifically for ducted installations (type D) for both short and 
long case fans. Particular selection at a desired duty point is obtainable from Elta Fans 
selection software which will provide additional information including energy efficiency.

Plot the duty on the selected fan charts to establish blade angle,  
sound level and shaft power.

A

C

B

D

1 2

3

4



Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-251-9 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 1 2 3 4 5 6

150

100

50

200

250

350

300

0

0.5

1

1.5

2.5

2

0
10°

15°

20°

25°

30°

35°

40°

10° 15° 20° 30° 35° 40°25°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1 Inlet 79 76 79 87 84 81 75 66 90 68

Outlet 80 76 79 86 84 82 75 66 90 68

2 Inlet 83 79 80 78 80 77 74 67 88 63

Outlet 85 78 78 78 79 76 73 68 88 63

3 Inlet 86 83 81 80 79 79 76 70 90 64

Outlet 89 83 80 80 79 78 75 72 91 64

4 Inlet 77 73 75 75 77 77 77 66 85 62

Outlet 78 73 74 74 76 76 75 66 84 61

5 Inlet 83 78 79 78 83 77 75 67 88 65

Outlet 84 79 78 77 83 77 74 67 89 65

6 Inlet 86 83 82 80 79 78 75 69 90 64

Outlet 88 84 81 80 80 79 75 71 91 65

7 Inlet 77 74 77 77 78 78 80 67 86 64

Outlet 77 74 76 76 77 77 78 66 85 63

8 Inlet 83 79 80 78 82 79 77 67 89 65

Outlet 83 79 78 78 83 78 76 67 89 65

9 Inlet 87 84 84 81 80 80 77 69 91 65

Outlet 89 86 82 82 80 80 77 71 92 66

A2

3

1

C

B

D
4
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315

315-131-3-960

315-131-6-960

315-131-3-1440

315-131-6-1440

315-131-3-2880

315-131-6-2880

355

355-131-3-960

355-131-6-960

355-181-9-960

355-131-3-1440

355-131-6-1440

355-181-9-1440

355-131-3-2880

355-131-6-2880

355-181-9-2880

400

400-131-3-960

400-131-6-960

400-181-9-960

400-131-3-1440

400-131-6-1440

400-181-9-1440

400-131-3-2880

400-131-6-2880

400-181-9-2880

450

450-131-3-960

450-131-6-960

450-181-3-960

450-181-6-960

450-181-9-960

450-131-3-1440

450-131-6-1440

450-181-3-1440

450-181-6-1440

450-181-9-1440

450-131-3-2880

34

35

36

37

38

39

40

41

42

43

44

45

46

47

48

49

50

51

52

53

54

55

56

57

58

59

60

61

62

63

64

65

66

67

68

450-131-6-2880

450-181-3-2880

450-181-6-2880

450-181-9-2880

500

500-131-3-720

500-131-6-720

500-181-3-720

500-181-6-720

500-181-9-720

500-182-6-720

500-131-3-960

500-131-6-960

500-181-3-960

500-181-6-960

500-181-9-960

500-182-6-960

500-131-3-1440

500-131-6-1440

500-181-3-1440

500-181-6-1440

500-181-9-1440

500-182-6-1440

500-131-3-2880

500-131-6-2880

500-181-3-2880

500-181-6-2880

500-181-9-2880

500-182-6-2880

560

560-131-3-720

560-131-6-720

560-181-3-720

560-181-6-720

560-181-9-720

560-182-3-720

560-182-6-720

560-251-3-720

560-251-6-720

560-251-9-720

560-251-12-720

560-252-9-720

560-131-3-960

560-131-6-960

560-181-3-960

560-181-6-960

560-181-9-960

560-182-3-960

560-182-6-960

560-251-3-960

560-251-6-960

560-251-9-960

560-251-12-960

560-252-9-960

560-131-3-1440

560-131-6-1440

560-181-3-1440

560-181-6-1440

560-181-9-1440

560-182-3-1440

560-182-6-1440

560-251-3-1440

560-251-6-1440

560-251-9-1440

560-251-12-1440

560-252-9-1440

560-131-3-2880

560-131-6-2880

560-181-3-2880

560-181-6-2880

560-181-9-2880

560-182-3-2880

560-182-6-2880

560-251-6-2880

560-251-9-2880

560-251-12-2880

560-252-9-2880

 

630

630-131-3-720

630-131-6-720

630-181-3-720

630-181-6-720

630-181-9-720

630-182-3-720

630-182-6-720

630-251-3-720

630-251-6-720

630-251-9-720

630-251-12-720

630-252-3-720

630-252-6-720

630-252-9-720

630-131-3-960

630-131-6-960

630-181-3-960

630-181-6-960

630-181-9-960

630-182-3-960

630-182-6-960

630-251-3-960

630-251-6-960

630-251-9-960

630-251-12-960

630-252-3-960

630-252-6-960

630-252-9-960

630-131-3-1440

630-131-6-1440

630-181-3-1440

630-181-6-1440

630-181-9-1440

630-182-3-1440

630-182-6-1440

630-251-3-1440

630-251-6-1440

630-251-9-1440

69

70

71

72
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96
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102
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123
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138

139

140

141
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147
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149

150

151

152
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156
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175
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177

178

179

180

181
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630-251-12-1440

630-252-3-1440

630-252-6-1440

630-252-9-1440

630-131-3-2880

630-131-6-2880

630-181-3-2880

630-181-6-2880

630-181-9-2880

630-182-3-2880

630-182-6-2880

630-251-6-2880

630-251-9-2880

630-251-12-2880

630-252-3-2880

630-252-6-2880

630-252-9-2880

710

710-131-3-720

710-131-6-720

710-181-3-720

710-181-6-720

710-181-9-720

710-182-3-720

710-182-6-720

710-251-3-720

710-251-6-720

710-251-9-720

710-251-12-720

710-252-3-720

710-252-6-720

710-252-9-720

710-131-3-960

710-131-6-960

710-181-3-960

710-181-6-960

710-181-9-960

710-182-3-960

710-182-6-960

710-251-3-960

710-251-6-960

710-251-9-960

710-251-12-960

710-252-3-960

710-252-6-960

710-252-9-960

710-131-3-1440

710-131-6-1440

710-181-3-1440

710-181-6-1440

710-181-9-1440

710-182-3-1440

710-182-6-1440

710-251-3-1440

710-251-6-1440

710-251-9-1440

710-251-12-1440

710-252-3-1440

710-252-6-1440

710-252-9-1440

710-131-3-2880

710-131-6-2880

710-181-6-2880

710-181-9-2880

710-182-3-2880

710-182-6-2880

710-251-6-2880

710-251-9-2880

710-251-12-2880

710-252-3-2880

710-252-6-2880

710-252-9-2880

800

800-131-3-720

800-131-6-720

800-181-3-720

800-181-6-720

800-181-9-720

800-182-3-720

800-182-6-720

800-251-3-720

800-251-6-720

800-251-9-720

800-251-12-720

800-252-3-720

800-252-6-720

800-252-9-720

800-352-3-720

800-352-6-720

800-352-9-720

800-352-12-720

800-400-9-720

800-131-3-960

800-131-6-960

800-181-3-960

800-181-6-960

800-181-9-960

800-182-3-960

800-182-6-960

800-251-3-960

800-251-6-960

800-251-9-960

800-251-12-960

800-252-3-960

800-252-6-960

800-252-9-960

800-352-3-960

800-352-6-960

800-352-9-960

800-352-12-960

800-400-9-960

800-131-3-1440

800-131-6-1440

800-181-3-1440

800-181-6-1440

800-181-9-1440

800-182-3-1440

800-182-6-1440

800-251-3-1440

800-251-6-1440

800-251-9-1440

800-251-12-1440

800-252-3-1440

800-252-6-1440

800-252-9-1440

800-352-3-1440

800-352-6-1440

800-352-9-1440

800-352-12-1440

800-400-9-1440

800-131-6-2880

800-181-3-2880

800-181-6-2880

800-181-9-2880

800-182-3-2880

800-182-6-2880

800-251-6-2880

800-251-9-2880

800-251-12-2880

800-252-3-2880

800-252-6-2880

800-252-9-2880

800-352-3-2880

800-352-6-2880

800-352-9-2880

800-352-12-2880

800-400-9-2880

900

900-181-3-720

900-181-6-720

900-181-9-720

900-182-3-720

900-182-6-720

900-251-3-720

900-251-6-720

900-251-9-720

182

183

184

185

186

187

188

189

190

191

192

193

194

195

196

197

198

199

200

201

202

203

204

205

206

207

208
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216

217
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1000-251-3-1440

1000-251-6-1440

1000-251-9-1440

1000-251-12-1440

1000-252-3-1440

1000-252-6-1440

1000-252-9-1440

1000-352-3-1440

1000-352-6-1440

1000-352-9-1440

1000-352-12-1440

1000-400-3-1440

1000-400-6-1440

1000-400-9-1440

1120

1120-182-3-720

1120-182-6-720

1120-252-3-720

1120-252-6-720

1120-252-9-720

1120-352-3-720

1120-352-6-720

1120-352-9-720

1120-352-12-720

1120-400-3-720

1120-400-6-720

1120-400-9-720

1120-182-3-960

1120-182-6-960

1120-252-3-960

1120-252-6-960

1120-252-9-960

1120-352-3-960

1120-352-6-960

1120-352-9-960

1120-352-12-960

1120-400-3-960

1120-400-6-960

1120-400-9-960

1120-182-3-1440

1120-182-6-1440

1120-252-3-1440

1120-252-6-1440

1120-252-9-1440

1120-352-3-1440

1120-352-6-1440

1120-352-9-1440

1120-352-12-1440

1120-400-3-1440

1120-400-6-1440

1120-400-9-1440

1250

1250-252-3-720

1250-252-6-720

1250-252-9-720

1250-352-3-720

1250-352-6-720

1250-352-9-720

1250-352-12-720

1250-400-3-720

1250-400-6-720

1250-400-9-720

1250-550-3-720

1250-550-6-720

1250-550-9-720

1250-550-12-720

1250-252-3-960

1250-252-6-960

1250-252-9-960

1250-352-3-960

1250-352-6-960

1250-352-9-960

1250-352-12-960

1250-400-3-960

1250-400-6-960

1250-400-9-960

1250-550-3-960

1250-550-6-960

900-251-12-720

900-252-3-720

900-252-6-720

900-252-9-720

900-352-3-720

900-352-6-720

900-352-9-720

900-352-12-720

900-400-9-720

900-181-3-960

900-181-6-960

900-181-9-960

900-182-3-960

900-182-6-960

900-251-3-960

900-251-6-960

900-251-9-960

900-251-12-960

900-252-3-960

900-252-6-960

900-252-9-960

900-352-3-960

900-352-6-960

900-352-9-960

900-352-12-960

900-400-9-960

900-181-3-1440

900-181-6-1440

900-181-9-1440

900-182-3-1440

900-182-6-1440

900-251-3-1440

900-251-6-1440

900-251-9-1440

900-251-12-1440

900-252-3-1440

900-252-6-1440

900-252-9-1440

900-352-3-1440

900-352-6-1440

900-352-9-1440

900-352-12-1440

900-400-9-1440

1000

1000-182-3-720

1000-182-6-720

1000-251-3-720

1000-251-6-720

1000-251-9-720

1000-251-12-720

1000-252-3-720

1000-252-6-720

1000-252-9-720

1000-352-3-720

1000-352-6-720

1000-352-9-720

1000-352-12-720

1000-400-3-720

1000-400-6-720

1000-400-9-720

1000-182-3-960

1000-182-6-960

1000-251-3-960

1000-251-6-960

1000-251-9-960

1000-251-12-960

1000-252-3-960

1000-252-6-960

1000-252-9-960

1000-352-3-960

1000-352-6-960

1000-352-9-960

1000-352-12-960

1000-400-3-960

1000-400-6-960

1000-400-9-960

1000-182-3-1440

1000-182-6-1440

335

336

337

338

339

340

341

342

343

344

345

346
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348

349
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375
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390
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399

400

401
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407

408
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411

412

413

414

415

416

417

418

419

420

421

422

423

424

425

426

427

428

429

430

431
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433

434

435
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437

438

439

440

441
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444

445
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447
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458
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467
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477
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479

480

481
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483

484

485

486

487
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1250-550-9-960

1250-550-12-960

1250-252-3-1440

1250-252-6-1440

1250-252-9-1440

1250-352-3-1440

1250-352-6-1440

1250-352-9-1440

1250-352-12-1440

1250-400-3-1440

1250-400-6-1440

1250-400-9-1440

1250-550-3-1440

1250-550-6-1440

1250-550-9-1440

1250-550-12-1440

1400

1400-352-3-720

1400-352-6-720

1400-352-9-720

1400-352-12-720

1400-400-3-720

1400-400-6-720

1400-400-9-720

1400-550-3-720

1400-550-6-720

1400-550-9-720

1400-550-12-720

1400-352-3-960

1400-352-6-960

1400-352-9-960

1400-352-12-960

1400-400-3-960

1400-400-6-960

1400-400-9-960

1400-550-3-960

1400-550-6-960

1400-550-9-960

1400-550-12-960

1400-352-3-1440

1400-352-6-1440

1400-352-9-1440

1400-352-12-1440

1400-400-3-1440

1400-400-6-1440

1400-400-9-1440

1400-550-3-1440

1400-550-6-1440

1400-550-9-1440

1400-550-12-1440

1600

1600-400-3-720

1600-400-6-720

1600-400-9-720

1600-550-3-720

1600-550-6-720

1600-550-9-720

1600-550-12-720

1600-400-3-960

1600-400-6-960

1600-400-9-960

1600-550-3-960

1600-550-6-960

1600-550-9-960

1600-550-12-960

1800

1800-400-3-720

1800-400-6-720

1800-400-9-720

1800-550-3-720

1800-550-6-720

1800-550-9-720

1800-550-12-720

1800-400-3-960

1800-400-6-960

1800-400-9-960

1800-550-3-960

1800-550-6-960

1800-550-9-960

1800-550-12-960

2000

2000-550-3-720

2000-550-6-720

2000-550-9-720

2000-550-12-720

2000-550-3-960

2000-550-6-960

2000-550-9-960

2000-550-12-960

488

489

490

491

492

493

494

495

496

497

498

499

500

501

502

503

504

505

506

507

508

509

510

511

512

513

514

515

516

517

518

519

520

521

522

523

524

525

526

527

528

529

530

531

532

533

534

535

536

537

538

539

540

541

542

543

544

545

546

547

548

549

550

551

552

553

554

555

556

557

558

559

560

561

562

563

564

565

566

567

568

569

570

571

572
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
315mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
315-131-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 66 66 55 51 58 45 39 33 70 39

Outlet 66 65 55 53 67 47 39 34 71 47

2
Inlet 59 65 51 52 58 47 43 36 67 39

Outlet 61 64 52 53 61 49 43 37 67 41

3
Inlet 61 65 54 53 59 48 44 38 68 40

Outlet 64 63 55 54 67 50 45 39 70 47

4
Inlet 60 63 48 50 60 45 39 32 66 40

Outlet 64 63 49 52 68 46 38 33 70 48

5
Inlet 64 65 52 52 57 46 40 33 68 38

Outlet 69 64 52 52 61 48 40 34 71 41

6
Inlet 64 65 56 53 60 48 43 37 69 41

Outlet 67 64 56 54 67 49 44 39 71 47

7
Inlet 60 63 48 50 60 44 37 32 66 40

Outlet 64 62 49 52 67 45 37 32 70 47

8
Inlet 65 65 52 52 57 46 39 32 69 38

Outlet 69 65 53 52 61 48 39 33 71 41

9
Inlet 66 65 57 53 59 48 42 37 69 40

Outlet 69 63 57 54 66 49 43 38 72 46



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 35

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
315mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
315-131-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 68 68 57 55 58 46 39 33 71 40

Outlet 68 68 57 54 66 47 40 34 72 46

2
Inlet 57 68 53 55 58 47 39 34 69 40

Outlet 59 67 54 55 63 49 39 34 69 43

3
Inlet 57 68 58 55 58 48 43 38 69 40

Outlet 59 67 58 54 63 50 44 38 69 43

4
Inlet 53 68 51 54 59 45 37 33 69 40

Outlet 55 67 51 54 66 46 37 33 70 46

5
Inlet 56 69 53 55 58 47 39 34 70 40

Outlet 58 68 54 55 63 49 39 34 70 43

6
Inlet 59 69 61 55 59 49 41 35 70 41

Outlet 61 67 61 55 64 51 42 36 70 44

7
Inlet 54 67 52 54 60 46 37 33 68 41

Outlet 56 66 53 54 65 46 37 33 69 45

8
Inlet 57 69 54 57 58 48 39 34 70 40

Outlet 58 68 55 58 63 49 39 34 70 44

9
Inlet 60 69 62 57 59 49 41 35 71 41

Outlet 61 68 61 56 64 51 41 35 71 45
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Tel +603 7846 0340       Email info@eltafans.asia       Website eltafans.asia36

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
315mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
315-131-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 68 70 67 59 59 53 50 44 74 43

Outlet 69 69 67 60 59 52 50 46 74 43

2
Inlet 67 69 61 56 54 52 50 46 72 40

Outlet 69 69 61 57 53 51 51 48 73 40

3
Inlet 70 68 63 58 57 55 53 50 73 42

Outlet 71 67 63 60 57 54 54 51 73 43

4
Inlet 68 66 58 52 56 52 49 42 71 39

Outlet 68 65 58 53 56 51 49 44 70 39

5
Inlet 73 69 61 57 56 54 50 44 75 41

Outlet 73 68 61 58 55 53 49 46 75 41

6
Inlet 73 69 66 59 57 55 53 49 75 43

Outlet 74 68 66 60 57 54 53 50 76 43

7
Inlet 68 65 58 53 58 52 48 41 70 40

Outlet 68 65 59 54 59 51 49 42 71 41

8
Inlet 73 69 63 57 57 54 49 42 75 42

Outlet 74 68 64 58 56 52 48 44 75 41

9
Inlet 74 69 66 58 57 55 52 48 76 43

Outlet 75 68 66 59 57 54 52 49 76 43
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35°Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
315mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
315-131-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 66 78 68 60 57 52 49 43 79 45

Outlet 67 75 69 61 56 52 49 44 77 44

2
Inlet 66 72 62 56 55 53 49 45 74 41

Outlet 67 71 64 56 55 53 49 46 73 41

3
Inlet 65 70 66 58 57 55 51 49 73 43

Outlet 67 68 67 58 57 55 53 50 73 43

4
Inlet 59 68 58 54 54 52 48 42 69 39

Outlet 62 68 59 56 54 52 47 43 70 39

5
Inlet 63 71 62 57 57 54 49 43 72 42

Outlet 64 71 65 57 56 54 49 44 73 42

6
Inlet 67 73 68 59 58 56 51 47 75 44

Outlet 69 71 69 59 57 56 52 48 75 44

7
Inlet 58 68 59 56 55 53 48 43 69 40

Outlet 61 67 61 57 55 52 48 42 69 40

8
Inlet 61 71 64 58 58 55 50 45 73 43

Outlet 62 71 66 59 57 55 49 45 73 43

9
Inlet 65 75 69 60 60 58 53 46 77 46

Outlet 68 74 69 61 59 57 53 47 76 45
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
315mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
315-131-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 75 84 83 81 77 70 67 63 88 62

Outlet 77 83 84 81 76 69 67 64 88 61

2
Inlet 76 80 78 73 71 68 66 63 84 56

Outlet 78 79 79 74 72 68 67 65 84 57

3
Inlet 81 82 78 77 76 71 69 68 87 60

Outlet 82 81 77 77 76 71 70 70 87 60

4
Inlet 70 82 73 71 69 66 64 60 83 54

Outlet 72 82 73 70 69 66 64 62 83 54

5
Inlet 77 84 78 75 73 70 66 62 86 58

Outlet 79 83 79 77 74 69 66 64 87 59

6
Inlet 80 86 79 78 76 71 69 67 88 60

Outlet 82 84 78 79 76 71 70 69 88 61

7
Inlet 71 82 74 71 72 67 64 60 84 55

Outlet 73 81 74 70 69 67 64 61 83 54

8
Inlet 73 86 79 76 73 70 66 62 88 58

Outlet 76 85 80 78 73 70 67 63 87 59

9
Inlet 80 87 80 78 76 72 69 66 89 61

Outlet 82 85 79 79 76 72 70 68 88 61
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
315mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
315-131-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 78 81 87 81 77 71 69 63 89 63

Outlet 81 80 88 81 77 71 68 64 90 63

2
Inlet 81 79 83 77 74 70 68 63 87 59

Outlet 86 78 83 78 74 70 68 65 89 60

3
Inlet 79 78 79 79 77 72 69 67 86 61

Outlet 83 77 79 80 76 73 70 68 87 61

4
Inlet 73 73 80 73 71 68 66 62 83 56

Outlet 76 72 81 72 69 68 66 62 83 56

5
Inlet 80 77 85 76 74 72 68 63 87 60

Outlet 82 75 85 79 73 72 69 65 88 61

6
Inlet 81 79 84 81 77 74 70 65 88 62

Outlet 83 78 84 81 76 74 71 67 89 62

7
Inlet 71 71 79 72 72 69 67 62 82 57

Outlet 74 70 80 72 72 69 67 62 83 57

8
Inlet 77 76 85 77 75 73 70 63 87 61

Outlet 80 74 84 79 74 74 70 65 87 61

9
Inlet 81 79 87 83 77 75 71 65 90 64

Outlet 83 78 87 81 76 76 72 68 90 63
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
355mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
355-131-3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 69 66 57 50 49 47 43 39 71 36

Outlet 71 64 58 50 48 46 43 40 72 35

2
Inlet 65 59 54 51 49 48 45 41 67 35

Outlet 68 56 55 51 48 46 45 42 69 34

3
Inlet 67 59 54 50 49 50 47 44 68 36

Outlet 70 57 55 50 49 49 48 45 70 36

4
Inlet 64 55 51 49 50 48 42 38 65 34

Outlet 67 53 53 48 49 46 42 38 67 33

5
Inlet 68 58 53 49 51 48 44 40 69 35

Outlet 71 55 54 49 50 46 44 40 71 34

6
Inlet 66 59 56 50 49 49 47 44 67 35

Outlet 69 57 58 50 49 48 48 45 70 36

7
Inlet 61 56 51 49 49 45 40 37 63 33

Outlet 64 55 52 49 48 44 40 37 65 32

8
Inlet 67 58 53 49 51 48 43 39 68 35

Outlet 71 56 54 49 51 46 43 39 71 35

9
Inlet 65 60 57 51 50 49 47 44 67 36

Outlet 69 57 58 51 49 48 47 44 70 36
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
355mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
355-131-6

Volume Flow m3/s
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35°Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 76 66 60 53 51 50 52 45 77 39

Outlet 77 65 61 54 50 50 53 46 77 39

2
Inlet 71 69 63 57 54 49 41 39 74 40

Outlet 72 67 64 57 54 49 41 38 74 40

3
Inlet 71 70 62 56 55 51 44 41 74 40

Outlet 73 68 63 57 55 51 44 39 75 40

4
Inlet 61 62 60 58 56 53 51 44 67 41

Outlet 62 61 61 58 55 54 52 43 67 41

5
Inlet 61 61 57 53 54 51 43 40 66 38

Outlet 62 58 58 53 53 50 43 39 65 37

6
Inlet 61 66 58 54 55 51 43 40 68 39

Outlet 63 64 60 54 55 51 43 39 68 39

7
Inlet 55 58 52 49 51 52 49 40 62 37

Outlet 57 57 54 49 50 52 50 40 62 37

8
Inlet 57 63 54 51 53 50 42 39 65 36

Outlet 59 60 55 52 52 49 41 38 64 36

9
Inlet 61 66 58 54 55 51 42 39 68 39

Outlet 63 64 60 54 55 51 43 39 68 39
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
355mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
355-181-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 59 60 54 52 52 48 44 38 64 36

Outlet 60 58 55 52 51 47 44 38 64 35

2
Inlet 63 64 55 51 52 49 44 38 67 36

Outlet 65 63 57 52 51 48 44 39 68 36

3
Inlet 65 64 57 52 53 52 51 44 68 38

Outlet 67 61 57 52 52 52 51 44 69 38

4
Inlet 59 62 57 52 53 49 43 38 65 37

Outlet 61 61 58 52 51 47 43 38 65 36

5
Inlet 63 63 57 53 54 50 44 39 67 37

Outlet 64 62 58 53 52 49 44 39 67 37

6
Inlet 64 65 58 53 53 50 45 40 68 38

Outlet 66 62 58 53 52 50 46 41 68 37

7
Inlet 59 63 58 52 53 52 51 47 66 39

Outlet 61 61 59 52 52 50 50 45 66 38

8
Inlet 61 66 58 53 55 49 45 39 68 38

Outlet 62 66 59 53 53 48 44 39 68 37

9
Inlet 62 66 58 54 55 51 45 40 68 39

Outlet 64 63 59 54 54 50 45 40 68 38
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
355mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
355-131-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 70 67 65 61 59 56 52 48 73 44

Outlet 73 65 66 61 58 55 51 48 75 43

2
Inlet 71 68 62 62 60 56 54 51 74 44

Outlet 74 65 63 62 60 55 54 52 75 44

3
Inlet 73 68 63 61 60 58 57 54 75 45

Outlet 75 66 64 61 59 58 58 55 76 45

4
Inlet 69 64 60 57 58 56 53 48 71 42

Outlet 73 62 60 57 58 55 52 48 74 42

5
Inlet 73 65 61 58 58 57 54 50 74 43

Outlet 76 63 62 58 58 56 54 51 77 43

6
Inlet 73 67 63 61 59 57 56 54 75 44

Outlet 76 65 65 61 58 56 56 55 77 44

7
Inlet 67 63 59 59 60 57 52 47 70 43

Outlet 70 61 60 59 60 56 51 46 72 43

8
Inlet 70 66 62 58 59 57 53 49 72 43

Outlet 73 64 62 59 58 56 53 49 74 43

9
Inlet 73 68 65 62 59 57 56 53 75 45

Outlet 76 65 67 61 59 57 57 54 77 45
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
355mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
355-131-6

Volume Flow m3/s

180

160

140

100

120

80

60

40

20

0.20

0.14

0.16
0.18

0.12
0.10
0.08
0.06
0.04
0.02

0

0
10° 15° 20° 25° 30° 35° 40°

15°
10°

20°

35°

30°

40°

25°

0.2 0.80.4 10.6

11 22 33

44 55 66666

777 888 99999
0

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 84 72 66 63 58 52 46 85 51

Outlet 73 82 73 67 62 57 51 45 83 50

2
Inlet 74 77 72 68 66 62 55 49 80 51

Outlet 75 75 73 69 66 62 55 48 80 51

3
Inlet 77 77 72 67 66 63 57 52 81 51

Outlet 77 76 73 67 65 63 57 51 81 50

4
Inlet 62 66 67 60 61 59 54 48 71 45

Outlet 64 65 68 60 60 58 53 47 72 45

5
Inlet 68 69 64 63 63 63 57 50 74 48

Outlet 70 66 65 63 63 62 57 49 74 47

6
Inlet 70 72 65 65 65 63 57 50 76 49

Outlet 72 71 67 64 64 63 57 50 76 48

7
Inlet 59 66 59 58 60 59 54 48 69 44

Outlet 61 66 61 58 58 57 53 46 69 43

8
Inlet 63 70 63 61 62 62 56 48 73 47

Outlet 65 68 63 61 61 61 55 47 72 46

9
Inlet 68 72 64 64 64 63 56 49 75 48

Outlet 69 71 66 64 64 63 56 49 75 48
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
355mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
355-181-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 65 65 64 61 60 58 53 48 71 44

Outlet 67 63 65 62 59 57 53 47 71 44

2
Inlet 71 72 68 62 61 60 55 49 76 46

Outlet 73 70 70 63 60 59 55 50 76 46

3
Inlet 74 72 68 65 63 61 59 55 77 48

Outlet 76 70 69 64 62 62 60 56 78 48

4
Inlet 64 67 67 62 60 59 55 49 72 46

Outlet 65 66 69 63 59 58 54 48 73 46

5
Inlet 69 71 68 63 62 61 56 49 75 47

Outlet 71 69 69 64 61 60 56 49 75 47

6
Inlet 74 72 68 65 63 61 58 54 77 48

Outlet 76 70 69 64 62 62 59 55 78 48

7
Inlet 64 67 68 62 60 59 55 49 72 46

Outlet 65 66 69 63 59 58 54 48 73 46

8
Inlet 65 71 70 63 61 60 56 49 75 47

Outlet 67 69 72 64 61 59 56 50 75 47

9
Inlet 73 72 68 65 63 62 58 53 77 48

Outlet 75 70 69 65 62 62 59 55 78 48
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
355mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
355-131-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 76 85 78 79 79 74 69 65 88 62

Outlet 78 84 78 79 78 73 69 65 87 61

2
Inlet 80 85 79 77 80 75 70 68 88 62

Outlet 82 83 78 75 79 75 70 69 88 62

3
Inlet 84 86 79 78 79 76 72 72 90 63

Outlet 85 84 78 77 78 76 73 73 89 62

4
Inlet 76 85 75 74 74 71 68 64 87 58

Outlet 78 83 75 72 72 71 67 65 85 57

5
Inlet 82 88 76 77 77 73 69 66 90 61

Outlet 84 85 76 74 75 73 69 67 88 59

6
Inlet 85 87 78 79 80 75 71 71 90 63

Outlet 86 85 78 78 78 75 72 72 90 62

7
Inlet 75 83 73 74 77 75 70 65 86 60

Outlet 76 81 74 72 76 75 69 65 85 60

8
Inlet 79 85 76 77 77 73 69 66 88 60

Outlet 82 81 76 75 75 73 69 66 86 59

9
Inlet 83 88 79 80 81 76 72 70 91 64

Outlet 83 85 79 79 80 76 72 71 89 63
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
355mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
355-131-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 84 87 95 86 83 78 71 65 97 69

Outlet 86 86 96 86 82 78 72 65 97 69

2
Inlet 82 89 89 86 85 81 75 70 94 69

Outlet 85 88 90 86 85 82 77 70 95 69

3
Inlet 86 92 90 87 85 82 77 72 96 70

Outlet 89 90 90 87 84 83 79 73 96 70

4
Inlet 76 75 76 81 80 78 75 71 86 64

Outlet 80 73 78 80 79 78 75 70 87 64

5
Inlet 82 80 81 82 80 79 76 71 89 65

Outlet 85 78 80 81 80 78 76 72 89 65

6
Inlet 86 82 82 82 82 81 77 72 91 66

Outlet 88 80 84 80 81 81 79 74 92 66

7
Inlet 73 72 75 76 75 73 73 70 83 60

Outlet 76 70 78 74 75 72 72 69 83 59

8
Inlet 78 76 81 78 78 77 75 70 87 63

Outlet 81 74 80 77 79 77 75 71 87 63

9
Inlet 82 81 82 81 81 81 77 71 89 66

Outlet 85 79 84 79 81 81 78 72 90 66
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
355mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
355-181-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 75 74 77 78 74 73 67 85 61

Outlet 85 74 75 77 78 74 73 67 87 61

2
Inlet 83 83 82 80 79 76 74 68 89 63

Outlet 87 82 82 82 78 77 74 69 91 64

3
Inlet 86 84 84 82 81 78 74 70 91 65

Outlet 89 84 84 81 80 80 75 72 92 65

4
Inlet 77 74 74 78 77 73 73 68 84 61

Outlet 83 72 75 78 78 73 73 68 86 61

5
Inlet 82 79 82 80 79 76 74 68 88 63

Outlet 86 78 83 82 80 77 74 69 90 64

6
Inlet 87 84 83 83 81 79 76 70 91 66

Outlet 89 82 83 81 82 81 77 72 92 66

7
Inlet 77 78 78 80 78 75 75 70 86 63

Outlet 84 76 79 82 79 74 75 70 88 63

8
Inlet 79 79 82 82 81 77 76 69 88 65

Outlet 82 78 83 84 81 78 76 70 90 66

9
Inlet 85 84 85 85 83 80 78 71 92 67

Outlet 86 81 85 84 82 82 78 73 92 67
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
400mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
400-131-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 72 69 61 60 53 53 49 43 74 41

Outlet 73 68 62 57 53 52 48 43 75 40

2
Inlet 65 63 59 61 54 54 51 46 69 41

Outlet 67 62 60 58 53 53 51 46 69 40

3
Inlet 68 65 58 58 55 57 54 50 71 42

Outlet 69 63 59 57 54 56 54 50 71 41

4
Inlet 61 59 54 60 54 54 48 41 66 40

Outlet 63 58 55 56 53 52 47 40 66 38

5
Inlet 65 64 59 61 55 54 50 44 69 41

Outlet 68 63 60 58 54 53 49 44 70 40

6
Inlet 68 65 59 59 55 57 54 50 71 42

Outlet 70 63 60 56 54 56 54 50 72 41

7
Inlet 61 60 53 59 53 52 46 40 66 39

Outlet 64 59 54 55 52 50 45 39 66 37

8
Inlet 65 64 59 61 55 54 50 44 69 41

Outlet 68 63 60 58 54 53 49 44 70 40

9
Inlet 68 65 59 59 55 57 54 50 71 42

Outlet 70 63 60 56 54 56 54 50 72 41
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
400mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
400-131-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 76 70 63 61 55 54 48 42 77 42

Outlet 77 70 65 60 54 54 48 42 78 42

2
Inlet 65 66 60 58 56 57 53 47 70 42

Outlet 66 64 61 62 55 55 52 47 70 42

3
Inlet 68 67 60 60 56 58 61 54 72 45

Outlet 68 66 61 57 55 58 61 54 72 45

4
Inlet 61 64 57 61 55 54 48 42 68 41

Outlet 61 63 59 59 54 53 47 41 67 40

5
Inlet 64 67 60 59 56 56 51 44 70 42

Outlet 65 65 61 62 55 55 50 44 70 42

6
Inlet 66 70 61 61 56 57 54 50 72 43

Outlet 67 68 62 58 55 57 55 50 72 43

7
Inlet 58 64 57 60 53 53 47 41 67 40

Outlet 59 64 58 59 52 52 46 40 67 39

8
Inlet 63 67 60 59 56 57 53 46 70 42

Outlet 64 66 61 63 56 55 53 46 70 43

9
Inlet 66 70 61 61 56 57 54 50 72 43

Outlet 67 68 62 58 55 57 55 50 72 43
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
400mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
400-181-9

Volume Flow m3/s

30

60

40

50

20

10

0.04

0.08

0.10

0.12

0.06

0.02

0

0
10° 15° 20° 25° 30° 35° 40°

15°
10°

20°

30°

40°

35°

25°

0.2 10.80.60.4

111 222 333333

44 555 66

777 888 99999

0

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 62 66 69 64 59 55 48 41 72 45

Outlet 63 65 70 62 58 54 48 41 72 44

2
Inlet 66 65 58 59 56 56 51 44 70 42

Outlet 68 64 59 57 55 55 51 44 70 41

3
Inlet 70 66 59 59 56 57 54 47 72 42

Outlet 72 65 60 58 55 56 55 48 73 42

4
Inlet 60 64 56 60 54 53 48 42 67 40

Outlet 61 63 57 58 53 52 47 41 67 39

5
Inlet 65 66 59 59 58 56 50 42 70 42

Outlet 66 65 60 57 56 54 49 43 70 41

6
Inlet 66 66 59 59 57 57 52 46 70 42

Outlet 68 66 60 58 56 56 53 47 71 42

7
Inlet 60 64 58 61 55 54 48 41 68 41

Outlet 61 64 59 58 53 52 46 40 67 39

8
Inlet 63 65 59 59 57 56 51 44 69 42

Outlet 63 64 60 57 56 54 50 44 68 41

9
Inlet 66 66 59 59 57 57 52 46 70 42

Outlet 68 66 60 58 56 56 53 47 71 42
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
400mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
400-131-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 79 72 67 64 63 60 55 83 51

Outlet 80 78 73 66 63 62 59 56 83 50

2
Inlet 75 69 68 68 64 63 60 57 78 50

Outlet 76 68 69 67 64 61 60 58 78 49

3
Inlet 77 72 67 68 65 65 64 60 79 51

Outlet 78 71 68 66 65 64 64 61 80 51

4
Inlet 70 66 61 63 62 61 58 52 73 47

Outlet 71 65 62 61 62 59 57 52 73 46

5
Inlet 75 70 70 67 65 63 59 55 78 50

Outlet 76 68 70 66 64 61 59 56 78 49

6
Inlet 78 73 68 68 65 65 63 60 80 51

Outlet 79 71 68 66 65 63 64 61 80 51

7
Inlet 70 67 61 63 62 62 58 52 73 47

Outlet 71 66 62 61 62 60 58 52 74 46

8
Inlet 75 70 70 67 65 63 59 55 78 50

Outlet 76 68 70 66 64 61 59 56 78 49

9
Inlet 78 73 68 68 65 65 63 60 80 51

Outlet 79 71 68 66 65 63 64 61 80 51
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
400mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
400-131-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 84 76 71 66 64 59 54 85 54

Outlet 74 82 77 70 66 64 59 54 84 53

2
Inlet 75 75 71 69 65 65 61 57 80 51

Outlet 76 74 72 66 64 64 62 58 80 51

3
Inlet 77 75 68 70 65 66 64 61 80 52

Outlet 79 73 69 67 65 65 65 62 81 52

4
Inlet 68 71 64 67 65 65 60 54 75 50

Outlet 70 71 65 65 64 63 60 54 75 49

5
Inlet 73 75 68 68 65 65 61 56 79 51

Outlet 74 74 68 65 64 63 60 56 78 49

6
Inlet 75 78 70 70 66 66 63 60 81 53

Outlet 76 76 70 67 65 65 64 61 80 52

7
Inlet 65 73 64 65 63 64 59 53 75 49

Outlet 67 72 65 63 62 62 58 52 75 47

8
Inlet 70 76 68 68 65 65 61 55 78 51

Outlet 72 75 68 66 64 63 60 55 78 50

9
Inlet 75 78 70 70 66 66 63 60 81 53

Outlet 76 76 70 67 65 65 64 61 80 52
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
400mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
400-181-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 69 74 77 73 70 67 61 54 81 55

Outlet 72 73 78 73 69 66 60 54 81 55

2
Inlet 75 70 69 70 64 65 61 55 78 51

Outlet 78 71 70 68 63 64 61 56 80 50

3
Inlet 78 74 70 72 65 66 62 58 81 53

Outlet 82 75 71 69 65 66 63 60 83 52

4
Inlet 68 65 67 67 64 65 60 54 74 50

Outlet 69 65 68 66 63 63 59 53 74 49

5
Inlet 73 71 71 69 65 66 61 54 78 51

Outlet 73 70 71 67 64 64 60 54 77 50

6
Inlet 74 73 71 71 66 66 62 57 79 52

Outlet 77 72 72 69 65 66 63 59 80 52

7
Inlet 66 67 69 66 63 64 60 54 74 49

Outlet 67 67 70 66 62 62 59 53 74 49

8
Inlet 71 71 71 69 65 66 61 54 77 51

Outlet 72 70 72 68 64 64 60 54 77 50

9
Inlet 74 73 71 71 66 66 62 57 79 52

Outlet 77 72 72 69 65 66 63 59 80 52
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
400mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
400-131-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 81 91 91 89 84 80 77 74 96 70

Outlet 83 89 91 87 83 79 76 75 95 69

2
Inlet 86 86 80 83 84 81 76 74 92 67

Outlet 87 84 79 82 83 80 76 76 91 66

3
Inlet 90 89 83 83 83 83 79 79 94 68

Outlet 91 87 82 82 81 81 79 81 94 67

4
Inlet 82 81 77 78 77 76 73 71 87 62

Outlet 83 80 78 76 75 75 72 71 87 61

5
Inlet 82 87 81 84 83 81 76 73 92 67

Outlet 84 85 79 83 82 80 76 74 91 66

6
Inlet 88 90 84 84 83 82 78 78 94 68

Outlet 88 88 83 82 81 81 79 80 93 67

7
Inlet 78 83 77 77 77 76 73 71 87 62

Outlet 79 81 78 75 75 75 72 71 86 61

8
Inlet 82 87 81 84 83 81 76 73 92 67

Outlet 84 85 79 83 82 80 76 74 91 66

9
Inlet 88 90 84 84 83 82 78 78 94 68

Outlet 88 88 83 82 81 81 79 80 93 67
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
400mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
400-131-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 87 86 96 89 85 81 78 74 98 71

Outlet 89 86 96 88 84 80 78 75 98 71

2
Inlet 89 84 85 86 83 82 78 75 93 68

Outlet 91 83 85 83 81 81 79 77 94 67

3
Inlet 91 86 87 86 85 85 80 79 95 70

Outlet 93 86 85 85 83 83 81 81 96 69

4
Inlet 83 77 81 83 85 84 79 74 91 69

Outlet 85 76 82 82 83 83 79 74 91 68

5
Inlet 88 83 87 84 81 81 77 74 93 67

Outlet 89 82 86 82 80 80 77 75 93 66

6
Inlet 87 86 89 86 86 85 79 78 95 70

Outlet 91 85 87 87 84 83 80 80 95 70

7
Inlet 79 76 83 80 81 78 76 73 88 65

Outlet 81 74 83 80 79 77 76 73 88 64

8
Inlet 86 83 88 85 81 81 77 74 93 67

Outlet 87 82 87 83 80 80 77 75 92 66

9
Inlet 87 86 89 86 86 85 79 78 95 70

Outlet 91 85 87 87 84 83 80 80 95 70
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
400mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
400-181-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 82 81 86 92 88 85 80 74 95 73

Outlet 87 82 87 89 88 85 81 75 95 72

2
Inlet 89 84 82 84 85 82 79 74 93 68

Outlet 94 88 83 83 82 81 79 76 96 67

3
Inlet 93 87 85 86 87 84 80 76 96 70

Outlet 97 92 87 85 87 83 81 79 99 70

4
Inlet 84 77 75 81 81 79 78 75 89 65

Outlet 85 76 76 80 78 78 78 75 89 64

5
Inlet 89 84 83 85 84 81 79 74 93 68

Outlet 91 82 82 83 80 80 79 75 93 66

6
Inlet 90 86 84 87 88 84 80 76 95 71

Outlet 93 87 84 85 86 83 81 78 96 70

7
Inlet 80 77 76 84 81 79 79 75 89 66

Outlet 81 76 77 83 80 78 78 74 88 65

8
Inlet 87 84 83 86 84 82 79 74 93 69

Outlet 88 83 83 84 81 81 80 76 92 67

9
Inlet 90 86 84 87 88 84 80 76 95 71

Outlet 93 87 84 85 86 83 81 78 96 70
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
450-131-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 69 73 71 65 59 58 54 48 77 47

Outlet 69 73 71 64 58 57 53 48 76 46

2
Inlet 70 66 60 61 57 58 56 52 73 44

Outlet 70 66 60 60 57 57 55 53 72 43

3
Inlet 78 74 68 65 62 61 57 52 80 48

Outlet 77 73 68 64 61 60 57 52 79 47

4
Inlet 69 64 59 62 58 58 54 46 72 44

Outlet 68 64 59 62 57 57 52 46 71 43

5
Inlet 72 67 60 61 57 58 56 51 74 44

Outlet 73 66 60 62 57 57 55 52 74 44

6
Inlet 78 74 68 65 62 61 57 52 80 48

Outlet 77 73 68 64 61 60 57 52 79 47

7
Inlet 69 65 59 63 58 58 54 46 72 44

Outlet 69 65 60 64 58 57 52 46 72 44

8
Inlet 73 67 60 61 57 58 56 52 75 44

Outlet 74 66 60 62 57 57 55 52 75 44

9
Inlet 78 74 68 65 62 61 58 52 80 48

Outlet 78 73 68 64 62 60 57 52 80 47
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
450-131-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 74 68 66 61 61 54 46 81 48

Outlet 81 75 68 65 60 60 54 47 82 47

2
Inlet 68 71 64 63 61 62 57 50 74 47

Outlet 69 70 64 62 61 61 57 50 74 46

3
Inlet 71 73 67 66 63 64 61 55 77 50

Outlet 72 71 67 64 63 64 61 55 76 49

4
Inlet 74 69 63 66 62 61 55 47 76 47

Outlet 73 69 64 65 62 61 54 46 76 47

5
Inlet 68 72 64 63 61 62 57 49 75 47

Outlet 68 71 64 62 61 61 56 49 74 46

6
Inlet 71 73 67 66 63 64 61 55 77 50

Outlet 72 71 67 64 63 64 61 55 76 49

7
Inlet 66 70 62 66 60 61 54 46 73 47

Outlet 65 69 62 66 60 60 53 45 73 46

8
Inlet 68 72 64 63 61 62 57 49 75 47

Outlet 68 71 64 62 61 61 56 49 74 46

9
Inlet 71 73 67 66 63 64 61 55 77 50

Outlet 72 71 67 64 63 64 61 55 76 49
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
450-181-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 70 69 69 66 60 60 55 49 75 47

Outlet 70 69 70 64 58 59 55 48 75 46

2
Inlet 73 69 61 59 57 57 55 51 75 43

Outlet 74 68 62 58 56 55 54 52 75 42

3
Inlet 76 70 64 62 60 61 57 51 78 46

Outlet 76 70 65 62 59 60 56 51 78 46

4
Inlet 72 65 58 58 58 59 54 47 73 43

Outlet 73 64 59 57 56 58 54 46 74 42

5
Inlet 74 69 60 59 57 57 55 51 76 43

Outlet 74 68 61 57 55 55 54 51 75 42

6
Inlet 76 70 64 62 60 61 57 51 78 46

Outlet 76 70 65 62 59 60 56 51 78 46

7
Inlet 72 64 58 58 58 57 53 47 73 43

Outlet 73 64 58 57 56 56 51 46 74 41

8
Inlet 74 69 60 59 57 57 55 51 76 43

Outlet 74 68 61 57 55 55 54 51 75 42

9
Inlet 76 70 64 62 60 61 57 51 78 46

Outlet 76 70 65 62 59 60 56 51 78 46
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
450-181-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 66 67 64 64 63 57 48 75 48

Outlet 71 66 68 63 63 62 56 48 75 48

2
Inlet 75 69 62 62 61 62 57 50 77 47

Outlet 75 69 63 61 60 60 57 51 77 46

3
Inlet 76 71 65 65 62 64 61 55 78 49

Outlet 77 70 66 64 61 63 61 55 79 48

4
Inlet 70 66 60 60 61 61 56 47 73 46

Outlet 70 65 61 59 60 60 54 46 72 45

5
Inlet 74 69 62 62 61 62 57 50 76 47

Outlet 75 69 63 61 60 60 56 50 77 45

6
Inlet 76 71 65 65 62 64 61 55 78 49

Outlet 77 70 66 64 61 63 61 55 79 48

7
Inlet 70 66 60 60 61 61 56 47 73 46

Outlet 70 65 61 59 60 60 54 46 72 45

8
Inlet 74 69 62 62 61 62 57 50 76 47

Outlet 75 69 63 61 60 60 56 50 77 45

9
Inlet 76 71 65 65 62 64 61 55 78 49

Outlet 77 70 66 64 61 63 61 55 79 48
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
450-181-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 72 78 71 67 62 61 57 48 80 49

Outlet 72 78 72 65 61 61 56 47 80 49

2
Inlet 70 69 62 63 62 61 57 50 74 47

Outlet 71 69 63 62 61 60 56 50 74 46

3
Inlet 72 70 63 63 61 62 59 55 75 47

Outlet 76 71 64 62 60 62 59 55 78 47

4
Inlet 64 66 61 62 62 61 57 48 71 46

Outlet 65 67 62 61 60 61 55 47 71 45

5
Inlet 69 70 63 63 62 61 57 49 74 47

Outlet 69 69 63 62 61 60 55 49 73 46

6
Inlet 72 70 63 63 61 62 59 55 75 47

Outlet 76 71 64 62 60 62 59 55 78 47

7
Inlet 63 67 61 62 61 61 56 48 71 46

Outlet 63 68 62 61 60 60 55 47 71 45

8
Inlet 69 70 63 63 62 61 57 49 74 47

Outlet 69 69 63 62 61 60 55 49 73 46

9
Inlet 72 70 63 63 61 62 59 55 75 47

Outlet 76 71 64 62 60 62 59 55 78 47
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
450-131-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 81 79 76 71 68 65 60 85 57

Outlet 77 81 79 73 71 67 64 60 85 56

2
Inlet 81 75 69 69 67 67 66 62 83 53

Outlet 81 74 69 67 67 65 65 63 82 52

3
Inlet 84 79 74 74 72 70 68 64 86 57

Outlet 84 78 73 72 71 69 68 65 86 56

4
Inlet 78 71 68 68 67 66 63 58 80 52

Outlet 78 71 67 67 68 65 62 58 80 52

5
Inlet 83 76 70 70 68 67 65 61 84 54

Outlet 83 74 69 68 68 66 64 62 84 53

6
Inlet 84 79 74 74 72 70 68 64 86 57

Outlet 84 78 73 72 71 69 68 65 86 56

7
Inlet 78 72 67 67 67 66 64 58 80 52

Outlet 78 71 67 66 68 65 62 58 80 51

8
Inlet 83 76 70 70 68 67 65 61 84 54

Outlet 83 74 69 68 68 66 64 62 84 53

9
Inlet 84 79 74 74 72 70 68 64 86 57

Outlet 84 78 73 72 71 69 68 65 86 56



Tel +603 7846 0340       Email info@eltafans.asia       Website eltafans.asia64

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
450-131-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 89 80 76 72 70 66 59 90 59

Outlet 78 88 80 74 71 70 66 59 89 58

2
Inlet 80 79 73 73 71 71 68 62 84 57

Outlet 80 78 72 72 70 70 67 63 83 56

3
Inlet 85 81 77 76 74 73 71 66 88 59

Outlet 85 80 76 75 73 73 71 67 87 59

4
Inlet 73 75 72 77 74 73 67 59 82 59

Outlet 74 75 73 74 73 72 66 59 82 57

5
Inlet 76 80 72 73 71 71 68 61 83 57

Outlet 76 79 71 71 70 69 67 62 82 55

6
Inlet 85 81 77 76 74 73 71 66 88 59

Outlet 85 80 76 75 73 73 71 67 87 59

7
Inlet 70 77 69 71 70 70 66 58 80 55

Outlet 70 77 70 69 69 69 65 58 80 54

8
Inlet 76 80 72 73 71 71 68 61 83 57

Outlet 76 79 71 71 70 69 67 62 82 55

9
Inlet 85 81 77 76 74 73 71 66 88 59

Outlet 85 80 76 75 73 73 71 67 87 59



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 65

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
450-181-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 74 75 77 72 67 63 58 83 57

Outlet 79 74 75 75 70 66 61 58 83 55

2
Inlet 85 77 72 70 67 66 65 60 86 53

Outlet 86 76 72 69 66 65 64 61 87 53

3
Inlet 84 78 73 72 69 68 66 63 86 55

Outlet 84 78 73 71 68 67 65 63 86 54

4
Inlet 82 72 67 67 66 66 63 57 83 51

Outlet 82 71 67 65 64 64 61 57 83 50

5
Inlet 84 77 71 69 67 66 64 60 85 53

Outlet 85 76 71 68 65 64 63 60 86 52

6
Inlet 84 78 73 72 69 68 66 63 86 55

Outlet 84 78 73 71 68 67 65 63 86 54

7
Inlet 83 72 67 67 66 66 63 57 84 51

Outlet 83 71 67 65 64 64 61 57 84 50

8
Inlet 84 77 71 69 67 66 64 60 85 53

Outlet 85 76 71 68 65 64 63 60 86 52

9
Inlet 84 78 73 72 69 68 66 63 86 55

Outlet 84 78 73 71 68 67 65 63 86 54
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
450-181-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 73 74 74 74 73 68 61 83 58

Outlet 81 73 75 73 73 72 66 60 84 57

2
Inlet 83 76 74 72 70 70 68 62 85 56

Outlet 84 76 73 71 69 69 67 63 85 55

3
Inlet 85 79 75 75 73 72 70 66 87 58

Outlet 85 79 75 74 72 71 69 66 87 58

4
Inlet 80 73 70 70 69 70 67 60 82 55

Outlet 80 72 71 69 68 69 65 59 82 54

5
Inlet 85 77 74 72 70 70 68 62 86 56

Outlet 85 76 74 71 69 69 66 62 86 55

6
Inlet 85 79 75 75 73 72 70 66 87 58

Outlet 85 79 75 74 72 71 69 66 87 58

7
Inlet 80 73 70 70 69 70 67 60 82 55

Outlet 80 72 71 69 68 69 65 59 82 54

8
Inlet 85 77 74 72 70 70 68 62 86 56

Outlet 85 76 74 71 69 69 66 62 86 55

9
Inlet 85 79 75 75 73 72 70 66 87 58

Outlet 85 79 75 74 72 71 69 66 87 58
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
450-181-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 85 82 80 74 71 67 60 88 60

Outlet 80 85 82 78 72 70 66 60 88 59

2
Inlet 80 74 74 72 70 70 67 62 83 56

Outlet 82 75 74 71 69 69 66 63 84 55

3
Inlet 81 76 76 74 71 70 68 65 84 57

Outlet 86 82 76 73 70 70 68 66 88 57

4
Inlet 75 69 72 71 70 71 67 61 80 56

Outlet 77 69 73 71 69 70 66 60 81 55

5
Inlet 79 75 75 73 71 70 67 62 83 56

Outlet 80 73 75 71 69 69 66 61 83 55

6
Inlet 81 76 76 74 71 70 68 65 84 57

Outlet 86 82 76 73 70 70 68 66 88 57

7
Inlet 72 69 73 72 70 71 67 61 79 56

Outlet 73 69 73 71 68 70 66 60 79 55

8
Inlet 79 75 75 73 71 70 67 62 83 56

Outlet 80 73 75 71 69 69 66 61 83 55

9
Inlet 81 76 76 74 71 70 68 65 84 57

Outlet 86 82 76 73 70 70 68 66 88 57
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
450-131-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 84 87 91 98 93 87 82 79 100 77

Outlet 86 87 91 94 91 86 80 79 98 75

2
Inlet 91 92 87 86 85 85 80 79 97 70

Outlet 91 90 85 83 83 83 80 81 95 69

3
Inlet 93 94 88 88 88 88 84 83 99 73

Outlet 93 91 86 86 86 87 84 85 97 72

4
Inlet 88 88 84 85 84 81 78 76 94 68

Outlet 88 87 83 82 83 81 77 76 93 67

5
Inlet 89 93 88 87 86 85 81 79 97 71

Outlet 88 91 86 84 84 84 80 80 95 69

6
Inlet 93 94 88 88 88 88 84 83 99 73

Outlet 93 91 86 86 86 87 84 85 97 72

7
Inlet 85 90 84 85 82 80 77 75 93 67

Outlet 83 89 84 82 81 79 76 75 92 66

8
Inlet 89 93 88 87 86 85 81 79 97 71

Outlet 88 91 86 84 84 84 80 80 95 69

9
Inlet 93 94 89 88 88 88 84 83 99 73

Outlet 93 91 86 86 86 87 84 85 97 72
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
450-131-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 90 88 100 98 92 88 84 80 103 78

Outlet 92 89 99 95 91 88 84 80 102 77

2
Inlet 94 87 91 91 90 88 85 82 99 74

Outlet 94 86 90 87 88 87 84 84 98 73

3
Inlet 94 91 92 92 91 91 87 85 100 76

Outlet 96 91 90 90 90 89 87 88 100 75

4
Inlet 90 82 87 90 92 91 86 81 98 76

Outlet 90 81 87 87 91 91 86 81 97 75

5
Inlet 92 87 91 90 89 88 84 81 98 74

Outlet 91 85 90 87 87 87 84 83 97 72

6
Inlet 94 91 92 92 91 91 87 85 100 76

Outlet 96 91 90 90 90 89 87 88 100 75

7
Inlet 87 83 88 87 86 85 82 80 94 71

Outlet 86 79 87 84 85 85 81 79 93 70

8
Inlet 92 87 91 90 89 88 84 81 98 74

Outlet 91 85 90 87 87 87 84 83 97 72

9
Inlet 94 91 92 92 91 91 87 85 100 76

Outlet 96 91 90 90 90 89 87 88 100 75
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
450-181-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 85 90 87 95 95 89 82 77 100 77

Outlet 87 91 87 92 94 87 80 75 98 76

2
Inlet 92 96 88 89 86 84 80 78 99 71

Outlet 92 96 88 87 84 82 79 78 99 70

3
Inlet 94 96 90 89 87 86 82 80 100 72

Outlet 95 96 89 88 86 84 81 80 100 71

4
Inlet 88 92 84 84 84 82 78 74 95 68

Outlet 87 92 83 82 81 80 77 74 94 66

5
Inlet 91 95 88 88 85 83 80 77 98 70

Outlet 90 94 87 86 84 82 79 78 97 69

6
Inlet 94 96 90 89 87 86 82 80 100 72

Outlet 95 96 89 88 86 84 81 80 100 71

7
Inlet 85 93 85 85 84 82 78 74 95 68

Outlet 84 92 84 82 81 80 77 74 94 66

8
Inlet 91 95 88 88 85 83 80 77 98 70

Outlet 90 94 87 86 84 82 79 78 97 69

9
Inlet 94 96 90 89 87 86 82 80 100 72

Outlet 95 96 89 88 86 84 81 80 100 71
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
450-181-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 88 88 84 92 90 90 86 80 97 75

Outlet 90 88 84 89 88 89 85 80 97 74

2
Inlet 95 93 88 90 89 87 84 81 99 73

Outlet 96 93 88 88 86 86 83 82 99 72

3
Inlet 95 95 91 92 92 90 86 85 101 76

Outlet 97 95 90 91 90 90 86 86 101 75

4
Inlet 87 89 84 86 84 84 81 79 94 70

Outlet 85 88 82 84 82 82 80 79 93 68

5
Inlet 93 94 89 90 88 87 84 81 99 73

Outlet 93 93 87 88 86 86 83 82 98 72

6
Inlet 95 95 91 92 92 90 86 85 101 76

Outlet 97 95 90 91 90 90 86 86 101 75

7
Inlet 87 89 84 86 84 84 81 79 94 70

Outlet 85 88 82 84 82 82 80 79 93 68

8
Inlet 93 94 89 90 88 87 84 81 99 73

Outlet 93 93 87 88 86 86 83 82 98 72

9
Inlet 95 95 91 92 92 90 86 85 101 76

Outlet 97 95 90 91 90 90 86 86 101 75
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
450mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
450-181-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 90 88 96 96 94 90 85 80 101 78

Outlet 97 91 96 95 93 89 84 79 102 77

2
Inlet 96 90 86 91 91 86 84 80 99 74

Outlet 98 91 86 89 86 85 84 81 100 72

3
Inlet 96 92 89 93 91 88 85 82 100 75

Outlet 103 97 94 92 89 89 85 83 105 75

4
Inlet 91 83 80 88 89 87 84 81 96 73

Outlet 93 83 80 86 87 86 83 80 96 71

5
Inlet 94 90 88 91 92 86 84 80 99 75

Outlet 95 89 85 90 87 86 83 80 98 72

6
Inlet 96 92 89 93 91 88 85 82 100 75

Outlet 103 97 94 92 89 89 85 83 105 75

7
Inlet 89 83 80 89 86 85 83 81 95 71

Outlet 89 82 79 87 84 84 82 81 94 70

8
Inlet 94 90 88 91 92 86 84 80 99 75

Outlet 95 89 85 90 87 86 83 80 98 72

9
Inlet 96 92 89 93 91 88 85 82 100 75

Outlet 103 97 94 92 89 89 85 83 105 75
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
500-131-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 66 68 60 59 51 50 45 41 71 39

Outlet 64 68 60 58 51 50 46 42 70 39

2
Inlet 58 55 52 55 49 51 48 47 62 37

Outlet 58 55 52 53 49 52 48 49 62 37

3
Inlet 61 55 53 54 51 51 49 47 64 37

Outlet 61 55 54 54 51 52 50 49 64 38

4
Inlet 56 53 47 57 49 48 42 37 61 36

Outlet 55 53 47 56 49 47 42 37 60 35

5
Inlet 59 54 51 54 51 53 47 47 63 37

Outlet 58 54 51 53 51 52 48 49 62 37

6
Inlet 63 56 55 54 52 52 49 46 65 38

Outlet 62 55 55 54 51 52 50 48 65 38

7
Inlet 56 53 46 60 48 46 41 36 62 38

Outlet 55 53 47 56 48 46 41 36 60 35

8
Inlet 60 56 51 55 52 53 47 48 64 38

Outlet 59 55 51 53 52 52 47 50 63 37

9
Inlet 63 57 54 55 52 51 49 45 65 38

Outlet 62 57 54 54 52 52 49 48 65 38
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
500-131-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 68 61 58 52 51 45 39 73 40

Outlet 69 69 61 57 52 51 45 40 73 39

2
Inlet 62 57 52 54 55 54 47 40 65 39

Outlet 60 57 53 54 54 53 46 40 64 38

3
Inlet 63 56 54 58 54 54 51 47 66 40

Outlet 61 56 55 56 54 54 52 49 65 40

4
Inlet 59 54 55 58 54 52 45 39 64 39

Outlet 57 55 56 57 54 52 45 39 63 39

5
Inlet 62 55 51 54 54 54 47 41 65 38

Outlet 60 55 52 54 54 53 47 42 64 38

6
Inlet 63 57 53 57 54 53 50 46 66 39

Outlet 61 57 54 55 54 53 51 48 65 39

7
Inlet 55 51 48 57 50 48 43 38 61 36

Outlet 54 51 49 55 49 48 43 37 60 35

8
Inlet 62 57 52 54 55 54 47 40 65 39

Outlet 60 57 53 54 54 53 46 40 64 38

9
Inlet 65 59 54 58 55 54 50 45 67 40

Outlet 62 58 55 55 54 54 50 46 65 39
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
500-181-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 66 68 60 59 51 50 45 41 71 39

Outlet 64 68 60 58 51 50 46 42 70 39

2
Inlet 58 55 52 55 49 51 48 47 62 37

Outlet 58 55 52 53 49 52 48 49 62 37

3
Inlet 61 55 53 54 51 51 49 47 64 37

Outlet 61 55 54 54 51 52 50 49 64 38

4
Inlet 56 53 47 57 49 48 42 37 61 36

Outlet 55 53 47 56 49 47 42 37 60 35

5
Inlet 59 54 51 54 51 53 47 47 63 37

Outlet 58 54 51 53 51 52 48 49 62 37

6
Inlet 63 56 55 54 52 52 49 46 65 38

Outlet 62 55 55 54 51 52 50 48 65 38

7
Inlet 56 53 46 60 48 46 41 36 62 38

Outlet 55 53 47 56 48 46 41 36 60 35

8
Inlet 60 56 51 55 52 53 47 48 64 38

Outlet 59 55 51 53 52 52 47 50 63 37

9
Inlet 63 57 54 55 52 51 49 45 65 38

Outlet 62 57 54 54 52 52 49 48 65 38
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
500-181-6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 60 67 64 60 55 52 45 38 70 41

Outlet 58 67 65 60 55 52 45 40 70 41

2
Inlet 60 57 54 55 55 56 49 43 65 40

Outlet 60 57 55 54 55 56 50 44 65 40

3
Inlet 61 59 56 60 54 55 51 46 66 41

Outlet 62 59 57 57 54 55 52 48 66 40

4
Inlet 56 56 51 56 53 50 44 38 62 37

Outlet 54 56 52 57 52 50 44 39 62 37

5
Inlet 59 56 52 55 54 53 48 41 63 38

Outlet 58 56 53 54 54 53 48 42 63 38

6
Inlet 62 60 55 60 55 54 50 45 67 41

Outlet 62 61 55 56 54 55 51 47 66 40

7
Inlet 54 55 49 55 51 48 43 36 61 36

Outlet 53 55 50 56 50 48 42 37 61 36

8
Inlet 59 58 53 55 55 53 47 40 64 39

Outlet 57 58 54 54 54 53 46 40 63 38

9
Inlet 63 61 55 61 56 54 49 43 67 41

Outlet 62 62 56 56 56 54 50 45 67 40
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
500-181-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 73 62 58 54 51 45 39 75 41

Outlet 68 71 63 57 54 52 46 40 73 41

2
Inlet 56 58 55 55 54 54 49 42 64 39

Outlet 58 60 56 54 53 54 49 43 65 39

3
Inlet 60 61 55 56 54 55 51 46 66 40

Outlet 61 62 56 57 54 56 52 48 67 41

4
Inlet 53 57 58 58 55 52 46 39 64 39

Outlet 53 57 58 57 55 53 45 39 64 39

5
Inlet 55 60 54 54 55 54 48 39 64 39

Outlet 56 60 55 54 54 54 47 41 64 39

6
Inlet 58 62 54 57 55 55 50 44 66 40

Outlet 59 63 55 57 55 55 50 46 66 40

7
Inlet 53 59 53 54 52 51 44 38 62 37

Outlet 52 60 54 54 51 50 43 37 63 36

8
Inlet 56 62 54 53 55 53 46 39 65 38

Outlet 56 62 55 53 54 53 46 39 65 38

9
Inlet 60 65 56 57 57 56 50 43 68 41

Outlet 59 66 56 57 56 56 50 44 68 41
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
500-182-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
500-131-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 72 71 66 62 58 57 53 49 75 45

Outlet 73 71 66 61 58 57 53 51 76 44

2
Inlet 66 66 61 59 57 57 55 53 71 43

Outlet 68 65 62 58 57 57 55 55 71 43

3
Inlet 68 66 60 59 58 58 55 54 71 44

Outlet 71 63 60 60 58 59 57 56 73 45

4
Inlet 65 68 68 62 58 56 52 47 73 44

Outlet 67 68 69 62 58 56 52 48 73 45

5
Inlet 64 66 58 57 56 58 53 51 70 42

Outlet 68 63 58 57 56 58 53 54 70 43

6
Inlet 70 67 61 60 58 58 55 53 73 44

Outlet 74 64 62 59 58 58 56 55 75 44

7
Inlet 62 63 54 58 55 55 49 43 67 40

Outlet 65 61 54 56 54 55 49 43 68 40

8
Inlet 66 68 58 58 58 58 53 52 71 43

Outlet 68 65 58 57 57 57 53 55 71 43

9
Inlet 70 69 61 60 59 58 55 52 73 44

Outlet 74 66 61 60 58 58 56 54 75 44
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
500-131-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 74 67 63 60 58 53 47 79 46

Outlet 74 75 68 63 59 59 53 48 78 46

2
Inlet 62 69 64 61 60 59 56 50 72 45

Outlet 63 67 65 61 59 59 56 51 71 45

3
Inlet 65 70 61 63 61 60 58 54 73 46

Outlet 66 66 60 62 61 60 59 56 71 46

4
Inlet 59 66 63 63 62 60 54 46 71 46

Outlet 59 64 64 63 62 60 53 47 70 46

5
Inlet 61 69 59 60 60 59 54 48 71 44

Outlet 61 65 59 60 59 58 54 49 69 44

6
Inlet 64 71 61 62 61 60 57 53 73 46

Outlet 64 67 61 62 61 60 58 55 71 46

7
Inlet 57 63 56 58 56 56 51 45 67 41

Outlet 55 60 56 61 56 56 50 44 66 42

8
Inlet 61 70 61 60 61 60 54 47 72 45

Outlet 60 66 60 60 60 60 53 47 70 45

9
Inlet 65 73 63 62 61 60 57 51 75 46

Outlet 64 69 63 62 61 60 57 53 72 46
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
500-181-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 72 71 66 62 58 57 53 49 75 45

Outlet 73 71 66 61 58 57 53 51 76 44

2
Inlet 66 66 61 59 57 57 55 53 71 43

Outlet 68 65 62 58 57 57 55 55 71 43

3
Inlet 68 66 60 59 58 58 55 54 71 44

Outlet 71 63 60 60 58 59 57 56 73 45

4
Inlet 65 68 68 62 58 56 52 47 73 44

Outlet 67 68 69 62 58 56 52 48 73 45

5
Inlet 64 66 58 57 56 58 53 51 70 42

Outlet 68 63 58 57 56 58 53 54 70 43

6
Inlet 70 67 61 60 58 58 55 53 73 44

Outlet 74 64 62 59 58 58 56 55 75 44

7
Inlet 62 63 54 58 55 55 49 43 67 40

Outlet 65 61 54 56 54 55 49 43 68 40

8
Inlet 66 68 58 58 58 58 53 52 71 43

Outlet 68 65 58 57 57 57 53 55 71 43

9
Inlet 70 69 61 60 59 58 55 52 73 44

Outlet 74 66 61 60 58 58 56 54 75 44
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
500-181-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 65 73 72 67 62 59 53 46 77 48

Outlet 65 73 73 67 62 59 53 47 77 49

2
Inlet 66 67 62 61 60 59 57 52 72 45

Outlet 67 65 62 61 60 60 57 53 71 45

3
Inlet 70 66 63 63 61 61 58 53 73 47

Outlet 70 65 64 63 61 62 59 55 73 47

4
Inlet 60 64 58 60 60 58 53 46 68 44

Outlet 62 63 59 60 59 58 52 46 68 43

5
Inlet 62 66 59 60 60 59 55 48 70 44

Outlet 68 64 59 60 60 59 55 50 71 44

6
Inlet 70 67 63 62 61 60 57 52 73 46

Outlet 71 67 64 61 61 61 58 54 74 46

7
Inlet 61 63 55 58 57 56 51 44 67 41

Outlet 64 63 56 58 56 56 50 44 68 41

8
Inlet 63 67 60 60 61 60 55 47 71 45

Outlet 67 65 60 60 60 60 54 48 71 45

9
Inlet 70 70 63 62 62 61 57 52 74 47

Outlet 72 69 64 62 62 61 57 53 75 47
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
500-181-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 70 80 70 66 61 59 53 46 81 49

Outlet 68 79 71 65 61 59 53 47 80 48

2
Inlet 65 66 68 63 61 61 56 50 73 47

Outlet 65 65 68 63 61 61 56 51 72 47

3
Inlet 67 68 62 62 61 62 58 53 73 47

Outlet 68 68 62 62 60 62 59 55 73 47

4
Inlet 59 63 63 64 62 61 54 47 70 47

Outlet 60 63 64 63 62 61 54 47 70 46

5
Inlet 61 65 60 61 62 61 56 48 70 46

Outlet 61 65 60 61 61 61 55 49 70 46

6
Inlet 65 68 60 62 62 62 57 51 72 47

Outlet 65 69 61 62 61 62 57 53 72 47

7
Inlet 59 64 59 60 58 58 52 46 68 43

Outlet 58 65 59 60 57 58 51 45 68 43

8
Inlet 62 68 61 61 62 62 55 47 71 46

Outlet 61 68 62 61 61 61 54 47 71 46

9
Inlet 65 71 62 63 63 62 57 50 74 47

Outlet 66 71 62 63 62 62 57 52 74 47
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
500-182-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
500-131-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 80 78 74 70 68 65 61 85 56

Outlet 79 80 78 74 70 68 65 62 85 56

2
Inlet 74 72 67 66 67 65 62 59 78 51

Outlet 73 72 67 65 66 65 63 62 77 51

3
Inlet 79 81 75 73 71 69 66 62 85 56

Outlet 79 81 75 73 71 70 67 64 85 57

4
Inlet 73 70 71 71 68 66 62 56 78 53

Outlet 68 70 71 71 67 65 62 58 77 52

5
Inlet 75 73 67 65 67 64 62 58 78 51

Outlet 72 72 67 64 65 64 62 61 77 50

6
Inlet 80 74 68 69 69 68 65 63 82 54

Outlet 78 74 67 70 68 68 67 66 81 54

7
Inlet 72 69 65 62 64 64 62 54 75 49

Outlet 69 69 65 62 63 63 61 54 74 48

8
Inlet 78 74 68 65 67 65 63 59 80 51

Outlet 75 74 68 65 65 65 62 62 79 51

9
Inlet 82 76 70 71 69 68 65 62 84 54

Outlet 80 76 69 70 68 68 66 65 82 54
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
500-131-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 72 82 81 76 71 68 65 58 86 58

Outlet 71 82 82 75 71 69 65 59 86 58

2
Inlet 70 74 76 75 71 69 66 60 81 56

Outlet 71 75 76 74 71 69 67 63 81 56

3
Inlet 73 75 70 71 72 70 67 64 80 56

Outlet 74 75 69 74 70 70 68 66 81 56

4
Inlet 65 71 70 72 72 71 66 58 79 56

Outlet 67 72 72 73 72 71 65 59 79 56

5
Inlet 67 75 67 66 68 67 65 58 78 53

Outlet 69 75 66 66 67 67 64 60 78 52

6
Inlet 72 77 70 71 71 69 67 63 81 55

Outlet 74 77 70 72 70 70 67 65 81 56

7
Inlet 63 70 63 66 66 67 65 57 75 52

Outlet 61 70 64 65 65 67 64 57 74 51

8
Inlet 67 75 68 67 68 68 65 58 78 53

Outlet 67 75 67 66 67 68 64 58 78 52

9
Inlet 73 79 71 71 70 69 67 61 82 55

Outlet 73 79 71 71 70 69 67 64 82 55
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
500-181-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 80 78 74 70 68 65 61 85 56

Outlet 79 80 78 74 70 68 65 62 85 56

2
Inlet 74 72 67 66 67 65 62 59 78 51

Outlet 73 72 67 65 66 65 63 62 77 51

3
Inlet 79 81 75 73 71 69 66 62 85 56

Outlet 79 81 75 73 71 70 67 64 85 57

4
Inlet 73 70 71 71 68 66 62 56 78 53

Outlet 68 70 71 71 67 65 62 58 77 52

5
Inlet 75 73 67 65 67 64 62 58 78 51

Outlet 72 72 67 64 65 64 62 61 77 50

6
Inlet 80 74 68 69 69 68 65 63 82 54

Outlet 78 74 67 70 68 68 67 66 81 54

7
Inlet 72 69 65 62 64 64 62 54 75 49

Outlet 69 69 65 62 63 63 61 54 74 48

8
Inlet 78 74 68 65 67 65 63 59 80 51

Outlet 75 74 68 65 65 65 62 62 79 51

9
Inlet 82 76 70 71 69 68 65 62 84 54

Outlet 80 76 69 70 68 68 66 65 82 54
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
500-181-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 79 81 79 74 70 65 58 85 59

Outlet 72 79 82 78 74 70 65 59 86 59

2
Inlet 73 73 69 69 69 68 66 64 79 54

Outlet 75 72 69 69 69 68 66 64 79 54

3
Inlet 79 75 71 73 72 71 68 64 83 57

Outlet 78 74 71 74 71 71 69 66 82 57

4
Inlet 71 68 69 68 69 68 65 58 77 53

Outlet 69 68 69 67 68 68 65 58 76 53

5
Inlet 75 72 69 67 69 68 66 61 79 54

Outlet 76 72 68 67 68 68 65 62 79 53

6
Inlet 81 75 73 72 70 70 67 62 83 56

Outlet 80 74 73 72 70 70 68 65 83 56

7
Inlet 71 67 69 66 67 67 65 57 76 52

Outlet 69 68 69 66 66 67 64 57 76 52

8
Inlet 75 72 70 67 68 68 66 59 79 53

Outlet 74 72 69 68 68 68 65 60 79 53

9
Inlet 82 76 74 72 70 70 67 61 84 56

Outlet 81 75 74 72 70 70 68 64 84 56
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
500-181-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 74 86 80 78 73 69 65 58 88 59

Outlet 74 87 81 77 72 70 65 59 89 59

2
Inlet 71 69 72 72 70 69 67 61 79 55

Outlet 73 70 72 73 69 69 67 63 79 55

3
Inlet 74 71 74 72 70 70 68 63 80 56

Outlet 76 71 74 73 70 71 69 66 81 57

4
Inlet 67 67 70 74 73 72 67 59 79 57

Outlet 68 67 72 72 73 72 67 60 79 57

5
Inlet 69 68 71 68 68 68 67 59 77 54

Outlet 72 68 71 69 67 68 66 61 78 53

6
Inlet 74 71 75 72 70 70 67 61 80 56

Outlet 75 71 75 73 70 70 68 64 81 56

7
Inlet 65 66 72 68 67 68 66 58 77 53

Outlet 64 66 73 68 67 67 65 57 77 53

8
Inlet 68 69 73 69 69 70 68 60 78 55

Outlet 70 70 73 69 68 69 67 60 78 54

9
Inlet 75 74 78 73 71 70 68 61 82 57

Outlet 75 74 78 73 71 71 68 63 82 57
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
500-182-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
500-131-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
500-131-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 82 85 98 95 90 83 79 101 78

Outlet 81 82 85 97 95 90 84 80 100 78

2
Inlet 81 79 85 87 88 86 83 80 94 72

Outlet 85 79 83 87 91 87 84 82 95 74

3
Inlet 84 86 89 85 90 89 88 85 97 75

Outlet 87 84 85 82 92 90 87 85 97 75

4
Inlet 76 74 82 85 91 89 85 80 95 74

Outlet 79 74 81 84 92 90 85 81 95 75

5
Inlet 83 77 88 83 84 83 81 78 92 69

Outlet 85 78 84 83 83 86 81 79 92 70

6
Inlet 88 84 91 88 91 88 85 82 97 74

Outlet 90 85 88 89 91 89 86 84 97 75

7
Inlet 77 71 83 78 81 82 81 78 89 67

Outlet 78 71 82 78 80 82 80 78 89 67

8
Inlet 85 80 89 85 85 86 82 78 94 71

Outlet 85 80 86 86 84 86 82 79 93 71

9
Inlet 89 86 93 89 89 88 83 80 98 74

Outlet 90 87 91 91 90 90 84 83 98 75
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
500-181-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
500-181-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 89 87 94 98 95 89 84 79 102 79

Outlet 85 87 94 98 95 90 85 81 102 79

2
Inlet 85 90 84 88 89 87 84 81 96 73

Outlet 86 90 85 87 88 87 84 82 96 73

3
Inlet 90 94 85 89 92 89 86 82 99 75

Outlet 91 93 87 89 93 89 87 85 99 76

4
Inlet 87 81 79 85 87 87 84 80 94 72

Outlet 82 81 79 84 87 87 85 81 93 72

5
Inlet 86 90 82 89 86 85 83 79 95 71

Outlet 86 89 82 85 86 86 83 81 94 71

6
Inlet 89 92 84 92 90 85 84 79 98 74

Outlet 90 92 84 90 91 88 85 84 98 75

7
Inlet 87 83 79 83 83 82 81 80 92 68

Outlet 80 83 78 83 81 83 81 80 90 68

8
Inlet 84 90 84 89 86 85 83 80 95 71

Outlet 84 90 83 91 84 85 83 80 96 72

9
Inlet 92 94 88 93 91 87 85 82 100 75

Outlet 91 95 85 95 87 86 84 83 100 75
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
500-181-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 85 86 94 95 94 90 85 80 100 77

Outlet 86 86 94 95 93 90 85 81 100 77

2
Inlet 82 82 80 88 87 87 83 80 94 72

Outlet 83 84 81 88 88 87 83 82 94 72

3
Inlet 84 86 83 91 88 88 85 82 96 74

Outlet 85 87 82 90 88 88 85 84 96 74

4
Inlet 78 76 78 86 92 89 86 82 95 75

Outlet 81 76 78 84 93 89 86 83 96 75

5
Inlet 82 79 80 89 88 85 83 83 94 72

Outlet 84 79 78 89 88 83 82 82 94 72

6
Inlet 84 83 82 92 91 86 84 82 96 74

Outlet 86 81 80 92 91 85 83 83 96 74

7
Inlet 79 76 74 88 83 83 83 82 92 70

Outlet 80 75 75 83 83 83 82 82 90 69

8
Inlet 81 80 78 90 85 86 86 85 94 73

Outlet 84 84 82 88 86 87 85 83 94 72

9
Inlet 83 85 81 93 87 86 84 83 96 73

Outlet 86 87 84 91 88 88 85 82 96 74
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
500mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
500-182-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
560-131-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 58 66 65 63 55 53 50 45 70 43

Outlet 57 66 65 61 55 53 50 45 70 42

2
Inlet 59 56 52 55 52 54 53 48 64 39

Outlet 59 55 51 55 52 53 53 50 63 39

3
Inlet 62 60 55 57 54 55 55 50 66 41

Outlet 62 59 55 56 55 55 55 51 66 41

4
Inlet 56 55 51 60 55 55 51 44 64 41

Outlet 55 55 51 58 54 54 49 44 63 40

5
Inlet 61 58 53 54 52 53 52 47 65 39

Outlet 59 57 52 55 52 52 51 48 64 38

6
Inlet 63 60 55 57 55 55 55 50 67 41

Outlet 63 60 55 56 55 55 56 52 67 42

7
Inlet 58 57 51 60 53 54 47 42 64 40

Outlet 57 57 51 58 52 53 46 41 63 39

8
Inlet 62 59 54 55 54 54 51 46 66 39

Outlet 60 59 54 56 54 53 50 46 65 39

9
Inlet 64 62 57 57 55 55 55 50 68 41

Outlet 63 61 56 57 55 55 55 51 67 41
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
560-131-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 66 72 67 62 57 56 52 46 74 44

Outlet 66 73 66 62 57 56 51 46 75 44

2
Inlet 63 58 57 57 56 58 55 51 67 43

Outlet 62 58 56 57 56 57 55 51 66 42

3
Inlet 64 61 58 60 57 57 57 52 68 43

Outlet 64 60 58 59 57 57 57 54 68 43

4
Inlet 59 56 55 58 58 57 52 45 65 42

Outlet 58 55 55 59 57 56 50 44 65 41

5
Inlet 65 60 57 57 57 57 54 49 68 42

Outlet 63 59 56 57 57 57 53 49 67 42

6
Inlet 66 62 59 60 57 57 56 51 69 43

Outlet 65 62 58 59 57 57 56 53 69 43

7
Inlet 61 57 54 58 55 55 49 43 65 40

Outlet 59 57 53 59 54 54 48 42 65 40

8
Inlet 66 63 58 57 59 58 53 48 69 43

Outlet 64 62 57 57 58 57 52 48 68 42

9
Inlet 68 64 60 61 58 57 55 50 71 44

Outlet 67 64 59 59 58 57 55 52 70 43
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
560-181-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 64 70 66 61 55 54 51 46 73 43

Outlet 63 71 65 59 55 53 50 47 73 42

2
Inlet 63 61 55 55 53 54 54 49 67 40

Outlet 63 60 55 55 53 54 53 51 66 40

3
Inlet 63 60 56 56 55 57 55 50 67 42

Outlet 63 60 55 57 55 57 55 52 67 42

4
Inlet 57 57 52 56 55 54 50 44 64 40

Outlet 57 56 52 55 55 53 49 44 63 39

5
Inlet 62 59 54 56 53 55 53 48 66 40

Outlet 61 58 53 55 53 55 52 48 65 40

6
Inlet 65 60 56 57 55 55 55 50 68 41

Outlet 65 59 55 57 55 55 55 52 68 41

7
Inlet 59 58 52 56 55 55 48 42 64 40

Outlet 58 58 51 55 54 54 47 41 64 39

8
Inlet 63 60 55 56 55 55 52 47 67 40

Outlet 62 60 55 56 55 54 51 47 66 40

9
Inlet 66 62 57 58 55 55 54 50 69 41

Outlet 65 61 56 57 55 55 55 52 68 41

Volume Flow m3/s

10

5

15

20

25

30

35

0.02

0.03

0.04

0.05

0.01

0.06

0.09

0.08

0.07

0

0
10° 15° 20° 25° 30° 35°

10°

20°

15°

30°

35°

25°

0.40.2 1.61.2 1.410.6 0.8

11 22 33

44 55 66

77777 88888 99999

0

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
560-181-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 65 71 68 63 59 56 53 47 74 45

Outlet 65 70 68 62 58 56 52 47 73 45

2
Inlet 63 62 57 58 56 56 54 49 68 42

Outlet 63 62 57 58 56 56 54 50 68 42

3
Inlet 65 63 59 62 58 59 57 52 70 45

Outlet 66 63 59 60 58 59 57 53 70 44

4
Inlet 58 61 55 56 58 58 52 46 66 42

Outlet 58 61 55 58 57 57 51 46 66 42

5
Inlet 61 62 57 58 58 57 53 47 67 42

Outlet 62 62 57 58 57 56 52 48 67 42

6
Inlet 66 65 59 61 58 57 56 51 70 44

Outlet 67 64 59 59 58 57 56 52 70 43

7
Inlet 59 62 55 56 56 56 50 45 66 41

Outlet 59 61 55 58 55 55 49 44 66 40

8
Inlet 63 64 58 58 60 60 53 46 69 44

Outlet 62 64 58 58 59 59 52 45 69 43

9
Inlet 67 66 60 62 60 60 55 50 71 45

Outlet 68 65 60 60 60 59 55 51 71 45
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
560-181-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 70 76 65 62 58 56 52 46 77 45

Outlet 68 73 65 61 57 56 52 47 75 44

2
Inlet 62 66 61 61 58 59 55 50 70 44

Outlet 64 66 62 60 57 58 54 50 70 43

3
Inlet 64 66 60 63 57 58 56 52 70 44

Outlet 68 66 60 63 57 58 57 54 72 45

4
Inlet 58 64 65 63 62 60 53 47 70 46

Outlet 59 64 64 62 62 60 52 46 70 46

5
Inlet 59 65 58 59 59 59 54 48 69 44

Outlet 61 65 58 59 58 58 53 48 69 43

6
Inlet 64 67 61 63 59 59 56 50 71 45

Outlet 68 67 61 62 58 59 56 52 72 45

7
Inlet 57 63 59 60 58 57 51 45 67 43

Outlet 57 63 59 59 57 57 50 44 67 42

8
Inlet 62 68 60 60 60 60 53 47 71 45

Outlet 61 68 59 59 59 59 52 46 70 44

9
Inlet 66 68 62 63 60 61 56 49 72 46

Outlet 69 67 62 62 60 61 56 51 73 46

Volume Flow m3/s

20

10

30

40

50

60

80

70

0.05

0.1

0.15

0.2

0

0
10° 15° 20° 25° 30° 35° 40°

10°

20°

15°

35°

30°

40°

25°

0.5 21.51

111 222 333

444 555 666

7777 888 999

0

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
560-182-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.
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Outlet
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
560-182-6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
560-251-3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 63 64 64 66 58 54 51 42 71 45

Outlet 62 63 65 68 57 54 52 44 71 46

2
Inlet 64 64 59 58 51 50 47 42 68 39

Outlet 64 64 60 57 50 50 46 43 68 38

3
Inlet 66 62 56 58 55 52 51 46 69 40

Outlet 68 61 56 60 60 52 50 48 70 42

4
Inlet 60 58 58 63 58 55 52 41 67 43

Outlet 59 58 55 68 57 54 55 43 70 46

5
Inlet 62 60 54 57 53 52 47 41 66 38

Outlet 63 59 54 56 52 51 46 41 66 37

6
Inlet 65 60 55 59 55 52 50 46 68 40

Outlet 66 59 54 59 60 52 50 47 69 42

7
Inlet 57 53 55 62 56 53 51 40 65 42

Outlet 56 53 52 69 56 53 54 41 70 46

8
Inlet 60 57 54 57 57 55 47 39 65 40

Outlet 61 56 54 58 56 54 45 39 65 40

9
Inlet 65 59 55 60 56 55 50 44 68 41

Outlet 66 58 55 60 60 55 49 45 69 43
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
560-251-6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 64 64 65 63 58 55 48 41 70 44

Outlet 65 64 65 63 57 55 47 42 71 43

2
Inlet 68 64 58 68 56 54 51 45 72 46

Outlet 67 64 60 68 56 55 51 49 72 46

3
Inlet 69 63 59 59 55 55 53 49 71 42

Outlet 70 62 58 60 56 55 54 51 72 42

4
Inlet 63 60 56 58 58 56 48 40 67 42

Outlet 63 59 57 61 58 55 46 40 67 42

5
Inlet 68 63 57 67 57 56 51 44 72 45

Outlet 67 62 57 68 58 55 50 45 72 46

6
Inlet 70 63 58 58 55 55 52 48 71 41

Outlet 71 64 58 59 55 55 52 50 72 41

7
Inlet 62 58 54 57 58 54 46 39 66 41

Outlet 61 58 54 60 57 54 44 38 66 41

8
Inlet 67 63 58 68 61 57 51 43 72 47

Outlet 66 62 58 69 61 57 50 44 72 47

9
Inlet 70 63 59 59 58 57 52 46 72 43

Outlet 70 63 58 60 58 56 51 47 72 42
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
560-251-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 63 64 66 69 68 64 58 50 74 51

Outlet 63 63 67 67 69 64 60 52 74 51

2
Inlet 65 63 66 60 57 57 53 46 71 43

Outlet 66 63 66 60 57 57 52 46 71 43

3
Inlet 71 67 64 61 59 58 54 49 74 44

Outlet 72 67 65 62 59 58 54 50 74 45

4
Inlet 63 64 60 62 60 61 61 53 70 47

Outlet 62 64 61 62 60 59 60 55 70 46

5
Inlet 64 63 67 60 58 59 56 47 71 45

Outlet 67 63 66 59 57 58 54 47 71 44

6
Inlet 71 66 63 60 59 58 54 47 73 44

Outlet 71 66 63 61 59 58 54 48 73 44

7
Inlet 60 63 60 62 61 62 64 54 70 48

Outlet 59 62 60 62 61 61 63 57 70 48

8
Inlet 66 62 66 60 59 61 59 48 71 46

Outlet 66 62 66 60 58 60 57 47 71 45

9
Inlet 71 65 63 60 58 60 56 47 73 45

Outlet 70 65 63 60 59 59 56 48 73 45
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
560-251-12
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 64 64 67 66 60 57 50 41 72 46

Outlet 66 64 67 66 59 56 49 41 72 46

2
Inlet 64 64 63 59 56 56 51 44 69 42

Outlet 68 63 62 59 55 56 50 45 71 42

3
Inlet 67 65 63 59 55 55 52 47 71 42

Outlet 70 66 62 59 55 55 52 49 72 42

4
Inlet 60 60 60 60 60 57 49 41 67 43

Outlet 62 60 60 63 59 56 48 41 68 44

5
Inlet 62 63 64 60 60 58 51 43 69 44

Outlet 65 63 62 61 59 58 50 43 70 44

6
Inlet 65 65 63 60 58 58 52 45 70 43

Outlet 68 65 62 61 58 57 52 46 71 43

7
Inlet 58 60 59 59 59 57 51 41 67 43

Outlet 58 61 59 61 58 57 48 40 67 43

8
Inlet 61 65 64 61 62 60 51 42 70 46

Outlet 62 65 63 62 61 59 49 41 70 45

9
Inlet 65 65 64 62 63 61 54 44 71 47

Outlet 67 65 62 63 62 60 53 45 72 46
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
560-252-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
560-131-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 65 72 73 70 62 60 58 52 77 50

Outlet 65 72 72 68 62 60 57 53 76 49

2
Inlet 67 64 59 61 59 60 60 55 71 46

Outlet 70 62 59 61 59 59 60 57 72 46

3
Inlet 69 68 62 65 62 61 62 57 74 48

Outlet 71 66 62 63 62 61 62 58 74 48

4
Inlet 62 62 57 60 60 60 58 51 69 45

Outlet 65 61 57 61 60 59 56 51 69 45

5
Inlet 68 67 60 61 59 59 58 54 72 45

Outlet 72 65 59 61 59 58 58 55 74 45

6
Inlet 70 69 63 65 62 61 62 57 74 48

Outlet 74 67 62 63 62 61 62 59 76 48

7
Inlet 63 65 59 60 59 61 56 49 70 45

Outlet 67 64 58 62 59 60 54 48 71 45

8
Inlet 67 68 61 62 60 60 58 53 72 46

Outlet 70 66 61 61 59 59 57 53 73 45

9
Inlet 71 71 64 66 62 62 61 57 76 49

Outlet 74 69 64 64 62 61 62 59 76 48
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
560-131-6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 70 76 73 71 65 63 60 53 79 52

Outlet 69 77 73 69 64 63 59 54 80 51

2
Inlet 66 69 63 63 62 62 61 57 73 48

Outlet 67 66 62 63 62 62 61 57 72 48

3
Inlet 69 70 65 65 64 65 64 59 75 50

Outlet 70 67 65 65 64 65 65 61 75 51

4
Inlet 62 66 61 63 63 64 59 52 72 48

Outlet 63 63 61 62 63 63 58 52 71 48

5
Inlet 66 72 64 63 63 63 61 55 75 49

Outlet 66 68 63 63 62 62 60 55 73 48

6
Inlet 70 73 67 66 64 64 63 58 77 50

Outlet 71 70 66 65 64 64 63 60 76 50

7
Inlet 62 68 61 61 61 63 57 51 72 47

Outlet 60 64 61 61 60 62 56 50 70 46

8
Inlet 67 74 65 64 64 65 61 55 76 50

Outlet 66 70 65 64 63 64 59 54 74 49

9
Inlet 72 75 68 66 65 65 62 57 78 51

Outlet 72 71 67 66 64 65 62 59 77 50
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
560-181-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 67 69 73 71 63 60 58 52 77 51

Outlet 69 69 73 69 63 60 57 53 77 50

2
Inlet 69 68 62 61 60 60 60 55 73 46

Outlet 70 67 62 60 59 59 60 57 73 46

3
Inlet 71 68 63 63 61 61 62 57 74 48

Outlet 73 66 62 62 61 61 62 59 75 48

4
Inlet 65 64 59 62 60 60 58 51 70 46

Outlet 67 63 59 60 60 59 56 51 70 45

5
Inlet 69 68 61 61 59 60 59 54 73 46

Outlet 71 65 60 60 59 59 58 55 73 45

6
Inlet 72 68 63 64 62 61 61 57 75 48

Outlet 75 66 62 63 62 61 62 59 76 48

7
Inlet 66 65 59 63 61 62 56 49 71 46

Outlet 70 64 59 61 60 61 55 49 72 45

8
Inlet 70 69 62 62 61 61 58 53 74 46

Outlet 72 67 62 61 60 60 58 53 74 46

9
Inlet 73 70 64 64 62 62 61 57 76 48

Outlet 76 68 63 64 62 62 61 59 77 48
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
560-181-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 72 77 74 71 66 63 60 54 80 52

Outlet 73 77 74 69 65 63 59 55 80 51

2
Inlet 71 70 64 64 63 63 61 56 75 49

Outlet 71 69 63 63 62 62 60 57 75 48

3
Inlet 72 69 66 66 64 64 63 58 76 50

Outlet 75 69 66 66 64 64 64 60 77 50

4
Inlet 65 66 62 63 64 65 60 53 72 49

Outlet 66 66 62 63 64 64 59 53 72 49

5
Inlet 68 69 64 65 67 66 60 54 75 51

Outlet 69 68 64 64 66 65 59 55 74 50

6
Inlet 74 72 67 66 64 64 62 57 78 50

Outlet 76 71 66 66 64 64 62 59 78 50

7
Inlet 67 67 62 62 62 64 58 52 73 48

Outlet 69 67 62 62 62 63 57 51 73 47

8
Inlet 70 70 65 65 68 68 60 52 76 52

Outlet 71 70 65 64 67 67 59 52 76 51

9
Inlet 75 73 68 66 65 64 62 56 78 50

Outlet 75 72 67 66 65 64 62 58 78 50
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 84 73 70 66 64 60 53 85 53

Outlet 71 83 73 69 65 63 60 55 84 52

2
Inlet 68 70 72 67 65 65 62 57 77 51

Outlet 71 71 71 67 65 65 61 58 77 51

3
Inlet 71 71 66 66 64 65 63 59 76 50

Outlet 75 72 66 67 64 64 64 61 78 51

4
Inlet 64 68 70 69 68 67 61 53 76 52

Outlet 65 70 71 68 69 67 60 53 77 53

5
Inlet 66 70 65 64 64 65 62 55 74 50

Outlet 69 71 65 64 63 64 61 56 75 49

6
Inlet 72 72 68 67 65 65 63 57 77 51

Outlet 75 72 68 68 65 65 63 59 78 51

7
Inlet 63 69 66 65 64 64 59 52 74 49

Outlet 62 69 65 65 64 64 57 51 73 49

8
Inlet 68 72 67 65 66 67 62 54 76 51

Outlet 69 73 66 65 64 66 60 54 76 50

9
Inlet 75 73 69 67 66 66 63 56 79 51

Outlet 76 74 68 68 65 66 62 58 79 51

Nominal Diameter
560mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
560-181-9

Volume Flow m3/s

20

40

80

100

60

140

120

0.1

0.3

0.2

0.4

0.5

0

0
10° 15° 20° 25° 30° 35° 40°

10°

20°

15°

40°

35°

30°

25°

2 2.5 31.510.5

11 22 33

44 55 666

777 888 9999

0

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
560-182-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
560-182-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
560-251-3 1 2

3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 68 69 70 70 63 59 52 45 76 49

Outlet 70 69 70 69 62 58 51 45 76 49

2
Inlet 72 70 67 64 60 58 54 49 75 46

Outlet 77 70 67 64 58 57 53 50 78 45

3
Inlet 75 70 65 64 59 58 56 52 77 46

Outlet 79 69 65 65 58 57 56 54 80 46

4
Inlet 67 65 61 62 61 61 55 44 71 46

Outlet 74 65 62 62 60 60 53 44 75 45

5
Inlet 70 66 62 60 59 59 55 48 73 44

Outlet 75 64 62 62 58 58 53 48 76 44

6
Inlet 75 69 62 63 59 60 56 51 77 46

Outlet 80 67 62 65 59 60 56 53 80 46

7
Inlet 66 61 56 60 59 61 52 43 69 45

Outlet 73 60 57 60 58 60 51 42 74 44

8
Inlet 71 63 59 60 61 61 56 47 73 46

Outlet 78 62 59 62 60 60 54 47 78 45

9
Inlet 76 69 62 64 60 60 56 50 77 46

Outlet 82 67 61 65 60 59 55 51 82 46
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
560-251-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 68 68 72 72 67 63 57 49 77 52

Outlet 69 68 71 71 66 62 55 49 77 51

2
Inlet 72 72 66 64 61 60 57 51 76 47

Outlet 73 70 65 64 61 59 56 53 76 46

3
Inlet 75 71 65 66 63 61 60 56 77 48

Outlet 76 69 65 66 63 61 59 57 78 48

4
Inlet 66 68 64 63 62 63 57 48 73 47

Outlet 67 66 64 64 61 62 55 48 72 47

5
Inlet 70 73 65 64 62 62 57 50 76 48

Outlet 71 70 64 65 61 61 56 50 75 47

6
Inlet 76 72 67 65 62 61 59 54 78 48

Outlet 76 70 67 66 61 60 58 56 78 48

7
Inlet 64 67 62 63 63 65 57 47 72 48

Outlet 64 65 62 64 62 64 55 46 72 48

8
Inlet 70 72 65 65 64 65 59 50 76 49

Outlet 70 69 65 66 63 64 57 49 75 49

9
Inlet 73 74 67 66 63 64 59 53 78 49

Outlet 74 71 66 66 63 63 58 54 77 49
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
560-251-9 11111 22222 33333

44444 55555 66666

777 888 999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 69 72 70 71 67 64 58 48 77 52

Outlet 71 72 70 70 66 64 56 49 77 51

2
Inlet 72 71 67 65 63 63 58 51 76 48

Outlet 76 70 67 64 62 62 56 51 78 48

3
Inlet 77 71 69 66 63 62 59 54 79 49

Outlet 81 70 69 66 62 62 59 56 82 49

4
Inlet 67 65 64 64 64 65 58 48 73 49

Outlet 72 65 64 64 63 64 56 48 75 48

5
Inlet 69 70 66 64 64 65 59 50 75 49

Outlet 73 68 66 64 63 64 57 50 76 48

6
Inlet 77 72 70 66 64 64 60 53 79 50

Outlet 81 70 69 67 64 63 59 54 82 50

7
Inlet 65 66 64 64 64 66 57 48 73 49

Outlet 70 65 64 64 63 66 55 47 74 49

8
Inlet 70 69 67 66 66 68 60 50 76 52

Outlet 73 67 67 65 65 67 58 49 76 51

9
Inlet 77 73 70 67 66 68 62 53 80 52

Outlet 81 71 69 67 66 67 61 53 82 52
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
560-251-12
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 69 71 71 75 67 66 58 51 79 54

Outlet 71 71 71 74 67 65 58 51 79 53

2
Inlet 71 66 69 64 61 62 58 51 75 48

Outlet 73 66 67 64 61 62 57 52 75 47

3
Inlet 73 69 69 66 62 62 59 54 76 49

Outlet 77 69 69 65 62 62 59 55 79 48

4
Inlet 65 62 64 65 65 66 59 50 73 50

Outlet 68 62 64 64 64 65 57 49 73 49

5
Inlet 68 65 68 65 64 65 60 50 74 50

Outlet 72 65 67 64 63 64 58 51 75 49

6
Inlet 71 68 69 66 64 65 60 53 76 50

Outlet 75 69 68 66 64 64 60 54 77 50

7
Inlet 63 63 64 65 64 67 58 49 73 50

Outlet 64 63 64 64 63 66 56 48 72 49

8
Inlet 66 67 69 67 66 68 60 50 75 52

Outlet 68 67 68 66 65 67 59 50 75 51

9
Inlet 72 69 70 68 67 69 63 53 77 53

Outlet 74 69 69 68 66 69 62 53 78 53
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet

Nominal Diameter
560mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
560-252-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
560-131-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 74 70 78 82 76 71 68 62 85 61

Outlet 73 70 77 81 75 70 67 63 84 60

2
Inlet 79 72 69 68 68 69 68 65 81 54

Outlet 77 71 68 68 68 68 68 67 80 54

3
Inlet 80 74 72 72 72 71 70 68 83 57

Outlet 79 74 71 72 71 72 70 70 83 57

4
Inlet 75 68 67 66 66 67 66 61 78 52

Outlet 73 68 66 65 65 66 65 61 77 51

5
Inlet 80 73 70 69 68 68 67 64 82 54

Outlet 78 72 69 69 67 67 66 65 80 53

6
Inlet 82 75 72 73 72 72 70 68 84 58

Outlet 81 75 71 72 72 72 71 70 84 58

7
Inlet 77 71 69 67 67 68 67 60 80 53

Outlet 75 71 68 67 67 67 66 60 78 53

8
Inlet 80 75 72 71 69 69 67 62 83 55

Outlet 77 75 71 70 68 68 66 63 81 54

9
Inlet 83 77 74 74 73 72 70 67 85 58

Outlet 81 77 73 73 72 72 70 70 84 58

11 22 33

44 55 66

777 8888 9999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
560-131-6 11 222 33

4444 5555 666

77 88 999

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 76 83 84 77 73 70 64 88 63

Outlet 73 75 83 82 77 73 69 65 87 62

2
Inlet 74 75 70 73 71 71 70 66 81 57

Outlet 76 75 69 72 71 71 70 68 81 57

3
Inlet 79 77 73 76 75 74 72 69 84 60

Outlet 81 77 72 74 75 74 73 72 85 60

4
Inlet 71 71 68 75 74 74 71 64 81 59

Outlet 72 71 67 74 74 73 69 64 81 58

5
Inlet 75 77 72 72 71 71 70 65 82 57

Outlet 77 77 71 71 70 71 69 66 82 56

6
Inlet 80 80 75 76 74 73 71 68 85 59

Outlet 81 80 74 75 74 73 72 70 85 59

7
Inlet 70 74 70 70 70 71 70 63 80 56

Outlet 71 74 70 69 69 70 69 62 79 55

8
Inlet 77 79 74 74 71 72 71 64 83 58

Outlet 77 79 72 73 71 72 69 65 83 57

9
Inlet 82 81 76 77 74 73 71 67 86 60

Outlet 82 81 75 76 74 73 71 69 86 59
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
560-181-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 75 82 85 77 71 68 63 88 64

Outlet 77 74 81 83 76 71 68 64 87 62

2
Inlet 78 75 73 70 69 69 68 65 82 55

Outlet 77 75 72 70 68 68 68 66 81 55

3
Inlet 82 76 73 72 71 71 70 67 84 57

Outlet 81 76 71 72 71 71 71 70 84 57

4
Inlet 75 70 70 70 68 68 66 62 79 54

Outlet 74 70 69 69 67 67 65 62 78 53

5
Inlet 78 74 71 70 68 69 67 63 81 54

Outlet 77 73 70 69 68 68 66 65 80 54

6
Inlet 84 77 73 73 72 71 70 67 86 57

Outlet 83 77 71 72 71 71 71 70 85 57

7
Inlet 77 71 69 67 67 68 68 61 80 54

Outlet 75 71 68 67 67 67 66 61 79 53

8
Inlet 81 75 73 71 70 69 67 62 83 55

Outlet 79 75 71 70 68 69 66 63 82 54

9
Inlet 85 78 75 74 72 71 70 67 87 58

Outlet 84 78 73 73 72 72 70 69 86 58

1 2 3

4 5 6

77777 888888 999999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
560-181-6

7 8 9

4 5 6

11 22222 33
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 81 83 84 77 74 70 64 89 63

Outlet 80 81 83 82 77 73 70 65 88 62

2
Inlet 78 75 75 73 72 72 70 66 83 58

Outlet 79 75 74 73 72 71 69 67 83 57

3
Inlet 82 76 76 77 75 74 72 69 86 60

Outlet 83 77 75 76 75 74 73 71 86 60

4
Inlet 74 70 72 71 71 73 71 64 80 58

Outlet 74 70 71 71 71 72 70 64 80 57

5
Inlet 78 74 75 73 72 72 70 65 83 58

Outlet 79 74 74 73 71 71 69 66 83 57

6
Inlet 84 79 78 77 74 73 71 67 87 60

Outlet 83 78 76 76 74 73 71 69 86 59

7
Inlet 76 72 73 72 71 72 72 63 81 58

Outlet 76 72 73 72 70 71 71 63 81 57

8
Inlet 81 76 77 74 73 73 71 64 85 59

Outlet 80 76 75 74 72 72 69 64 84 58

9
Inlet 85 80 78 77 74 74 71 67 88 60

Outlet 84 79 77 76 74 74 71 69 87 60
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 87 84 80 75 73 71 65 90 62

Outlet 78 88 84 78 75 72 71 66 90 61

2
Inlet 76 71 77 77 73 73 72 67 83 60

Outlet 80 73 76 75 73 72 71 68 84 59

3
Inlet 81 74 79 78 78 74 72 69 86 62

Outlet 85 78 78 77 77 74 73 71 88 61

4
Inlet 71 69 75 83 79 79 73 65 86 64

Outlet 73 69 75 82 80 79 73 66 86 64

5
Inlet 79 71 78 75 72 72 71 66 84 58

Outlet 80 73 77 74 71 72 70 66 84 58

6
Inlet 82 76 80 79 78 74 72 68 87 62

Outlet 84 78 78 78 77 74 72 70 87 61

7
Inlet 71 70 76 76 73 74 73 65 82 60

Outlet 73 70 75 75 73 73 71 64 82 59

8
Inlet 80 75 79 75 73 74 73 66 85 60

Outlet 79 75 78 75 72 73 71 66 84 59

9
Inlet 84 80 81 80 75 75 73 67 88 62

Outlet 84 80 80 78 77 75 73 69 88 62

Nominal Diameter
560mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
560-181-9

7 8 9

4 5 6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
560-182-3

77777 88 99

44 55 66

11 22 33
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
560-182-6

77777 88888 999999

44 555 66

1111 22222 33333
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
560-251-3
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4 5 6

1 2
3

Volume Flow m3/s

20

40

100

60

80

140

120

0.3

0.1

0.2

0.6

0.5

0.4

0.7

0

0
15°10° 20° 25° 35°

15°

35°

30°

1 1.5 2 32.50.5

20°

25°

33

0

10°

30°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 75 76 81 77 71 64 55 85 61

Outlet 78 75 76 80 76 70 62 55 85 60

2
Inlet 82 76 77 75 70 68 63 58 85 56

Outlet 81 76 77 74 69 66 62 58 84 55

3
Inlet 85 79 75 72 75 68 64 60 87 57

Outlet 85 78 75 72 79 67 63 62 87 60

4
Inlet 79 71 71 70 68 68 66 56 81 54

Outlet 78 71 71 69 67 67 64 55 80 53

5
Inlet 80 75 71 68 67 66 63 57 82 52

Outlet 79 74 71 69 66 65 61 56 81 52

6
Inlet 86 77 73 70 74 69 64 60 87 56

Outlet 85 76 72 71 79 68 63 61 87 60

7
Inlet 78 68 66 67 68 70 69 56 80 55

Outlet 77 68 66 66 67 69 67 54 79 53

8
Inlet 83 72 68 67 67 68 66 58 84 53

Outlet 82 71 68 68 66 67 64 56 83 52

9
Inlet 88 78 72 71 74 70 65 60 89 57

Outlet 87 77 71 71 79 69 64 60 88 60



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 129

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 74 77 82 86 80 75 68 60 89 65

Outlet 75 77 81 84 79 74 67 60 88 64

2
Inlet 78 80 76 73 72 71 66 60 84 57

Outlet 79 79 75 73 71 70 65 61 84 56

3
Inlet 82 81 76 75 75 73 69 64 86 59

Outlet 83 81 75 75 75 73 68 66 87 59

4
Inlet 72 75 73 72 69 70 67 59 80 55

Outlet 74 75 73 71 68 68 65 58 80 54

5
Inlet 77 80 75 72 71 71 67 60 84 56

Outlet 78 80 75 72 70 70 66 60 84 56

6
Inlet 81 82 76 74 73 71 68 63 86 58

Outlet 82 82 76 74 73 71 67 64 86 58

7
Inlet 70 73 71 70 70 71 71 59 79 56

Outlet 71 73 71 70 70 70 69 58 79 56

8
Inlet 74 79 73 73 71 73 70 61 83 58

Outlet 76 78 73 73 71 71 68 60 82 57

9
Inlet 81 82 76 75 74 73 69 63 86 59

Outlet 81 82 75 75 74 73 69 64 86 59

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
560-251-6

7777 88 9999

44 5555 66666

11 222 333
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
560-251-9

7777 88888 99999

44 555 66

11 2222 33
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 75 76 78 81 80 76 70 62 86 63

Outlet 75 75 79 79 81 76 72 64 86 63

2
Inlet 79 77 80 74 71 71 67 60 85 57

Outlet 80 77 80 74 71 71 66 60 85 57

3
Inlet 85 81 78 75 73 72 68 63 88 58

Outlet 86 81 79 76 73 72 68 64 88 59

4
Inlet 73 74 70 72 70 71 71 63 80 57

Outlet 72 74 71 72 70 69 70 65 80 56

5
Inlet 77 76 80 73 71 72 69 60 84 58

Outlet 80 76 79 72 70 71 67 60 84 57

6
Inlet 86 81 78 75 74 73 69 62 88 59

Outlet 86 81 78 76 74 73 69 63 88 59

7
Inlet 70 73 70 72 71 72 74 64 80 58

Outlet 69 72 70 72 71 71 73 67 80 58

8
Inlet 79 75 79 73 72 74 72 61 84 59

Outlet 79 75 79 73 71 73 70 60 84 58

9
Inlet 87 81 79 76 74 76 72 63 89 61

Outlet 86 81 79 76 75 75 72 64 89 61
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
560-251-12

7777 8888 999

444 555 666

111 222 333
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 74 75 77 83 79 76 70 60 86 63

Outlet 76 75 76 82 79 76 69 60 86 63

2
Inlet 77 73 77 72 70 72 69 61 82 57

Outlet 81 75 76 72 70 72 68 61 84 57

3
Inlet 80 77 81 75 73 72 69 63 85 59

Outlet 85 80 79 75 73 73 69 65 88 59

4
Inlet 72 65 73 70 71 73 71 61 80 57

Outlet 75 66 72 69 70 72 70 60 80 56

5
Inlet 76 71 77 72 71 74 71 62 82 58

Outlet 79 72 76 72 71 73 70 61 83 58

6
Inlet 81 76 81 75 74 74 70 63 86 60

Outlet 86 80 80 76 74 74 70 64 88 60

7
Inlet 70 68 73 72 73 75 74 62 81 60

Outlet 73 67 73 72 72 74 73 61 81 59

8
Inlet 77 72 77 75 74 77 76 64 84 62

Outlet 78 73 77 75 74 76 74 63 84 61

9
Inlet 82 78 81 77 75 78 74 65 87 62

Outlet 84 79 80 77 76 77 74 65 88 62
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
560-252-9

7777 888 999999

44 555 66

11 22 33

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet

Nominal Diameter
560mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
560-131-3

77777 8888888 999999

44 55 66

11 22 33
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
560-131-6

77 88 99999

444444 555555 66666

11 22222 33

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 92 82 85 97 99 97 89 84 103 82

Outlet 93 81 85 96 99 96 88 82 103 81

2
Inlet 87 85 86 88 91 93 89 86 98 77

Outlet 88 85 86 86 92 92 87 84 98 76

3
Inlet 90 90 88 91 94 96 92 88 101 80

Outlet 91 89 87 89 95 96 89 86 101 79

4
Inlet 91 80 85 89 92 92 88 84 98 76

Outlet 94 79 85 87 91 92 87 82 98 76

5
Inlet 90 82 89 91 87 87 83 81 97 73

Outlet 93 82 89 89 86 86 83 80 97 72

6
Inlet 94 88 93 95 92 91 86 83 101 77

Outlet 97 87 93 93 91 91 86 84 101 76

7
Inlet 88 81 86 87 86 88 85 84 95 73

Outlet 90 80 86 85 86 86 84 82 95 71

8
Inlet 91 88 91 91 90 89 86 85 98 75

Outlet 92 85 90 90 89 87 85 81 98 74

9
Inlet 95 94 94 94 94 93 88 86 102 78

Outlet 96 91 94 94 93 91 87 84 102 77
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet

Nominal Diameter
560mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
560-181-3

77777 888888 999999

44444 55 66

11 22 33

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
560-181-6

777 88 999

44444 5555555 66666

11 22222 33

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 88 87 85 93 99 95 90 83 102 81

Outlet 88 86 85 92 99 95 89 84 102 81

2
Inlet 89 91 87 90 91 90 87 85 98 75

Outlet 92 91 87 88 89 90 86 84 98 74

3
Inlet 93 95 89 92 93 92 89 86 101 77

Outlet 96 96 89 93 92 93 89 87 102 78

4
Inlet 87 84 82 85 88 88 87 83 95 73

Outlet 88 85 82 86 86 87 86 83 95 72

5
Inlet 90 91 90 90 89 88 86 83 98 74

Outlet 92 90 86 89 88 88 85 82 97 73

6
Inlet 93 94 90 93 95 92 89 85 101 78

Outlet 95 95 90 92 93 93 89 86 101 78

7
Inlet 86 84 86 86 86 87 85 83 95 72

Outlet 86 84 83 90 85 86 85 82 95 72

8
Inlet 90 91 90 91 90 89 87 83 98 75

Outlet 91 92 87 92 89 89 86 82 98 75

9
Inlet 94 94 94 94 94 92 89 85 102 78

Outlet 95 94 92 93 92 93 90 86 102 78
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 93 90 100 101 97 94 90 85 105 82

Outlet 94 90 99 100 97 93 89 86 105 81

2
Inlet 90 86 84 94 92 90 88 86 99 77

Outlet 93 88 85 94 92 91 88 85 100 77

3
Inlet 93 91 87 97 93 95 89 86 102 79

Outlet 96 92 89 97 94 95 89 86 103 80

4
Inlet 88 80 82 91 99 97 93 86 102 82

Outlet 91 82 82 93 98 97 93 86 102 82

5
Inlet 91 86 83 94 90 88 87 84 98 75

Outlet 93 89 83 95 88 89 87 83 99 76

6
Inlet 96 91 90 98 96 96 91 87 103 81

Outlet 97 94 89 97 93 96 90 86 103 80

7
Inlet 86 84 80 90 89 89 87 87 96 75

Outlet 90 84 80 87 88 89 87 86 96 74

8
Inlet 91 88 86 94 90 90 88 85 99 76

Outlet 92 91 86 97 89 90 88 84 100 77

9
Inlet 95 93 92 97 96 93 90 86 103 80

Outlet 95 95 90 98 91 94 89 85 103 79

Nominal Diameter
560mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
560-181-9

7777777 88888 99999

44 55 66

111 222 333

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
560-182-3

777777777 88888 99999

44 55 66

111 222 333

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 139

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet

Nominal Diameter
560mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
560-182-6

77777 88888 999999

44 55 66

1111 22222 33333

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
560-251-6

777 88 99999

44444 5555555 666666

1111 2222222 3333333

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 92 93 93 94 92 87 84 77 100 76

Outlet 93 93 93 94 92 86 84 76 100 75

2
Inlet 94 95 92 86 94 84 82 79 100 75

Outlet 93 94 92 88 95 84 83 79 100 76

3
Inlet 97 98 95 90 91 86 86 84 103 75

Outlet 99 99 96 90 93 88 87 86 104 76

4
Inlet 90 91 90 86 88 88 86 78 97 73

Outlet 90 91 89 87 90 88 85 76 97 74

5
Inlet 94 95 91 85 95 85 84 79 100 76

Outlet 92 93 90 84 94 85 82 77 99 75

6
Inlet 95 95 92 86 86 83 83 80 100 71

Outlet 96 96 93 87 88 84 84 81 101 72

7
Inlet 88 90 87 83 86 87 83 75 95 71

Outlet 87 88 86 82 88 85 82 72 94 71

8
Inlet 91 92 89 84 93 87 83 77 98 75

Outlet 92 93 89 85 94 88 84 77 99 75

9
Inlet 97 97 93 89 89 88 87 82 102 74

Outlet 97 97 93 88 90 88 86 81 102 74
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
560-251-9

7777 88888 99999

44 555 66

11 22 33

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 87 89 92 93 93 85 82 75 99 75

Outlet 88 90 91 93 94 85 82 75 99 76

2
Inlet 90 93 93 92 95 86 85 80 100 77

Outlet 92 94 93 91 94 86 84 79 100 76

3
Inlet 93 97 93 95 92 84 85 81 102 76

Outlet 96 99 94 96 94 85 85 82 103 77

4
Inlet 83 85 84 87 88 84 80 74 94 71

Outlet 85 87 86 88 91 85 82 75 96 73

5
Inlet 91 94 94 92 95 90 88 81 101 78

Outlet 90 93 92 91 95 88 86 79 100 77

6
Inlet 94 97 95 95 95 88 87 82 103 78

Outlet 95 98 96 94 94 88 87 82 103 77

7
Inlet 84 86 86 88 89 84 81 74 95 72

Outlet 84 86 86 88 90 84 81 75 95 72

8
Inlet 88 92 91 91 91 90 87 79 99 76

Outlet 89 92 92 91 94 90 87 78 100 77

9
Inlet 93 97 95 93 92 91 89 82 102 77

Outlet 95 98 95 93 94 91 89 82 103 78
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
560mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
560-251-12

7777 8888 999

444 555 666

111 222 333

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 90 92 92 95 93 88 85 78 100 77

Outlet 92 93 92 95 92 87 84 77 100 76

2
Inlet 89 90 90 90 85 82 82 77 97 71

Outlet 92 94 91 91 87 83 84 78 99 72

3
Inlet 96 98 96 95 90 86 86 83 103 76

Outlet 98 99 98 95 91 87 87 84 104 77

4
Inlet 86 87 87 87 87 87 84 76 95 72

Outlet 88 89 88 88 89 87 84 76 96 73

5
Inlet 89 90 91 92 88 88 86 79 98 74

Outlet 92 93 92 91 90 88 87 79 99 75

6
Inlet 94 96 96 94 91 89 89 83 102 77

Outlet 97 97 97 94 93 90 89 84 103 78

7
Inlet 86 87 89 88 88 88 86 80 96 73

Outlet 86 87 89 88 90 87 86 77 96 74

8
Inlet 90 91 94 93 91 92 90 81 100 77

Outlet 91 92 94 93 92 91 89 79 100 77

9
Inlet 94 96 96 95 93 94 92 85 103 79

Outlet 97 98 97 95 95 94 92 85 104 80
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet

Nominal Diameter
560mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
560-252-9

7777 888 9999

0

44 555 666

11 22 333

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-131-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 60 70 69 66 59 58 55 48 74 47

Outlet 60 71 69 68 60 58 55 50 75 48

2
Inlet 62 59 57 62 58 58 57 51 68 44

Outlet 63 59 56 62 58 58 58 54 68 45

3
Inlet 67 63 60 64 61 61 59 53 71 47

Outlet 67 63 59 64 61 60 60 55 71 47

4
Inlet 59 58 55 61 58 59 55 46 67 44

Outlet 59 58 54 64 58 58 54 47 68 44

5
Inlet 63 61 57 63 57 58 56 50 69 44

Outlet 64 61 56 63 57 57 57 53 69 44

6
Inlet 68 65 61 63 60 61 59 53 72 46

Outlet 68 64 60 64 60 60 60 55 72 47

7
Inlet 61 60 55 60 56 59 54 45 67 43

Outlet 61 60 54 64 56 58 53 45 68 44

8
Inlet 66 64 59 62 58 57 55 48 70 44

Outlet 66 63 58 62 57 56 56 50 70 43

9
Inlet 67 64 61 63 60 61 59 52 71 46

Outlet 68 64 59 64 60 60 60 55 72 47
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-131-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 72 69 66 61 60 56 49 76 48

Outlet 70 74 68 65 61 60 57 51 77 47

2
Inlet 66 62 64 66 61 61 59 52 72 47

Outlet 66 62 63 64 61 61 60 54 71 47

3
Inlet 69 65 63 68 62 62 61 55 74 49

Outlet 70 64 62 69 62 62 62 58 74 50

4
Inlet 62 60 58 61 62 63 57 48 69 47

Outlet 61 60 57 61 62 62 56 49 69 46

5
Inlet 68 63 61 64 61 61 58 49 72 47

Outlet 67 63 60 64 61 60 58 51 71 46

6
Inlet 71 66 64 68 62 62 60 54 75 49

Outlet 71 66 62 68 62 61 61 57 75 49

7
Inlet 65 61 58 59 59 60 55 46 69 44

Outlet 64 61 58 61 58 59 54 46 69 44

8
Inlet 69 65 62 63 62 62 58 48 73 47

Outlet 68 64 61 65 61 61 57 50 72 47

9
Inlet 72 68 65 68 63 63 60 53 76 49

Outlet 73 67 65 68 63 62 60 56 76 49
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-181-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 61 69 71 66 60 58 55 47 74 47

Outlet 61 69 70 66 60 58 55 49 74 47

2
Inlet 64 63 58 62 57 58 57 50 69 44

Outlet 65 62 57 62 58 58 58 53 70 45

3
Inlet 66 64 61 64 60 60 59 53 71 46

Outlet 67 63 60 68 60 60 60 56 72 48

4
Inlet 60 59 56 60 58 58 54 46 67 43

Outlet 60 59 56 62 58 57 54 48 67 43

5
Inlet 64 62 58 62 57 60 56 49 69 45

Outlet 65 62 57 63 57 59 56 52 70 45

6
Inlet 68 63 61 64 59 60 59 53 72 46

Outlet 68 63 59 66 59 60 60 56 72 47

7
Inlet 62 60 55 60 57 58 53 45 67 43

Outlet 62 60 55 61 57 57 52 45 67 43

8
Inlet 66 63 59 62 58 58 55 47 70 44

Outlet 66 63 60 63 58 57 55 50 70 44

9
Inlet 68 64 61 65 59 60 58 53 72 46

Outlet 69 64 59 68 59 59 60 56 73 48
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-181-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 67 75 72 68 62 61 56 49 78 49

Outlet 67 75 71 67 62 61 56 50 78 49

2
Inlet 65 65 63 66 61 61 58 51 72 47

Outlet 66 65 62 67 61 61 59 54 72 48

3
Inlet 69 68 67 70 63 63 61 55 75 50

Outlet 70 68 66 70 64 63 62 58 76 51

4
Inlet 60 63 60 63 63 64 57 47 70 48

Outlet 61 62 60 63 63 63 57 49 70 48

5
Inlet 65 66 61 65 61 61 57 49 72 47

Outlet 66 66 60 64 61 60 57 51 72 46

6
Inlet 69 69 64 69 62 62 60 54 75 49

Outlet 71 69 63 69 62 62 61 57 75 49

7
Inlet 62 64 58 62 59 61 54 46 69 45

Outlet 63 64 58 62 59 60 53 46 69 45

8
Inlet 66 67 61 66 62 63 57 48 73 48

Outlet 67 67 61 63 61 61 56 50 72 46

9
Inlet 70 69 64 70 62 62 59 52 75 50

Outlet 72 69 63 71 62 62 60 55 76 50
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-181-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 77 73 69 63 62 56 48 80 50

Outlet 70 76 72 67 63 62 57 50 79 50

2
Inlet 66 70 71 69 64 64 60 52 76 51

Outlet 68 70 71 68 65 64 60 54 76 51

3
Inlet 68 70 65 69 63 64 62 56 75 50

Outlet 71 69 65 69 63 64 63 59 76 51

4
Inlet 61 66 69 69 67 65 58 49 75 51

Outlet 62 65 68 68 68 65 58 50 74 51

5
Inlet 62 68 62 66 62 63 59 50 73 48

Outlet 66 68 62 63 62 63 59 51 73 48

6
Inlet 69 71 65 69 63 64 61 54 76 50

Outlet 72 71 64 72 63 63 62 56 77 51

7
Inlet 59 67 62 63 61 61 55 47 71 46

Outlet 60 66 61 63 60 60 55 47 70 45

8
Inlet 65 71 63 66 63 64 58 48 74 49

Outlet 68 71 62 65 62 63 57 49 74 48

9
Inlet 70 72 66 70 64 64 61 54 77 51

Outlet 73 72 65 70 64 64 61 55 77 51
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-182-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet

1 2 3

4 5 6

7 8 9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-182-6

1 2 3

4 5 6

7 8 9

Volume Flow m3/s

40

50

30

20

10

90

100

80

70

60

0.2

0.25

0.3

0.35

0.15

0.1

0.05

0

0
0.50 1 21.5 2.5 3

10° 15°

20°

25°

30°

35°

40°

10° 15° 20° 25° 30° 35° 40°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-251-3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 65 64 62 61 58 58 55 46 70 44

Outlet 65 64 62 61 58 57 54 47 70 43

2
Inlet 67 67 63 61 58 57 57 49 72 44

Outlet 68 67 62 61 57 57 57 51 72 44

3
Inlet 71 65 62 62 59 59 58 50 73 45

Outlet 72 65 61 62 59 58 58 52 74 45

4
Inlet 63 62 59 60 60 60 55 44 69 45

Outlet 64 62 58 60 59 59 53 45 69 44

5
Inlet 67 62 58 59 57 57 57 48 70 43

Outlet 68 62 57 60 57 56 56 50 70 43

6
Inlet 70 64 61 62 59 59 58 51 72 45

Outlet 71 63 60 62 59 58 59 54 73 45

7
Inlet 62 61 57 59 61 61 53 42 68 45

Outlet 63 60 56 60 61 61 51 42 68 45

8
Inlet 66 62 59 60 59 58 55 47 70 44

Outlet 67 62 58 60 58 57 55 48 70 43

9
Inlet 70 64 61 62 59 59 58 51 72 45

Outlet 70 63 60 62 59 58 59 54 72 45
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-251-6 11 22 33

44 55 66

777 888 999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 67 72 71 69 63 61 55 46 77 49

Outlet 68 72 71 68 62 60 55 48 76 49

2
Inlet 71 65 61 62 61 60 58 49 73 46

Outlet 71 64 61 62 60 59 58 51 73 45

3
Inlet 73 65 63 63 61 61 59 53 75 47

Outlet 73 65 62 63 61 61 60 55 75 47

4
Inlet 66 63 61 64 64 64 56 45 72 48

Outlet 67 63 60 66 64 63 55 46 72 48

5
Inlet 70 65 61 62 61 60 57 48 73 46

Outlet 70 64 60 62 61 60 57 50 73 46

6
Inlet 73 66 63 63 61 60 59 52 75 46

Outlet 73 66 62 63 61 60 59 54 75 47

7
Inlet 66 61 58 65 61 60 52 42 71 46

Outlet 66 61 57 67 60 60 51 42 71 46

8
Inlet 70 66 62 63 64 63 56 46 74 48

Outlet 70 65 61 62 64 62 56 47 73 47

9
Inlet 74 67 64 64 62 61 58 51 76 47

Outlet 74 67 62 64 62 61 58 52 76 47
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-251-9 11 22222 33333

44444 55555 66666

77 8888 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 66 66 69 68 65 62 56 46 74 49

Outlet 67 66 68 67 65 62 55 47 74 49

2
Inlet 69 66 63 63 62 62 58 50 73 47

Outlet 70 66 62 63 62 62 58 51 73 47

3
Inlet 72 67 64 63 62 62 60 53 75 48

Outlet 73 68 63 63 61 62 60 55 75 47

4
Inlet 64 63 61 63 64 63 55 45 71 48

Outlet 65 63 60 63 63 62 54 46 71 47

5
Inlet 67 66 62 64 64 64 57 48 73 48

Outlet 68 66 61 63 64 63 57 49 73 48

6
Inlet 72 68 65 63 63 63 59 52 75 48

Outlet 73 69 63 63 62 62 59 54 76 47

7
Inlet 63 64 61 62 62 62 53 44 70 46

Outlet 64 64 60 63 61 61 52 44 70 46

8
Inlet 68 68 63 64 66 65 56 46 74 50

Outlet 69 68 62 64 65 64 55 47 74 49

9
Inlet 72 69 66 64 65 65 60 54 76 50

Outlet 74 69 64 65 65 64 59 54 77 49
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-251-12

11 222 33

44 55 66

77 888 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 67 65 72 71 67 64 56 46 76 52

Outlet 69 66 71 71 67 63 56 46 76 52

2
Inlet 67 65 61 64 62 63 58 49 72 48

Outlet 70 66 60 64 62 62 58 51 73 47

3
Inlet 70 69 64 64 62 63 60 53 74 48

Outlet 72 69 62 63 62 63 60 54 75 48

4
Inlet 62 64 60 67 64 63 55 45 72 49

Outlet 63 65 60 68 64 63 54 45 72 49

5
Inlet 65 65 62 64 64 64 58 48 72 49

Outlet 68 66 61 64 63 63 57 49 73 48

6
Inlet 69 69 65 64 63 64 59 51 74 49

Outlet 72 70 63 64 63 63 60 53 76 48

7
Inlet 60 65 62 66 63 63 55 45 71 48

Outlet 62 65 61 67 62 62 53 45 72 48

8
Inlet 66 68 63 65 66 65 56 46 74 50

Outlet 67 68 62 65 65 65 56 47 74 49

9
Inlet 69 70 66 66 66 66 60 50 75 51

Outlet 72 70 64 65 66 65 59 51 76 50
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-252-3 1 2 3

4 5 6

7 8 9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-252-6 1 2 3

4 5 6

7 8 9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
630-252-9
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7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-131-3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 67 75 77 73 67 65 63 55 81 54

Outlet 68 75 76 72 67 65 63 57 80 54

2
Inlet 69 67 64 65 65 65 64 58 74 51

Outlet 71 66 62 65 65 65 65 61 75 51

3
Inlet 76 73 67 68 68 68 66 60 79 53

Outlet 79 71 66 68 68 68 67 63 81 54

4
Inlet 66 65 63 64 64 65 63 54 73 50

Outlet 69 63 62 63 64 64 62 55 73 49

5
Inlet 70 70 65 65 64 64 62 57 75 50

Outlet 73 68 64 65 63 63 63 59 76 49

6
Inlet 76 74 68 68 67 68 66 60 80 53

Outlet 78 71 66 68 67 67 67 63 80 53

7
Inlet 69 68 63 63 62 65 62 52 74 49

Outlet 72 66 62 62 62 64 61 52 75 48

8
Inlet 71 72 66 65 64 64 62 55 76 50

Outlet 74 70 65 66 63 63 62 57 77 49

9
Inlet 75 73 68 68 67 68 66 60 79 53

Outlet 77 71 67 68 67 67 67 63 80 53
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-131-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 80 75 73 68 67 64 57 83 55

Outlet 77 81 74 72 68 67 64 58 84 54

2
Inlet 69 71 69 72 67 67 66 59 78 54

Outlet 71 69 68 71 67 67 66 62 77 53

3
Inlet 73 74 71 72 69 68 68 63 80 55

Outlet 76 72 69 71 69 69 69 66 80 55

4
Inlet 64 68 67 70 69 70 65 56 77 54

Outlet 65 66 67 69 70 69 64 57 76 54

5
Inlet 69 75 68 69 67 67 65 57 78 53

Outlet 71 72 67 68 67 66 64 59 77 52

6
Inlet 75 77 71 72 69 68 67 62 81 55

Outlet 77 75 70 71 69 68 68 65 81 55

7
Inlet 64 72 66 67 65 68 64 56 76 52

Outlet 64 69 65 66 64 67 63 55 74 51

8
Inlet 71 76 69 68 68 68 65 56 79 53

Outlet 72 74 68 68 67 67 64 58 78 52

9
Inlet 76 79 72 72 69 68 66 61 82 55

Outlet 78 76 70 71 69 68 67 64 82 55
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-181-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 69 74 78 74 67 65 62 55 81 55

Outlet 70 74 77 73 67 65 62 57 81 54

2
Inlet 70 70 65 65 64 65 63 57 75 50

Outlet 73 69 64 65 64 64 64 61 76 50

3
Inlet 74 72 68 68 67 66 65 60 78 52

Outlet 76 71 67 67 67 67 67 63 79 53

4
Inlet 68 66 64 64 63 64 61 53 73 49

Outlet 71 65 63 63 64 63 61 55 74 49

5
Inlet 70 70 64 65 63 64 62 56 75 49

Outlet 73 68 63 64 63 63 63 59 76 49

6
Inlet 75 72 68 68 66 67 65 60 79 52

Outlet 77 70 67 67 66 67 67 64 79 53

7
Inlet 69 68 63 62 63 65 60 53 74 49

Outlet 72 67 62 63 62 64 60 53 75 48

8
Inlet 72 71 66 65 64 64 62 54 76 50

Outlet 75 70 65 64 63 63 62 57 77 49

9
Inlet 75 73 69 68 67 67 65 60 79 53

Outlet 77 71 67 68 66 66 66 63 79 52
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-181-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 72 80 78 76 70 68 64 55 84 57

Outlet 73 80 78 75 70 68 64 58 84 56

2
Inlet 72 71 70 71 68 68 66 59 78 54

Outlet 73 71 69 70 69 68 66 61 78 54

3
Inlet 76 73 71 71 69 69 67 62 80 55

Outlet 78 73 70 71 69 69 69 65 81 55

4
Inlet 67 68 66 68 68 70 65 55 76 54

Outlet 70 68 65 67 68 70 65 56 76 54

5
Inlet 72 72 68 68 67 67 65 57 78 53

Outlet 74 72 67 67 67 67 65 59 78 52

6
Inlet 76 75 71 71 68 68 66 61 81 54

Outlet 79 75 70 70 68 68 67 64 82 54

7
Inlet 71 71 66 66 66 68 62 54 77 52

Outlet 74 71 65 66 65 67 62 54 77 51

8
Inlet 73 74 69 68 68 69 65 55 79 54

Outlet 75 73 68 67 67 68 64 57 79 53

9
Inlet 77 76 72 71 69 69 66 60 81 55

Outlet 79 76 70 71 69 69 67 63 82 55
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-181-9 1 2 3
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35°Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 86 75 73 69 68 65 57 87 56

Outlet 74 86 75 73 69 68 65 59 87 56

2
Inlet 71 72 76 73 70 70 67 59 81 56

Outlet 74 72 74 73 70 70 67 62 81 56

3
Inlet 75 74 72 72 70 70 69 63 81 56

Outlet 78 74 71 72 70 70 70 66 82 56

4
Inlet 67 71 73 76 75 73 67 57 81 59

Outlet 69 71 73 75 75 73 66 58 81 59

5
Inlet 71 73 69 69 68 70 66 57 78 54

Outlet 74 74 68 68 68 69 66 59 79 54

6
Inlet 75 77 72 72 69 69 68 61 81 55

Outlet 79 77 71 72 69 69 68 64 83 55

7
Inlet 65 72 69 69 68 69 64 56 77 53

Outlet 66 72 68 69 67 68 63 56 77 53

8
Inlet 73 76 70 70 69 71 67 56 80 55

Outlet 75 76 69 69 68 70 66 57 80 54

9
Inlet 76 77 73 72 70 71 68 60 82 56

Outlet 80 78 72 72 70 70 68 63 83 56
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-182-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-182-6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-251-3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 69 69 66 65 63 63 61 52 75 49

Outlet 72 68 65 65 63 62 60 53 75 48

2
Inlet 75 73 71 68 65 64 62 56 79 51

Outlet 79 72 70 68 64 63 62 58 81 50

3
Inlet 79 73 69 68 66 66 64 58 81 52

Outlet 83 72 67 68 66 65 64 60 84 52

4
Inlet 71 69 66 66 64 64 61 51 75 50

Outlet 75 68 66 65 63 63 60 52 77 49

5
Inlet 74 70 66 65 64 63 61 55 77 49

Outlet 76 69 65 66 63 62 61 56 78 49

6
Inlet 79 73 68 68 66 65 64 58 81 52

Outlet 82 72 67 68 66 65 64 61 83 52

7
Inlet 70 67 63 64 64 67 61 50 75 50

Outlet 75 65 62 64 64 66 60 50 77 50

8
Inlet 74 71 66 66 64 64 61 53 77 50

Outlet 76 69 65 67 64 63 60 55 78 49

9
Inlet 78 73 68 68 66 66 64 58 80 52

Outlet 82 71 67 68 66 65 64 60 83 52
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-251-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 72 77 79 71 68 63 54 83 58

Outlet 72 72 76 77 71 68 63 55 82 57

2
Inlet 74 74 70 68 67 66 63 56 79 52

Outlet 76 73 68 68 67 66 63 58 79 52

3
Inlet 77 75 71 69 68 67 65 60 81 53

Outlet 79 73 69 69 68 67 66 62 81 53

4
Inlet 67 70 67 66 67 69 64 53 76 53

Outlet 68 68 66 65 67 68 63 54 75 52

5
Inlet 73 75 69 69 67 67 64 55 79 53

Outlet 74 73 68 68 66 67 63 57 78 52

6
Inlet 78 76 71 69 68 67 64 59 81 53

Outlet 78 74 70 70 67 67 65 61 81 53

7
Inlet 66 71 67 66 66 71 63 51 76 54

Outlet 66 69 66 66 66 70 62 52 76 53

8
Inlet 72 76 70 69 68 69 65 54 80 54

Outlet 73 74 69 68 67 68 64 56 79 53

9
Inlet 77 78 72 70 68 68 65 58 82 54

Outlet 78 76 70 70 68 67 64 59 81 53
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-251-9 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 71 74 77 73 70 64 54 81 58

Outlet 74 71 74 76 72 70 64 55 81 57

2
Inlet 75 72 70 69 67 68 65 56 79 53

Outlet 78 71 69 70 67 68 64 58 80 53

3
Inlet 78 74 73 71 69 69 66 59 82 55

Outlet 80 73 72 73 68 69 67 61 82 55

4
Inlet 68 68 69 73 68 72 64 53 78 56

Outlet 71 67 68 72 68 70 63 53 78 54

5
Inlet 72 72 70 69 68 70 65 55 78 54

Outlet 75 71 69 70 68 69 64 56 79 54

6
Inlet 78 74 73 72 69 69 66 58 82 55

Outlet 80 75 72 73 68 69 66 60 83 55

7
Inlet 69 68 69 74 68 72 64 53 79 56

Outlet 72 67 68 74 67 70 62 52 78 55

8
Inlet 73 72 71 70 69 72 66 55 79 56

Outlet 76 71 70 71 69 71 64 55 80 55

9
Inlet 78 76 74 72 70 72 67 58 82 56

Outlet 81 76 72 73 70 71 66 59 84 56
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-251-12
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 68 72 79 75 72 65 54 82 59

Outlet 73 68 71 81 75 72 65 55 83 60

2
Inlet 74 67 70 69 67 68 65 56 78 53

Outlet 77 68 69 69 67 68 65 58 79 53

3
Inlet 76 71 73 71 68 69 66 59 80 54

Outlet 80 72 72 72 68 69 67 61 82 55

4
Inlet 66 66 70 71 69 73 65 54 78 56

Outlet 69 66 69 70 68 72 64 54 77 55

5
Inlet 72 68 71 69 68 70 65 55 78 54

Outlet 75 68 70 69 68 69 65 57 79 54

6
Inlet 76 72 74 71 69 70 66 58 81 55

Outlet 79 74 73 72 69 70 66 60 82 55

7
Inlet 65 67 71 72 68 72 64 54 78 55

Outlet 66 67 71 71 68 71 63 53 77 55

8
Inlet 71 70 73 71 70 73 66 55 80 56

Outlet 74 70 72 70 69 72 65 56 79 55

9
Inlet 76 73 75 73 71 73 68 58 82 57

Outlet 79 75 73 73 71 73 67 59 83 57
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-252-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-252-6 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
630-252-9

1 2 3
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7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-131-3

1 2 3
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7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 75 73 85 88 79 76 72 67 91 67

Outlet 75 73 84 86 79 76 72 68 89 65

2
Inlet 80 74 73 75 75 76 73 70 84 61

Outlet 80 74 72 74 74 75 74 72 84 60

3
Inlet 86 79 76 77 77 79 76 72 89 63

Outlet 86 78 75 77 78 79 77 75 89 64

4
Inlet 77 70 71 74 73 74 71 66 82 59

Outlet 76 70 70 73 73 73 71 67 81 58

5
Inlet 82 76 74 75 73 74 71 68 85 59

Outlet 81 75 73 74 73 73 72 71 84 59

6
Inlet 86 80 78 78 77 78 75 71 89 63

Outlet 86 80 76 78 77 78 76 75 89 63

7
Inlet 80 73 72 72 71 72 73 66 83 58

Outlet 80 73 71 71 70 70 71 66 83 56

8
Inlet 84 78 76 76 73 73 71 67 87 59

Outlet 84 78 75 75 72 72 70 69 86 58

9
Inlet 88 81 77 78 77 78 75 71 90 63

Outlet 87 80 76 78 77 78 76 74 89 63
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-131-6 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 75 82 88 87 80 77 74 68 92 67

Outlet 76 82 88 86 80 77 74 70 92 66

2
Inlet 77 77 75 81 78 77 74 70 86 63

Outlet 79 78 74 79 77 77 75 73 86 63

3
Inlet 82 81 78 80 79 79 76 74 88 64

Outlet 85 82 76 80 79 79 77 77 89 65

4
Inlet 72 74 74 81 80 79 76 69 86 65

Outlet 74 74 73 79 80 79 75 70 86 64

5
Inlet 77 80 76 78 76 75 73 69 85 61

Outlet 81 81 74 78 75 75 73 71 86 61

6
Inlet 82 84 79 81 79 78 75 72 89 64

Outlet 86 85 78 80 79 78 76 75 90 64

7
Inlet 70 79 74 75 74 76 76 69 84 61

Outlet 74 79 73 74 74 75 75 69 84 61

8
Inlet 78 83 78 78 76 76 74 69 87 62

Outlet 81 83 76 77 75 75 73 70 87 61

9
Inlet 85 85 80 81 79 78 75 72 90 64

Outlet 86 85 79 80 79 78 76 75 90 64
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-181-3 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 77 86 88 79 76 72 67 91 67

Outlet 77 77 85 86 79 76 73 69 90 66

2
Inlet 80 77 75 75 74 75 72 68 85 60

Outlet 80 77 74 75 74 74 73 72 85 60

3
Inlet 86 79 77 77 76 77 74 71 88 62

Outlet 86 79 75 77 77 78 76 75 89 63

4
Inlet 79 72 72 72 72 72 70 65 82 57

Outlet 79 73 71 72 71 71 70 67 82 57

5
Inlet 83 76 74 75 72 73 70 67 85 58

Outlet 82 75 73 74 72 72 71 70 85 58

6
Inlet 86 80 77 77 77 77 75 71 89 62

Outlet 86 80 75 77 77 77 76 75 89 63

7
Inlet 83 74 72 72 70 71 71 65 85 57

Outlet 82 74 71 71 70 70 70 66 84 56

8
Inlet 83 78 76 76 72 72 70 66 86 58

Outlet 83 77 74 75 72 72 70 69 86 58

9
Inlet 88 81 78 79 77 77 74 71 90 63

Outlet 87 81 76 77 77 77 75 74 89 63
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-181-6 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 1 2 3 5 64
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 82 87 88 87 80 78 75 68 93 67

Outlet 82 87 87 86 81 78 75 70 93 67

2
Inlet 82 77 78 80 78 78 75 70 87 63

Outlet 82 77 77 80 78 78 76 73 87 64

3
Inlet 96 97 91 89 84 81 77 72 101 70

Outlet 96 97 90 88 84 82 78 74 100 70

4
Inlet 78 72 74 78 78 79 77 69 86 64

Outlet 78 72 73 76 77 79 77 70 85 63

5
Inlet 82 77 79 78 76 76 74 69 87 62

Outlet 83 78 78 78 76 76 73 71 87 62

6
Inlet 87 80 81 82 80 79 76 73 91 65

Outlet 87 81 80 82 80 79 78 76 91 66

7
Inlet 79 74 77 76 75 76 77 68 85 62

Outlet 79 74 76 76 75 75 76 68 85 61

8
Inlet 83 79 79 78 76 76 75 68 87 62

Outlet 84 79 78 78 75 75 74 70 87 61

9
Inlet 86 83 82 82 79 78 75 71 90 64

Outlet 87 83 81 81 79 78 76 74 91 64
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-181-9 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 1 2 3 5 64
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 90 89 84 80 78 75 69 94 66

Outlet 82 91 88 83 80 78 76 71 94 66

2
Inlet 80 77 85 86 82 81 77 72 91 67

Outlet 83 77 83 87 83 81 78 74 91 68

3
Inlet 84 77 80 83 80 80 78 74 89 66

Outlet 88 79 79 83 80 80 79 77 91 66

4
Inlet 74 73 82 86 85 84 79 70 91 69

Outlet 76 73 80 85 86 84 78 71 91 69

5
Inlet 80 74 81 80 77 77 76 70 87 63

Outlet 84 77 80 79 77 77 75 72 88 63

6
Inlet 83 81 83 83 79 79 77 72 90 65

Outlet 88 84 82 83 79 79 77 75 92 65

7
Inlet 75 72 79 79 78 78 79 70 86 64

Outlet 77 72 78 78 77 77 78 70 86 63

8
Inlet 81 78 82 80 77 78 78 71 88 64

Outlet 83 79 81 79 77 77 77 71 88 63

9
Inlet 84 83 84 83 79 79 77 72 91 65

Outlet 88 85 83 82 79 79 77 75 92 65
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-182-3 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 1 2 3 54

150

100

50

200

0
10° 15° 20° 25° 30° 35° 40°

40°

10°

15°

20°

25°

30°

35°

0.2

0.6

0.4

0.8

1

1.2
1.4

1.6

1.8

0

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-182-6

1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 1 2 3 5 64
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-251-3
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Volume Flow m3/s
0 1 2 3 4

60

40

20

80

100

120

140

160

180

0

0.2

0.4

0.6

0.8

1

0

10°

15°

20°

25°

30°

35°

10° 15° 20° 30° 35°25°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 82 77 79 84 79 75 70 63 88 64

Outlet 81 76 77 83 79 75 70 65 87 63

2
Inlet 83 79 80 78 75 73 69 65 87 60

Outlet 83 78 79 77 74 72 69 67 86 59

3
Inlet 86 82 78 77 76 75 72 68 89 61

Outlet 87 82 77 77 75 75 72 70 89 61

4
Inlet 80 75 76 75 73 72 69 62 84 58

Outlet 80 74 75 74 72 71 68 63 83 57

5
Inlet 81 77 76 73 72 72 68 63 84 57

Outlet 81 77 73 73 72 71 68 65 84 57

6
Inlet 88 82 78 76 76 75 72 68 90 61

Outlet 88 81 75 76 76 76 72 71 90 61

7
Inlet 80 74 72 72 70 71 71 63 83 57

Outlet 80 74 71 70 70 70 69 62 82 56

8
Inlet 84 78 76 74 73 72 69 63 86 58

Outlet 83 77 73 73 72 71 68 64 85 57

9
Inlet 87 81 78 76 76 75 72 68 89 61

Outlet 86 81 75 76 75 75 72 70 88 61
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-251-6 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 1 2 3 4 5 6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 76 78 83 88 84 80 73 65 91 68

Outlet 77 77 82 86 84 80 73 67 90 67

2
Inlet 79 81 78 77 76 75 71 65 86 61

Outlet 81 81 76 75 75 75 71 67 86 60

3
Inlet 85 84 79 79 79 78 74 69 90 64

Outlet 86 84 78 78 79 78 74 71 90 63

4
Inlet 74 76 75 75 73 74 73 65 83 59

Outlet 76 76 73 73 73 74 72 66 83 59

5
Inlet 79 81 78 76 75 75 72 65 86 60

Outlet 81 81 76 75 75 75 72 66 86 60

6
Inlet 85 85 80 79 78 77 73 68 90 63

Outlet 86 85 78 78 78 77 73 70 90 63

7
Inlet 73 76 74 74 74 74 74 65 83 60

Outlet 75 76 73 72 73 74 73 66 82 59

8
Inlet 79 81 78 76 75 75 73 65 86 61

Outlet 80 81 76 76 75 75 73 66 86 61

9
Inlet 83 86 81 80 78 77 74 68 90 63

Outlet 86 86 79 79 79 77 73 69 90 63
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-251-9 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 1 2 3 4 5 6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 76 79 87 84 81 75 66 90 68

Outlet 80 76 79 86 84 82 75 66 90 68

2
Inlet 83 79 80 78 80 77 74 67 88 63

Outlet 85 78 78 78 79 76 73 68 88 63

3
Inlet 86 83 81 80 79 79 76 70 90 64

Outlet 89 83 80 80 79 78 75 72 91 64

4
Inlet 77 73 75 75 77 77 77 66 85 62

Outlet 78 73 74 74 76 76 75 66 84 61

5
Inlet 83 78 79 78 83 77 75 67 88 65

Outlet 84 79 78 77 83 77 74 67 89 65

6
Inlet 86 83 82 80 79 78 75 69 90 64

Outlet 88 84 81 80 80 79 75 71 91 65

7
Inlet 77 74 77 77 78 78 80 67 86 64

Outlet 77 74 76 76 77 77 78 66 85 63

8
Inlet 83 79 80 78 82 79 77 67 89 65

Outlet 83 79 78 78 83 78 76 67 89 65

9
Inlet 87 84 84 81 80 80 77 69 91 65

Outlet 89 86 82 82 80 80 77 71 92 66
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-251-12

1 2 3
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7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 76 78 90 86 83 77 67 93 70

Outlet 80 76 78 89 85 84 76 67 92 70

2
Inlet 81 74 79 78 76 77 74 67 86 62

Outlet 85 76 77 77 76 77 74 69 88 62

3
Inlet 86 79 82 80 78 78 75 69 90 64

Outlet 90 81 80 79 78 78 75 71 92 63

4
Inlet 76 67 76 75 77 78 78 68 85 63

Outlet 78 68 75 74 76 78 77 67 85 63

5
Inlet 81 74 79 77 76 77 75 67 86 62

Outlet 85 77 78 76 76 77 75 68 88 62

6
Inlet 86 80 82 80 79 79 75 69 90 64

Outlet 89 83 82 80 79 79 76 71 92 64

7
Inlet 74 71 78 78 77 79 81 68 86 65

Outlet 76 71 77 77 77 79 80 68 86 64

8
Inlet 80 75 80 78 77 79 78 68 87 64

Outlet 84 78 79 77 77 78 76 68 88 63

9
Inlet 85 81 84 81 80 81 78 69 90 66

Outlet 89 85 82 81 80 82 77 71 92 66
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-252-3 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-252-6 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 1 2 3 4 65
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
630-252-9

1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 1 2 3 4 65
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
630-131-3

1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
630-131-6 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
630-181-3 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
630-181-6 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 91 95 99 106 104 99 93 89 109 87

Outlet 92 94 96 104 103 99 93 90 108 86

2
Inlet 92 95 91 96 99 98 95 91 105 83

Outlet 95 94 89 95 98 98 94 91 104 83

3
Inlet 99 101 104 104 105 100 94 90 111 88

Outlet 101 101 102 103 103 100 94 91 110 86

4
Inlet 87 88 86 95 97 98 95 90 103 82

Outlet 90 88 85 94 97 98 95 91 103 82

5
Inlet 92 92 90 96 96 95 92 88 102 80

Outlet 95 93 89 95 95 94 92 89 102 80

6
Inlet 98 99 95 100 102 101 97 92 108 86

Outlet 101 99 94 99 101 100 97 96 108 85

7
Inlet 86 92 87 93 92 91 89 88 99 77

Outlet 89 92 85 94 92 91 88 88 100 77

8
Inlet 94 96 93 97 96 93 91 88 103 80

Outlet 96 96 92 96 94 94 91 88 103 79

9
Inlet 101 103 101 104 104 100 97 92 110 87

Outlet 103 102 99 102 100 101 97 93 110 86
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
630-181-9 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 97 94 111 107 102 98 95 89 113 88

Outlet 97 93 107 105 101 98 94 90 110 86

2
Inlet 95 92 96 101 105 98 96 89 108 87

Outlet 95 92 92 99 102 99 96 91 106 85

3
Inlet 94 97 97 97 103 97 96 91 107 85

Outlet 96 98 95 96 103 97 96 93 107 85

4
Inlet 89 86 93 106 105 103 97 92 110 89

Outlet 92 86 90 106 105 104 97 91 110 89

5
Inlet 92 93 95 104 100 96 91 90 107 84

Outlet 94 94 94 104 100 95 90 88 107 84

6
Inlet 96 97 103 107 104 99 94 92 111 88

Outlet 98 98 101 107 105 97 92 90 111 88

7
Inlet 88 83 84 93 95 94 93 91 101 80

Outlet 90 86 82 91 94 94 93 91 100 79

8
Inlet 92 91 92 98 99 96 96 92 105 83

Outlet 95 95 92 97 98 97 96 93 105 83

9
Inlet 98 98 100 104 106 101 100 94 111 89

Outlet 101 102 100 103 105 101 100 95 111 88
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
630-182-3 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
630-182-6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
630-251-6 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 92 93 97 96 95 89 87 81 102 78

Outlet 92 93 96 95 93 87 85 80 101 77

2
Inlet 94 95 94 91 90 89 88 86 101 76

Outlet 94 96 93 91 90 88 87 86 101 75

3
Inlet 99 101 98 96 94 92 92 90 106 80

Outlet 99 101 98 95 94 92 92 91 106 80

4
Inlet 89 90 89 87 89 88 88 81 97 74

Outlet 91 92 90 87 90 89 88 81 98 75

5
Inlet 93 94 92 90 89 88 87 84 100 75

Outlet 93 94 92 89 89 88 87 84 100 74

6
Inlet 98 100 96 95 93 91 90 89 105 78

Outlet 98 100 97 94 93 91 90 89 105 78

7
Inlet 87 89 87 84 86 86 86 77 95 72

Outlet 88 90 88 85 89 86 87 77 96 73

8
Inlet 94 95 94 92 91 92 91 84 101 77

Outlet 93 94 92 90 89 91 89 83 100 76

9
Inlet 98 100 97 94 93 91 90 87 105 78

Outlet 98 100 98 93 93 91 90 87 105 78
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
630-251-9 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 2 4 6 8 10 12

200

400

600

800

1000

1400

1200

0

10

5

15

20

0
10°

15°

20°

25°

30°

35°

40°

10° 15° 20° 30° 35° 40°25°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 94 92 89 92 97 95 94 88 103 81

Outlet 95 93 89 92 97 97 95 88 103 82

2
Inlet 96 97 94 95 93 95 92 89 103 80

Outlet 97 97 93 93 93 94 91 88 103 79

3
Inlet 98 99 98 96 95 94 94 91 105 81

Outlet 100 100 98 95 95 94 93 90 106 80

4
Inlet 93 93 89 91 91 93 93 93 101 79

Outlet 93 94 89 90 90 91 91 91 100 77

5
Inlet 95 96 92 93 92 95 91 89 102 79

Outlet 97 98 93 92 91 96 91 88 103 79

6
Inlet 99 99 97 97 95 94 93 90 105 81

Outlet 100 100 98 96 95 95 94 90 106 81

7
Inlet 92 91 88 91 91 92 92 92 100 78

Outlet 91 91 88 90 90 91 91 90 99 77

8
Inlet 98 99 95 96 94 98 95 93 105 82

Outlet 99 99 95 94 94 97 94 92 105 81

9
Inlet 100 100 98 98 96 95 95 92 106 82

Outlet 101 100 100 97 97 95 95 92 107 82
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
630-251-12

1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 96 90 89 91 102 99 96 90 106 85

Outlet 97 93 89 91 100 98 97 89 105 84

2
Inlet 95 95 90 95 94 92 93 90 102 79

Outlet 98 99 92 93 93 92 93 90 104 79

3
Inlet 98 100 94 97 95 93 93 90 105 80

Outlet 101 103 96 95 94 93 93 90 107 80

4
Inlet 92 92 83 92 91 93 94 94 101 79

Outlet 94 94 84 91 90 92 94 93 101 79

5
Inlet 93 96 90 95 93 92 93 91 102 79

Outlet 97 99 93 94 92 92 93 91 104 79

6
Inlet 98 101 96 98 96 95 95 91 106 82

Outlet 100 103 98 97 95 94 94 91 107 81

7
Inlet 89 89 86 93 93 92 94 95 101 80

Outlet 91 91 86 92 92 92 94 94 101 79

8
Inlet 94 96 91 96 94 93 95 94 103 81

Outlet 96 99 94 95 93 93 94 92 104 80

9
Inlet 98 100 97 98 97 96 97 94 106 83

Outlet 101 103 101 98 97 96 98 93 108 83
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
630-252-3 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
630-252-6

1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
630-252-9

1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-131-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 68 74 71 67 64 63 60 52 77 50

Outlet 69 74 70 67 63 62 60 54 77 49

2
Inlet 68 63 63 64 64 65 63 56 73 50

Outlet 69 63 63 63 64 64 63 58 73 49

3
Inlet 72 69 67 67 66 66 64 58 77 52

Outlet 74 68 66 66 66 66 64 60 77 51

4
Inlet 64 61 62 63 64 66 61 50 72 50

Outlet 65 61 61 63 63 65 60 51 71 49

5
Inlet 70 67 63 63 62 63 61 54 74 48

Outlet 71 66 63 62 61 62 61 56 74 47

6
Inlet 74 70 66 67 66 66 64 58 77 52

Outlet 75 69 66 66 66 66 65 61 78 52

7
Inlet 66 63 61 62 63 67 60 49 72 50

Outlet 67 63 61 62 62 66 58 49 72 49

8
Inlet 71 67 64 64 62 63 61 54 74 48

Outlet 72 67 63 63 61 62 60 56 75 47

9
Inlet 74 70 66 67 66 66 64 58 77 52

Outlet 75 69 66 66 66 66 65 61 78 52
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-131-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 73 69 68 65 64 62 53 81 51

Outlet 79 74 68 66 64 63 61 55 81 50

2
Inlet 72 69 72 71 68 67 65 58 78 54

Outlet 73 68 71 70 67 67 65 60 78 53

3
Inlet 76 71 69 72 68 68 66 60 80 54

Outlet 77 71 69 69 68 68 67 63 80 54

4
Inlet 66 65 68 69 70 69 62 52 76 54

Outlet 67 64 67 69 69 68 61 52 76 53

5
Inlet 75 70 67 67 66 66 63 55 78 51

Outlet 76 69 67 66 65 65 63 57 78 51

6
Inlet 78 73 69 73 68 68 66 60 81 54

Outlet 79 73 70 70 67 67 66 62 81 53

7
Inlet 69 65 63 65 64 68 60 51 74 51

Outlet 69 65 63 63 63 67 59 50 74 50

8
Inlet 76 71 67 67 66 67 63 54 79 52

Outlet 77 70 67 67 65 66 63 56 79 51

9
Inlet 78 73 69 73 68 68 66 60 81 54

Outlet 79 73 70 70 67 67 66 62 81 53
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-181-3 

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 68 74 71 67 64 63 60 52 77 50

Outlet 69 74 70 67 63 62 60 54 77 49

2
Inlet 68 63 63 64 64 65 63 56 73 50

Outlet 69 63 63 63 64 64 63 58 73 49

3
Inlet 73 70 68 68 67 67 65 59 78 53

Outlet 75 69 67 67 67 67 65 61 78 52

4
Inlet 64 61 62 63 64 66 61 50 72 50

Outlet 65 61 61 63 63 65 60 51 71 49

5
Inlet 71 68 64 64 63 64 62 55 75 49

Outlet 72 67 64 63 62 63 62 57 75 48

6
Inlet 74 70 66 67 66 66 64 58 77 52

Outlet 75 69 66 66 66 66 65 61 78 52

7
Inlet 66 63 61 62 63 67 60 49 72 50

Outlet 67 63 61 62 62 66 58 49 72 49

8
Inlet 71 67 64 64 62 63 61 54 74 48

Outlet 72 67 63 63 61 62 60 56 75 47

9
Inlet 74 70 66 67 66 66 64 58 77 52

Outlet 75 69 66 66 66 66 65 61 78 52
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-181-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 69 72 77 73 68 66 62 54 80 54

Outlet 71 72 76 72 67 65 61 55 80 53

2
Inlet 70 69 68 69 67 66 64 57 76 52

Outlet 72 69 68 70 67 66 64 59 77 52

3
Inlet 73 73 69 70 67 66 65 60 79 53

Outlet 76 73 69 71 66 65 66 63 80 53

4
Inlet 64 65 65 66 68 69 62 53 75 53

Outlet 65 65 64 65 67 68 62 54 74 52

5
Inlet 71 72 67 67 67 67 63 55 77 52

Outlet 73 71 66 68 66 66 62 57 77 51

6
Inlet 75 74 70 71 67 66 65 60 80 53

Outlet 77 74 69 72 66 65 65 62 80 53

7
Inlet 65 66 62 64 64 67 60 50 73 50

Outlet 66 66 62 63 63 67 59 50 73 50

8
Inlet 72 72 67 67 67 67 63 55 77 52

Outlet 74 71 66 68 67 66 62 56 78 52

9
Inlet 75 74 70 71 67 66 65 60 80 53

Outlet 77 74 69 72 66 65 65 62 80 53

11 22 33333

44 55 66666

777 888 999999

70

50

40

60

30

20

10

0.25

0.3

0.35

0.4

0.2

0.15

0.1

0.05

0

0
0.50 1 1.5 2 2.5 3 3.5 4

10° 15° 20° 25° 30° 35° 40°

10°
15°

20°

25°

30°

35°

40°

Volume Flow m3/s

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-181-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 79 77 72 68 66 62 55 82 54

Outlet 71 79 76 71 67 65 62 56 82 53

2
Inlet 68 71 69 71 68 68 64 58 77 54

Outlet 71 71 68 72 68 67 64 59 78 54

3
Inlet 72 75 70 74 69 67 65 60 80 55

Outlet 76 75 70 76 68 67 66 63 81 56

4
Inlet 64 67 70 70 72 71 64 54 78 56

Outlet 66 67 68 69 70 70 63 54 77 54

5
Inlet 68 73 68 70 69 69 65 57 78 54

Outlet 73 74 68 71 68 68 63 57 79 53

6
Inlet 74 77 72 76 70 68 65 59 82 56

Outlet 78 77 71 78 69 67 65 62 83 57

7
Inlet 64 69 65 68 66 69 63 54 75 53

Outlet 65 69 65 67 65 69 61 53 75 52

8
Inlet 69 74 69 70 69 70 65 56 79 54

Outlet 73 74 69 71 68 69 63 57 79 54

9
Inlet 74 77 72 76 70 68 65 59 82 56

Outlet 78 77 71 78 69 67 65 62 83 57
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-182-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-182-6 

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-251-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 68 68 72 69 65 62 58 50 76 50

Outlet 69 68 71 68 64 62 58 52 76 50

2
Inlet 70 70 66 65 64 62 61 52 75 49

Outlet 70 69 66 65 63 61 61 55 75 48

3
Inlet 77 74 70 68 67 65 62 54 80 52

Outlet 78 74 70 69 66 64 62 56 81 51

4
Inlet 65 65 63 63 64 64 59 49 72 49

Outlet 66 65 63 62 63 63 58 50 72 48

5
Inlet 70 67 64 64 63 62 60 51 74 48

Outlet 71 67 63 64 63 61 60 54 74 48

6
Inlet 74 69 66 67 66 64 63 56 77 51

Outlet 75 69 67 68 65 64 63 58 78 51

7
Inlet 66 64 61 63 65 66 58 47 72 50

Outlet 66 64 61 61 64 65 57 48 72 49

8
Inlet 71 67 64 65 64 62 59 51 75 48

Outlet 71 67 64 65 63 61 59 53 74 48

9
Inlet 74 69 66 67 66 64 63 56 77 51

Outlet 75 69 67 68 65 64 63 58 78 51
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-251-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 72 77 76 71 68 65 61 52 81 53

Outlet 72 77 74 70 67 65 60 54 80 52

2
Inlet 73 69 68 66 67 64 62 54 77 51

Outlet 74 69 67 67 67 64 62 56 77 51

3
Inlet 76 70 69 68 69 65 64 57 79 52

Outlet 77 70 69 70 68 66 65 60 80 53

4
Inlet 69 67 67 67 69 68 61 51 76 53

Outlet 69 67 67 68 68 67 60 52 76 52

5
Inlet 74 69 67 67 68 65 61 53 77 51

Outlet 75 69 67 67 67 65 61 55 78 51

6
Inlet 77 70 69 68 68 65 63 56 79 52

Outlet 78 71 69 69 68 65 64 59 80 52

7
Inlet 69 67 64 65 68 69 60 49 75 52

Outlet 69 67 64 65 67 69 59 50 75 52

8
Inlet 75 70 68 67 68 66 61 52 78 52

Outlet 75 70 67 67 67 66 61 54 78 51

9
Inlet 78 71 70 68 68 65 63 56 80 52

Outlet 79 72 69 69 68 65 64 59 81 52
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-251-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 77 76 73 69 67 60 51 82 55

Outlet 74 77 75 73 69 67 60 53 81 54

2
Inlet 72 72 72 69 69 68 63 55 79 53

Outlet 74 72 71 70 69 68 63 57 79 54

3
Inlet 76 72 71 70 69 67 65 58 80 54

Outlet 77 72 71 69 68 67 66 61 80 53

4
Inlet 67 68 67 69 70 69 61 51 76 54

Outlet 68 69 66 69 70 69 61 52 77 54

5
Inlet 72 71 68 68 69 68 63 54 78 53

Outlet 73 71 68 69 68 67 62 55 78 52

6
Inlet 76 73 71 70 69 68 64 58 80 54

Outlet 78 74 71 69 69 68 65 60 81 54

7
Inlet 68 69 67 68 68 69 59 50 76 53

Outlet 68 69 66 68 67 68 58 50 76 52

8
Inlet 72 72 69 69 70 69 62 53 78 54

Outlet 74 72 69 69 69 69 62 54 79 54

9
Inlet 77 74 71 70 69 68 64 57 81 54

Outlet 79 74 71 71 69 68 65 59 82 54
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-251-12 

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 75 79 85 83 79 76 70 60 89 64

Outlet 79 79 83 82 78 76 70 61 88 63

2
Inlet 72 74 75 70 70 69 64 56 80 55

Outlet 74 74 74 71 70 69 64 58 80 55

3
Inlet 74 73 70 69 68 67 65 58 79 53

Outlet 76 73 70 69 68 67 65 60 80 53

4
Inlet 71 69 75 75 77 78 73 61 83 62

Outlet 74 69 75 74 77 78 72 62 83 62

5
Inlet 68 72 69 68 69 69 63 55 77 53

Outlet 72 72 69 69 69 69 63 56 78 54

6
Inlet 74 74 71 70 69 68 64 57 80 54

Outlet 77 75 71 70 69 68 64 59 81 54

7
Inlet 70 71 75 74 74 78 73 60 83 61

Outlet 73 71 75 73 73 78 72 60 83 61

8
Inlet 70 73 70 69 71 71 63 53 79 55

Outlet 74 73 70 69 70 70 62 54 79 54

9
Inlet 75 75 72 70 70 69 64 56 80 54

Outlet 78 76 72 70 69 69 64 59 82 54
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-252-3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-252-6 111 222222 33333
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
710-252-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
710-131-3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 72 80 80 77 72 70 67 59 85 58

Outlet 75 80 79 75 71 69 67 61 84 57

2
Inlet 76 72 70 71 70 71 69 64 80 56

Outlet 80 71 69 70 69 71 69 66 82 56

3
Inlet 84 78 75 74 74 74 71 66 86 59

Outlet 89 78 74 73 73 73 71 68 90 59

4
Inlet 74 69 71 72 72 72 68 59 80 57

Outlet 79 69 70 71 71 71 67 59 81 56

5
Inlet 77 74 71 70 68 70 67 62 81 55

Outlet 82 73 70 69 67 69 67 64 83 54

6
Inlet 86 79 75 74 74 74 71 66 88 59

Outlet 91 79 74 74 73 73 71 68 92 59

7
Inlet 78 72 69 68 68 73 69 57 81 56

Outlet 83 71 68 67 67 71 67 57 84 54

8
Inlet 80 76 72 70 68 70 67 61 83 55

Outlet 85 76 70 69 67 69 67 64 86 54

9
Inlet 86 79 75 74 74 74 71 66 88 59

Outlet 91 79 74 74 73 73 71 68 92 59
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
710-131-6 111 222 33333

444 5555 6666666

777 888 99999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 81 83 79 76 74 72 69 61 87 59

Outlet 81 83 79 75 73 71 69 62 87 58

2
Inlet 74 77 78 78 75 74 72 65 84 60

Outlet 76 77 76 77 74 74 72 67 84 60

3
Inlet 77 81 78 76 75 75 73 68 86 61

Outlet 81 81 76 76 75 75 74 70 86 61

4
Inlet 68 72 76 77 77 76 70 60 83 61

Outlet 70 72 75 76 77 75 69 60 83 60

5
Inlet 75 80 76 74 72 72 70 63 84 58

Outlet 78 79 75 73 71 71 69 65 84 57

6
Inlet 79 83 79 76 75 75 72 67 87 61

Outlet 83 82 78 76 74 74 73 70 87 60

7
Inlet 69 74 71 71 70 74 71 59 80 58

Outlet 70 74 71 70 69 73 69 58 80 57

8
Inlet 76 81 77 74 73 73 70 62 85 59

Outlet 78 80 75 73 71 72 69 64 84 57

9
Inlet 79 83 79 76 75 75 72 67 87 61

Outlet 83 82 78 76 74 74 73 70 87 60
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
710-181-3 111 2222 3333
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 72 77 81 78 72 70 67 60 85 59

Outlet 75 80 79 75 71 69 67 61 84 57

2
Inlet 77 73 71 72 71 72 70 65 81 57

Outlet 81 72 70 71 70 72 70 67 83 57

3
Inlet 81 75 72 71 71 71 68 63 83 56

Outlet 86 75 71 70 70 70 68 65 87 56

4
Inlet 72 67 69 70 70 70 66 57 78 55

Outlet 77 67 68 69 69 69 65 57 79 54

5
Inlet 79 76 73 72 70 72 69 64 83 57

Outlet 84 75 72 71 69 71 69 66 85 56

6
Inlet 81 74 70 69 69 69 66 61 83 54

Outlet 86 74 69 69 68 68 66 63 87 54

7
Inlet 80 74 71 70 70 75 71 59 83 58

Outlet 85 73 70 69 69 73 69 59 86 56

8
Inlet 78 74 70 68 66 68 65 59 81 53

Outlet 83 74 68 67 65 67 65 62 84 52

9
Inlet 81 74 70 69 69 69 66 61 83 54

Outlet 86 74 69 69 68 68 66 63 87 54
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
710-181-6 111 222 3333

4444 555 6666666

777 888 99999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 75 76 81 81 75 72 69 61 86 61

Outlet 78 76 82 81 75 72 69 63 86 61

2
Inlet 79 75 72 73 72 72 69 63 83 57

Outlet 84 74 72 73 72 71 69 65 85 57

3
Inlet 82 79 78 76 74 73 71 67 86 59

Outlet 85 79 76 76 73 72 72 70 87 59

4
Inlet 74 71 71 74 73 74 70 60 81 58

Outlet 79 70 70 73 72 74 69 60 82 58

5
Inlet 78 76 73 71 70 70 68 61 82 56

Outlet 83 76 72 71 69 69 67 62 85 55

6
Inlet 83 81 78 76 74 73 71 67 87 60

Outlet 86 81 77 76 73 72 71 69 88 59

7
Inlet 76 72 71 72 70 74 70 58 81 58

Outlet 81 72 71 71 69 73 69 58 83 57

8
Inlet 80 78 75 72 72 72 69 61 84 57

Outlet 85 77 74 72 71 71 68 63 86 57

9
Inlet 83 81 78 76 74 73 71 67 87 60

Outlet 86 81 77 76 73 72 71 69 88 59
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 74 86 82 79 75 73 69 62 89 61

Outlet 76 86 82 78 75 72 69 64 89 60

2
Inlet 75 77 77 78 76 75 71 65 85 61

Outlet 78 76 77 79 76 74 71 67 85 61

3
Inlet 79 80 78 77 76 75 72 68 86 61

Outlet 83 80 77 77 75 74 72 70 87 60

4
Inlet 71 72 76 80 79 78 72 62 85 63

Outlet 72 72 74 78 78 77 71 63 84 62

5
Inlet 76 79 76 75 75 75 71 65 84 60

Outlet 80 79 75 75 74 74 70 65 85 59

6
Inlet 79 82 79 77 77 75 71 67 87 61

Outlet 85 83 79 78 76 74 71 69 89 61

7
Inlet 68 75 74 73 73 76 72 61 82 60

Outlet 71 75 73 73 72 75 71 61 82 59

8
Inlet 76 80 77 75 75 76 72 64 85 61

Outlet 80 79 76 75 74 75 71 65 85 60

9
Inlet 79 82 79 77 77 75 71 67 87 61

Outlet 85 83 79 78 76 74 71 69 89 61
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
710-182-3 
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
710-182-6 11 22 33

44444 55555 66666
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
710-251-3 111 22 33

444 555 66666

77 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 74 73 79 78 73 70 65 57 83 58

Outlet 76 72 77 78 73 69 64 59 83 58

2
Inlet 79 76 74 70 72 70 66 60 83 56

Outlet 82 75 73 71 72 69 66 62 84 56

3
Inlet 84 79 74 73 73 71 69 63 86 57

Outlet 87 78 75 74 74 71 69 64 88 58

4
Inlet 76 71 70 69 69 68 65 56 79 54

Outlet 80 71 69 69 68 68 64 57 82 53

5
Inlet 79 74 71 69 71 70 65 58 82 55

Outlet 82 74 70 70 70 70 65 60 84 55

6
Inlet 84 77 73 72 73 71 69 63 86 57

Outlet 87 76 73 72 74 71 69 66 88 58

7
Inlet 76 71 69 68 69 71 67 56 80 55

Outlet 79 70 68 67 68 70 65 56 81 54

8
Inlet 80 75 72 70 71 69 65 58 83 55

Outlet 83 74 71 70 70 68 64 60 84 54

9
Inlet 84 77 73 72 73 71 69 63 86 57

Outlet 87 76 73 72 74 71 69 66 88 58
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
710-251-6 11 22 33

44444 555 6666

777 888 999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 76 80 82 80 75 71 67 58 87 61

Outlet 77 80 82 79 75 72 68 61 86 60

2
Inlet 77 77 74 73 73 71 68 61 83 57

Outlet 78 76 73 73 73 71 68 63 83 57

3
Inlet 80 80 75 74 75 73 69 64 85 59

Outlet 81 79 74 74 75 73 70 66 85 59

4
Inlet 71 74 73 74 74 74 69 59 82 59

Outlet 72 73 72 73 74 74 69 60 81 59

5
Inlet 77 78 74 73 74 72 68 60 83 58

Outlet 79 78 73 72 73 72 67 61 83 57

6
Inlet 82 82 75 74 76 72 69 63 86 59

Outlet 82 81 75 74 75 72 69 65 86 59

7
Inlet 70 75 73 71 72 75 70 58 81 58

Outlet 71 74 72 71 72 74 69 58 81 58

8
Inlet 77 79 75 73 74 73 69 60 84 58

Outlet 79 78 74 73 73 73 68 61 84 58

9
Inlet 80 81 76 74 76 72 69 63 86 59

Outlet 82 81 76 74 75 72 69 65 86 59
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
710-251-9 11 22 33

4444 55555 66666
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 81 84 81 77 74 68 59 88 62

Outlet 81 81 82 80 76 74 68 60 88 61

2
Inlet 79 76 77 77 76 75 70 61 85 60

Outlet 81 75 77 77 76 75 70 63 85 60

3
Inlet 82 78 77 77 76 74 71 65 86 60

Outlet 84 78 77 78 76 75 72 67 87 61

4
Inlet 73 71 74 73 75 77 71 59 82 60

Outlet 77 70 74 72 75 77 70 60 83 60

5
Inlet 79 76 76 74 75 75 70 61 84 60

Outlet 82 76 76 74 74 74 69 62 85 59

6
Inlet 82 79 78 77 76 74 71 64 86 60

Outlet 85 80 78 77 76 75 71 66 88 61

7
Inlet 76 73 74 73 73 77 71 58 83 60

Outlet 79 73 73 72 72 76 70 58 83 59

8
Inlet 80 77 77 74 75 76 71 60 85 60

Outlet 83 77 76 74 75 76 70 61 86 60

9
Inlet 83 79 78 77 77 75 71 64 87 61

Outlet 86 81 78 77 76 75 71 66 89 61
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
710-251-12 
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 86 86 81 78 75 70 60 90 63

Outlet 78 86 84 80 77 75 69 62 90 62

2
Inlet 77 73 78 79 75 75 70 62 85 61

Outlet 80 73 77 79 76 75 70 63 85 61

3
Inlet 81 75 78 77 75 74 71 64 85 60

Outlet 84 76 78 76 75 74 71 67 87 60

4
Inlet 74 70 79 79 80 79 73 61 86 64

Outlet 76 70 78 78 79 79 72 62 85 63

5
Inlet 76 72 76 75 75 75 71 61 83 60

Outlet 80 74 76 74 74 75 70 63 84 59

6
Inlet 81 77 79 77 76 74 71 63 86 60

Outlet 84 80 79 76 76 75 71 65 87 61

7
Inlet 70 70 75 74 75 78 73 61 83 61

Outlet 73 70 74 73 74 77 72 61 82 60

8
Inlet 77 74 77 75 75 77 72 61 84 61

Outlet 81 76 77 75 75 77 71 61 85 61

9
Inlet 81 78 79 77 77 76 71 63 86 61

Outlet 85 80 79 76 76 76 71 65 88 61
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
710-252-3 

11 22 333

444 555 66
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
710-252-6 11 22 33

444 555 66666
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
710-252-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-131-3 11 22222 33333

44444 5555555 6666666
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 81 91 89 83 81 77 72 94 69

Outlet 80 80 90 87 82 80 76 73 93 68

2
Inlet 86 80 79 79 79 80 78 74 90 65

Outlet 84 79 77 79 78 79 78 76 88 65

3
Inlet 92 86 85 83 83 84 81 77 95 69

Outlet 90 86 84 83 83 83 81 79 94 69

4
Inlet 81 76 78 81 81 80 77 72 88 65

Outlet 79 76 77 80 80 79 76 72 87 65

5
Inlet 88 83 82 80 78 78 77 72 91 64

Outlet 86 82 80 80 77 77 76 74 90 63

6
Inlet 93 87 86 83 83 84 81 77 96 69

Outlet 90 87 85 83 83 83 82 80 94 69

7
Inlet 87 80 78 77 76 76 78 72 89 63

Outlet 84 79 77 76 75 75 77 72 87 62

8
Inlet 87 82 82 80 78 78 76 72 90 64

Outlet 86 82 80 80 77 77 76 74 90 63

9
Inlet 93 87 86 83 83 84 81 77 96 69

Outlet 90 87 85 83 83 83 82 80 94 69
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-131-6 1 22 33333

44 55 66666

77777 88888 99999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 78 85 93 91 86 83 79 74 96 72

Outlet 79 85 92 90 85 82 79 74 96 71

2
Inlet 82 85 85 89 87 85 82 77 94 71

Outlet 84 84 84 89 87 84 82 79 94 71

3
Inlet 85 88 86 84 85 85 83 79 94 70

Outlet 90 89 85 85 85 85 83 81 95 71

4
Inlet 74 80 79 87 88 86 82 74 93 72

Outlet 77 80 78 86 87 85 81 74 92 71

5
Inlet 84 87 86 82 82 81 79 75 92 67

Outlet 86 87 84 84 81 80 78 76 92 67

6
Inlet 86 90 88 86 86 84 82 78 95 71

Outlet 91 91 87 87 86 84 82 81 96 71

7
Inlet 75 82 80 79 81 80 83 75 89 67

Outlet 77 82 79 79 81 79 81 75 89 66

8
Inlet 83 88 86 83 82 80 79 75 93 67

Outlet 86 88 84 84 81 80 78 75 93 67

9
Inlet 86 90 88 86 86 84 82 78 95 71

Outlet 91 91 87 87 86 84 82 81 96 71
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-181-3 11 222222 3333

44 55555 666

77 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 81 82 92 90 84 82 78 73 95 70

Outlet 81 81 91 88 83 81 77 74 94 69

2
Inlet 87 81 80 80 80 81 79 75 91 66

Outlet 85 80 78 80 79 80 79 77 89 66

3
Inlet 91 85 84 82 82 83 80 76 94 68

Outlet 89 85 83 82 82 82 80 78 93 68

4
Inlet 80 75 77 80 80 79 76 71 87 64

Outlet 78 75 76 79 79 78 75 71 86 64

5
Inlet 88 83 82 80 78 78 77 72 91 64

Outlet 86 82 80 80 77 77 76 74 90 63

6
Inlet 93 87 86 83 83 84 81 77 96 69

Outlet 90 87 85 83 83 83 82 80 94 69

7
Inlet 87 80 78 77 76 76 78 72 89 63

Outlet 84 79 77 76 75 75 77 72 87 62

8
Inlet 87 82 82 80 78 78 76 72 90 64

Outlet 86 82 80 80 77 77 76 74 90 63

9
Inlet 93 87 86 83 83 84 81 77 96 69

Outlet 90 87 85 83 83 83 82 80 94 69



Tel +603 7846 0340       Email info@eltafans.asia       Website eltafans.asia230

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-181-6 11 22 3333

4444 55 66666

77777 88888 99999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 78 85 93 91 86 83 79 74 96 72

Outlet 79 85 92 90 85 82 79 74 96 71

2
Inlet 82 85 85 89 87 85 82 77 94 71

Outlet 84 84 84 89 87 84 82 79 94 71

3
Inlet 85 88 86 84 85 85 83 79 94 70

Outlet 90 89 85 85 85 85 83 81 95 71

4
Inlet 74 80 79 87 88 86 82 74 93 72

Outlet 77 80 78 86 87 85 81 74 92 71

5
Inlet 84 87 86 82 82 81 79 75 92 67

Outlet 86 87 84 84 81 80 78 76 92 67

6
Inlet 86 90 88 86 86 84 82 78 95 71

Outlet 91 91 87 87 86 84 82 81 96 71

7
Inlet 75 82 80 79 81 80 83 75 89 67

Outlet 77 82 79 79 81 79 81 75 89 66

8
Inlet 83 88 86 83 82 80 79 75 93 67

Outlet 86 88 84 84 81 80 78 75 93 67

9
Inlet 86 90 88 86 86 84 82 78 95 71

Outlet 91 91 87 87 86 84 82 81 96 71
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-181-9 111 222 33

444 555 66

777 888 99999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 83 94 94 89 85 79 74 98 74

Outlet 82 83 93 92 89 84 79 74 97 73

2
Inlet 85 78 85 90 87 85 81 76 94 72

Outlet 88 80 85 91 88 85 81 76 95 72

3
Inlet 89 82 88 87 87 84 80 78 95 71

Outlet 93 86 87 88 87 84 80 79 96 71

4
Inlet 78 72 81 87 89 88 83 76 94 73

Outlet 80 73 80 88 88 88 82 75 94 72

5
Inlet 85 80 86 85 86 82 80 75 93 69

Outlet 89 85 85 88 84 82 79 75 94 69

6
Inlet 90 86 90 88 87 84 80 77 96 71

Outlet 94 91 89 89 87 84 80 78 98 71

7
Inlet 77 74 82 82 83 83 84 77 90 69

Outlet 81 75 81 83 81 82 82 76 90 68

8
Inlet 86 82 87 85 85 82 81 76 93 69

Outlet 89 85 86 88 84 82 80 75 94 69

9
Inlet 90 86 90 88 87 84 80 77 96 71

Outlet 94 91 89 89 87 84 80 78 98 71
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-182-3 11 22 33

444 55 66

77 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-182-6 111 2222 333

44 555 66

777 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 84 81 92 93 89 84 79 74 97 73

Outlet 85 81 91 92 88 83 79 74 96 72

2
Inlet 87 81 84 84 85 83 80 76 93 69

Outlet 87 82 82 85 84 83 80 77 92 69

3
Inlet 90 85 87 86 85 83 80 78 95 70

Outlet 91 87 86 86 84 82 80 80 95 69

4
Inlet 83 76 80 82 84 84 81 75 91 69

Outlet 82 76 78 82 82 83 80 75 90 68

5
Inlet 90 83 85 84 83 81 78 75 93 68

Outlet 88 84 84 85 83 80 78 75 93 67

6
Inlet 92 86 88 87 85 82 79 77 96 69

Outlet 92 89 87 88 85 82 79 79 96 70

7
Inlet 83 78 81 80 81 80 81 75 89 66

Outlet 82 77 80 81 79 79 80 74 89 66

8
Inlet 90 84 85 84 83 81 79 75 94 68

Outlet 89 85 84 86 83 80 78 75 93 68

9
Inlet 92 86 88 87 85 82 79 77 96 69

Outlet 92 89 87 88 85 82 79 79 96 70
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-251-3

1 22 33333

44 55555 6666

77 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 84 79 83 89 86 81 75 68 93 70

Outlet 83 79 82 89 86 81 74 69 93 70

2
Inlet 87 83 84 82 82 80 75 70 91 66

Outlet 86 82 83 81 82 80 75 72 91 66

3
Inlet 93 87 85 84 83 82 79 74 95 68

Outlet 93 87 85 83 84 83 78 75 96 68

4
Inlet 85 78 79 78 79 77 74 68 88 63

Outlet 84 77 78 77 77 77 73 68 87 62

5
Inlet 88 83 81 80 80 79 74 68 91 64

Outlet 87 82 80 79 81 79 74 70 90 65

6
Inlet 92 86 83 82 84 83 78 73 95 68

Outlet 92 86 83 82 84 83 78 76 95 68

7
Inlet 85 79 78 77 77 76 75 68 88 62

Outlet 85 79 76 76 76 76 74 68 88 61

8
Inlet 89 83 81 80 80 79 74 68 92 64

Outlet 88 82 80 79 81 79 74 70 91 65

9
Inlet 92 86 83 82 84 83 78 73 95 68

Outlet 92 86 83 82 84 83 78 76 95 68
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-251-6 111 22222 333333

4444444 55555 666666

77777 88888 99999

300

100

150

200

250

50

0.5

1

2

1.5

2.5

3

3.5

0

0
10 2 3 4 5 6 7 8

10° 15° 40°30° 35°

35°

40°

Volume Flow m3/s

20° 25°

25°

30°

20°

15°
10°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 81 84 92 92 88 83 78 71 96 72

Outlet 82 83 90 91 87 83 77 72 95 71

2
Inlet 84 85 83 81 84 82 77 71 91 67

Outlet 86 84 84 81 84 82 77 73 92 67

3
Inlet 87 88 85 84 87 84 79 74 94 70

Outlet 90 88 84 84 87 85 80 77 95 70

4
Inlet 77 82 81 81 84 83 79 71 90 68

Outlet 79 81 80 81 83 83 79 71 90 68

5
Inlet 83 87 84 82 85 83 78 71 92 68

Outlet 86 86 84 81 84 83 77 72 92 68

6
Inlet 88 90 86 84 86 83 78 73 95 69

Outlet 90 90 86 84 86 83 78 75 95 69

7
Inlet 77 84 81 79 81 80 80 71 89 66

Outlet 79 83 79 79 80 80 79 71 89 65

8
Inlet 84 87 85 82 84 82 78 71 92 68

Outlet 86 87 84 81 84 82 77 72 92 67

9
Inlet 87 90 87 84 86 83 79 73 95 69

Outlet 91 90 86 84 87 84 79 75 96 70
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-251-9 11 22222 33

444 5555 66

77 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 87 84 91 92 90 85 79 71 97 73

Outlet 88 84 89 91 89 85 79 72 96 73

2
Inlet 88 83 86 87 87 86 81 72 94 71

Outlet 90 83 85 87 87 86 81 74 95 71

3
Inlet 90 86 86 86 86 84 80 75 95 70

Outlet 93 88 86 85 86 85 80 77 96 70

4
Inlet 83 77 83 82 84 86 83 73 92 70

Outlet 84 77 81 81 84 86 83 74 92 70

5
Inlet 88 83 87 83 84 83 80 72 93 69

Outlet 90 85 85 82 84 83 79 73 94 68

6
Inlet 90 87 88 86 86 84 80 74 95 70

Outlet 94 90 88 85 86 84 80 76 97 70

7
Inlet 84 79 84 81 82 83 84 73 91 69

Outlet 84 79 82 80 81 82 82 73 90 67

8
Inlet 88 85 88 84 84 83 81 72 94 69

Outlet 90 86 86 83 83 84 80 72 94 69

9
Inlet 90 88 88 86 86 84 80 74 95 70

Outlet 94 91 88 85 86 84 81 76 97 70
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-251-12

111 222 3333333

44 55 6666

777 8888 999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 84 83 93 93 90 86 80 74 98 74

Outlet 86 83 92 92 89 86 80 73 97 73

2
Inlet 87 78 87 88 86 85 81 73 94 71

Outlet 90 81 85 88 87 85 81 74 95 71

3
Inlet 90 83 89 87 85 84 80 75 95 70

Outlet 94 87 88 85 85 84 80 77 97 70

4
Inlet 81 75 85 86 89 89 85 77 95 73

Outlet 83 75 83 86 89 90 85 75 95 74

5
Inlet 86 79 88 83 85 83 80 73 93 69

Outlet 90 83 86 82 85 84 80 74 94 69

6
Inlet 91 86 91 87 86 84 81 75 96 71

Outlet 95 91 90 86 86 85 82 78 98 71

7
Inlet 80 73 85 80 83 84 85 77 91 70

Outlet 82 75 83 79 82 84 83 74 90 69

8
Inlet 86 81 89 83 85 84 82 74 94 70

Outlet 90 86 87 83 84 84 81 73 94 69

9
Inlet 90 85 90 87 86 85 81 75 96 71

Outlet 95 91 90 86 86 85 81 76 98 71
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-252-3 11 22 33

44 55 66

777 888 999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-252-6 1 22 33

44 555 66

777 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
710-252-9

11 22 33333

44 55 6666

777 8888 999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
710-131-3 111 222 33333

44 555 66666

7777 888 99999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
710-131-6 11 22 33333

44 55 66666

77777 88888 99999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
710-181-6 11111 22 33333

4444 55 666

77777 88888 999999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 93 97 99 107 109 105 98 93 113 91

Outlet 95 96 97 106 108 105 97 93 112 91

2
Inlet 96 98 101 103 103 102 99 96 110 88

Outlet 99 97 99 102 103 103 99 97 110 88

3
Inlet 97 99 103 104 105 102 97 94 111 88

Outlet 100 99 103 104 104 103 96 95 111 88

4
Inlet 92 93 93 98 103 103 99 94 108 87

Outlet 94 93 90 99 102 102 98 93 107 86

5
Inlet 97 97 98 104 103 100 95 89 109 87

Outlet 99 98 97 104 104 102 94 90 109 87

6
Inlet 100 100 101 107 106 102 96 90 112 89

Outlet 102 102 101 107 106 104 96 91 112 90

7
Inlet 93 96 96 100 99 98 95 92 106 84

Outlet 96 96 93 103 98 99 95 91 107 84

8
Inlet 98 101 100 103 101 98 94 88 109 85

Outlet 100 100 98 104 101 99 93 86 109 85

9
Inlet 101 104 103 107 105 101 96 89 112 89

Outlet 103 103 101 107 104 102 95 87 112 88
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
710-181-9 111 222 33

444 555 66

777 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 92 89 101 108 110 107 100 94 114 93

Outlet 96 91 98 106 109 106 98 93 113 92

2
Inlet 96 96 97 100 107 106 101 97 111 90

Outlet 98 97 95 98 108 105 99 95 111 90

3
Inlet 98 100 101 103 105 107 100 96 112 90

Outlet 100 102 101 102 106 106 98 94 112 90

4
Inlet 93 86 90 99 106 107 103 96 111 91

Outlet 95 88 88 98 105 107 102 95 110 90

5
Inlet 96 93 98 104 104 104 97 93 110 88

Outlet 98 97 100 103 105 103 96 92 110 88

6
Inlet 100 98 104 108 107 105 99 93 113 91

Outlet 102 101 105 106 107 105 97 92 113 90

7
Inlet 92 88 88 99 101 97 95 94 105 84

Outlet 96 91 87 100 99 98 95 93 105 84

8
Inlet 98 98 97 104 105 100 95 92 109 87

Outlet 101 99 97 104 103 101 95 91 109 87

9
Inlet 102 102 101 107 107 102 97 91 112 90

Outlet 106 104 103 107 104 104 97 91 113 89
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
710-182-3 11 22 33

444 55 66

77777 88888 99999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
710-182-6 111 2222 3333

44 555 66

7777 888 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
710-251-6 11111 2222 33

4444444 55555 666666

77777 88888 99999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 94 97 100 104 103 101 96 91 109 87

Outlet 95 98 99 103 102 100 96 90 108 86

2
Inlet 98 100 100 99 97 99 98 93 107 84

Outlet 100 102 100 100 97 100 98 93 108 85

3
Inlet 101 103 104 101 100 102 100 95 110 87

Outlet 103 105 104 100 100 103 101 96 111 87

4
Inlet 94 95 99 98 98 101 99 95 107 85

Outlet 96 97 98 97 98 100 99 95 107 85

5
Inlet 97 98 101 99 97 99 98 93 107 84

Outlet 99 100 101 99 96 98 97 92 107 84

6
Inlet 103 105 107 103 101 103 100 95 112 88

Outlet 104 106 106 103 101 103 100 95 112 88

7
Inlet 93 94 100 97 95 97 95 93 105 82

Outlet 95 96 99 95 95 96 95 93 105 82

8
Inlet 99 100 102 100 98 100 98 94 108 85

Outlet 100 101 102 100 97 99 98 93 108 85

9
Inlet 103 104 107 104 101 103 100 96 112 88

Outlet 105 107 107 103 101 104 101 96 113 89
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
710-251-9

40°

11 22222 33

444 5555 66

777 88 999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 102 103 99 106 106 105 100 94 112 90

Outlet 103 104 99 104 104 104 100 94 111 89

2
Inlet 101 102 98 101 102 101 99 96 109 87

Outlet 103 104 98 101 102 102 100 96 110 87

3
Inlet 104 105 102 103 102 102 100 96 111 88

Outlet 106 106 104 103 101 102 101 96 112 88

4
Inlet 100 101 94 101 99 101 101 98 109 87

Outlet 101 102 94 100 98 101 101 98 109 86

5
Inlet 103 103 100 103 100 101 100 97 110 87

Outlet 105 105 102 103 99 101 100 96 111 87

6
Inlet 106 106 105 106 104 104 102 98 113 90

Outlet 108 108 106 106 102 103 101 97 114 89

7
Inlet 100 101 97 102 99 100 100 99 109 86

Outlet 101 101 97 100 98 99 99 97 108 85

8
Inlet 102 104 101 104 100 100 99 97 110 87

Outlet 103 104 102 102 99 99 100 96 110 86

9
Inlet 105 107 105 106 104 103 102 98 113 89

Outlet 108 108 106 106 102 103 101 98 114 89
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
710-251-12

40°

11 22 3333

4444 5555 66666

77 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 99 101 98 108 108 105 101 95 113 91

Outlet 101 102 98 107 107 104 101 95 112 90

2
Inlet 101 102 94 103 104 102 101 97 110 88

Outlet 103 105 97 101 104 103 101 97 111 88

3
Inlet 103 105 99 105 103 101 100 96 111 88

Outlet 105 107 102 103 100 100 99 95 112 86

4
Inlet 97 99 94 104 102 105 103 99 111 89

Outlet 99 101 94 102 102 105 104 99 111 90

5
Inlet 100 102 95 104 99 101 99 96 109 86

Outlet 103 105 99 102 98 101 100 96 110 86

6
Inlet 103 105 101 105 102 101 99 96 111 87

Outlet 106 108 106 105 101 101 100 97 113 88

7
Inlet 98 99 93 103 98 101 101 99 109 87

Outlet 99 100 94 101 97 100 101 97 108 86

8
Inlet 102 103 98 106 100 102 101 99 111 88

Outlet 103 105 103 104 100 101 101 98 111 87

9
Inlet 105 106 102 107 104 103 102 98 113 90

Outlet 108 110 108 107 103 103 102 98 115 90
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
710-252-3 11 22 33

444444 55555 66666

77 8888 99999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
710-252-6 11 2222 3333

44 555 66

777 88888 99999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
710mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
710-252-9

11 22 33

44 55 666

77 888 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-131-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 65 79 69 66 63 62 58 52 80 49

Outlet 63 78 68 66 63 61 59 53 79 49

2
Inlet 65 72 74 70 66 64 62 58 78 52

Outlet 64 72 73 70 66 64 63 60 78 52

3
Inlet 70 69 69 67 67 65 61 58 76 51

Outlet 68 69 66 67 66 64 62 59 75 51

4
Inlet 60 61 62 62 65 66 60 52 71 50

Outlet 58 61 60 62 65 65 59 52 71 49

5
Inlet 65 62 65 61 59 61 59 55 71 46

Outlet 62 63 61 60 59 60 60 57 70 46

6
Inlet 69 64 66 65 65 65 62 60 74 50

Outlet 66 64 64 65 65 65 63 62 73 51

7
Inlet 63 59 59 58 59 66 58 50 70 48

Outlet 60 60 58 58 59 63 57 50 68 46

8
Inlet 66 64 63 61 61 62 60 54 71 47

Outlet 64 64 61 60 60 61 60 56 70 46

9
Inlet 70 65 65 65 64 64 61 59 74 49

Outlet 67 65 65 65 64 64 63 61 74 50



Tel +603 7846 0340       Email info@eltafans.asia       Website eltafans.asia254

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-131-6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 80 74 69 67 66 62 55 83 53

Outlet 75 80 73 68 67 65 62 55 82 52

2
Inlet 68 65 70 68 68 68 65 59 76 53

Outlet 66 65 68 68 68 67 65 60 75 53

3
Inlet 72 66 68 68 68 69 65 62 77 54

Outlet 70 66 66 68 68 68 67 64 76 54

4
Inlet 64 64 74 71 71 69 62 54 78 55

Outlet 62 64 74 71 71 67 61 54 78 54

5
Inlet 70 63 66 64 67 68 64 56 75 52

Outlet 67 63 63 64 67 67 63 57 74 51

6
Inlet 73 67 68 67 67 68 65 61 77 53

Outlet 71 66 66 67 67 67 66 63 76 53

7
Inlet 64 60 63 63 64 66 59 52 72 49

Outlet 61 60 60 63 63 65 59 51 71 49

8
Inlet 70 65 67 64 67 70 63 54 76 53

Outlet 67 65 64 64 66 68 62 54 74 51

9
Inlet 74 68 69 67 68 67 65 60 78 53

Outlet 72 67 67 66 67 67 65 62 76 52
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-181-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 64 67 75 69 65 63 61 55 77 51

Outlet 63 67 73 69 65 62 61 55 76 51

2
Inlet 65 62 63 61 63 63 62 59 72 49

Outlet 63 63 60 60 63 63 63 60 71 49

3
Inlet 72 71 69 67 66 64 62 58 77 51

Outlet 70 72 68 67 66 64 62 58 77 51

4
Inlet 60 59 61 61 63 65 60 53 70 49

Outlet 58 60 59 61 63 63 60 53 69 48

5
Inlet 66 62 64 61 63 63 62 58 72 49

Outlet 64 63 61 61 62 62 62 59 71 48

6
Inlet 70 64 68 65 66 65 63 60 75 51

Outlet 68 64 65 64 66 64 64 61 74 51

7
Inlet 61 60 59 60 61 76 60 52 77 57

Outlet 59 60 58 59 61 75 59 51 76 56

8
Inlet 66 63 63 62 63 63 61 56 72 48

Outlet 64 64 61 62 63 62 61 57 71 48

9
Inlet 70 66 70 65 65 65 64 61 76 51

Outlet 68 65 65 64 65 64 65 62 74 51
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-181-6 1 2 3
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Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 69 74 77 71 68 66 63 55 80 54

Outlet 68 75 76 71 68 65 63 57 80 54

2
Inlet 68 67 68 69 68 67 65 59 76 53

Outlet 67 67 67 69 68 66 65 61 76 53

3
Inlet 71 69 73 70 69 68 66 62 78 54

Outlet 70 70 69 69 69 67 67 64 78 54

4
Inlet 63 63 66 66 68 69 63 54 75 53

Outlet 61 64 64 66 68 68 62 55 74 52

5
Inlet 66 66 65 65 66 67 64 57 74 51

Outlet 64 66 64 65 66 65 64 59 74 51

6
Inlet 71 69 71 68 67 67 65 61 77 53

Outlet 70 69 67 67 67 66 66 64 76 53

7
Inlet 62 63 63 62 63 74 60 52 75 55

Outlet 60 63 62 62 63 77 59 52 78 58

8
Inlet 68 67 66 65 67 69 64 56 75 53

Outlet 66 67 65 65 67 67 63 57 74 52

9
Inlet 73 70 70 69 68 67 65 61 78 53

Outlet 72 70 67 68 67 66 66 63 77 53
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-181-9 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 76 76 71 69 67 63 56 81 54

Outlet 73 77 76 71 69 66 64 58 81 54

2
Inlet 67 68 69 74 69 68 66 60 78 55

Outlet 67 69 69 72 69 67 66 61 77 54

3
Inlet 70 70 69 69 69 68 67 64 78 54

Outlet 72 71 67 68 69 68 68 66 78 54

4
Inlet 63 66 67 70 71 70 63 56 77 55

Outlet 62 66 67 70 71 69 63 56 76 54

5
Inlet 63 68 66 73 68 70 66 58 77 55

Outlet 64 68 66 70 68 68 65 58 76 53

6
Inlet 68 71 69 69 68 68 66 62 77 54

Outlet 71 71 68 68 68 67 67 65 78 54

7
Inlet 58 64 65 64 65 67 61 54 73 51

Outlet 57 65 64 64 64 66 60 53 72 50

8
Inlet 65 69 69 74 69 72 65 56 79 56

Outlet 65 69 68 70 68 70 64 56 77 54

9
Inlet 71 72 70 69 69 68 66 61 78 54

Outlet 72 72 70 69 69 68 66 63 78 54
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-182-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
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For sound data please contact Elta Fans.
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-251-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 68 66 72 71 70 64 60 52 77 53

Outlet 68 65 72 71 70 63 59 53 77 53

2
Inlet 70 68 65 65 64 65 62 55 75 50

Outlet 69 68 66 65 64 64 62 58 75 50

3
Inlet 76 76 72 69 68 66 63 56 81 53

Outlet 77 76 74 71 68 69 64 58 82 54

4
Inlet 66 63 63 63 64 66 62 51 73 50

Outlet 65 63 62 62 63 65 60 51 72 49

5
Inlet 71 66 64 65 64 65 62 55 75 50

Outlet 70 66 63 64 63 63 61 56 74 49

6
Inlet 74 69 67 67 67 67 64 58 78 52

Outlet 74 68 68 68 67 66 65 60 78 52

7
Inlet 69 63 63 63 66 70 62 50 75 52

Outlet 69 63 62 62 65 68 61 49 74 51

8
Inlet 72 66 64 64 64 63 60 53 75 49

Outlet 71 66 63 64 63 62 60 55 74 48

9
Inlet 74 68 66 66 66 66 63 57 77 51

Outlet 75 68 66 67 66 66 64 60 78 52
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
630mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-251-6 1 2 3

4 5 6

7 8 9

0 1 2 3 4 5 6

20

30

10

40

50

60

70

80

0

0.1

0.2

0.3

0.4

0.5

0.6

0 10°
15°

20°

25°

30°

40°

35°

10° 15° 20° 30° 35° 40°25°

Volume Flow m3/s

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 71 77 73 70 67 63 53 81 55

Outlet 70 71 75 75 73 67 62 54 81 56

2
Inlet 72 68 68 68 68 68 65 57 77 53

Outlet 73 68 67 67 68 67 64 58 77 52

3
Inlet 75 69 70 68 70 68 65 59 79 54

Outlet 76 70 70 69 70 69 67 62 80 55

4
Inlet 69 66 67 68 71 72 65 53 77 56

Outlet 68 65 67 68 70 70 63 53 76 54

5
Inlet 75 69 67 67 68 67 63 55 78 52

Outlet 75 69 68 67 67 67 63 57 78 52

6
Inlet 77 71 69 68 69 68 65 58 80 53

Outlet 79 71 69 69 69 69 66 61 81 54

7
Inlet 69 66 65 66 68 70 64 51 76 53

Outlet 69 68 64 66 68 68 62 51 75 52

8
Inlet 75 70 68 68 69 69 64 54 79 54

Outlet 74 69 67 67 68 68 63 55 78 53

9
Inlet 77 71 70 69 69 68 65 58 80 54

Outlet 80 75 72 69 69 67 66 61 82 54
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 72 74 76 75 75 72 63 53 82 58

Outlet 73 74 74 74 75 70 62 54 81 57

2
Inlet 73 72 73 73 72 71 66 58 80 56

Outlet 73 72 71 72 71 70 66 59 80 56

3
Inlet 75 73 72 72 73 70 67 60 81 56

Outlet 76 75 71 72 74 71 68 64 82 57

4
Inlet 65 68 66 68 70 72 64 59 77 55

Outlet 67 69 67 69 71 72 64 54 78 56

5
Inlet 72 72 68 69 70 71 66 56 79 55

Outlet 73 72 68 70 70 70 65 57 79 55

6
Inlet 75 75 71 70 71 69 66 60 80 55

Outlet 76 75 70 70 71 69 66 62 81 55

7
Inlet 69 69 68 69 71 70 64 60 78 55

Outlet 68 69 67 68 70 68 62 59 76 53

8
Inlet 74 74 70 69 71 73 66 55 80 56

Outlet 75 74 72 69 70 72 66 56 80 56

9
Inlet 76 76 72 72 72 70 66 59 82 56

Outlet 77 75 71 72 72 69 66 61 81 56
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 78 79 82 81 76 70 62 87 64

Outlet 72 77 77 81 79 75 69 62 86 63

2
Inlet 70 72 72 72 73 70 65 58 80 56

Outlet 72 73 72 73 74 71 67 61 81 57

3
Inlet 73 71 71 69 70 67 65 59 79 54

Outlet 75 74 73 70 71 68 67 63 81 55

4
Inlet 66 70 70 70 74 76 73 65 81 60

Outlet 69 71 70 70 74 75 72 65 81 59

5
Inlet 71 71 71 68 69 68 65 59 78 54

Outlet 73 71 71 69 69 69 65 60 79 54

6
Inlet 75 74 73 71 71 69 65 59 81 55

Outlet 77 77 75 73 72 69 67 63 83 56

7
Inlet 67 71 72 70 72 72 72 66 80 58

Outlet 70 71 71 70 71 72 71 65 80 57

8
Inlet 75 76 74 71 73 72 69 63 82 57

Outlet 75 74 72 70 71 71 67 62 81 56

9
Inlet 77 77 75 72 72 71 67 60 83 57

Outlet 78 78 76 73 73 71 67 63 84 57
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-252-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-252-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-252-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-352-3 1 2

3

4 5 6

7 8 9
10

20

30

40

50

60

70

0

0.1

0.2

0.3

0.4

0.5

0

10°

15°

20°

25°

30°

35°

10° 15° 20° 30° 35°25°

Volume Flow m3/s
0 1 2 3 54

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 74 69 69 72 70 66 61 52 79 54

Outlet 74 70 69 71 70 65 61 55 78 53

2
Inlet 75 68 68 70 66 62 59 53 78 51

Outlet 75 69 67 70 67 62 59 57 78 51

3
Inlet 79 72 71 70 67 63 62 59 81 52

Outlet 80 74 71 70 68 64 65 62 82 53

4
Inlet 73 66 67 72 70 66 60 48 78 53

Outlet 73 68 66 71 70 66 59 50 78 53

5
Inlet 76 68 69 72 68 64 60 52 79 52

Outlet 76 69 68 72 69 64 59 56 79 53

6
Inlet 78 70 70 70 67 63 61 56 80 52

Outlet 79 72 70 70 68 64 63 59 81 52

7
Inlet 73 66 67 70 71 66 58 46 77 53

Outlet 73 68 66 70 72 65 57 47 78 54

8
Inlet 75 69 68 69 69 66 63 56 78 53

Outlet 76 70 68 71 69 65 63 58 79 53

9
Inlet 79 72 71 72 69 65 61 50 81 53

Outlet 80 72 71 72 69 65 61 50 82 53
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-352-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 69 74 74 70 68 62 51 81 55

Outlet 77 70 72 72 70 67 61 52 80 54

2
Inlet 78 70 71 75 67 65 62 56 81 54

Outlet 79 71 70 73 68 65 62 59 81 53

3
Inlet 82 72 72 75 69 67 64 60 84 55

Outlet 81 74 72 75 70 67 65 62 83 56

4
Inlet 76 68 70 74 70 68 62 50 80 55

Outlet 77 69 69 72 70 67 61 52 80 54

5
Inlet 79 69 70 76 69 67 62 54 82 55

Outlet 79 71 70 73 69 66 61 56 81 54

6
Inlet 82 72 71 74 69 66 62 58 84 54

Outlet 82 75 72 75 70 67 64 61 84 55

7
Inlet 75 69 70 73 71 69 59 47 80 55

Outlet 76 70 68 71 71 68 57 46 79 54

8
Inlet 79 70 70 73 71 68 61 51 81 55

Outlet 79 71 70 70 70 67 60 52 81 53

9
Inlet 82 73 73 76 73 69 64 55 84 57

Outlet 82 75 75 76 75 70 64 57 85 58
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-352-9 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 76 73 76 76 73 70 63 53 82 57

Outlet 76 74 75 75 72 69 63 55 82 56

2
Inlet 77 74 75 75 70 68 63 56 82 56

Outlet 77 75 73 75 71 68 63 59 82 56

3
Inlet 79 75 74 73 68 66 62 56 82 54

Outlet 80 77 74 75 70 67 64 60 84 56

4
Inlet 75 74 74 76 71 70 62 51 82 57

Outlet 74 75 73 74 71 69 61 51 81 56

5
Inlet 76 73 75 74 71 69 61 53 81 56

Outlet 77 74 72 75 71 69 61 55 82 56

6
Inlet 80 75 76 71 69 66 63 57 83 54

Outlet 81 78 77 74 71 68 65 60 85 56

7
Inlet 73 72 72 74 71 69 58 48 80 55

Outlet 73 74 70 72 72 68 57 48 80 55

8
Inlet 78 74 76 75 73 70 62 53 83 57

Outlet 78 76 73 76 73 70 61 54 83 57

9
Inlet 81 77 77 75 73 72 64 55 85 58

Outlet 82 79 77 75 74 73 66 57 86 59
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
800-352-12
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 74 74 78 77 73 70 64 54 83 58

Outlet 75 76 77 75 73 70 63 54 83 57

2
Inlet 73 74 74 75 69 68 63 56 81 55

Outlet 75 77 74 75 70 68 63 58 82 56

3
Inlet 77 77 76 74 68 67 64 56 83 55

Outlet 78 80 77 75 70 68 65 60 84 56

4
Inlet 70 72 73 75 72 70 61 52 80 56

Outlet 72 74 71 74 72 70 61 51 80 56

5
Inlet 73 74 73 74 70 68 62 53 80 55

Outlet 75 76 72 74 70 69 62 55 81 55

6
Inlet 78 75 76 71 68 67 63 55 82 54

Outlet 81 79 77 73 70 68 64 58 85 56

7
Inlet 69 73 75 74 71 70 60 50 80 56

Outlet 70 74 72 73 70 69 59 49 80 55

8
Inlet 75 75 74 75 72 70 62 53 82 57

Outlet 76 77 72 74 72 70 62 53 82 56

9
Inlet 80 78 77 74 72 72 68 63 84 58

Outlet 82 81 78 75 72 71 69 66 86 58
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 82 80 83 81 76 73 66 57 88 62

Outlet 83 83 83 80 76 72 66 60 89 61

2
Inlet 80 78 79 79 74 71 67 61 86 59

Outlet 81 79 77 78 74 73 68 64 86 59

3
Inlet 81 77 77 77 71 70 66 60 85 58

Outlet 81 80 77 78 73 70 68 63 86 59

4
Inlet 76 77 75 79 73 71 63 53 84 59

Outlet 76 78 76 78 74 71 63 54 84 59

5
Inlet 79 77 75 80 74 72 64 58 85 60

Outlet 79 79 75 78 73 72 64 60 85 59

6
Inlet 81 76 75 74 71 68 65 59 84 56

Outlet 81 79 77 75 72 69 66 61 85 57

7
Inlet 76 77 76 78 74 71 60 51 84 59

Outlet 79 79 76 78 74 71 61 52 85 59

8
Inlet 79 75 75 80 75 71 62 54 85 60

Outlet 78 78 75 80 74 70 63 56 85 59

9
Inlet 82 76 76 75 73 71 66 59 85 58

Outlet 83 78 76 76 75 73 67 60 86 59
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-131-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 69 79 77 74 71 68 66 61 83 56

Outlet 67 79 76 74 71 67 66 62 82 56

2
Inlet 74 68 69 69 68 68 67 65 78 54

Outlet 73 68 68 68 67 67 68 67 78 54

3
Inlet 79 75 75 75 73 72 68 66 83 58

Outlet 77 75 74 74 73 71 69 67 82 58

4
Inlet 70 65 69 70 73 72 69 62 79 57

Outlet 69 65 68 70 73 71 68 62 78 57

5
Inlet 74 69 69 67 65 66 66 63 78 52

Outlet 73 69 67 68 65 65 66 65 77 52

6
Inlet 77 71 71 72 71 72 69 67 81 57

Outlet 76 70 69 72 71 71 70 69 81 57

7
Inlet 72 65 65 65 65 70 70 62 77 54

Outlet 71 66 64 65 65 67 69 61 76 53

8
Inlet 75 70 70 66 66 67 66 62 78 53

Outlet 74 70 67 68 66 65 66 63 78 52

9
Inlet 80 72 72 73 70 71 68 67 83 56

Outlet 78 71 69 72 70 70 69 69 81 56
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-131-6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 85 81 77 75 73 70 64 88 60

Outlet 78 85 80 76 75 72 70 64 88 60

2
Inlet 71 71 77 77 76 75 72 67 83 61

Outlet 71 72 74 78 75 74 72 68 83 60

3
Inlet 73 74 74 77 75 75 72 70 83 61

Outlet 75 74 73 77 74 75 74 72 84 61

4
Inlet 66 67 81 78 79 76 72 64 85 62

Outlet 66 67 81 78 79 75 71 63 85 62

5
Inlet 69 72 71 72 72 73 71 65 80 58

Outlet 69 73 69 73 71 72 71 66 80 57

6
Inlet 74 75 74 76 73 74 72 69 83 60

Outlet 76 75 72 77 73 73 73 71 83 60

7
Inlet 64 68 70 69 70 73 73 62 79 58

Outlet 63 68 67 69 70 71 71 61 78 56

8
Inlet 70 73 72 71 72 74 73 65 81 59

Outlet 71 74 71 73 72 72 72 65 81 58

9
Inlet 76 76 76 76 73 74 71 68 83 59

Outlet 78 76 74 76 73 73 72 70 84 59
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-181-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 70 70 81 79 73 70 67 63 84 59

Outlet 68 70 80 78 73 69 68 64 83 59

2
Inlet 74 69 67 67 70 71 69 67 79 56

Outlet 73 68 65 66 69 70 70 68 78 56

3
Inlet 80 76 74 74 73 72 69 66 84 58

Outlet 78 76 73 74 73 71 69 67 83 58

4
Inlet 69 64 66 66 68 69 68 62 76 54

Outlet 67 65 64 67 68 68 67 63 75 53

5
Inlet 74 69 68 70 69 70 68 66 79 55

Outlet 72 69 65 67 68 69 68 67 78 54

6
Inlet 79 71 72 72 73 73 70 69 83 58

Outlet 77 71 70 71 72 72 71 70 81 58

7
Inlet 73 66 67 65 67 70 70 61 78 55

Outlet 72 66 65 66 66 68 69 61 77 54

8
Inlet 76 70 69 70 69 69 67 65 80 55

Outlet 75 70 67 68 68 68 67 66 79 54

9
Inlet 79 72 74 72 72 72 70 70 83 58

Outlet 77 72 71 70 71 71 71 70 81 57
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-181-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 75 76 83 80 76 73 70 64 86 61

Outlet 73 76 82 79 76 72 70 65 86 61

2
Inlet 76 71 72 77 76 74 71 68 83 60

Outlet 75 71 71 76 75 73 72 69 82 60

3
Inlet 77 74 76 77 76 75 72 70 84 61

Outlet 77 74 74 77 76 74 74 72 84 61

4
Inlet 72 68 71 71 74 75 73 64 81 59

Outlet 71 68 68 71 73 74 72 64 80 59

5
Inlet 76 72 71 71 72 72 70 66 81 57

Outlet 75 71 68 70 71 71 70 68 80 57

6
Inlet 78 75 76 75 74 74 71 69 84 60

Outlet 78 74 74 75 74 73 72 71 83 59

7
Inlet 75 68 71 69 70 73 73 62 80 58

Outlet 74 68 68 69 69 71 72 62 79 56

8
Inlet 76 73 73 71 72 73 72 65 82 58

Outlet 75 73 70 70 72 72 71 66 81 57

9
Inlet 82 76 78 76 74 73 71 68 86 59

Outlet 80 76 74 76 74 73 71 70 84 59
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 83 83 80 76 73 71 65 88 62

Outlet 71 83 82 79 76 73 71 66 87 61

2
Inlet 71 72 75 78 76 75 72 68 83 61

Outlet 73 72 74 78 76 74 73 69 83 61

3
Inlet 77 75 75 76 76 75 73 70 84 61

Outlet 80 75 73 75 75 74 74 73 85 61

4
Inlet 67 69 72 77 78 77 74 66 83 62

Outlet 67 69 70 77 78 77 74 66 83 62

5
Inlet 70 74 74 75 74 74 73 67 82 60

Outlet 72 73 71 74 73 73 72 67 81 59

6
Inlet 77 76 78 76 75 74 72 69 84 60

Outlet 79 76 74 77 75 74 72 71 84 60

7
Inlet 64 69 73 71 71 73 74 64 80 59

Outlet 63 69 69 70 71 72 73 63 79 58

8
Inlet 71 75 76 74 74 76 75 66 83 61

Outlet 72 74 72 73 73 74 74 66 82 59

9
Inlet 79 78 78 77 75 75 72 68 85 61

Outlet 80 77 77 77 75 74 72 70 85 60
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-182-3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-182-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-251-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 71 80 80 75 72 67 60 85 60

Outlet 74 70 77 80 75 71 66 61 84 60

2
Inlet 80 75 73 70 71 72 68 63 83 57

Outlet 80 74 72 71 71 71 68 65 83 56

3
Inlet 83 78 75 74 74 73 70 65 86 59

Outlet 84 78 76 75 75 73 71 66 87 59

4
Inlet 76 69 69 69 68 69 67 59 79 54

Outlet 77 70 68 69 68 68 66 59 80 53

5
Inlet 79 73 71 69 70 70 67 61 82 55

Outlet 80 74 72 71 69 70 67 62 83 55

6
Inlet 84 76 73 72 73 73 71 65 86 58

Outlet 85 76 73 73 74 73 72 68 87 59

7
Inlet 79 70 69 69 69 73 72 59 82 57

Outlet 78 70 68 68 68 71 70 59 81 55

8
Inlet 82 75 73 71 71 71 67 61 84 56

Outlet 81 74 71 71 70 69 66 62 83 55

9
Inlet 84 76 73 72 73 73 71 65 86 58

Outlet 85 77 73 73 74 73 72 68 87 59
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-251-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 79 85 82 78 76 70 61 89 63

Outlet 77 77 85 81 78 74 70 63 88 63

2
Inlet 76 76 74 73 73 73 71 64 83 58

Outlet 77 76 72 73 73 73 70 66 83 58

3
Inlet 80 78 75 74 75 75 72 66 85 60

Outlet 81 79 74 74 76 75 73 69 86 61

4
Inlet 72 73 72 73 74 76 74 62 82 60

Outlet 72 73 71 72 74 75 73 62 82 60

5
Inlet 77 77 74 73 73 73 70 62 83 58

Outlet 78 77 73 72 72 72 69 63 83 57

6
Inlet 83 81 77 76 77 75 73 66 87 61

Outlet 84 81 77 76 76 75 73 68 88 61

7
Inlet 73 74 73 71 72 76 75 61 82 60

Outlet 73 74 72 71 72 75 73 60 82 59

8
Inlet 79 79 76 74 74 74 72 63 85 59

Outlet 80 79 75 74 73 74 71 64 85 59

9
Inlet 84 82 78 76 76 75 72 66 88 61

Outlet 85 81 77 75 76 74 72 68 88 60
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 78 78 84 83 79 76 71 62 89 64

Outlet 79 80 84 82 79 76 71 62 89 64

2
Inlet 78 76 76 79 78 77 73 65 86 62

Outlet 80 75 76 79 78 77 73 66 86 62

3
Inlet 81 79 77 79 77 76 74 68 87 62

Outlet 82 80 77 80 78 77 75 70 88 63

4
Inlet 74 72 77 73 76 76 76 63 84 61

Outlet 77 72 76 73 75 76 75 63 84 61

5
Inlet 79 77 76 74 75 76 73 64 85 61

Outlet 79 78 76 76 74 75 71 65 85 60

6
Inlet 81 80 78 78 76 76 73 66 87 62

Outlet 84 82 79 79 78 77 73 69 89 63

7
Inlet 77 73 76 73 73 76 76 61 84 61

Outlet 78 74 76 73 73 76 74 60 84 60

8
Inlet 80 79 77 75 75 78 75 63 86 62

Outlet 80 79 77 75 75 77 74 64 86 61

9
Inlet 84 82 80 80 78 79 73 67 89 64

Outlet 85 83 80 81 78 79 73 69 90 64
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-251-12 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 76 82 87 85 81 78 74 63 91 66

Outlet 76 81 85 84 80 77 72 64 90 65

2
Inlet 77 73 80 81 79 78 73 65 87 64

Outlet 79 73 79 81 79 77 73 66 87 63

3
Inlet 80 74 79 78 76 75 72 66 86 61

Outlet 83 77 80 79 78 76 74 70 88 63

4
Inlet 72 68 78 79 80 81 78 65 87 65

Outlet 74 68 77 78 79 80 76 64 86 64

5
Inlet 77 72 77 75 75 76 73 63 84 61

Outlet 79 74 78 75 75 76 73 65 85 61

6
Inlet 82 78 81 79 79 76 73 66 88 63

Outlet 84 81 81 79 79 76 73 68 89 63

7
Inlet 71 70 77 75 75 79 77 63 84 63

Outlet 72 69 76 74 74 77 76 62 83 61

8
Inlet 80 77 81 77 77 80 78 65 87 64

Outlet 81 76 80 76 76 79 76 64 87 63

9
Inlet 81 78 82 79 79 77 72 64 88 63

Outlet 86 82 84 81 80 79 73 68 91 65
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-252-3 1 2 3
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7 8 9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet



Tel +603 7846 0340       Email info@eltafans.asia       Website eltafans.asia284

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-252-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-252-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-352-3

1 2
3

4 5 6

7 8 9

Volume Flow m3/s

20

40

60

80

100

120

0.2

0.4

0.6

0.8

1

1.2

1.4

0

0
0 2 31 4 5 6

10° 15° 20° 25° 30° 35°

10°

15°

20°

25°

30°

35°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 81 77 75 77 74 70 66 58 85 58

Outlet 84 77 74 76 73 70 66 60 86 57

2
Inlet 82 77 73 76 71 68 65 59 85 56

Outlet 85 78 73 75 72 68 66 62 87 57

3
Inlet 88 78 75 76 72 67 66 64 89 57

Outlet 88 79 77 75 72 68 69 66 89 57

4
Inlet 83 76 72 76 74 72 67 57 85 58

Outlet 82 77 72 75 73 71 66 59 85 57

5
Inlet 84 77 73 76 72 69 65 58 86 57

Outlet 84 78 72 76 73 69 65 61 86 57

6
Inlet 90 79 76 77 74 69 67 64 91 58

Outlet 87 80 77 77 74 70 69 66 89 59

7
Inlet 86 74 72 74 74 71 64 55 87 57

Outlet 83 75 71 73 74 70 64 57 85 57

8
Inlet 86 78 75 76 75 73 70 64 88 59

Outlet 85 78 75 77 75 72 69 66 87 59

9
Inlet 91 84 79 80 77 75 71 67 93 62

Outlet 89 82 80 79 77 72 71 68 91 61
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-352-6 1 2 3
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7 8 9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 78 80 78 82 77 74 69 59 87 62

Outlet 78 80 78 80 77 74 69 61 86 61

2
Inlet 81 81 76 80 74 71 68 61 86 60

Outlet 81 82 77 78 74 71 68 64 86 59

3
Inlet 84 83 78 80 75 72 69 64 88 61

Outlet 85 83 79 81 76 73 72 68 89 62

4
Inlet 77 79 75 79 75 74 69 60 85 60

Outlet 77 80 75 77 75 74 68 61 85 60

5
Inlet 80 81 75 79 74 72 67 59 86 59

Outlet 80 82 75 77 74 71 67 61 86 59

6
Inlet 84 84 79 80 75 72 69 63 89 61

Outlet 85 85 80 81 76 73 71 67 90 62

7
Inlet 73 78 76 78 75 75 68 59 84 60

Outlet 75 79 75 76 75 74 66 58 84 59

8
Inlet 82 81 76 78 75 74 68 59 87 60

Outlet 80 82 76 76 75 73 67 60 86 59

9
Inlet 85 84 79 80 76 73 69 62 89 61

Outlet 86 84 80 81 76 73 71 63 90 62
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-352-9 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 81 81 81 84 81 78 72 62 89 65

Outlet 82 81 81 83 80 77 71 63 89 64

2
Inlet 83 81 80 83 77 75 70 63 89 63

Outlet 84 81 81 82 77 75 70 65 89 63

3
Inlet 83 83 83 83 78 74 71 65 90 63

Outlet 84 85 84 83 79 76 73 68 91 64

4
Inlet 80 78 80 81 77 76 70 61 87 62

Outlet 80 78 80 80 77 76 69 62 87 62

5
Inlet 83 79 79 81 76 74 68 61 87 61

Outlet 83 79 80 80 76 74 68 62 87 61

6
Inlet 88 82 82 81 76 74 70 64 91 62

Outlet 87 85 84 83 78 75 72 67 91 64

7
Inlet 81 77 79 80 78 78 69 60 87 63

Outlet 81 78 80 79 78 77 69 60 87 62

8
Inlet 86 80 81 82 78 77 70 61 90 63

Outlet 85 80 81 81 78 76 69 62 89 63

9
Inlet 89 83 84 83 79 75 72 64 92 64

Outlet 88 84 85 84 80 76 73 65 92 65
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-352-12

1 2 3
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Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 78 81 84 80 76 70 61 88 64

Outlet 78 79 81 83 79 76 70 62 88 64

2
Inlet 80 77 81 82 76 74 70 62 87 62

Outlet 81 77 81 82 76 74 70 64 87 62

3
Inlet 80 79 83 81 76 73 70 64 88 62

Outlet 82 81 85 82 78 75 72 67 89 63

4
Inlet 75 73 78 81 78 77 70 63 86 63

Outlet 77 75 78 79 77 77 69 63 85 62

5
Inlet 80 75 81 80 76 74 68 62 86 61

Outlet 81 77 81 80 76 74 68 63 87 61

6
Inlet 84 79 82 80 75 73 69 62 88 61

Outlet 87 83 84 81 77 75 70 66 91 63

7
Inlet 75 76 81 82 78 79 71 63 87 64

Outlet 76 77 80 80 78 78 70 62 86 63

8
Inlet 81 77 81 81 77 76 70 62 87 62

Outlet 82 79 81 80 77 76 69 62 88 62

9
Inlet 86 82 83 81 80 79 77 70 90 65

Outlet 88 84 84 83 82 80 78 73 92 67



Tel +603 7846 0340       Email info@eltafans.asia       Website eltafans.asia290

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
800-400-9 1 2 3
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7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 86 88 87 87 83 79 73 64 94 68

Outlet 87 90 88 87 83 79 73 64 95 68

2
Inlet 86 84 83 87 79 77 72 65 92 66

Outlet 87 85 84 86 79 78 74 68 92 66

3
Inlet 86 87 82 84 79 77 74 67 92 65

Outlet 87 88 84 84 81 78 75 70 93 66

4
Inlet 81 84 81 84 80 78 71 60 90 65

Outlet 82 84 82 83 81 78 71 60 90 65

5
Inlet 85 84 81 85 79 77 71 64 91 65

Outlet 85 85 82 84 79 77 71 66 91 64

6
Inlet 90 86 83 84 78 76 72 67 93 64

Outlet 88 87 84 84 80 77 75 69 93 65

7
Inlet 82 82 82 83 81 79 72 61 90 65

Outlet 83 84 85 84 82 80 72 64 91 66

8
Inlet 87 84 82 87 80 79 72 65 92 66

Outlet 85 85 83 87 80 78 72 68 92 66

9
Inlet 88 85 83 82 79 76 73 66 92 64

Outlet 90 85 84 84 81 78 75 69 93 66
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
131

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-131-3 1 2

3
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Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 76 77 95 85 83 78 76 73 96 69

Outlet 74 77 94 84 83 78 75 73 95 68

2
Inlet 80 74 79 81 79 77 77 76 87 64

Outlet 78 73 77 80 79 76 77 76 86 64

3
Inlet 86 81 84 83 85 82 80 78 92 69

Outlet 83 81 83 84 84 82 81 79 91 69

4
Inlet 76 69 77 81 82 82 78 74 88 67

Outlet 73 69 76 81 82 81 77 73 87 66

5
Inlet 81 76 78 78 76 74 74 73 86 62

Outlet 78 75 76 76 75 73 74 74 84 61

6
Inlet 87 79 79 81 83 81 80 79 91 67

Outlet 84 78 78 81 82 80 81 79 90 67

7
Inlet 79 72 74 74 75 74 78 75 85 62

Outlet 76 72 72 73 75 73 76 74 83 61

8
Inlet 84 77 79 78 76 74 74 73 87 62

Outlet 81 76 75 76 75 73 73 73 85 60

9
Inlet 87 81 81 81 82 79 78 77 91 66

Outlet 84 79 78 81 82 78 79 78 89 66
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
131
    
Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-131-6
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Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 85 93 89 86 83 80 76 96 71

Outlet 76 85 93 88 86 82 80 77 96 71

2
Inlet 78 78 82 88 88 85 82 79 93 72

Outlet 80 78 82 87 87 84 83 80 93 71

3
Inlet 83 83 82 83 85 84 83 81 92 70

Outlet 85 82 82 84 85 84 85 82 93 71

4
Inlet 72 74 78 90 89 87 82 78 94 73

Outlet 71 73 77 90 88 86 82 77 94 72

5
Inlet 78 80 81 81 81 81 79 77 89 67

Outlet 79 79 78 79 80 80 79 78 88 66

6
Inlet 84 84 83 83 84 83 82 80 92 69

Outlet 86 84 82 83 84 82 83 81 92 69

7
Inlet 70 76 77 78 81 81 84 84 90 69

Outlet 70 76 74 76 80 80 83 82 88 67

8
Inlet 79 82 82 81 80 80 80 79 90 66

Outlet 81 81 79 81 80 80 80 78 89 66

9
Inlet 86 85 85 84 83 82 81 79 93 68

Outlet 88 85 83 83 84 82 82 80 93 69
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-181-3 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 76 74 81 91 87 81 77 81 94 71

Outlet 74 73 81 91 87 80 77 77 93 71

2
Inlet 82 77 78 77 79 80 79 84 89 67

Outlet 79 77 76 76 78 79 79 80 87 65

3
Inlet 86 82 85 83 84 82 79 79 92 68

Outlet 85 82 84 83 83 81 80 78 92 68

4
Inlet 76 71 73 75 75 75 75 79 84 62

Outlet 73 70 73 73 74 74 75 75 83 61

5
Inlet 82 77 78 78 80 79 77 85 89 67

Outlet 80 76 75 77 79 77 77 80 87 64

6
Inlet 86 80 81 81 82 82 80 81 91 68

Outlet 84 80 79 81 81 81 81 81 90 67

7
Inlet 80 74 76 75 75 75 77 80 86 63

Outlet 77 73 72 74 74 74 76 75 84 61

8
Inlet 83 77 79 78 79 78 76 85 89 66

Outlet 80 76 76 77 78 77 76 79 87 64

9
Inlet 87 81 82 82 83 82 80 84 92 69

Outlet 84 80 79 81 81 81 81 81 90 67
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-181-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 82 80 91 93 89 83 79 77 97 73

Outlet 80 80 88 91 89 83 80 78 95 72

2
Inlet 83 78 81 85 88 84 81 78 92 71

Outlet 82 78 81 84 88 84 82 80 92 71

3
Inlet 86 80 84 86 88 85 82 80 94 71

Outlet 87 81 82 85 87 84 84 83 94 71

4
Inlet 77 71 77 83 84 84 82 79 90 69

Outlet 75 71 77 82 84 83 81 78 90 68

5
Inlet 83 77 80 81 81 80 78 77 89 66

Outlet 83 77 79 80 80 79 78 78 89 65

6
Inlet 86 82 85 85 86 83 81 79 93 70

Outlet 87 82 81 83 84 82 82 82 92 69

7
Inlet 79 73 78 78 80 79 84 83 89 68

Outlet 77 72 75 77 79 78 82 81 88 66

8
Inlet 84 79 81 81 81 80 78 77 90 66

Outlet 83 78 79 80 80 79 78 77 89 65

9
Inlet 89 84 86 84 86 83 80 78 94 70

Outlet 88 84 82 84 85 82 81 80 93 69
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-181-9 1 2 3
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Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 83 93 91 89 84 80 78 97 73

Outlet 78 83 92 91 89 84 81 79 96 73

2
Inlet 80 74 82 87 88 85 81 79 93 71

Outlet 83 77 82 88 88 85 82 81 94 72

3
Inlet 86 77 83 86 86 85 83 81 93 71

Outlet 89 83 82 84 86 85 84 83 94 71

4
Inlet 74 69 78 83 89 88 84 81 93 73

Outlet 75 69 77 82 89 88 84 80 93 73

5
Inlet 82 74 81 81 82 82 80 78 90 67

Outlet 84 76 80 81 81 82 80 79 90 67

6
Inlet 87 80 84 84 85 84 81 79 93 70

Outlet 90 84 82 84 85 83 82 82 94 70

7
Inlet 72 69 78 79 81 81 87 86 91 71

Outlet 72 69 76 79 81 80 85 85 90 69

8
Inlet 82 76 82 82 83 81 82 81 91 68

Outlet 83 77 81 82 81 81 81 80 90 67

9
Inlet 88 83 85 88 86 84 81 79 94 71

Outlet 90 85 83 85 86 83 82 81 94 70
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-182-3
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Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-182-6 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-251-3

1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 88 78 83 91 89 83 77 71 95 72

Outlet 88 77 82 91 89 83 77 72 95 72

2
Inlet 86 81 83 81 81 80 78 72 91 66

Outlet 85 81 81 80 81 79 78 74 90 65

3
Inlet 92 86 86 84 84 83 81 76 95 69

Outlet 93 86 86 84 85 84 81 77 96 70

4
Inlet 84 77 80 78 79 77 75 71 88 63

Outlet 82 77 79 77 78 76 74 71 87 62

5
Inlet 88 82 81 80 80 79 77 71 91 65

Outlet 86 81 79 79 81 78 77 73 90 65

6
Inlet 92 86 84 83 84 84 81 76 95 69

Outlet 92 86 83 82 84 83 81 78 95 69

7
Inlet 85 78 79 77 78 77 78 74 89 64

Outlet 84 78 77 77 78 76 76 73 88 63

8
Inlet 90 84 82 81 81 79 77 71 93 65

Outlet 88 83 80 79 81 78 76 72 91 65

9
Inlet 93 87 85 83 85 84 82 76 96 70

Outlet 91 87 83 82 85 83 81 78 95 69
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-251-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 86 88 94 95 91 86 81 74 99 75

Outlet 86 87 92 93 90 85 80 75 98 74

2
Inlet 84 85 83 82 85 83 80 74 92 69

Outlet 86 84 83 83 85 82 80 76 92 69

3
Inlet 88 87 86 84 87 86 83 77 95 71

Outlet 90 89 85 85 87 86 84 80 96 72

4
Inlet 77 81 81 81 84 85 82 76 91 69

Outlet 78 80 78 80 83 83 81 75 89 68

5
Inlet 85 87 85 83 84 82 79 74 93 68

Outlet 87 86 83 82 84 82 79 75 92 68

6
Inlet 91 91 88 85 87 85 83 77 97 71

Outlet 91 89 86 85 86 84 82 79 96 70

7
Inlet 78 83 81 79 81 80 82 78 90 67

Outlet 80 81 79 79 81 84 81 77 90 68

8
Inlet 87 88 86 84 84 83 80 75 94 69

Outlet 87 87 84 82 84 82 79 75 93 68

9
Inlet 93 91 89 86 88 85 82 77 97 72

Outlet 92 90 87 86 87 85 82 78 97 71
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-251-9 1 2 3
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Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 86 83 90 94 93 87 82 75 98 76

Outlet 86 83 88 93 92 87 81 76 97 75

2
Inlet 87 81 85 87 89 87 83 75 95 72

Outlet 89 83 87 88 90 88 84 77 96 74

3
Inlet 91 86 88 88 87 86 83 78 96 72

Outlet 91 88 89 88 88 86 83 80 97 72

4
Inlet 83 77 85 83 86 88 86 79 94 72

Outlet 83 76 84 82 85 87 85 79 93 71

5
Inlet 87 83 85 83 83 83 80 75 92 68

Outlet 88 84 87 83 84 83 80 76 93 69

6
Inlet 92 89 89 87 87 85 82 77 97 71

Outlet 93 90 90 86 87 85 83 79 97 71

7
Inlet 84 78 83 81 83 83 86 81 92 70

Outlet 84 79 83 81 82 82 84 80 91 69

8
Inlet 89 86 88 85 84 83 82 77 94 69

Outlet 89 86 85 83 83 83 81 77 94 69

9
Inlet 92 90 90 86 87 84 81 76 97 71

Outlet 93 91 90 86 87 85 82 78 98 71



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 301

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-251-12 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 85 85 95 94 90 89 81 72 99 75

Outlet 86 85 93 92 89 88 80 72 98 74

2
Inlet 88 82 90 90 89 88 84 75 97 74

Outlet 91 84 90 92 90 88 84 77 98 74

3
Inlet 89 85 88 89 87 86 82 76 96 72

Outlet 93 88 89 90 88 87 83 79 98 73

4
Inlet 82 79 88 87 90 90 86 76 96 74

Outlet 83 78 86 86 88 89 85 74 95 73

5
Inlet 88 83 88 86 87 88 83 73 95 72

Outlet 89 85 87 85 86 87 82 74 95 71

6
Inlet 89 86 89 88 87 86 80 73 96 71

Outlet 94 90 91 90 89 88 82 78 99 74

7
Inlet 81 79 85 83 84 88 85 74 93 72

Outlet 82 79 83 83 83 86 83 72 92 70

8
Inlet 88 84 88 86 88 89 85 73 96 73

Outlet 89 86 86 85 86 87 82 72 95 71

9
Inlet 91 86 90 88 88 88 81 73 97 73

Outlet 94 91 91 89 89 88 82 76 99 73
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-252-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-252-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-252-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-352-3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 90 83 82 84 83 81 77 70 93 67

Outlet 94 84 82 82 82 81 76 70 95 66

2
Inlet 94 87 83 84 83 79 76 72 96 67

Outlet 94 87 83 83 82 79 75 73 96 66

3
Inlet 96 90 85 86 85 81 78 75 98 69

Outlet 97 90 86 87 85 82 79 80 99 70

4
Inlet 90 84 82 83 82 80 77 72 93 66

Outlet 92 84 82 82 81 79 76 71 94 65

5
Inlet 93 86 83 84 83 79 76 72 95 67

Outlet 93 87 83 82 82 79 75 71 95 66

6
Inlet 95 89 85 86 85 81 78 75 97 69

Outlet 96 90 86 86 85 82 79 78 98 69

7
Inlet 89 82 81 83 82 80 76 69 92 66

Outlet 93 83 81 81 81 80 75 69 94 65

8
Inlet 92 88 84 86 84 82 79 76 95 69

Outlet 93 87 85 85 84 82 79 76 96 68

9
Inlet 97 90 88 88 86 83 79 77 99 70

Outlet 97 91 88 87 85 82 80 78 99 70
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-352-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 87 85 90 89 85 80 73 95 72

Outlet 82 87 84 88 89 85 80 73 94 72

2
Inlet 87 90 85 86 85 81 77 72 94 69

Outlet 88 90 85 85 84 80 77 74 94 68

3
Inlet 91 92 88 88 87 83 79 76 97 71

Outlet 92 94 89 88 88 84 81 79 98 72

4
Inlet 81 87 83 84 84 82 79 73 92 68

Outlet 82 86 83 83 84 82 78 73 92 68

5
Inlet 87 90 85 85 85 81 78 73 94 68

Outlet 87 90 84 84 85 81 77 73 94 68

6
Inlet 91 92 88 88 87 82 79 74 97 70

Outlet 92 94 88 88 88 84 80 77 98 71

7
Inlet 82 86 85 86 86 84 82 76 93 70

Outlet 83 87 85 84 86 84 81 72 93 70

8
Inlet 88 91 85 86 84 83 79 73 95 69

Outlet 88 90 85 84 85 83 78 72 94 69

9
Inlet 93 94 90 89 88 85 82 77 99 72

Outlet 93 95 90 89 89 85 81 78 99 73
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-352-9 1 2 3
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Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 88 86 88 91 90 87 82 75 97 74

Outlet 89 86 87 90 90 87 82 75 96 73

2
Inlet 91 88 89 87 87 83 79 73 96 70

Outlet 91 88 88 86 86 83 79 74 96 70

3
Inlet 94 91 91 90 87 84 80 75 98 72

Outlet 95 92 91 89 88 85 82 78 99 72

4
Inlet 89 84 87 87 86 84 83 76 95 71

Outlet 90 85 87 86 86 84 82 75 95 70

5
Inlet 91 87 88 87 86 83 79 72 96 70

Outlet 92 87 88 85 86 84 78 72 96 70

6
Inlet 93 91 90 88 86 83 79 74 97 70

Outlet 96 92 91 88 88 85 81 76 99 72

7
Inlet 87 81 87 86 86 85 84 74 94 71

Outlet 89 83 86 85 85 85 83 73 94 70

8
Inlet 93 89 89 89 87 85 81 74 97 72

Outlet 93 89 90 87 87 86 81 73 97 71

9
Inlet 95 93 91 90 88 84 81 76 99 72

Outlet 97 93 92 90 88 85 83 76 100 73



Tel +603 7846 0340       Email info@eltafans.asia       Website eltafans.asia308

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-352-12
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 84 83 89 92 91 87 82 74 97 74

Outlet 86 84 88 91 91 88 82 74 97 74

2
Inlet 89 84 91 88 87 84 81 75 96 71

Outlet 91 86 90 88 87 85 81 76 96 71

3
Inlet 91 86 91 86 85 82 79 74 96 69

Outlet 94 88 92 87 86 85 81 77 98 71

4
Inlet 83 77 87 85 87 85 83 75 93 71

Outlet 86 80 86 83 86 85 82 74 93 70

5
Inlet 88 83 89 86 85 82 78 72 94 69

Outlet 91 85 88 85 85 83 78 72 95 69

6
Inlet 92 89 91 87 85 83 79 73 97 70

Outlet 96 92 93 88 87 86 81 76 100 72

7
Inlet 85 79 89 88 87 86 86 76 95 72

Outlet 85 81 88 86 86 85 84 75 94 71

8
Inlet 89 85 90 87 86 84 81 74 95 71

Outlet 91 87 90 85 86 85 80 73 96 70

9
Inlet 94 90 93 91 88 86 84 79 99 73

Outlet 97 94 94 91 89 88 86 83 101 75
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
800-400-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 91 93 97 98 95 89 85 78 103 79

Outlet 92 94 96 98 95 91 85 78 103 79

2
Inlet 93 91 92 90 90 86 82 75 99 73

Outlet 95 92 92 90 91 87 83 78 100 74

3
Inlet 94 93 92 91 89 85 82 77 99 73

Outlet 95 93 92 91 89 86 84 80 100 74

4
Inlet 88 85 90 90 90 87 85 77 97 74

Outlet 90 87 91 89 91 88 85 78 98 74

5
Inlet 92 89 91 89 89 85 81 73 98 72

Outlet 93 89 91 87 88 86 81 75 98 72

6
Inlet 94 92 92 90 87 85 81 77 99 72

Outlet 97 93 92 89 88 86 83 78 100 73

7
Inlet 89 85 93 89 90 88 86 78 98 74

Outlet 91 87 92 89 90 89 85 77 98 74

8
Inlet 92 89 91 89 89 86 81 75 98 73

Outlet 93 88 91 88 89 86 81 74 98 72

9
Inlet 95 93 90 90 88 85 82 78 99 72

Outlet 97 93 91 89 88 86 83 79 100 73
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
131

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-131-6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-181-3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet

Nominal Diameter
800mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-181-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-181-9 1 2 3
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Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-182-3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet
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5
Inlet
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Inlet
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Inlet

Outlet
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Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-182-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet
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Inlet

Outlet
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Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-251-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 99 101 104 107 108 105 100 95 113 91

Outlet 100 101 103 106 107 104 100 94 112 90

2
Inlet 100 101 102 100 99 101 100 95 109 86

Outlet 102 103 102 101 99 102 99 96 110 86

3
Inlet 104 104 105 103 101 104 102 98 112 89

Outlet 106 106 106 102 102 104 103 99 113 89

4
Inlet 95 96 101 99 99 102 102 96 109 87

Outlet 96 97 99 97 98 101 100 94 107 86

5
Inlet 101 101 104 102 100 101 100 96 110 87

Outlet 103 103 103 101 99 101 99 95 110 86

6
Inlet 107 107 109 106 103 105 103 99 115 90

Outlet 107 107 107 104 103 104 102 98 114 89

7
Inlet 95 95 101 98 96 98 97 94 106 83

Outlet 97 97 100 96 96 98 99 93 106 84

8
Inlet 103 103 105 103 101 102 100 97 111 88

Outlet 103 102 104 101 99 101 99 95 110 86

9
Inlet 108 107 109 106 103 105 102 99 115 90

Outlet 108 108 108 105 103 105 103 99 115 90
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-251-9 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 103 104 100 107 109 108 103 97 114 93

Outlet 104 104 100 105 108 107 103 97 114 92

2
Inlet 104 104 99 104 104 105 103 99 112 90

Outlet 105 105 100 105 105 106 104 100 113 91

3
Inlet 105 106 102 105 104 104 102 99 113 90

Outlet 107 107 104 106 104 104 103 99 114 90

4
Inlet 102 102 99 104 101 104 105 99 112 90

Outlet 102 102 98 103 100 103 104 98 111 89

5
Inlet 103 103 101 103 101 101 101 98 111 87

Outlet 105 105 102 104 101 102 101 97 112 88

6
Inlet 108 108 105 107 105 105 103 100 115 91

Outlet 109 109 106 108 105 105 103 100 116 91

7
Inlet 102 102 97 102 100 101 101 99 110 87

Outlet 102 102 98 102 99 100 100 97 109 86

8
Inlet 106 105 104 106 103 102 101 100 113 89

Outlet 105 105 102 104 101 101 101 98 112 88

9
Inlet 107 108 105 108 105 105 103 99 115 91

Outlet 109 109 106 108 105 105 103 100 116 91
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-251-12 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 102 103 101 111 110 107 105 98 116 94

Outlet 103 104 101 110 108 106 104 97 115 93

2
Inlet 104 104 97 106 106 105 104 100 113 91

Outlet 106 107 100 106 107 106 104 100 114 92

3
Inlet 105 106 101 106 105 103 102 98 113 90

Outlet 108 108 105 107 105 104 103 99 115 90

4
Inlet 100 101 97 106 105 108 107 103 114 93

Outlet 101 102 96 105 104 106 106 102 113 91

5
Inlet 103 104 98 105 101 103 102 98 111 89

Outlet 105 105 101 104 101 103 103 98 112 89

6
Inlet 106 107 104 107 105 104 103 98 114 90

Outlet 109 109 108 108 105 105 104 99 116 91

7
Inlet 99 100 96 104 102 102 104 100 111 89

Outlet 100 101 96 102 101 101 103 99 110 88

8
Inlet 105 106 101 107 103 105 105 102 114 91

Outlet 106 106 104 105 102 103 104 100 113 89

9
Inlet 108 108 104 108 106 105 105 99 115 92

Outlet 110 110 109 109 106 106 105 100 117 92
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-252-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.
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Inlet
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3
Inlet

Outlet
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Inlet
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Inlet
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Inlet
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7
Inlet
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8
Inlet
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9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-252-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.
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Inlet
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Inlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-252-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.
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Inlet
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Inlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-352-3 1 2
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 106 110 106 110 111 105 100 96 117 93

Outlet 103 111 105 107 109 105 99 96 115 92

2
Inlet 101 110 101 101 102 98 93 92 112 85

Outlet 102 109 100 99 101 97 92 91 111 84

3
Inlet 107 110 102 101 104 99 95 94 113 87

Outlet 104 109 103 102 103 99 95 94 112 86

4
Inlet 100 105 98 100 102 95 92 90 109 84

Outlet 97 106 96 98 99 94 90 89 108 82

5
Inlet 99 106 98 98 100 94 91 89 109 83

Outlet 100 106 98 97 98 94 90 88 109 81

6
Inlet 105 112 102 102 104 99 96 94 114 87

Outlet 103 109 102 103 102 100 96 95 112 86

7
Inlet 98 103 94 97 100 94 90 88 107 82

Outlet 93 105 94 96 97 93 89 87 107 80

8
Inlet 100 104 97 97 101 97 92 90 108 84

Outlet 99 104 98 97 100 94 92 90 108 82

9
Inlet 104 110 101 99 103 100 95 93 113 86

Outlet 102 110 100 98 100 99 96 93 112 85
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-352-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 96 94 101 108 116 109 100 92 118 97

Outlet 100 96 99 106 115 110 102 93 117 96

2
Inlet 103 103 106 104 105 99 98 94 112 88

Outlet 107 104 106 102 105 100 97 94 113 88

3
Inlet 105 108 105 107 108 103 99 95 114 91

Outlet 106 108 108 105 106 103 100 96 114 90

4
Inlet 99 96 104 101 102 99 95 90 109 86

Outlet 102 97 102 100 102 100 95 90 109 86

5
Inlet 102 101 104 103 103 99 96 92 110 86

Outlet 104 101 104 100 101 98 95 91 110 85

6
Inlet 108 108 107 108 109 104 99 95 116 92

Outlet 106 108 109 105 107 104 101 96 115 91

7
Inlet 98 95 104 100 100 97 93 89 108 84

Outlet 101 97 103 98 101 98 93 88 108 84

8
Inlet 104 103 104 102 102 100 97 92 111 86

Outlet 105 103 104 101 102 101 98 91 111 87

9
Inlet 107 106 107 106 105 103 98 94 114 89

Outlet 109 108 109 106 105 104 99 94 115 90
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-352-9 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 99 101 105 112 114 108 100 93 117 96

Outlet 104 101 101 108 113 108 101 94 116 95

2
Inlet 105 108 104 109 105 103 101 96 114 90

Outlet 106 108 104 106 105 103 101 96 114 89

3
Inlet 106 110 107 110 108 106 103 97 116 93

Outlet 107 109 107 109 107 105 103 96 116 92

4
Inlet 98 101 97 101 100 98 94 90 108 84

Outlet 102 103 97 100 101 101 96 90 109 86

5
Inlet 103 105 101 105 102 100 98 92 111 87

Outlet 102 105 101 105 101 99 96 92 111 86

6
Inlet 105 107 104 107 106 104 100 97 114 90

Outlet 104 107 105 108 106 104 101 96 114 91

7
Inlet 99 102 98 102 101 99 95 93 109 85

Outlet 101 103 98 101 101 100 96 92 109 85

8
Inlet 103 106 100 106 103 100 97 93 112 87

Outlet 102 106 101 106 103 100 96 93 112 87

9
Inlet 104 108 105 106 106 105 100 96 114 90

Outlet 104 109 106 105 105 103 101 97 114 89
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-352-12

1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 5 10 15 25 3020

10

100
90
80
70
60
50
40
30
20

0
10°

15°

20°

25°

30°

35°

40°

10° 15° 20° 25° 30° 35° 40°

500

3000

2500

2000

1500

1000

0

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 101 102 106 110 113 107 103 104 117 95

Outlet 105 102 107 111 112 107 102 99 117 94

2
Inlet 111 107 100 113 107 105 104 98 117 93

Outlet 109 109 102 108 107 104 105 99 115 92

3
Inlet 108 107 108 113 108 106 105 99 117 94

Outlet 106 104 105 111 108 106 106 100 116 93

4
Inlet 101 104 100 108 105 101 99 97 112 89

Outlet 101 101 100 106 103 101 99 96 111 88

5
Inlet 100 105 107 111 107 104 101 96 115 92

Outlet 99 101 104 108 106 103 102 96 113 90

6
Inlet 102 106 108 111 108 105 102 98 116 92

Outlet 102 105 107 110 106 105 103 99 115 92

7
Inlet 97 99 103 107 103 100 98 95 111 88

Outlet 98 99 101 105 101 100 97 95 110 87

8
Inlet 101 102 104 109 105 102 102 96 113 90

Outlet 100 102 104 107 103 102 100 96 112 89

9
Inlet 102 104 106 112 107 106 103 99 116 93

Outlet 100 102 106 111 107 105 101 97 115 92
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
800mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

2880 r/min
800-400-9 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 5 10 15 20

100

80

60

40

20

0
10°

15°

20°

25°

30°

35°

40°

10° 15° 20° 25° 30° 35° 40°

500

2500

2000

1500

1000

0

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 105 110 115 120 120 112 105 98 124 102

Outlet 110 112 112 118 120 114 106 99 124 102

2
Inlet 107 111 107 112 108 106 104 98 117 93

Outlet 110 112 108 110 109 107 105 100 118 93

3
Inlet 107 110 107 111 109 107 105 99 117 94

Outlet 108 110 107 111 108 106 105 98 117 93

4
Inlet 99 105 101 107 105 102 97 92 112 89

Outlet 105 108 102 105 108 106 101 93 114 91

5
Inlet 105 108 104 108 105 103 101 94 114 90

Outlet 104 108 104 109 104 102 99 96 114 90

6
Inlet 106 109 106 110 107 106 102 100 116 92

Outlet 105 108 105 109 106 105 103 98 115 91

7
Inlet 102 108 104 107 106 103 99 97 114 90

Outlet 104 108 105 106 107 105 99 97 114 91

8
Inlet 103 108 102 108 106 102 98 96 114 90

Outlet 102 107 103 109 106 101 97 96 114 90

9
Inlet 104 108 104 106 106 106 101 98 114 91

Outlet 104 108 105 106 105 104 101 100 114 90
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 64 66 78 73 70 68 64 57 80 55

Outlet 63 66 77 72 69 67 63 57 79 54

2
Inlet 69 66 66 66 67 68 65 63 76 53

Outlet 67 66 66 66 66 67 65 63 75 52

3
Inlet 77 77 75 72 71 69 64 61 82 55

Outlet 75 76 74 72 70 68 64 61 81 55

4
Inlet 74 73 70 69 67 66 63 59 79 52

Outlet 73 73 70 69 66 65 62 59 78 52

5
Inlet 71 67 66 64 64 66 64 61 75 51

Outlet 69 67 65 65 63 65 64 61 75 50

6
Inlet 75 71 70 70 71 71 67 65 80 56

Outlet 74 70 68 70 71 70 67 65 79 56

7
Inlet 67 64 63 66 64 71 67 55 75 54

Outlet 65 64 62 66 63 69 66 54 74 52

8
Inlet 71 67 67 65 66 66 64 59 76 51

Outlet 70 67 66 65 64 65 63 60 75 50

9
Inlet 76 71 70 69 71 72 67 65 80 56

Outlet 74 70 69 69 70 70 67 65 79 55

Nominal Diameter
900mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-181-3 1111 2222 33333

44 55 66
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-181-6
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77 88888 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 80 78 74 72 72 67 59 84 58

Outlet 72 80 77 73 72 70 67 59 83 57

2
Inlet 72 72 74 76 74 74 70 64 82 59

Outlet 71 72 73 75 74 73 70 65 81 59

3
Inlet 74 74 75 77 75 75 71 67 83 60

Outlet 74 73 74 75 74 74 71 68 82 59

4
Inlet 64 65 68 70 73 75 69 59 79 58

Outlet 63 65 68 70 72 74 68 58 78 57

5
Inlet 72 71 68 68 71 72 69 62 79 56

Outlet 71 71 68 68 70 71 68 63 78 55

6
Inlet 76 75 72 76 72 73 70 65 82 58

Outlet 76 74 72 72 71 72 70 67 81 57

7
Inlet 66 66 66 67 68 72 68 58 77 55

Outlet 65 66 65 66 67 71 66 56 76 54

8
Inlet 74 73 70 68 71 74 70 60 80 57

Outlet 72 73 69 68 70 72 69 60 79 56

9
Inlet 78 77 73 75 71 73 69 64 83 58

Outlet 77 75 72 72 71 71 69 66 82 57
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-181-9 11 22 33

44 55 66

77777 888888 9999999

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 80 81 78 74 73 68 59 86 60

Outlet 73 80 81 78 74 72 67 60 86 60

2
Inlet 71 74 81 80 77 75 71 64 86 62

Outlet 72 74 80 79 77 74 70 65 85 61

3
Inlet 77 81 80 77 77 78 75 71 87 63

Outlet 76 78 74 73 73 73 71 69 83 59

4
Inlet 62 66 71 75 76 77 70 60 82 61

Outlet 62 67 70 76 75 75 69 59 81 60

5
Inlet 69 73 70 70 72 74 71 62 80 58

Outlet 71 73 70 70 71 72 69 62 80 57

6
Inlet 79 83 79 77 76 77 74 70 87 62

Outlet 77 79 75 73 72 72 70 68 84 58

7
Inlet 61 68 68 73 68 72 69 59 78 56

Outlet 62 68 68 74 68 70 67 57 78 55

8
Inlet 72 75 73 71 72 77 73 60 82 60

Outlet 72 75 72 71 72 75 70 60 81 58

9
Inlet 81 83 80 78 77 77 75 69 88 63

Outlet 79 79 75 74 73 72 70 67 84 58
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-182-3 111 222 333

444 555 666

77 888 999

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-182-6

111 222 333

4444 555 666
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet
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3
Inlet

Outlet

4
Inlet

Outlet
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Inlet

Outlet

6
Inlet
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Inlet

Outlet

8
Inlet
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9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-251-3 11 2222 3333

44 55 66

7777 888 999

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 67 67 76 75 71 68 64 56 80 56

Outlet 67 67 75 75 71 67 63 57 80 56

2
Inlet 71 68 66 66 66 69 65 60 76 53

Outlet 70 68 65 66 66 68 65 62 76 52

3
Inlet 78 80 76 73 72 70 66 60 84 57

Outlet 77 80 75 74 72 70 67 61 84 57

4
Inlet 66 63 64 64 66 70 66 54 75 53

Outlet 66 63 63 65 66 69 64 55 74 52

5
Inlet 71 66 65 66 65 68 64 59 76 52

Outlet 71 67 64 66 65 66 64 60 75 51

6
Inlet 76 69 69 69 70 71 67 62 80 55

Outlet 75 69 68 69 71 70 68 64 79 56

7
Inlet 68 63 65 64 68 75 67 53 78 57

Outlet 69 64 65 65 67 73 66 52 77 55

8
Inlet 73 67 66 66 66 67 64 57 77 52

Outlet 73 68 65 66 66 66 63 59 76 51

9
Inlet 77 70 69 69 70 71 67 62 80 55

Outlet 77 70 68 69 70 71 68 64 80 56
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-251-6

11 22 3333

44 55 66

77 888 99

Volume Flow m3/s
0 1 2 3 4 6 7 85

30

10

50

40

20

70

90

80

60

0

0.1
0.2
0.3
0.4
0.5
0.6

1
0.9

0.8

0.7

0 10°
15°

20°

25°

30°

35°

40°

10° 15° 20° 30° 35° 40°25°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 73 83 77 74 72 67 56 85 60

Outlet 71 73 82 76 74 71 66 57 84 59

2
Inlet 74 68 68 69 70 72 68 61 79 56

Outlet 73 68 67 69 70 71 68 62 78 55

3
Inlet 78 71 70 71 73 75 70 64 82 59

Outlet 78 72 69 70 73 74 71 66 82 58

4
Inlet 71 65 68 69 73 77 70 56 80 60

Outlet 71 65 67 69 73 75 68 56 79 58

5
Inlet 77 70 69 69 69 71 67 59 80 55

Outlet 76 70 68 68 69 70 67 60 79 55

6
Inlet 80 74 72 71 72 74 70 63 83 58

Outlet 81 73 70 71 72 74 70 65 83 58

7
Inlet 72 65 66 67 69 76 68 54 79 58

Outlet 71 65 65 68 68 74 67 54 78 56

8
Inlet 77 71 70 70 71 74 69 57 81 57

Outlet 76 71 69 69 71 72 68 58 80 56

9
Inlet 81 74 73 72 72 73 69 62 84 58

Outlet 83 74 71 71 72 72 70 65 85 57
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-251-9 111 2222 33

444 55 66

777 88888 999999

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 75 82 79 75 76 68 57 86 61

Outlet 74 75 80 78 75 75 67 58 85 60

2
Inlet 74 70 73 77 75 75 70 62 83 60

Outlet 74 71 71 76 75 74 70 63 82 59

3
Inlet 78 74 75 75 74 75 71 65 84 60

Outlet 81 75 73 75 75 74 72 67 85 60

4
Inlet 67 66 68 71 74 78 70 58 81 60

Outlet 69 67 67 71 74 77 69 58 81 60

5
Inlet 73 71 70 71 73 76 71 60 81 59

Outlet 77 71 69 72 72 74 69 61 81 58

6
Inlet 80 75 74 73 73 73 70 64 84 58

Outlet 80 75 72 73 73 73 70 66 83 58

7
Inlet 70 68 69 71 70 76 69 56 80 58

Outlet 70 68 67 71 69 74 68 55 79 57

8
Inlet 76 73 72 71 74 79 72 58 83 61

Outlet 81 75 71 71 73 77 71 59 84 60

9
Inlet 81 77 75 74 73 74 70 63 85 59

Outlet 81 76 73 73 73 73 70 65 84 58



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 335

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-251-12 111 222 33

444 555 66

77 88 999

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 69 66 75 83 85 78 73 67 88 67

Outlet 68 66 72 82 83 76 71 66 86 65

2
Inlet 71 63 70 74 78 75 70 64 82 61

Outlet 73 66 69 76 81 76 72 66 84 63

3
Inlet 75 69 73 69 71 70 69 63 80 56

Outlet 81 76 74 70 74 72 72 68 84 58

4
Inlet 64 57 68 68 73 76 76 72 81 61

Outlet 67 61 66 67 74 75 75 71 81 60

5
Inlet 77 72 76 71 72 71 70 67 82 57

Outlet 78 71 73 70 72 71 69 67 82 57

6
Inlet 79 75 77 72 73 71 69 64 83 57

Outlet 84 80 78 74 76 73 72 69 87 60

7
Inlet 67 60 69 67 70 69 74 74 79 58

Outlet 69 60 68 67 70 68 73 73 79 57

8
Inlet 82 77 79 74 75 74 75 74 86 61

Outlet 79 74 75 73 74 73 73 72 84 60

9
Inlet 83 80 81 77 77 75 72 67 88 61

Outlet 85 81 80 76 77 75 73 69 88 61
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-252-3 111 2222 333

4444 555 666

77 888 99

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-252-6

111 2222222 3333

444 5555555 66666

777 88888 99999

Volume Flow m3/s
0 1 2 3 4 6 9875
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-252-9 11111 22222 333333

44 55 66666

7777 88 99

Volume Flow m3/s
0 1 2 3 4 6 9875
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-352-3

1 22 33

4444 55 66

77 88 9999

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 69 70 72 70 67 63 53 79 54

Outlet 74 70 69 71 70 66 62 55 79 53

2
Inlet 77 71 70 72 69 65 62 56 80 53

Outlet 78 71 69 72 69 64 62 59 81 53

3
Inlet 82 75 72 74 70 67 66 62 84 55

Outlet 82 75 72 75 72 67 68 65 84 57

4
Inlet 74 68 69 73 72 69 63 50 79 55

Outlet 75 69 68 72 71 68 62 52 79 54

5
Inlet 77 70 71 73 70 65 61 54 80 54

Outlet 78 71 70 72 70 65 61 57 81 54

6
Inlet 81 74 73 75 71 67 65 60 84 56

Outlet 82 75 73 75 73 68 67 63 84 57

7
Inlet 74 67 68 71 71 68 61 47 78 54

Outlet 74 68 67 70 72 67 60 48 78 54

8
Inlet 77 73 71 72 72 69 66 59 81 56

Outlet 78 73 71 73 72 68 66 61 82 56

9
Inlet 82 74 73 74 71 67 65 59 84 55

Outlet 82 76 74 74 72 68 67 63 84 56
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-352-6 111 222 33

44 555 66

777 88 999

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 78 74 81 80 75 71 65 54 86 60

Outlet 80 75 80 78 75 70 64 56 85 59

2
Inlet 81 74 74 78 72 69 66 60 84 58

Outlet 83 75 74 76 72 69 66 62 85 57

3
Inlet 84 74 75 77 73 70 67 62 86 58

Outlet 84 77 75 78 74 71 69 66 86 59

4
Inlet 78 71 73 76 73 72 66 53 82 58

Outlet 80 72 72 74 73 71 65 55 83 57

5
Inlet 81 73 73 78 72 70 65 56 84 58

Outlet 82 74 73 75 72 69 65 59 84 56

6
Inlet 84 75 74 76 72 69 65 60 86 57

Outlet 84 78 75 77 73 70 67 64 86 58

7
Inlet 77 71 72 75 73 72 63 49 82 57

Outlet 78 72 71 73 72 71 61 48 81 56

8
Inlet 81 74 73 76 73 71 65 55 84 57

Outlet 82 74 73 73 72 71 65 55 84 56

9
Inlet 83 75 74 77 73 69 66 60 85 58

Outlet 85 78 76 78 74 71 68 63 87 59
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-352-9 11 22 3333

444 555555 66666

777 8888 99

Volume Flow m3/s
0

0
1 2 3 4 65 8 97

60

100

120

140

160

180

80

40

20

0.4

0.8

1.2

1.6
1.8

2

0.2

0.6

1

1.4

0
10°

15°

20°

30°

25°

35°

40°

10° 15° 20° 30° 40°35°25°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 76 74 78 78 75 73 67 56 84 60

Outlet 77 75 77 77 75 72 66 57 84 59

2
Inlet 80 77 79 78 74 73 68 60 85 60

Outlet 81 78 77 78 74 72 68 63 85 59

3
Inlet 81 78 77 77 73 70 67 60 85 58

Outlet 83 81 78 78 74 71 69 63 87 59

4
Inlet 76 75 76 78 75 74 67 56 84 60

Outlet 77 76 75 76 74 73 66 56 83 59

5
Inlet 79 76 77 77 74 72 66 56 84 59

Outlet 80 77 75 77 74 72 66 58 84 59

6
Inlet 83 79 79 75 73 71 67 61 86 58

Outlet 85 82 80 77 75 72 69 64 88 60

7
Inlet 78 76 76 77 75 74 65 53 84 59

Outlet 77 78 75 76 75 73 63 52 84 59

8
Inlet 80 76 77 77 75 73 66 55 85 59

Outlet 80 77 76 77 74 73 65 56 85 59

9
Inlet 83 79 80 76 74 71 66 59 87 59

Outlet 84 82 80 78 76 72 68 63 88 60
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-352-12

11 222 3333

44 55 66

777 88 99

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 74 75 80 80 76 73 67 56 85 61

Outlet 76 77 79 78 76 73 67 56 85 60

2
Inlet 76 77 77 78 73 72 67 59 84 59

Outlet 77 79 77 77 73 71 67 61 84 58

3
Inlet 79 79 80 77 72 70 67 59 85 58

Outlet 81 82 80 78 73 71 69 63 87 59

4
Inlet 74 75 79 79 76 75 69 57 85 61

Outlet 76 76 78 77 75 74 68 57 84 60

5
Inlet 77 78 77 78 75 74 68 58 85 60

Outlet 79 80 76 78 74 73 67 59 85 59

6
Inlet 81 79 80 75 72 71 67 60 86 58

Outlet 83 82 81 77 74 72 69 63 88 60

7
Inlet 73 75 77 78 75 75 67 55 84 60

Outlet 74 76 75 76 75 74 66 54 83 59

8
Inlet 78 78 77 78 75 74 67 57 85 60

Outlet 79 79 76 77 75 74 66 57 85 60

9
Inlet 83 81 82 79 78 74 71 65 88 62

Outlet 83 83 82 80 78 74 71 67 89 62
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
900-400-9 111 22222 333333

44 55 66666

777 88 99

Volume Flow m3/s
0

0
2 3 5 74 6 81

120

140

160

180

80

100

20

40

60

0.5

1

1.5

2

3

2.5

0
10°

15°

20°

30°

25°

35°

40°

10° 15° 20° 30° 40°35°25°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 86 84 85 83 76 73 66 58 91 63

Outlet 86 87 86 82 76 72 65 60 92 63

2
Inlet 82 80 80 82 76 73 68 64 88 62

Outlet 83 82 79 81 76 75 70 67 88 62

3
Inlet 85 81 80 81 75 74 70 64 89 61

Outlet 84 84 80 81 76 74 72 67 89 62

4
Inlet 78 81 77 83 76 72 64 55 87 62

Outlet 77 81 78 82 76 73 64 56 87 61

5
Inlet 81 80 76 84 76 74 66 61 88 63

Outlet 81 83 77 82 76 74 67 63 88 62

6
Inlet 85 81 78 79 75 73 69 62 88 60

Outlet 84 83 79 79 75 73 69 64 88 60

7
Inlet 77 80 77 81 75 71 61 53 86 60

Outlet 79 82 78 81 74 71 62 54 87 60

8
Inlet 81 79 76 84 77 73 64 57 88 63

Outlet 80 82 77 84 76 72 65 59 88 62

9
Inlet 85 79 78 78 76 75 71 65 88 61

Outlet 86 81 78 80 78 76 72 66 89 62
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-181-3 1111 2222222 3333333

44444 55555 66

77 88 99999

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 70 84 82 77 74 71 67 87 63

Outlet 72 70 83 81 77 73 70 66 86 62

2
Inlet 78 73 72 72 72 74 72 70 83 59

Outlet 77 72 72 72 72 73 72 70 82 58

3
Inlet 83 82 82 88 78 77 73 70 91 66

Outlet 82 82 81 92 78 75 72 69 93 69

4
Inlet 76 70 71 71 73 74 73 67 82 59

Outlet 76 70 70 71 72 73 72 66 81 58

5
Inlet 78 74 73 72 71 72 71 69 82 58

Outlet 77 73 73 72 70 70 71 69 82 57

6
Inlet 84 79 78 89 78 78 75 73 91 67

Outlet 83 78 76 94 78 76 75 72 95 71

7
Inlet 79 71 71 69 70 73 76 67 83 59

Outlet 78 71 71 69 69 71 74 65 82 58

8
Inlet 80 74 74 72 72 71 71 68 83 58

Outlet 79 74 75 73 70 70 70 68 83 57

9
Inlet 83 79 78 87 77 78 76 73 90 66

Outlet 82 78 76 93 77 77 76 73 94 70
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-181-6

111111 22222 33333

44 55 66

77 88 99

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 85 87 82 80 78 75 69 91 65

Outlet 77 85 85 82 79 77 74 69 90 64

2
Inlet 79 76 80 84 82 81 77 73 89 67

Outlet 78 76 79 83 82 80 77 74 89 66

3
Inlet 83 78 80 82 81 81 78 74 89 66

Outlet 83 78 79 81 81 80 79 76 89 66

4
Inlet 75 70 75 77 80 80 81 69 87 66

Outlet 74 70 75 77 80 79 79 69 86 65

5
Inlet 80 77 76 75 77 78 76 72 86 63

Outlet 79 76 76 75 76 76 75 72 85 62

6
Inlet 84 81 80 79 79 80 77 73 89 65

Outlet 83 80 78 77 78 78 77 75 88 64

7
Inlet 79 72 75 73 75 77 82 68 86 64

Outlet 78 72 74 73 75 75 80 67 85 63

8
Inlet 82 80 78 75 76 77 78 71 87 63

Outlet 81 79 77 75 75 76 76 70 86 62

9
Inlet 85 82 81 79 78 79 76 72 89 64

Outlet 85 81 79 78 78 77 76 74 89 63
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-181-9 11 22 33

444 5555 6666

77 88 99

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 82 89 84 82 79 77 70 92 67

Outlet 73 82 87 84 81 78 76 69 91 66

2
Inlet 77 77 85 87 85 82 78 73 92 69

Outlet 79 77 84 86 84 82 78 74 91 68

3
Inlet 85 86 84 85 85 85 82 78 93 70

Outlet 83 81 79 81 80 80 79 76 89 66

4
Inlet 69 71 76 79 83 83 84 71 89 69

Outlet 69 71 74 80 83 82 82 70 88 68

5
Inlet 75 79 78 76 77 77 77 72 86 63

Outlet 78 78 76 76 76 76 76 72 85 62

6
Inlet 88 89 86 85 83 83 81 77 94 69

Outlet 84 83 81 80 79 78 77 75 90 65

7
Inlet 68 73 77 74 76 76 83 69 86 65

Outlet 67 72 75 74 75 75 81 68 84 63

8
Inlet 79 80 80 77 77 79 81 72 88 65

Outlet 80 79 78 76 77 78 79 71 87 64

9
Inlet 89 89 87 85 84 83 81 77 95 69

Outlet 85 84 81 80 79 78 77 74 90 64
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-182-3

11 22 33

44 55 66

777 888 9999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet



Tel +603 7846 0340       Email info@eltafans.asia       Website eltafans.asia348

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-182-6 11 222 33

444 555 666

777 88 99

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-251-3 1111 2222222 333333333

444444 5555555 6666

777 88 99

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 73 71 82 84 79 76 71 64 88 64

Outlet 74 71 79 84 79 75 70 65 87 64

2
Inlet 80 75 74 72 72 75 72 67 84 59

Outlet 79 75 72 72 71 74 72 69 83 59

3
Inlet 84 80 79 78 77 77 74 69 88 62

Outlet 82 80 78 78 77 77 74 70 87 62

4
Inlet 78 70 70 71 70 72 72 64 81 57

Outlet 76 70 69 71 70 71 71 64 80 57

5
Inlet 82 74 73 72 71 73 71 66 84 58

Outlet 81 74 72 72 70 72 71 67 84 57

6
Inlet 86 77 76 75 76 78 75 70 88 62

Outlet 84 77 75 75 76 77 76 72 87 62

7
Inlet 81 71 71 72 71 76 79 64 85 62

Outlet 79 72 70 72 71 75 77 64 83 61

8
Inlet 82 76 74 73 72 73 70 65 85 58

Outlet 80 76 73 73 71 71 70 66 83 57

9
Inlet 85 78 76 75 76 78 75 70 88 62

Outlet 84 79 75 75 76 77 76 72 87 62
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-251-6

11 22 33

44444 555555 66666

77 88 99

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 74 76 89 85 82 79 75 66 92 67

Outlet 74 76 89 84 82 78 74 67 91 66

2
Inlet 77 78 76 76 76 78 76 69 85 63

Outlet 78 78 74 76 76 77 75 71 85 62

3
Inlet 82 80 78 77 79 81 79 71 88 65

Outlet 83 81 77 77 79 80 79 74 89 65

4
Inlet 70 75 74 74 77 80 81 67 86 65

Outlet 71 75 73 74 77 79 79 67 85 64

5
Inlet 79 79 77 75 75 76 74 67 85 61

Outlet 79 79 75 75 74 75 74 68 85 60

6
Inlet 85 82 80 78 78 80 78 71 89 65

Outlet 88 82 78 77 78 79 78 73 91 64

7
Inlet 74 75 74 73 74 79 82 66 86 65

Outlet 75 76 73 74 74 78 80 65 85 63

8
Inlet 82 81 78 76 76 77 76 67 87 62

Outlet 82 81 77 76 75 76 75 68 87 61

9
Inlet 87 84 81 79 78 79 76 70 91 64

Outlet 89 83 79 78 78 78 77 72 91 64



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 351

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-251-9 11 22 33

444 555 66666

77 88 99

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 76 87 87 84 81 77 67 92 68

Outlet 79 77 88 86 84 80 76 67 92 68

2
Inlet 80 75 78 83 82 82 78 71 89 67

Outlet 83 76 78 83 82 81 78 72 89 67

3
Inlet 85 79 80 81 81 81 79 73 90 66

Outlet 86 80 79 80 81 81 79 75 90 66

4
Inlet 77 70 74 76 79 83 83 69 88 67

Outlet 80 72 73 76 78 82 82 68 87 66

5
Inlet 83 77 78 77 77 79 78 69 88 64

Outlet 83 78 77 77 77 77 76 70 87 63

6
Inlet 87 82 81 80 79 79 77 71 90 65

Outlet 88 82 80 79 79 79 77 73 91 64

7
Inlet 80 72 75 76 76 81 83 66 87 66

Outlet 82 74 75 77 76 79 81 65 87 65

8
Inlet 84 78 79 78 78 82 82 69 89 67

Outlet 84 79 78 77 77 80 80 69 88 65

9
Inlet 90 84 82 80 79 79 76 71 92 65

Outlet 89 84 81 80 79 78 76 73 92 64
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-251-12 11 222 333

444 55 66

777 888 999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 80 89 91 85 83 79 68 94 71

Outlet 77 79 86 89 84 81 77 68 92 69

2
Inlet 80 75 82 85 84 83 78 70 91 68

Outlet 81 76 80 86 84 82 79 72 91 68

3
Inlet 84 77 79 79 80 80 77 72 89 65

Outlet 88 81 80 80 81 81 79 75 91 66

4
Inlet 71 68 75 78 81 85 85 70 89 69

Outlet 75 69 75 78 81 84 83 69 89 68

5
Inlet 82 76 79 78 78 80 79 69 88 65

Outlet 83 77 79 78 78 79 78 69 88 64

6
Inlet 86 81 81 79 79 79 76 70 90 64

Outlet 89 84 81 80 80 79 77 73 92 65

7
Inlet 75 72 77 78 78 82 84 68 88 67

Outlet 74 71 76 77 77 80 82 66 86 66

8
Inlet 87 81 82 80 80 85 85 71 92 69

Outlet 86 78 80 79 79 82 83 69 90 67

9
Inlet 86 81 81 78 77 78 75 68 89 63

Outlet 93 85 83 81 80 80 77 73 95 66
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-252-3 11 22 333

444 555 66

777 888 999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans

Outlet
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Inlet

Outlet

3
Inlet

Outlet
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Inlet

Outlet
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Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-252-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet
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Inlet
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Inlet

Outlet
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Inlet
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Inlet
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8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-252-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet
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Inlet
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9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-352-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 83 79 77 79 76 74 70 62 87 61

Outlet 86 79 76 78 76 73 69 64 88 60

2
Inlet 85 80 76 78 74 71 68 62 88 59

Outlet 87 80 76 77 74 71 68 65 89 59

3
Inlet 89 83 78 80 75 72 70 67 91 61

Outlet 90 83 80 80 77 74 72 71 92 62

4
Inlet 85 79 76 78 76 75 71 61 88 61

Outlet 85 79 75 77 76 74 70 62 87 60

5
Inlet 86 79 76 78 75 72 68 61 88 59

Outlet 86 80 75 77 75 71 68 63 88 59

6
Inlet 89 82 78 80 76 73 70 66 91 61

Outlet 89 83 79 80 78 74 72 69 91 62

7
Inlet 88 78 76 77 77 75 71 61 89 61

Outlet 86 79 75 76 77 74 70 62 88 60

8
Inlet 86 80 78 78 77 75 72 67 89 61

Outlet 86 80 77 78 77 74 72 68 89 61

9
Inlet 91 82 79 79 77 73 70 66 92 61

Outlet 90 83 80 79 77 73 72 69 92 62
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-352-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 82 86 88 83 78 72 64 92 68

Outlet 82 84 86 86 82 78 72 65 92 67

2
Inlet 84 84 81 83 78 75 72 65 90 63

Outlet 85 86 80 81 77 75 72 68 90 63

3
Inlet 86 85 81 82 78 75 72 67 90 63

Outlet 87 86 82 82 79 76 74 70 91 64

4
Inlet 81 83 80 82 79 79 74 65 89 64

Outlet 81 83 79 80 79 78 73 66 88 63

5
Inlet 83 84 79 82 78 76 71 64 89 63

Outlet 83 85 79 80 77 75 71 65 89 62

6
Inlet 87 87 83 84 79 76 73 67 92 65

Outlet 87 88 82 83 79 76 74 69 92 64

7
Inlet 77 81 79 80 78 78 73 63 87 63

Outlet 78 82 79 79 78 77 71 62 87 62

8
Inlet 84 84 80 81 78 77 72 64 89 63

Outlet 83 84 79 79 77 76 71 64 89 62

9
Inlet 87 86 81 83 79 75 72 66 91 64

Outlet 88 88 82 84 80 77 74 70 93 65
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-352-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 84 82 84 87 84 82 76 67 92 68

Outlet 85 83 84 86 84 81 75 67 92 68

2
Inlet 86 83 83 86 80 78 74 66 91 66

Outlet 87 84 83 85 80 78 74 67 92 66

3
Inlet 86 85 85 85 81 77 74 68 92 66

Outlet 87 87 86 85 83 79 76 71 93 67

4
Inlet 84 81 82 84 82 81 76 67 90 67

Outlet 86 81 82 83 81 81 75 67 91 66

5
Inlet 88 83 84 86 81 79 75 66 92 67

Outlet 88 84 84 84 81 79 74 67 92 66

6
Inlet 90 84 85 84 80 77 73 67 93 65

Outlet 90 87 86 85 81 78 75 70 94 66

7
Inlet 84 81 83 83 81 81 75 65 90 66

Outlet 84 81 83 82 81 80 74 64 90 65

8
Inlet 90 84 85 85 82 81 76 67 93 67

Outlet 89 84 85 85 82 80 75 66 93 67

9
Inlet 90 86 87 85 81 78 74 66 94 66

Outlet 91 88 87 86 82 80 75 70 95 67
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-352-12
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 80 85 88 85 81 75 67 92 69

Outlet 81 81 84 87 84 81 75 67 92 68

2
Inlet 83 80 85 85 80 78 74 67 91 66

Outlet 85 81 85 85 80 78 74 68 91 66

3
Inlet 83 82 87 86 81 77 74 68 92 66

Outlet 86 84 88 86 82 79 76 72 93 67

4
Inlet 80 78 83 85 82 81 77 68 90 67

Outlet 81 79 83 84 82 81 76 67 90 67

5
Inlet 85 80 86 85 81 80 75 68 91 67

Outlet 86 82 85 84 81 80 75 68 91 66

6
Inlet 87 82 85 84 79 77 73 67 91 65

Outlet 90 85 87 85 81 79 75 70 94 67

7
Inlet 78 77 83 84 82 82 76 68 90 67

Outlet 81 78 83 82 81 81 75 67 89 66

8
Inlet 85 81 85 85 81 81 76 67 91 67

Outlet 86 83 85 83 81 80 75 67 91 66

9
Inlet 88 86 85 85 84 82 78 74 93 68

Outlet 90 86 89 87 85 83 80 76 95 70
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
900-400-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 90 93 92 90 85 80 74 65 98 70

Outlet 91 94 93 90 85 80 74 65 99 71

2
Inlet 89 87 86 91 82 80 75 68 95 70

Outlet 90 89 87 89 82 81 77 71 95 69

3
Inlet 89 89 82 85 81 79 76 69 94 66

Outlet 90 90 85 85 83 80 77 72 95 67

4
Inlet 83 86 83 88 84 80 73 61 93 68

Outlet 83 87 84 87 84 80 73 60 93 68

5
Inlet 87 88 83 89 82 80 73 66 94 68

Outlet 87 89 84 87 82 80 74 69 94 67

6
Inlet 92 89 84 86 81 79 75 69 95 67

Outlet 90 90 85 86 82 79 77 71 95 67

7
Inlet 83 87 84 87 84 80 74 63 93 68

Outlet 83 89 87 88 85 81 74 66 94 69

8
Inlet 88 89 84 91 83 82 74 68 95 70

Outlet 86 90 85 91 83 81 75 72 95 70

9
Inlet 91 88 85 85 83 81 78 72 95 68

Outlet 93 88 85 86 84 82 79 75 96 69
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
181

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-181-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 75 83 93 90 85 81 91 97 75

Outlet 79 75 82 93 90 84 80 83 96 74

2
Inlet 86 80 83 83 85 83 83 89 94 71

Outlet 84 79 81 82 84 82 83 83 92 69

3
Inlet 92 88 93 90 89 87 85 83 98 74

Outlet 90 87 91 90 89 86 84 81 97 73

4
Inlet 83 76 79 79 81 81 80 90 92 70

Outlet 81 76 76 79 80 80 79 83 89 67

5
Inlet 87 81 82 81 82 79 80 91 94 71

Outlet 85 80 80 80 81 77 80 84 91 67

6
Inlet 93 88 88 86 87 87 87 88 98 74

Outlet 91 86 84 85 86 86 86 84 96 72

7
Inlet 86 79 81 78 80 79 81 90 93 70

Outlet 84 78 78 78 79 78 80 85 90 67

8
Inlet 89 84 84 83 83 79 79 90 95 71

Outlet 88 83 81 82 82 78 79 83 92 67

9
Inlet 93 88 88 86 87 87 87 88 98 74

Outlet 91 87 84 85 86 86 87 85 96 72
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
181

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-181-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 84 82 94 96 92 88 85 81 100 77

Outlet 82 82 92 95 92 87 84 81 99 76

2
Inlet 88 83 88 91 95 91 88 84 99 78

Outlet 87 82 85 91 95 90 88 85 99 77

3
Inlet 92 87 90 90 92 90 89 85 99 76

Outlet 92 87 87 88 92 89 89 87 98 76

4
Inlet 83 76 81 87 90 90 87 86 96 75

Outlet 82 75 79 87 90 89 86 85 95 74

5
Inlet 89 84 86 85 88 86 85 82 95 72

Outlet 88 83 83 86 87 85 85 83 94 72

6
Inlet 94 90 90 88 90 88 87 84 99 74

Outlet 92 89 87 87 89 87 88 85 98 74

7
Inlet 86 78 82 83 85 85 88 93 96 75

Outlet 84 78 80 83 84 83 86 91 94 73

8
Inlet 91 85 87 86 86 85 84 83 96 71

Outlet 90 85 84 86 86 83 83 82 95 71

9
Inlet 95 91 92 89 90 86 86 83 99 74

Outlet 94 90 88 87 89 86 86 84 98 73
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
181

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-181-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 84 94 96 94 90 86 83 100 78

Outlet 80 84 93 96 94 89 85 82 100 77

2
Inlet 86 80 92 98 98 94 89 84 103 81

Outlet 88 82 88 96 98 93 89 85 102 80

3
Inlet 93 88 92 90 92 90 89 85 99 76

Outlet 93 87 91 88 91 89 89 87 99 76

4
Inlet 79 72 81 88 93 93 90 90 98 78

Outlet 80 72 80 87 93 92 89 88 98 77

5
Inlet 87 82 90 87 86 85 84 83 95 72

Outlet 88 82 85 86 86 84 83 82 94 71

6
Inlet 95 91 93 91 91 88 87 84 100 75

Outlet 93 89 91 89 90 87 87 85 99 74

7
Inlet 79 75 84 85 87 85 90 97 99 77

Outlet 80 75 82 85 86 84 88 95 97 76

8
Inlet 89 84 90 88 86 85 86 88 96 73

Outlet 90 85 86 87 86 85 84 86 96 72

9
Inlet 96 92 95 92 92 88 86 84 101 76

Outlet 95 91 91 90 91 86 86 85 100 75
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-182-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-182-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-251-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 82 78 84 94 94 87 81 75 98 76

Outlet 82 77 84 94 94 86 81 76 98 76

2
Inlet 88 82 84 82 83 82 83 77 93 69

Outlet 86 82 82 81 82 80 83 78 91 68

3
Inlet 93 87 90 87 88 87 85 80 97 73

Outlet 92 87 88 87 88 86 85 81 97 72

4
Inlet 84 78 82 80 80 78 78 75 89 65

Outlet 82 77 81 79 80 77 77 75 88 64

5
Inlet 89 82 83 81 82 80 81 76 92 67

Outlet 86 82 80 80 82 79 81 77 91 67

6
Inlet 92 87 87 85 86 87 86 80 96 72

Outlet 92 87 85 84 86 85 86 82 96 72

7
Inlet 86 79 81 79 80 79 82 81 91 67

Outlet 86 79 81 79 80 78 81 80 90 66

8
Inlet 91 85 84 82 83 80 80 75 94 67

Outlet 89 85 81 81 82 79 79 76 92 66

9
Inlet 93 89 88 85 87 86 86 80 97 72

Outlet 92 89 85 84 87 85 86 82 96 72
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-251-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 81 81 89 99 95 90 85 79 101 79

Outlet 80 81 86 97 95 89 84 79 100 78

2
Inlet 86 87 86 85 88 86 85 80 95 72

Outlet 88 86 83 86 87 84 85 81 95 71

3
Inlet 91 89 88 86 88 89 89 82 97 74

Outlet 94 89 87 87 88 88 89 85 98 74

4
Inlet 79 82 82 83 86 87 86 83 93 72

Outlet 80 81 79 82 86 86 85 82 92 71

5
Inlet 89 89 87 85 85 83 82 78 95 70

Outlet 90 88 84 85 85 82 82 79 95 69

6
Inlet 94 92 90 87 88 88 88 81 99 74

Outlet 94 91 88 88 88 87 88 84 98 74

7
Inlet 82 84 83 82 84 83 87 87 93 72

Outlet 84 83 81 82 84 82 86 85 93 71

8
Inlet 91 90 88 86 85 84 82 79 96 70

Outlet 90 89 86 85 85 83 82 79 95 70

9
Inlet 97 95 91 89 89 87 86 81 101 74

Outlet 94 92 89 88 89 86 87 83 99 74
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-251-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 87 83 91 98 97 91 86 81 102 80

Outlet 86 83 89 97 97 90 85 81 101 79

2
Inlet 89 83 88 91 95 92 88 82 99 78

Outlet 90 85 85 91 95 92 89 83 99 78

3
Inlet 94 89 91 89 92 90 88 83 99 76

Outlet 95 90 89 88 92 90 89 86 100 76

4
Inlet 84 77 82 85 88 91 90 86 96 75

Outlet 84 77 80 84 88 90 89 85 95 75

5
Inlet 91 86 89 86 86 86 84 81 96 72

Outlet 92 86 86 86 86 85 83 81 96 71

6
Inlet 96 92 92 89 90 88 86 81 100 74

Outlet 97 92 90 88 90 88 87 84 100 74

7
Inlet 86 79 84 83 86 85 90 90 96 74

Outlet 86 81 83 83 85 84 88 89 95 73

8
Inlet 93 89 90 87 87 86 86 85 98 73

Outlet 92 88 87 86 86 85 85 84 96 72

9
Inlet 98 95 94 90 91 88 86 81 102 75

Outlet 98 93 92 89 90 88 86 83 101 74



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 369

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-251-12

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 89 90 99 97 92 94 84 73 103 79

Outlet 88 89 95 95 91 93 83 73 101 77

2
Inlet 91 89 95 95 95 93 89 80 102 79

Outlet 93 89 94 97 95 93 89 81 102 79

3
Inlet 93 91 89 90 90 90 87 81 99 75

Outlet 98 93 89 91 91 91 89 84 101 76

4
Inlet 84 84 85 88 92 96 88 76 99 78

Outlet 85 83 83 87 90 94 87 75 97 77

5
Inlet 91 89 87 87 90 94 88 75 99 77

Outlet 91 88 86 86 89 91 86 75 97 74

6
Inlet 91 89 86 86 85 86 82 75 96 71

Outlet 100 93 88 88 88 88 85 80 102 73

7
Inlet 84 87 88 89 88 94 87 74 98 76

Outlet 85 86 86 89 87 91 85 73 96 74

8
Inlet 91 89 88 88 90 96 89 74 100 78

Outlet 91 88 86 86 88 93 86 73 98 75

9
Inlet 94 90 87 86 87 87 83 74 98 72

Outlet 101 93 88 87 88 88 85 78 102 73
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-252-3

Volume Flow m3/s

100

200

300

150

250

50

1

4

5

6

2

3

0

0
10° 15° 20° 25° 30° 35°

10°

20°

15°

30°

35°

25°

4 12 1482 106

111 22 33

4444 55555 66666

777 888888 999999

0

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-252-6

Volume Flow m3/s

100

200

300

150

250

400

500

350

450

50
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10°

20°

15°

30°

40°

35°

25°
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11 222 33

44 55555 66666

7777 88 99

0

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-252-9

Volume Flow m3/s

100

200

300

400

500
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0

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-352-3

Volume Flow m3/s

50
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 92 87 87 88 86 83 80 74 96 70

Outlet 93 87 86 87 85 82 79 75 96 69

2
Inlet 97 89 86 87 85 81 78 75 99 69

Outlet 96 89 86 85 84 81 78 76 98 68

3
Inlet 99 92 88 88 86 83 79 78 101 70

Outlet 97 93 90 88 88 85 82 82 100 72

4
Inlet 93 87 85 86 84 82 81 76 96 69

Outlet 95 87 84 84 83 81 80 75 97 68

5
Inlet 97 90 87 88 86 82 80 75 99 70

Outlet 97 90 87 86 85 82 79 75 99 69

6
Inlet 100 92 89 90 88 85 82 79 102 72

Outlet 98 94 91 89 89 86 83 81 101 73

7
Inlet 93 87 85 87 85 84 81 75 96 70

Outlet 97 87 85 85 84 83 80 75 98 69

8
Inlet 96 91 89 90 88 86 83 81 99 73

Outlet 97 91 89 89 87 86 83 81 100 72

9
Inlet 99 93 89 90 89 85 82 79 101 73

Outlet 100 93 90 89 89 86 83 82 102 73
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-352-6

Volume Flow m3/s

100
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 84 89 87 92 92 89 84 77 98 75

Outlet 85 90 86 91 92 89 84 77 98 75

2
Inlet 91 93 89 89 88 85 82 77 98 72

Outlet 91 94 88 89 87 84 81 78 98 71

3
Inlet 93 93 90 90 88 85 81 78 99 72

Outlet 94 95 90 90 89 86 83 81 100 73

4
Inlet 85 89 86 88 86 85 83 78 95 71

Outlet 85 89 85 86 86 85 82 77 94 71

5
Inlet 89 92 87 87 86 83 80 75 96 70

Outlet 89 92 86 86 86 83 79 75 96 70

6
Inlet 93 94 91 91 89 85 81 78 99 73

Outlet 94 96 91 90 90 87 83 80 100 74

7
Inlet 84 88 87 88 87 86 85 80 95 72

Outlet 85 89 87 86 87 85 84 76 95 71

8
Inlet 91 93 88 89 87 85 82 78 98 72

Outlet 91 93 88 87 87 85 82 76 97 71

9
Inlet 94 94 91 90 89 85 81 77 99 73

Outlet 96 97 91 89 90 87 83 79 101 74
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-352-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 92 88 90 94 93 91 87 79 100 77

Outlet 92 89 89 92 93 91 86 79 99 77

2
Inlet 94 90 91 90 89 86 83 77 99 73

Outlet 94 91 91 89 89 86 83 78 99 73

3
Inlet 97 93 94 92 90 87 83 78 101 74

Outlet 97 94 93 92 91 88 85 81 101 75

4
Inlet 92 86 88 90 89 88 87 80 98 74

Outlet 92 87 88 88 88 88 86 79 97 73

5
Inlet 94 89 91 90 88 86 82 76 98 73

Outlet 95 90 91 88 88 86 82 76 99 72

6
Inlet 96 93 93 91 89 86 82 77 100 73

Outlet 99 95 93 91 90 88 84 80 102 74

7
Inlet 91 85 90 89 89 88 88 80 97 74

Outlet 93 86 89 88 87 88 86 79 97 73

8
Inlet 95 90 91 91 88 87 84 78 99 73

Outlet 96 91 92 89 88 87 83 77 100 73

9
Inlet 99 94 95 91 89 87 82 77 102 74

Outlet 100 96 94 91 90 88 84 80 103 75
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-352-12

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 88 85 92 96 95 93 87 80 101 79

Outlet 90 86 91 95 95 93 87 79 101 79

2
Inlet 92 86 94 91 90 88 84 79 99 74

Outlet 94 88 92 90 89 88 84 79 99 74

3
Inlet 94 89 93 90 89 86 82 77 99 73

Outlet 97 91 94 90 89 88 84 81 101 74

4
Inlet 87 82 90 92 92 91 88 81 98 76

Outlet 88 84 90 92 91 91 88 81 98 76

5
Inlet 92 87 93 90 89 87 83 78 98 73

Outlet 95 89 92 89 88 88 83 78 99 73

6
Inlet 95 91 93 90 89 86 82 77 99 73

Outlet 98 93 95 91 90 89 84 80 102 75

7
Inlet 87 80 90 88 89 88 87 81 96 74

Outlet 89 82 89 86 88 88 86 80 96 73

8
Inlet 93 88 93 90 89 87 85 79 99 74

Outlet 94 90 92 89 88 88 84 78 99 73

9
Inlet 96 92 94 93 92 90 86 83 101 76

Outlet 98 93 97 94 93 92 87 85 103 78
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
900mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
900-400-9

Volume Flow m3/s

100

200

300

400

500

700

600

5

10

15

20

25

0

0
10° 15° 20° 25° 30° 35° 40°

10°

20°

15°

30°

35°

40°

25°

2 4 86 10 12 1614

111 22222 33333

44 55 66

7777 88 99

0

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 91 96 99 100 96 89 84 77 105 80

Outlet 92 98 100 101 97 91 85 78 106 81

2
Inlet 95 94 95 94 94 89 85 78 102 77

Outlet 97 95 96 93 94 90 86 81 103 77

3
Inlet 96 95 94 93 91 87 85 80 101 75

Outlet 97 94 94 94 90 88 86 82 102 76

4
Inlet 87 86 92 91 92 88 85 77 98 75

Outlet 89 87 93 90 93 89 85 78 99 76

5
Inlet 93 90 94 91 92 87 83 75 100 75

Outlet 94 90 94 90 91 88 83 77 100 75

6
Inlet 95 94 94 92 89 87 83 79 101 74

Outlet 98 94 95 91 90 88 85 81 102 75

7
Inlet 88 86 94 90 92 88 85 78 99 75

Outlet 89 87 94 91 92 89 85 78 99 75

8
Inlet 93 90 94 91 92 88 83 76 100 75

Outlet 94 89 94 90 92 88 83 76 100 75

9
Inlet 97 95 93 93 91 89 86 82 102 76

Outlet 99 96 93 92 91 90 87 84 103 76
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-182-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-182-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-251-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 68 64 71 81 81 75 69 64 85 63

Outlet 66 62 69 79 79 73 67 62 83 61

2
Inlet 76 70 72 71 73 72 70 65 81 58

Outlet 74 69 70 69 72 70 67 63 79 56

3
Inlet 82 77 78 76 77 76 74 69 86 62

Outlet 79 75 77 75 76 74 72 68 84 60

4
Inlet 75 69 71 73 75 75 72 70 82 60

Outlet 73 67 69 71 74 72 69 67 80 58

5
Inlet 77 72 71 70 73 71 68 63 81 57

Outlet 77 72 70 69 72 70 67 63 81 56

6
Inlet 84 78 79 76 77 77 75 70 88 62

Outlet 80 74 75 73 75 73 72 68 84 59

7
Inlet 82 73 74 74 75 76 76 76 86 62

Outlet 78 71 71 71 73 72 72 73 82 59

8
Inlet 77 72 71 70 73 71 68 63 81 57

Outlet 77 72 70 69 72 70 67 63 81 56

9
Inlet 84 78 79 76 77 77 75 70 88 62

Outlet 80 74 75 73 75 73 72 68 84 59
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-251-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 70 72 87 90 85 80 76 70 93 70

Outlet 68 70 81 86 83 77 73 67 89 67

2
Inlet 73 73 75 83 83 79 74 68 88 66

Outlet 74 72 74 82 84 78 74 68 88 66

3
Inlet 76 76 74 74 75 75 74 68 84 60

Outlet 82 76 74 74 76 75 74 70 86 61

4
Inlet 66 70 71 80 83 80 75 71 87 66

Outlet 66 68 68 79 81 78 73 68 85 64

5
Inlet 78 78 77 77 78 77 74 70 86 62

Outlet 77 76 74 74 77 75 72 68 84 61

6
Inlet 83 82 80 79 80 79 76 71 89 64

Outlet 81 79 78 76 79 77 75 71 87 63

7
Inlet 72 75 74 75 79 79 79 79 86 65

Outlet 72 74 71 72 77 76 76 77 84 62

8
Inlet 79 79 77 77 76 75 73 69 86 61

Outlet 78 77 74 74 75 73 71 67 84 59

9
Inlet 83 82 80 79 80 79 76 71 89 64

Outlet 81 79 78 76 79 77 75 71 87 63
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-251-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 70 67 77 84 84 79 74 69 88 67

Outlet 70 67 75 83 84 78 73 68 88 66

2
Inlet 76 72 75 80 85 81 77 70 88 67

Outlet 76 72 74 79 85 80 77 71 88 67

3
Inlet 82 80 80 80 84 81 78 72 90 67

Outlet 82 77 78 79 82 80 77 73 88 66

4
Inlet 74 68 73 77 82 83 79 77 88 67

Outlet 73 66 71 75 80 81 77 74 86 65

5
Inlet 81 76 78 77 79 79 76 72 87 64

Outlet 79 74 76 74 78 77 75 71 85 62

6
Inlet 84 81 81 81 83 80 77 72 90 66

Outlet 82 78 79 77 80 80 76 72 88 65

7
Inlet 77 71 75 74 77 78 80 80 86 65

Outlet 76 70 73 72 75 76 77 78 84 63

8
Inlet 82 79 81 78 79 79 76 74 88 64

Outlet 81 77 78 76 77 77 75 72 86 62

9
Inlet 84 81 81 81 83 80 77 72 90 66

Outlet 82 78 79 77 80 80 76 72 88 65
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-251-12

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 71 67 83 88 88 81 77 72 92 70

Outlet 70 66 79 85 86 79 75 71 90 68

2
Inlet 77 71 78 88 89 85 79 72 93 72

Outlet 79 71 76 86 87 83 78 72 91 70

3
Inlet 81 77 79 80 81 80 76 71 88 65

Outlet 87 79 79 78 82 81 78 73 90 66

4
Inlet 70 62 73 77 83 84 79 77 88 68

Outlet 72 63 71 76 83 83 78 76 88 67

5
Inlet 80 76 79 78 80 80 76 73 87 65

Outlet 81 76 78 77 80 79 76 72 87 64

6
Inlet 81 78 78 75 78 75 72 67 86 61

Outlet 87 80 79 77 79 77 75 70 90 63

7
Inlet 74 67 75 73 76 77 80 81 86 65

Outlet 72 65 73 71 75 75 77 79 84 63

8
Inlet 82 78 80 78 79 79 77 75 88 64

Outlet 82 79 79 77 79 78 76 74 88 64

9
Inlet 81 78 78 75 78 75 72 67 86 61

Outlet 87 80 79 77 79 77 75 70 90 63
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-252-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-252-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet

Nominal Diameter
1000mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-252-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-352-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 75 72 72 75 74 71 67 56 81 58

Outlet 77 72 71 74 73 70 66 58 81 57

2
Inlet 79 74 73 74 72 68 65 59 82 56

Outlet 81 74 72 74 72 68 66 62 83 56

3
Inlet 82 77 75 77 75 70 68 64 85 59

Outlet 84 77 76 76 75 71 71 66 86 59

4
Inlet 75 71 72 74 74 72 68 55 81 58

Outlet 77 71 71 73 74 71 67 57 81 57

5
Inlet 79 74 74 75 72 68 65 58 83 56

Outlet 81 74 72 74 72 68 65 61 83 56

6
Inlet 82 76 75 77 74 69 67 62 85 58

Outlet 84 77 76 76 75 71 70 65 86 59

7
Inlet 78 71 72 74 74 73 68 51 82 58

Outlet 78 72 70 73 74 72 66 51 82 57

8
Inlet 79 76 74 75 75 72 70 62 84 59

Outlet 80 76 74 75 74 71 69 63 84 58

9
Inlet 83 77 76 76 74 69 67 62 86 58

Outlet 85 78 76 76 74 70 69 65 87 58
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 75 84 84 79 75 69 57 89 64

Outlet 82 76 83 82 79 74 68 59 88 63

2
Inlet 83 76 77 79 74 72 68 62 86 60

Outlet 85 77 75 77 74 71 69 65 87 59

3
Inlet 86 77 77 80 77 74 71 66 88 61

Outlet 87 80 78 80 77 75 73 69 89 62

4
Inlet 81 74 77 78 77 77 71 57 86 62

Outlet 83 75 76 76 76 75 70 58 86 60

5
Inlet 84 76 77 80 76 73 69 60 87 61

Outlet 85 78 76 78 75 73 69 62 87 60

6
Inlet 85 77 77 79 76 72 69 64 87 60

Outlet 87 80 77 79 76 74 71 67 89 61

7
Inlet 82 76 77 78 77 77 71 56 86 62

Outlet 83 76 76 76 76 76 69 56 86 60

8
Inlet 85 78 78 80 77 75 71 59 88 62

Outlet 86 78 77 77 76 74 70 61 88 60

9
Inlet 87 80 79 81 78 74 71 64 90 62

Outlet 89 82 80 82 78 75 72 67 91 63

Nominal Diameter
1000mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-352-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-352-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 79 84 84 80 77 71 59 89 65

Outlet 82 80 84 83 80 76 70 61 89 64

2
Inlet 82 79 82 82 78 76 71 63 88 63

Outlet 83 80 80 81 78 76 71 66 88 63

3
Inlet 83 81 80 80 76 73 70 63 88 61

Outlet 86 83 80 82 77 74 72 66 90 63

4
Inlet 78 77 79 80 79 79 73 59 87 64

Outlet 80 78 78 79 78 78 72 59 87 63

5
Inlet 82 79 81 80 77 76 71 62 88 62

Outlet 83 81 80 79 77 75 71 64 88 62

6
Inlet 85 83 81 81 78 75 71 63 89 63

Outlet 86 84 81 82 77 75 72 66 90 63

7
Inlet 78 78 78 79 77 77 71 57 86 62

Outlet 79 78 77 77 76 76 70 57 85 61

8
Inlet 83 80 81 80 78 78 72 59 88 63

Outlet 84 80 80 79 77 77 71 60 88 62

9
Inlet 85 86 83 82 79 74 70 63 91 63

Outlet 87 87 84 83 81 76 72 67 92 65



Tel +603 7846 0340       Email info@eltafans.asia       Website eltafans.asia390

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 78 80 85 85 80 76 71 58 90 65

Outlet 80 81 84 84 79 76 70 59 89 64

2
Inlet 78 80 82 82 77 75 71 62 88 63

Outlet 80 81 81 81 77 75 70 64 88 62

3
Inlet 81 81 83 81 75 73 70 62 88 62

Outlet 83 83 82 81 76 74 72 65 89 62

4
Inlet 74 77 80 80 79 79 73 59 87 64

Outlet 77 78 79 78 78 78 72 59 86 63

5
Inlet 78 80 80 80 77 76 71 61 87 62

Outlet 80 81 79 79 76 75 70 63 87 61

6
Inlet 81 81 82 77 74 73 69 62 87 60

Outlet 84 83 82 78 76 74 70 65 89 61

7
Inlet 74 77 79 79 77 77 71 57 85 62

Outlet 75 78 77 77 76 76 70 56 85 61

8
Inlet 80 81 80 80 78 78 72 60 88 63

Outlet 82 82 78 79 77 77 71 59 88 62

9
Inlet 85 82 83 79 76 74 71 62 89 61

Outlet 86 85 83 80 77 75 72 65 90 62

Nominal Diameter
1000mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-352-12

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-400-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 83 75 75 79 74 71 62 56 86 59

Outlet 79 76 75 81 75 70 62 58 85 60

2
Inlet 83 73 73 79 76 68 65 61 86 59

Outlet 80 76 72 80 75 68 65 64 85 59

3
Inlet 85 78 76 84 74 71 67 64 89 62

Outlet 85 80 77 84 75 73 70 66 89 63

4
Inlet 79 73 71 78 74 71 60 52 83 58

Outlet 77 75 71 80 75 70 61 52 84 59

5
Inlet 82 73 70 79 76 69 63 58 85 59

Outlet 79 74 71 80 76 68 64 60 84 60

6
Inlet 85 76 75 84 74 71 68 65 88 62

Outlet 84 79 76 84 74 73 71 68 88 63

7
Inlet 80 73 70 77 73 69 58 50 83 57

Outlet 76 75 70 79 73 68 58 49 83 58

8
Inlet 83 73 71 79 77 70 63 57 86 60

Outlet 80 75 71 80 76 69 64 60 85 60

9
Inlet 86 76 76 84 74 71 68 65 89 62

Outlet 85 80 76 82 75 72 70 68 88 61
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 86 80 84 81 76 72 64 56 90 62

Outlet 85 82 84 83 77 71 64 57 90 63

2
Inlet 83 77 77 85 77 75 69 62 88 64

Outlet 82 80 78 85 76 76 69 63 89 64

3
Inlet 88 82 80 81 77 74 71 66 90 62

Outlet 87 85 81 83 77 74 72 68 91 63

4
Inlet 81 76 76 81 76 71 61 53 86 61

Outlet 79 78 77 83 76 70 61 53 86 62

5
Inlet 81 76 74 82 75 72 64 56 86 61

Outlet 80 79 76 84 74 72 65 58 87 62

6
Inlet 87 82 77 80 76 73 70 64 89 61

Outlet 86 84 78 83 76 73 71 66 90 62

7
Inlet 80 76 74 79 74 69 59 52 84 59

Outlet 78 77 75 81 75 69 59 51 85 60

8
Inlet 82 77 74 83 75 71 62 54 87 61

Outlet 80 79 76 84 74 70 63 55 87 62

9
Inlet 88 79 79 78 78 75 71 63 90 62

Outlet 87 81 79 81 78 75 74 65 90 63

Nominal Diameter
1000mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-400-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1000-400-9

Volume Flow m3/s

150

100

200

250

300

50

0.5
1

2.5

3

5
4.5

4
3.5

2
1.5

0

0

20°

15°10°

30°

35°

40°

25°

6 121082 4

11111 22 3333

444 555 666

777 88 99
0
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 91 90 87 85 77 73 66 59 95 65

Outlet 91 92 88 85 77 73 66 61 96 65

2
Inlet 85 83 81 88 79 76 70 67 91 66

Outlet 85 86 81 86 79 78 72 70 91 66

3
Inlet 87 83 81 83 77 76 72 66 91 63

Outlet 87 86 82 83 78 77 74 69 91 64

4
Inlet 78 83 78 85 77 72 63 55 89 63

Outlet 77 84 79 85 77 73 64 56 89 64

5
Inlet 83 83 77 87 78 75 67 63 90 65

Outlet 82 86 78 85 78 75 68 64 90 64

6
Inlet 87 85 80 83 78 76 72 63 91 64

Outlet 86 87 81 83 78 76 72 66 91 64

7
Inlet 78 82 78 84 76 71 62 55 88 62

Outlet 77 85 79 84 75 71 63 56 89 62

8
Inlet 83 83 77 86 78 74 65 59 90 64

Outlet 81 86 78 86 78 73 66 61 90 64

9
Inlet 88 82 80 82 80 80 76 70 91 65

Outlet 89 84 80 83 81 80 77 71 92 66
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet

Nominal Diameter
1000mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-182-3

Volume Flow m3/s

60

40

80

100

140

120

20

0.5

1.5

2

1

0

0

20°

15°
10°

30°

35°

25°

6 121082 4

111 222 333

44 55 66

777 88 99

0

10° 15° 20° 25° 30° 35°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-182-6

Volume Flow m3/s

100

150

250

200

50

0.5

1.5
2

1

2.5

3.5
4

4.5
5

3

0
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20°
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40°
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7777 888 999

0
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 82 76 89 89 86 81 77 71 94 70

Outlet 79 74 85 86 83 78 74 68 90 67

2
Inlet 86 80 80 78 80 80 76 71 90 65

Outlet 84 78 79 77 81 77 74 71 88 64

3
Inlet 91 84 84 83 84 83 80 75 94 68

Outlet 89 83 83 82 83 80 78 75 92 67

4
Inlet 84 78 79 82 80 80 80 71 89 66

Outlet 81 76 77 78 79 77 78 69 87 64

5
Inlet 88 81 80 79 81 79 76 71 91 65

Outlet 86 79 79 77 81 77 73 70 89 64

6
Inlet 91 85 83 82 84 83 80 75 94 68

Outlet 89 83 81 81 82 80 78 76 92 66

7
Inlet 84 77 79 81 79 83 85 71 90 69

Outlet 82 76 76 76 78 79 82 69 88 65

8
Inlet 88 81 80 79 81 79 76 71 91 65

Outlet 86 79 79 77 81 77 73 70 89 64

9
Inlet 91 85 83 82 84 83 80 75 94 68

Outlet 89 83 81 81 82 80 78 76 92 66

Nominal Diameter
1000mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-251-3

Volume Flow m3/s

40

60

100

80

20

0.2

0.4

0.6

0.8

1
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1.4
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0

0
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10°

30°

35°

25°

6 1082 4
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33
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777 888 99999

0

10° 15° 20° 25° 30° 35°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-251-6

Volume Flow m3/s

40

60

100

80

120

160

140

20

0.5

1

1.5

2

2.5

3

3.5

0

0

20°

15°
10°

30°

35°

40°

25°
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 85 97 91 88 84 81 74 99 73

Outlet 78 84 93 88 85 81 77 71 95 70

2
Inlet 83 84 90 92 90 86 81 76 97 74

Outlet 83 82 88 91 88 84 80 75 95 72

3
Inlet 88 87 84 83 85 85 82 76 94 70

Outlet 90 87 84 83 84 84 82 78 94 69

4
Inlet 76 80 84 89 89 87 85 74 95 73

Outlet 75 79 82 88 87 84 82 72 93 71

5
Inlet 84 85 82 81 82 82 79 74 91 67

Outlet 85 84 81 80 82 81 78 73 91 66

6
Inlet 92 91 87 85 87 86 83 77 97 71

Outlet 88 87 84 83 84 83 80 76 93 69

7
Inlet 79 82 80 79 83 86 90 74 93 73

Outlet 77 81 78 78 82 83 87 73 91 70

8
Inlet 86 87 84 82 83 83 81 75 93 68

Outlet 86 85 81 80 82 80 78 73 91 66

9
Inlet 92 91 87 85 87 86 83 77 97 71

Outlet 88 87 84 83 84 83 80 76 93 69
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 82 83 93 91 89 86 83 74 97 73

Outlet 81 82 91 89 87 84 81 73 95 71

2
Inlet 86 80 86 90 89 87 83 76 95 73

Outlet 85 80 86 90 89 86 82 76 95 73

3
Inlet 90 86 88 87 89 87 84 77 96 73

Outlet 90 85 86 87 88 86 84 79 96 72

4
Inlet 82 76 83 84 88 89 89 75 95 74

Outlet 80 74 80 84 87 86 86 73 93 72

5
Inlet 89 84 85 84 85 86 84 76 94 71

Outlet 87 82 83 82 84 84 82 75 92 69

6
Inlet 93 89 89 87 89 87 84 77 98 73

Outlet 92 87 87 86 87 85 83 78 96 71

7
Inlet 87 79 82 82 86 88 93 76 96 75

Outlet 84 77 79 80 83 84 89 74 92 72

8
Inlet 90 84 85 84 84 86 85 76 95 71

Outlet 88 82 83 82 83 84 83 75 93 69

9
Inlet 93 89 89 87 89 87 84 77 98 73

Outlet 92 87 87 86 87 85 83 78 96 71

Nominal Diameter
1000mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-251-9

Volume Flow m3/s

50
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-251-12

Volume Flow m3/s

50

100
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250
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0
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 83 91 91 88 86 84 74 96 73

Outlet 79 83 91 91 88 85 83 74 96 73

2
Inlet 85 80 91 96 93 89 84 76 99 77

Outlet 86 80 91 95 92 89 84 77 99 76

3
Inlet 89 84 87 87 90 86 83 77 96 73

Outlet 94 86 87 88 89 87 84 80 98 73

4
Inlet 80 73 82 88 91 91 92 76 97 77

Outlet 78 72 81 86 89 89 90 75 95 75

5
Inlet 86 80 85 86 88 87 85 76 94 72

Outlet 89 82 84 86 87 86 83 77 94 71

6
Inlet 93 89 90 87 89 86 83 77 98 72

Outlet 95 89 89 87 89 86 83 79 98 72

7
Inlet 81 74 83 82 86 88 92 76 95 75

Outlet 79 73 80 81 85 85 89 75 93 72

8
Inlet 89 84 87 85 87 88 88 77 96 73

Outlet 89 84 85 84 85 86 85 76 94 71

9
Inlet 91 88 89 86 89 85 82 76 96 72

Outlet 94 89 89 86 88 86 83 79 98 72
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-252-3

Volume Flow m3/s

20

40

60

100

120

140

80

0.5
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1.5
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-252-6

Volume Flow m3/s

50

100

150

200

250

1

2

3

5

4

0
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-252-9

Volume Flow m3/s

50

100

150

200
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300

250

1
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0
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-352-3

Volume Flow m3/s

20

40

60

80

140
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100
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2
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0

0
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 87 83 82 83 82 79 76 69 91 66

Outlet 91 82 80 81 80 77 74 68 93 64

2
Inlet 90 85 82 82 79 77 73 68 93 64

Outlet 92 85 80 81 79 76 74 70 94 64

3
Inlet 94 87 82 83 81 77 75 71 96 65

Outlet 95 88 83 83 82 78 78 74 97 66

4
Inlet 86 83 81 82 81 79 77 69 91 65

Outlet 90 82 79 79 79 77 75 68 92 63

5
Inlet 90 84 82 82 79 77 73 67 92 64

Outlet 91 85 80 81 79 76 73 69 93 63

6
Inlet 93 85 82 83 81 77 75 70 95 65

Outlet 94 88 83 83 82 78 77 73 96 66

7
Inlet 90 83 81 81 81 80 78 67 92 66

Outlet 90 83 80 80 81 79 76 66 92 65

8
Inlet 89 85 83 83 81 80 77 73 93 66

Outlet 90 85 82 82 81 79 77 73 93 66

9
Inlet 94 87 84 84 82 78 76 72 96 66

Outlet 95 89 85 84 82 79 77 75 97 67
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-352-6

Volume Flow m3/s

50

100

250

200

150
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0
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 82 83 88 92 87 82 76 69 95 72

Outlet 84 86 87 90 86 82 76 69 94 70

2
Inlet 86 88 84 85 81 79 75 69 93 66

Outlet 87 89 84 83 81 78 76 71 93 66

3
Inlet 88 88 85 85 83 80 77 72 94 67

Outlet 90 90 86 86 83 81 79 75 95 68

4
Inlet 84 85 83 85 83 83 79 71 92 68

Outlet 84 87 83 83 82 82 78 70 92 67

5
Inlet 87 88 85 86 82 80 76 70 93 67

Outlet 88 89 84 84 81 79 76 70 93 66

6
Inlet 90 89 85 86 83 80 76 71 95 68

Outlet 90 91 86 86 83 81 78 74 95 68

7
Inlet 85 86 84 85 83 83 80 70 93 68

Outlet 85 87 83 83 82 82 79 70 92 67

8
Inlet 88 88 84 85 82 81 77 70 93 67

Outlet 88 89 84 83 81 80 76 70 93 66

9
Inlet 90 90 86 87 84 80 76 71 95 68

Outlet 91 92 86 87 84 81 78 74 96 69
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-352-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 86 85 89 92 88 83 78 70 96 72

Outlet 88 86 89 90 87 83 77 69 96 71

2
Inlet 88 86 87 90 85 83 79 70 95 70

Outlet 90 87 87 89 85 83 79 71 95 70

3
Inlet 89 87 88 88 86 81 78 72 95 70

Outlet 91 89 89 88 87 82 79 75 96 70

4
Inlet 85 82 84 86 84 85 81 71 93 70

Outlet 88 82 84 84 83 84 80 70 93 69

5
Inlet 89 85 86 87 83 81 78 69 94 68

Outlet 90 85 86 86 82 81 77 69 94 68

6
Inlet 88 87 88 87 84 80 76 70 94 68

Outlet 90 89 89 87 85 81 78 74 96 69

7
Inlet 84 81 84 84 83 83 80 69 91 68

Outlet 87 81 84 83 82 82 78 68 92 67

8
Inlet 90 85 86 86 83 83 79 70 94 69

Outlet 91 86 86 86 83 82 78 69 95 68

9
Inlet 91 90 93 90 86 82 77 69 98 71

Outlet 93 91 92 92 87 84 79 73 99 72
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-352-12

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 83 86 91 93 89 84 78 71 97 73

Outlet 84 87 91 92 88 84 78 70 97 72

2
Inlet 86 84 89 91 86 84 80 72 95 71

Outlet 88 85 89 90 86 84 80 73 95 71

3
Inlet 85 84 89 89 85 80 77 72 94 70

Outlet 88 86 89 88 86 82 79 75 95 70

4
Inlet 81 79 86 88 86 86 82 72 93 71

Outlet 83 80 86 86 85 85 81 71 93 70

5
Inlet 86 82 88 87 83 82 78 71 93 69

Outlet 87 83 87 86 83 82 78 71 93 68

6
Inlet 89 84 88 87 83 80 76 70 94 68

Outlet 92 87 89 88 84 81 78 73 96 69

7
Inlet 81 80 86 86 85 85 82 72 93 70

Outlet 83 80 86 84 83 84 80 71 92 69

8
Inlet 88 84 88 87 84 84 81 71 94 70

Outlet 89 84 88 85 83 83 79 70 94 69

9
Inlet 91 86 90 89 84 82 78 71 96 70

Outlet 94 89 91 89 85 83 79 74 98 71
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-400-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 93 88 84 87 81 80 73 61 96 67

Outlet 89 86 84 88 82 79 73 65 94 68

2
Inlet 92 87 82 88 83 78 75 69 95 68

Outlet 95 86 83 88 83 78 75 73 97 68

3
Inlet 96 88 84 90 81 79 76 71 98 69

Outlet 97 89 85 90 83 80 79 75 99 70

4
Inlet 91 84 80 86 82 80 73 60 94 67

Outlet 89 84 81 87 82 79 72 63 93 67

5
Inlet 94 85 80 86 82 77 73 65 96 66

Outlet 94 85 81 86 82 77 73 69 96 66

6
Inlet 97 89 84 91 82 80 77 74 99 70

Outlet 97 89 85 91 83 80 80 79 99 70

7
Inlet 91 84 80 85 81 79 71 57 93 66

Outlet 88 84 80 87 81 78 71 59 92 66

8
Inlet 94 86 81 88 84 79 74 64 96 68

Outlet 92 86 82 87 84 78 74 68 95 68

9
Inlet 97 89 84 90 81 79 76 72 99 69

Outlet 97 89 85 89 82 79 78 77 99 69
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-400-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 91 93 93 92 87 82 75 65 99 72

Outlet 90 93 93 93 87 82 75 67 99 73

2
Inlet 94 90 85 92 86 83 79 70 98 72

Outlet 91 90 86 92 86 83 79 73 97 72

3
Inlet 98 91 89 88 85 82 79 72 100 70

Outlet 97 91 90 89 86 82 80 74 99 71

4
Inlet 88 88 82 90 85 81 74 64 95 70

Outlet 88 89 85 91 86 81 74 65 96 71

5
Inlet 92 89 84 90 85 82 76 68 96 70

Outlet 90 90 86 91 86 82 77 73 96 71

6
Inlet 97 91 86 87 84 80 78 71 99 69

Outlet 95 91 87 88 85 81 78 73 98 69

7
Inlet 88 88 82 88 84 80 72 63 94 68

Outlet 87 88 83 89 84 80 72 63 94 69

8
Inlet 91 89 83 89 85 80 74 66 95 69

Outlet 91 89 85 90 85 80 74 68 96 70

9
Inlet 100 88 85 88 85 82 79 73 101 70

Outlet 97 89 85 89 85 82 81 77 99 70
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1000-400-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 94 97 97 94 88 82 76 66 102 74

Outlet 95 98 98 94 88 82 76 67 103 74

2
Inlet 92 92 89 95 86 84 79 72 99 74

Outlet 93 94 90 93 86 85 81 76 99 73

3
Inlet 93 91 84 88 84 82 79 72 97 69

Outlet 93 93 87 88 85 83 80 75 98 70

4
Inlet 84 90 85 91 87 82 75 62 95 71

Outlet 84 91 86 91 87 82 75 61 96 71

5
Inlet 89 92 85 93 85 83 76 69 97 72

Outlet 89 93 86 91 85 83 77 72 97 71

6
Inlet 93 92 85 88 84 82 78 71 97 69

Outlet 92 93 86 88 85 82 79 73 97 70

7
Inlet 84 90 85 90 86 81 75 64 95 70

Outlet 82 92 87 90 86 81 74 66 96 70

8
Inlet 88 93 85 93 85 83 75 67 97 72

Outlet 87 94 86 92 85 83 76 72 97 71

9
Inlet 93 89 86 87 86 85 82 77 97 71

Outlet 95 90 86 88 87 85 83 79 98 72
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-182-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-182-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
251

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-251-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 86 87 98 98 93 91 87 78 102 79

Outlet 85 86 96 95 91 88 84 76 100 76

2
Inlet 93 89 89 89 89 89 86 81 98 74

Outlet 91 88 87 87 87 87 84 81 96 72

3
Inlet 98 94 95 94 93 93 90 81 103 78

Outlet 97 92 94 92 91 90 88 85 101 76

4
Inlet 87 83 87 91 89 93 87 77 98 76

Outlet 84 81 83 86 86 89 84 73 94 72

5
Inlet 94 89 89 88 89 88 85 79 98 73

Outlet 94 89 87 88 88 87 84 80 98 73

6
Inlet 99 93 93 93 93 93 90 82 103 78

Outlet 98 92 92 91 91 90 88 85 101 76

7
Inlet 86 81 84 89 87 95 88 74 98 77

Outlet 84 79 80 82 83 91 84 70 94 73

8
Inlet 94 89 89 88 89 88 85 79 98 73

Outlet 94 89 87 88 88 87 84 80 98 73

9
Inlet 99 93 93 93 93 93 90 82 103 78

Outlet 98 92 92 91 91 90 88 85 101 76
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
251

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-251-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 90 94 101 95 92 91 87 78 104 78

Outlet 89 95 101 95 92 90 86 78 104 78

2
Inlet 97 92 103 101 98 95 91 85 107 83

Outlet 95 91 101 99 97 93 89 85 105 81

3
Inlet 102 95 97 95 97 97 93 88 106 82

Outlet 100 94 95 94 95 95 92 88 104 80

4
Inlet 93 86 94 97 97 100 93 81 104 83

Outlet 91 85 92 95 96 97 91 80 102 81

5
Inlet 97 90 91 90 91 91 88 81 101 76

Outlet 95 89 89 89 89 89 86 80 99 74

6
Inlet 102 95 95 93 94 94 90 85 105 79

Outlet 100 94 93 92 92 92 89 85 103 77

7
Inlet 93 85 89 88 91 99 93 78 102 81

Outlet 90 84 85 86 88 94 90 75 98 77

8
Inlet 99 91 93 90 92 93 90 82 102 77

Outlet 97 90 90 89 90 90 87 81 100 75

9
Inlet 102 95 95 93 94 94 90 85 105 79

Outlet 100 94 93 92 92 92 89 85 103 77
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
251

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-251-9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 92 93 104 100 98 99 93 81 107 84

Outlet 91 92 101 99 97 96 90 80 105 82

2
Inlet 93 92 98 100 98 97 92 84 105 83

Outlet 93 91 97 99 98 96 92 85 105 82

3
Inlet 101 97 98 99 98 98 94 87 107 83

Outlet 100 95 96 97 97 96 93 88 105 82

4
Inlet 86 86 91 93 96 100 93 79 103 83

Outlet 85 85 89 92 95 97 91 78 101 80

5
Inlet 96 94 93 92 95 98 93 82 103 81

Outlet 95 92 91 91 93 95 91 82 101 79

6
Inlet 103 99 97 97 98 97 93 87 107 82

Outlet 101 97 95 96 97 95 92 87 105 81

7
Inlet 89 88 89 89 92 98 94 74 101 81

Outlet 87 86 87 87 90 95 91 77 99 78

8
Inlet 96 93 92 91 94 98 93 81 103 81

Outlet 95 91 90 90 92 95 90 80 101 78

9
Inlet 103 99 97 97 98 97 93 87 107 82

Outlet 101 97 95 96 97 95 92 87 105 81
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
251

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-251-12

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 91 97 105 100 97 98 92 80 108 83

Outlet 90 96 102 99 96 96 90 80 106 82

2
Inlet 93 93 104 103 100 98 93 85 108 85

Outlet 95 93 104 102 100 97 93 85 108 84

3
Inlet 98 96 96 97 97 96 93 86 105 82

Outlet 102 97 97 99 98 97 94 89 107 83

4
Inlet 84 88 93 97 100 102 96 81 106 85

Outlet 83 87 91 96 98 100 94 80 104 83

5
Inlet 96 94 95 95 97 99 94 84 105 83

Outlet 95 93 93 94 95 97 92 83 103 81

6
Inlet 105 102 99 99 99 99 95 88 109 84

Outlet 105 102 99 99 99 98 95 90 109 84

7
Inlet 89 92 93 93 96 102 97 82 105 84

Outlet 85 90 90 90 93 97 94 80 101 80

8
Inlet 97 94 94 92 96 101 95 82 105 83

Outlet 96 93 92 91 94 98 93 81 103 81

9
Inlet 107 103 100 100 100 100 96 89 111 85

Outlet 105 102 99 99 99 98 95 90 109 84
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-252-3

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-252-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-252-9

Volume Flow m3/s

200

100
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400

800

600

700

5

10

15

25

20

0

0
10° 15° 20° 25° 30° 40°35°
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-352-3

Volume Flow m3/s

100
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 96 90 91 97 96 90 84 78 102 79

Outlet 96 90 89 95 95 89 84 79 101 77

2
Inlet 100 91 90 90 87 85 82 78 102 72

Outlet 99 92 89 88 86 84 81 80 101 71

3
Inlet 103 95 92 92 90 89 85 82 105 75

Outlet 102 94 92 91 89 88 85 85 104 74

4
Inlet 95 88 87 89 85 84 84 80 98 71

Outlet 97 89 86 86 84 83 83 79 99 70

5
Inlet 99 91 90 90 87 84 82 77 101 72

Outlet 98 93 89 88 86 83 81 78 100 71

6
Inlet 102 94 91 92 90 88 85 81 104 75

Outlet 100 95 92 91 89 87 85 83 103 74

7
Inlet 96 89 88 90 87 85 85 81 99 72

Outlet 100 90 87 88 86 85 84 79 101 72

8
Inlet 96 90 89 90 88 85 83 81 99 73

Outlet 97 90 89 88 86 85 83 81 99 72

9
Inlet 101 95 91 92 91 88 84 82 103 75

Outlet 102 95 91 91 90 88 85 83 104 75
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 87 90 91 100 99 94 87 80 104 82

Outlet 88 91 90 98 98 93 86 80 103 81

2
Inlet 94 96 92 93 90 88 85 80 101 75

Outlet 94 97 92 91 90 87 85 82 101 74

3
Inlet 99 97 95 95 93 91 87 84 104 78

Outlet 99 99 94 94 93 91 88 86 104 78

4
Inlet 89 93 90 92 90 90 89 84 99 76

Outlet 90 93 89 91 89 89 87 83 99 75

5
Inlet 94 96 93 93 90 89 86 81 101 75

Outlet 94 97 92 91 90 88 85 81 101 75

6
Inlet 98 98 95 95 94 91 87 84 104 78

Outlet 98 100 95 94 93 91 87 85 104 78

7
Inlet 90 93 91 93 91 90 90 87 100 77

Outlet 90 94 90 91 89 89 89 84 99 75

8
Inlet 96 98 94 94 91 90 88 84 103 77

Outlet 96 97 93 92 92 90 87 83 102 76

9
Inlet 99 99 96 95 94 91 87 82 104 78

Outlet 100 100 95 93 94 91 87 84 105 78

Nominal Diameter
1000mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-352-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-352-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 96 92 94 100 100 96 89 82 105 83

Outlet 98 93 93 99 99 95 89 82 105 82

2
Inlet 98 93 95 96 95 93 89 83 103 79

Outlet 99 95 94 95 95 93 90 84 104 79

3
Inlet 101 97 98 97 96 93 89 84 106 80

Outlet 102 97 96 96 95 93 90 86 105 79

4
Inlet 95 88 91 92 91 93 91 86 101 78

Outlet 96 89 90 91 90 92 91 85 100 77

5
Inlet 97 92 93 93 90 89 86 81 101 75

Outlet 96 93 93 92 90 89 85 81 101 75

6
Inlet 101 97 98 96 95 92 87 83 105 79

Outlet 101 98 97 94 94 92 88 85 105 78

7
Inlet 95 88 92 93 91 91 91 86 101 77

Outlet 96 90 91 91 90 90 90 84 100 76

8
Inlet 99 94 95 94 91 91 88 84 103 77

Outlet 99 95 95 93 91 90 87 82 103 76

9
Inlet 105 99 104 97 97 94 88 82 109 81

Outlet 105 99 101 96 96 94 89 85 108 80

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 92 90 95 102 101 96 90 83 106 84

Outlet 93 91 95 100 100 95 89 83 105 83

2
Inlet 95 90 97 99 97 95 90 84 104 81

Outlet 97 93 96 97 96 95 91 85 104 81

3
Inlet 100 93 98 95 95 93 88 83 104 79

Outlet 101 95 97 94 94 93 89 85 105 79

4
Inlet 91 83 93 95 94 95 93 87 102 80

Outlet 92 85 92 94 94 95 93 86 101 80

5
Inlet 96 89 97 94 92 91 88 83 102 77

Outlet 96 91 95 92 91 91 87 83 101 76

6
Inlet 100 95 98 95 94 92 87 82 104 78

Outlet 102 96 98 94 94 92 88 84 105 78

7
Inlet 91 83 94 92 92 92 92 87 100 78

Outlet 93 85 92 91 91 91 91 86 100 77

8
Inlet 98 93 97 95 93 92 90 86 103 78

Outlet 99 94 96 94 92 92 89 85 103 78

9
Inlet 97 97 97 97 97 97 97 97 106 83

Outlet 97 97 97 97 97 97 97 97 106 83

Nominal Diameter
1000mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-352-12

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-400-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 98 95 93 93 93 87 83 76 102 76

Outlet 101 93 92 93 93 87 83 77 103 76

2
Inlet 101 95 91 93 94 88 85 80 104 77

Outlet 101 94 93 92 94 88 85 81 103 76

3
Inlet 103 97 94 95 95 89 86 82 105 78

Outlet 103 97 94 95 96 90 88 85 106 79

4
Inlet 98 92 90 90 92 88 84 76 101 75

Outlet 100 91 90 89 92 88 84 77 102 75

5
Inlet 102 95 91 93 94 89 84 79 104 77

Outlet 101 94 92 92 94 89 84 80 103 76

6
Inlet 103 97 93 95 95 88 86 82 105 78

Outlet 103 97 94 95 96 89 88 85 106 79

7
Inlet 98 91 89 90 92 88 84 75 101 75

Outlet 98 90 90 88 92 88 83 76 101 74

8
Inlet 102 96 92 93 94 89 84 78 104 77

Outlet 101 94 93 92 93 89 84 80 103 76

9
Inlet 104 98 93 95 95 88 86 82 106 78

Outlet 103 97 95 95 96 89 87 85 106 79

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 97 99 101 104 100 94 87 79 108 84

Outlet 99 98 101 104 101 94 87 80 108 84

2
Inlet 102 99 97 95 97 91 87 82 106 79

Outlet 102 98 97 96 98 91 88 84 106 80

3
Inlet 102 99 97 98 96 92 89 84 106 80

Outlet 103 98 98 98 96 93 90 86 107 80

4
Inlet 97 94 94 94 97 91 87 79 103 79

Outlet 99 94 95 95 97 91 86 80 104 79

5
Inlet 99 96 95 94 96 91 86 80 104 78

Outlet 101 97 97 95 97 91 87 81 105 79

6
Inlet 103 100 98 96 95 92 88 84 107 79

Outlet 103 98 99 96 96 92 89 86 107 80

7
Inlet 96 93 94 93 95 91 86 78 102 78

Outlet 96 93 93 93 95 90 86 78 102 77

8
Inlet 99 96 95 93 96 90 85 79 104 78

Outlet 100 95 96 93 96 90 85 80 104 78

9
Inlet 97 99 95 100 97 94 90 85 105 81

Outlet 98 100 96 98 97 94 91 89 106 81

Nominal Diameter
1000mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-400-6

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1000mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1000-400-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 93 101 104 105 100 92 86 79 109 85

Outlet 94 102 104 105 101 93 87 80 110 85

2
Inlet 97 96 99 98 98 92 88 81 105 81

Outlet 99 97 100 97 97 93 89 84 106 80

3
Inlet 98 97 96 95 93 90 88 83 103 78

Outlet 100 96 98 97 92 91 89 85 105 78

4
Inlet 88 89 96 94 96 91 87 80 101 79

Outlet 90 89 97 94 97 92 87 80 102 79

5
Inlet 94 92 98 94 96 90 86 78 103 78

Outlet 96 92 98 94 95 91 86 80 103 78

6
Inlet 98 97 97 95 92 90 87 82 104 77

Outlet 100 96 99 95 93 91 88 84 105 78

7
Inlet 90 89 96 94 96 91 87 80 102 79

Outlet 89 89 98 95 96 91 87 80 102 79

8
Inlet 95 93 98 94 96 91 86 78 103 79

Outlet 96 92 99 94 96 92 86 79 103 79

9
Inlet 99 97 96 97 95 93 91 86 105 80

Outlet 101 99 96 96 95 94 92 89 106 80

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1120-182-3 11 222 33333

44444 55555 66666

77 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1120-182-6

1 22 33333

44 55 66

777 8888 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1120-252-3 1111 2222222 3333333

44 55 66

77777 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1120-252-6 111 22222 333333

44 55 66

777 888 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1120-252-9 111 222 33

444 555 66666

77 88 99999
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1120-352-3 111 2222222 33333

44444 55555 66666

77 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 75 73 76 79 76 73 69 60 84 60

Outlet 78 73 75 78 75 72 68 60 84 59

2
Inlet 80 77 74 74 73 70 68 62 84 57

Outlet 83 77 73 73 72 69 68 64 85 56

3
Inlet 83 78 75 76 76 72 70 65 86 60

Outlet 87 80 78 77 76 73 73 69 89 61

4
Inlet 76 72 73 74 75 75 72 59 83 60

Outlet 79 72 72 72 74 74 70 59 83 59

5
Inlet 80 77 75 75 72 69 67 61 84 57

Outlet 83 76 73 73 71 68 67 62 85 56

6
Inlet 83 78 76 77 75 71 69 64 86 59

Outlet 87 79 78 77 75 72 72 67 89 60

7
Inlet 79 74 73 74 75 76 72 57 84 60

Outlet 80 74 72 73 74 75 70 56 84 59

8
Inlet 82 79 76 75 75 72 70 63 86 59

Outlet 83 78 75 74 73 71 69 63 86 58

9
Inlet 84 79 76 76 74 70 68 64 87 58

Outlet 87 79 77 76 75 71 71 67 89 59
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1120-352-6

11 22 33

444 55555 66666

77 88888 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 81 77 87 87 83 79 73 60 92 68

Outlet 85 77 85 85 82 78 72 62 91 66

2
Inlet 86 80 80 83 79 76 74 68 90 64

Outlet 88 81 79 81 78 76 74 71 90 63

3
Inlet 87 79 79 81 79 76 73 67 90 63

Outlet 88 82 79 81 80 77 75 71 91 64

4
Inlet 83 77 80 80 80 81 76 61 89 65

Outlet 86 77 79 78 79 79 74 61 89 64

5
Inlet 85 79 80 82 78 75 72 64 89 63

Outlet 87 81 78 79 77 75 72 66 89 62

6
Inlet 87 80 80 81 79 75 73 67 90 63

Outlet 89 83 80 81 79 77 74 70 91 64

7
Inlet 84 79 80 81 80 81 76 59 89 65

Outlet 86 79 79 78 79 80 74 59 89 64

8
Inlet 86 80 80 82 79 77 75 61 90 64

Outlet 87 80 79 79 78 77 73 63 90 63

9
Inlet 91 84 83 85 82 78 75 68 94 66

Outlet 91 85 82 84 81 78 75 70 93 66
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1120-352-9

35°

111 22 33

444 55 66
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 82 80 87 88 84 81 75 62 93 69

Outlet 84 81 86 86 83 80 74 64 92 67

2
Inlet 84 82 85 85 82 80 75 66 91 67

Outlet 86 83 83 84 82 79 75 69 91 66

3
Inlet 86 84 83 85 81 78 75 67 91 66

Outlet 89 87 84 86 82 79 77 70 94 67

4
Inlet 80 80 82 82 82 83 78 62 90 67

Outlet 82 80 80 81 81 82 76 63 89 66

5
Inlet 84 82 84 82 81 79 75 65 90 65

Outlet 86 83 83 81 80 79 74 67 91 65

6
Inlet 86 84 83 83 80 77 73 65 91 65

Outlet 88 86 83 84 80 78 76 69 92 65

7
Inlet 81 81 82 82 81 82 77 61 90 66

Outlet 82 82 80 80 80 81 76 60 89 65

8
Inlet 85 83 85 83 82 81 77 64 91 67

Outlet 87 84 83 82 80 80 76 65 91 65

9
Inlet 85 88 83 83 80 74 69 63 92 64

Outlet 86 89 84 84 81 77 72 67 93 65
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1120-352-12 11 222 33

444 55 66

77 888 9999950
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 82 89 90 85 81 76 62 94 70

Outlet 82 83 88 89 84 80 75 63 93 69

2
Inlet 81 84 86 86 83 80 76 66 92 67

Outlet 84 85 85 86 82 80 75 68 92 67

3
Inlet 84 84 87 86 80 77 74 66 92 66

Outlet 87 86 85 85 80 78 76 69 92 66

4
Inlet 76 80 84 84 84 84 79 63 91 69

Outlet 79 81 82 82 83 83 78 63 90 67

5
Inlet 82 84 85 84 82 81 77 66 91 67

Outlet 85 85 83 83 81 80 76 67 91 66

6
Inlet 85 85 86 82 79 77 74 66 91 64

Outlet 88 87 86 82 80 78 75 69 93 65

7
Inlet 79 83 85 83 83 84 79 63 91 68

Outlet 80 83 83 81 81 83 77 62 90 67

8
Inlet 85 85 85 85 83 84 80 65 93 69

Outlet 87 86 84 83 82 83 78 65 92 67

9
Inlet 88 86 88 84 81 79 75 67 93 66

Outlet 90 88 87 84 82 80 76 69 94 67
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1120-400-3 111 22222 3333

444 55 66

77 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 86 82 84 82 78 75 68 61 90 63

Outlet 84 84 84 84 78 74 68 64 90 64

2
Inlet 87 79 77 82 80 73 70 66 90 63

Outlet 84 80 77 82 79 72 71 69 88 63

3
Inlet 90 82 81 86 77 75 74 72 93 65

Outlet 88 84 82 86 78 76 77 77 92 66

4
Inlet 82 75 75 75 75 75 75 57 87 62

Outlet 80 77 75 82 78 74 66 58 86 62

5
Inlet 85 77 75 82 80 73 68 62 88 63

Outlet 84 79 75 82 80 73 68 64 88 63

6
Inlet 89 80 79 87 78 76 73 69 92 66

Outlet 88 83 80 86 79 77 75 72 92 66

7
Inlet 84 77 75 80 78 74 64 54 87 61

Outlet 81 79 75 82 77 73 63 53 87 62

8
Inlet 86 78 76 83 81 74 68 61 89 64

Outlet 84 79 76 83 80 73 68 64 88 63

9
Inlet 90 82 81 88 80 76 73 70 93 67

Outlet 90 85 81 87 80 77 76 73 93 67
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1120-400-6 1 222 33

44 555 66

777 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 87 83 86 84 81 77 69 60 92 65

Outlet 87 84 86 85 81 76 69 61 92 66

2
Inlet 85 80 80 87 80 78 72 64 91 66

Outlet 85 83 81 87 79 79 73 66 91 66

3
Inlet 91 86 84 85 82 79 75 70 94 67

Outlet 91 89 86 88 82 80 78 73 95 68

4
Inlet 83 79 79 83 79 75 66 56 88 63

Outlet 82 81 79 84 79 74 66 56 89 64

5
Inlet 85 81 80 86 80 77 70 61 90 65

Outlet 84 84 81 87 79 77 70 62 91 66

6
Inlet 90 85 81 83 80 77 73 67 93 65

Outlet 89 88 82 87 80 78 75 70 94 67

7
Inlet 83 80 79 83 79 74 65 56 88 63

Outlet 82 81 79 84 79 74 65 56 89 64

8
Inlet 87 82 80 87 80 76 69 59 91 66

Outlet 85 84 81 87 79 76 69 60 91 66

9
Inlet 91 83 82 82 82 78 75 66 93 65

Outlet 91 86 83 85 82 79 77 69 94 67
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1120-400-9

11 22 33

44 55 66

777 888 999999950
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 93 92 86 86 78 75 68 60 97 66

Outlet 94 93 87 86 78 75 69 62 97 66

2
Inlet 88 87 83 90 83 81 74 69 94 69

Outlet 87 90 82 88 82 81 75 71 94 68

3
Inlet 89 88 84 87 81 79 76 68 94 67

Outlet 90 90 85 87 82 81 78 72 95 68

4
Inlet 81 86 82 87 81 77 69 60 91 66

Outlet 80 87 82 88 80 77 69 60 92 67

5
Inlet 87 87 82 89 82 79 71 64 93 68

Outlet 85 89 82 88 82 78 71 65 93 67

6
Inlet 90 90 84 87 82 80 75 65 95 68

Outlet 90 92 86 88 83 81 77 69 96 69

7
Inlet 82 86 82 87 80 76 68 59 91 66

Outlet 80 88 82 87 79 76 68 60 92 66

8
Inlet 88 90 82 86 82 79 71 65 94 67

Outlet 86 92 83 83 82 78 70 64 94 66

9
Inlet 91 86 84 85 84 83 80 73 94 69

Outlet 92 89 85 87 85 84 82 76 96 70
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1120-182-3 111 22 33
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1120-182-6 111 22222 33333
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1120-252-3 11111 22222 33
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1120-252-6 11 22 33

44 55 666

777 88888 9999950
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1120-252-9 111 222 33

44 55 66

77 88 9950
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1120-352-3 

11111 22222 33333

44 55555 66

77 8888 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 87 84 84 88 86 82 78 72 94 70

Outlet 94 82 83 86 85 81 77 71 96 68

2
Inlet 91 86 83 82 81 78 75 71 94 65

Outlet 93 86 82 81 80 78 76 73 95 65

3
Inlet 94 86 84 84 83 80 77 74 96 67

Outlet 96 90 85 85 84 82 80 78 98 69

4
Inlet 87 84 82 82 82 81 81 73 92 67

Outlet 92 82 81 80 80 79 79 71 94 65

5
Inlet 91 86 83 83 81 78 75 70 94 65

Outlet 93 86 82 81 80 77 75 71 95 64

6
Inlet 94 86 84 85 83 80 77 73 96 67

Outlet 96 90 85 85 84 81 79 76 98 68

7
Inlet 89 85 82 82 82 82 82 72 93 68

Outlet 93 85 82 81 82 81 80 70 95 67

8
Inlet 92 87 85 84 82 81 77 73 95 67

Outlet 93 88 85 84 82 81 78 74 96 67

9
Inlet 95 88 85 85 83 80 77 74 97 67

Outlet 97 90 87 85 84 81 79 77 99 69
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1120-352-6

11 22 33

444 555 666666

777 888 9999950
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 84 85 90 95 91 86 80 74 98 75

Outlet 86 88 89 93 90 85 79 73 97 74

2
Inlet 89 90 87 88 85 83 79 73 95 70

Outlet 90 91 86 86 85 82 80 75 96 69

3
Inlet 90 91 88 88 87 83 80 75 96 71

Outlet 92 93 88 88 87 84 82 78 98 71

4
Inlet 86 87 86 86 85 85 83 75 94 70

Outlet 86 88 84 84 84 84 81 73 93 69

5
Inlet 87 89 87 86 84 81 78 72 94 68

Outlet 89 91 86 85 83 81 77 72 95 68

6
Inlet 91 90 87 87 85 82 79 73 96 69

Outlet 92 93 88 87 85 83 80 76 97 70

7
Inlet 87 87 86 86 85 86 84 73 94 71

Outlet 87 89 85 84 84 84 82 73 94 69

8
Inlet 89 90 87 86 84 83 81 73 95 69

Outlet 90 90 86 84 83 82 79 73 95 68

9
Inlet 91 91 88 88 86 82 78 74 96 70

Outlet 93 93 88 88 86 83 80 76 98 70
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1120-352-9 11 222 33

44 55 66

777 888 9999950
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 89 87 92 96 93 88 83 75 100 77

Outlet 91 88 92 94 92 88 82 74 99 76

2
Inlet 90 86 89 92 88 86 82 72 97 73

Outlet 92 88 88 91 88 86 82 72 97 73

3
Inlet 91 89 90 90 90 85 81 76 97 73

Outlet 94 91 92 90 90 86 83 79 99 74

4
Inlet 88 84 87 88 88 89 86 76 96 74

Outlet 91 84 86 86 86 88 84 74 96 72

5
Inlet 91 87 89 90 86 84 81 72 96 71

Outlet 93 88 89 89 85 84 81 71 97 71

6
Inlet 91 89 90 89 88 83 80 73 97 71

Outlet 93 91 91 89 89 84 81 77 98 72

7
Inlet 88 84 88 88 87 88 86 74 96 73

Outlet 91 84 87 86 85 86 84 72 95 71

8
Inlet 93 86 88 89 86 85 82 73 97 71

Outlet 93 88 88 88 84 84 81 71 97 70

9
Inlet 89 91 96 92 88 83 78 69 99 73

Outlet 94 92 93 94 89 86 80 74 100 74
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1120-352-12 11111 22222 3333333
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 85 87 95 97 94 89 84 76 101 78

Outlet 87 89 94 96 93 88 83 75 100 77

2
Inlet 88 86 93 95 91 88 84 76 99 76

Outlet 91 87 92 93 90 88 83 76 99 75

3
Inlet 89 87 92 93 90 85 81 76 98 74

Outlet 92 89 93 92 90 86 83 79 99 74

4
Inlet 84 82 89 91 91 91 88 77 98 76

Outlet 86 83 89 89 90 90 87 76 97 75

5
Inlet 91 86 93 91 89 87 84 77 98 74

Outlet 92 87 92 90 88 87 83 76 98 73

6
Inlet 94 89 94 93 89 85 82 75 100 74

Outlet 96 91 94 92 89 87 83 78 100 74

7
Inlet 84 83 90 89 88 89 87 76 96 74

Outlet 86 83 90 87 86 87 86 75 95 72

8
Inlet 92 88 92 91 88 88 87 77 98 74

Outlet 93 88 92 89 87 88 85 75 98 73

9
Inlet 94 89 93 93 88 85 81 75 99 73

Outlet 97 92 94 92 89 87 83 77 101 74
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1120-400-3 111 2222222 33333

44 55 66

7777 88888 9999950
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 96 93 94 93 87 84 78 68 101 73

Outlet 93 93 94 93 87 83 78 71 100 73

2
Inlet 96 92 87 91 87 82 80 74 99 71

Outlet 98 91 87 90 87 82 80 78 100 71

3
Inlet 101 95 90 95 87 85 85 80 103 75

Outlet 101 95 90 95 89 86 86 86 103 75

4
Inlet 94 87 84 84 84 84 84 66 97 70

Outlet 93 87 84 89 85 82 77 68 96 70

5
Inlet 95 89 85 90 86 81 77 71 98 70

Outlet 97 89 86 89 86 81 78 74 99 70

6
Inlet 100 92 88 94 86 84 82 77 102 73

Outlet 100 93 89 94 88 85 84 82 102 74

7
Inlet 94 88 85 89 85 84 77 63 97 70

Outlet 92 88 85 90 85 83 76 64 96 70

8
Inlet 96 89 85 90 87 82 77 68 98 71

Outlet 95 90 86 90 86 82 77 71 98 70

9
Inlet 101 92 88 93 86 83 80 76 102 72

Outlet 100 93 89 92 87 83 82 80 102 72
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1120-400-6 11 22 33
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77 888 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 93 94 95 95 91 87 80 70 101 76

Outlet 93 95 95 95 91 86 80 72 101 75

2
Inlet 96 92 89 94 89 86 82 73 100 74

Outlet 94 93 89 93 89 86 82 76 99 74

3
Inlet 99 94 91 91 89 85 82 76 102 73

Outlet 100 95 93 93 90 86 84 79 103 75

4
Inlet 90 91 86 92 88 85 79 69 97 73

Outlet 91 91 88 92 88 84 78 69 98 72

5
Inlet 94 93 88 93 89 86 81 73 99 74

Outlet 94 93 90 94 89 86 81 76 100 74

6
Inlet 100 95 90 91 88 85 82 76 102 73

Outlet 99 96 92 93 90 86 84 79 102 75

7
Inlet 91 92 87 91 88 85 78 68 97 72

Outlet 91 91 88 92 88 84 78 68 98 72

8
Inlet 94 92 88 93 89 85 80 71 99 73

Outlet 95 93 89 93 88 84 79 72 100 73

9
Inlet 102 92 89 91 88 85 82 77 103 73

Outlet 101 94 90 92 89 86 85 81 103 74
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1120-400-9 
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 95 98 99 98 92 87 81 71 104 78

Outlet 96 99 99 97 92 87 81 73 104 77

2
Inlet 94 96 90 96 90 88 83 75 101 76

Outlet 94 97 90 95 89 88 84 78 101 75

3
Inlet 96 94 89 92 88 85 82 76 100 73

Outlet 96 97 91 92 89 87 84 79 101 74

4
Inlet 88 93 89 94 90 87 81 69 99 75

Outlet 88 94 89 94 90 87 81 68 99 75

5
Inlet 92 95 89 96 89 87 82 74 100 75

Outlet 92 96 90 94 89 87 82 76 100 74

6
Inlet 95 95 89 92 89 86 82 74 100 73

Outlet 96 97 91 93 90 87 83 77 101 75

7
Inlet 88 93 89 93 90 86 80 70 98 74

Outlet 86 95 90 93 90 86 80 71 99 74

8
Inlet 94 98 90 94 90 88 82 66 102 75

Outlet 93 99 91 91 89 88 81 69 101 74

9
Inlet 96 93 90 91 90 89 86 80 100 75

Outlet 98 95 91 93 91 90 88 83 102 76
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
182

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
182

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1120-182-6 11 22 33333

444 55 66

777 8888 999999100

200

300

400

500

600

5

10

15

20

25

0

0
0 5 10 15 20 25 30

Volume Flow m3/s

25°

30°

35°

40°

20°

15°10°

10° 15° 30° 35° 40°20° 25°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1120-252-3 11 22 33

444 55555 66666
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
252 

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1120-252-6 111 2222 3333
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777 888888 99999100
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1120-252-9 11 22222 33333

44444 55555 6666666

77 88 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
352 

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1120-352-3 11 22 33

4444 5555 6666

777 888 9999950
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 99 91 93 99 99 94 87 81 105 82

Outlet 99 92 90 98 98 92 87 82 104 80

2
Inlet 103 95 93 93 90 89 86 82 105 75

Outlet 102 95 92 91 88 87 84 83 104 74

3
Inlet 106 98 95 97 94 93 89 87 108 79

Outlet 106 98 97 96 93 92 89 88 108 79

4
Inlet 97 89 90 91 88 87 86 81 100 74

Outlet 99 92 89 90 88 87 86 82 101 74

5
Inlet 102 93 93 92 89 87 85 80 104 74

Outlet 100 95 91 90 87 85 83 81 102 73

6
Inlet 105 96 95 96 93 91 88 85 107 78

Outlet 103 98 96 95 92 90 88 86 106 77

7
Inlet 98 90 90 92 87 87 85 81 101 74

Outlet 101 92 90 91 88 86 85 81 103 73

8
Inlet 100 93 93 93 90 87 85 82 103 75

Outlet 100 94 91 90 87 86 84 82 102 73

9
Inlet 104 96 94 95 93 91 87 85 106 78

Outlet 104 98 94 94 92 90 88 86 106 77
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1120-352-6 111 222 333333

44 55 66

777 8888 99999100
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 93 94 96 103 102 98 91 84 107 85

Outlet 91 94 92 101 101 96 89 84 106 84

2
Inlet 100 98 95 96 94 93 90 85 105 79

Outlet 101 100 95 95 94 92 90 87 105 79

3
Inlet 101 98 97 97 95 94 90 87 106 80

Outlet 101 101 96 96 94 93 91 88 106 79

4
Inlet 94 97 95 98 94 92 90 87 104 79

Outlet 95 98 93 95 93 92 90 88 103 78

5
Inlet 96 98 95 95 92 91 88 83 103 77

Outlet 96 99 94 93 91 90 87 84 103 76

6
Inlet 101 100 98 98 96 94 89 86 106 81

Outlet 100 102 97 96 95 93 90 87 106 80

7
Inlet 93 97 95 98 95 92 91 89 104 80

Outlet 94 98 94 95 93 94 94 89 103 80

8
Inlet 99 99 96 96 93 92 89 86 105 79

Outlet 98 100 96 94 93 91 89 85 104 78

9
Inlet 100 100 97 97 96 92 88 84 106 80

Outlet 102 102 98 95 96 93 89 86 107 80
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
352 

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1120-352-9 11 2222222 33333

444 55555 6666666

77 888 99
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 100 98 100 104 102 100 94 88 109 86

Outlet 101 99 98 103 103 100 94 87 109 86

2
Inlet 100 95 97 99 97 96 92 86 106 82

Outlet 102 98 97 99 98 97 94 88 107 83

3
Inlet 103 98 100 99 99 96 92 87 108 83

Outlet 104 99 98 98 98 96 92 89 108 82

4
Inlet 99 94 96 97 95 92 89 86 104 79

Outlet 99 93 95 96 94 93 88 85 104 79

5
Inlet 101 95 97 98 94 94 91 86 105 80

Outlet 101 97 97 96 94 93 90 86 105 79

6
Inlet 103 98 100 98 98 95 90 86 107 82

Outlet 103 100 99 96 96 94 91 87 107 80

7
Inlet 99 91 95 97 95 91 89 85 104 79

Outlet 98 94 95 94 93 91 90 87 103 78

8
Inlet 102 96 97 96 94 93 92 88 106 80

Outlet 103 98 98 96 94 94 91 87 106 80

9
Inlet 106 98 106 97 99 95 88 82 110 83

Outlet 106 99 102 96 97 95 89 85 109 81
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1120-352-12 11 22 33
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 97 94 98 101 102 98 94 88 107 85

Outlet 96 93 97 100 102 99 95 90 107 85

2
Inlet 100 93 101 100 97 97 93 88 107 83

Outlet 101 95 99 97 96 96 93 89 106 81

3
Inlet 101 94 99 97 97 95 90 85 106 81

Outlet 103 97 99 96 97 95 92 88 107 81

4
Inlet 96 93 96 98 97 96 95 90 105 82

Outlet 97 96 97 97 96 94 93 89 105 81

5
Inlet 100 93 100 98 95 95 92 89 106 81

Outlet 103 96 98 96 94 95 91 88 106 80

6
Inlet 103 97 100 98 98 95 90 85 107 82

Outlet 105 99 101 97 97 96 92 88 108 82

7
Inlet 95 91 97 97 96 93 91 89 104 80

Outlet 97 91 95 96 93 91 89 87 103 78

8
Inlet 100 95 100 98 95 95 94 91 106 81

Outlet 102 97 98 96 95 95 92 89 106 81

9
Inlet 104 99 102 100 99 96 91 86 109 83

Outlet 106 100 101 98 98 97 92 88 109 83
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
400 

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1120-400-3 11 22222 33

444 55555 66666
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 102 99 101 104 100 94 89 82 109 84

Outlet 105 99 101 103 100 94 89 83 109 84

2
Inlet 106 100 97 97 97 93 89 85 108 80

Outlet 106 100 98 96 97 92 89 87 108 80

3
Inlet 108 103 98 98 98 94 90 88 110 81

Outlet 109 104 100 98 100 94 92 92 111 83

4
Inlet 101 97 96 96 96 96 96 81 105 79

Outlet 104 97 95 95 95 91 87 82 106 78

5
Inlet 105 98 96 98 97 92 89 84 107 80

Outlet 104 97 96 97 96 92 89 85 107 80

6
Inlet 107 101 97 99 98 93 90 87 109 81

Outlet 107 101 98 99 99 94 92 90 110 82

7
Inlet 102 96 94 94 95 92 89 81 105 78

Outlet 102 95 94 93 95 92 88 81 105 78

8
Inlet 106 99 96 97 97 93 89 83 108 80

Outlet 105 99 97 96 96 93 88 84 107 80

9
Inlet 108 101 97 99 99 93 90 87 110 82

Outlet 107 101 98 99 99 94 91 89 110 82
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 101 101 104 106 103 98 92 85 111 87

Outlet 103 100 103 105 103 98 92 85 110 86

2
Inlet 105 101 100 98 99 94 91 86 109 82

Outlet 105 100 100 98 99 94 91 87 108 82

3
Inlet 105 101 100 101 99 96 92 88 109 83

Outlet 107 101 102 102 100 97 94 91 111 84

4
Inlet 100 96 97 97 99 95 91 84 106 82

Outlet 102 96 98 97 98 94 90 84 106 81

5
Inlet 103 100 99 98 99 95 91 85 108 82

Outlet 105 101 101 99 99 95 91 86 109 82

6
Inlet 106 102 101 100 99 95 92 88 110 83

Outlet 107 102 102 100 100 96 93 90 110 84

7
Inlet 101 97 99 97 99 95 92 84 106 82

Outlet 100 97 97 97 98 94 91 84 105 81

8
Inlet 103 99 99 97 99 94 90 85 107 82

Outlet 104 99 100 97 98 94 90 85 108 81

9
Inlet 99 101 98 102 99 96 92 87 108 83

Outlet 101 103 100 101 100 97 94 91 109 84
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1120mm 
 
Hub Type
400 

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1120-400-9 

1 22 33

444 55 66

777 888 9999999200

400

600

800

1000

1200

1400

20

10

30

50

40

60

0

0
0 5 10 15 20 30 3525

Volume Flow m3/s

30°

35°

40°

25°

20°

15°10°

10° 15° 30° 35° 40°20° 25°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 97 101 105 107 104 98 92 85 111 88

Outlet 97 102 105 107 104 98 92 85 111 88

2
Inlet 100 97 102 101 100 95 91 85 108 83

Outlet 101 98 103 100 99 96 92 87 108 83

3
Inlet 102 99 101 99 97 95 92 87 107 82

Outlet 104 100 103 100 97 95 93 89 109 82

4
Inlet 93 92 99 98 99 96 92 86 105 82

Outlet 94 92 100 98 99 95 92 85 105 82

5
Inlet 98 96 101 98 99 95 91 84 106 82

Outlet 100 96 102 98 98 95 91 85 107 82

6
Inlet 102 99 101 99 96 94 91 85 107 81

Outlet 104 100 104 100 98 96 92 88 109 83

7
Inlet 95 93 99 99 99 95 92 86 105 82

Outlet 93 92 101 99 99 95 92 85 106 82

8
Inlet 100 99 104 99 100 97 93 85 108 84

Outlet 100 98 105 99 98 97 92 85 108 83

9
Inlet 104 100 101 102 99 98 96 91 109 84

Outlet 106 103 103 102 100 100 97 94 111 86
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-252-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-252-6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-252-9 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-352-3 1 2
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 77 76 81 84 80 76 73 65 88 65

Outlet 81 75 80 83 78 75 71 64 88 63

2
Inlet 82 80 76 75 74 72 71 66 86 59

Outlet 85 81 74 73 72 70 71 67 87 58

3
Inlet 85 87 81 79 76 72 68 64 90 61

Outlet 89 86 82 79 76 72 70 64 92 61

4
Inlet 78 75 76 75 78 80 77 65 86 64

Outlet 83 74 75 73 76 78 75 63 86 62

5
Inlet 81 80 76 75 73 71 69 64 85 58

Outlet 85 78 74 72 71 69 69 64 87 56

6
Inlet 85 81 79 79 77 74 72 68 88 62

Outlet 90 82 80 79 76 74 74 69 92 62

7
Inlet 79 77 76 76 78 81 77 64 87 64

Outlet 84 75 75 74 76 79 75 62 87 62

8
Inlet 84 82 78 76 75 73 70 65 88 60

Outlet 86 80 76 74 73 72 70 64 88 58

9
Inlet 87 82 79 79 77 74 72 68 90 62

Outlet 90 82 80 78 77 74 74 70 92 62
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-352-6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 82 80 90 90 86 83 79 69 95 71

Outlet 86 81 90 88 85 81 77 69 94 69

2
Inlet 86 81 79 81 79 77 75 69 90 64

Outlet 90 82 79 80 78 77 75 70 92 63

3
Inlet 89 82 81 81 81 78 76 72 92 65

Outlet 92 84 81 81 80 79 78 73 94 65

4
Inlet 82 78 84 82 85 85 81 71 91 69

Outlet 89 79 83 81 83 83 79 68 92 68

5
Inlet 87 83 81 81 80 79 76 69 91 65

Outlet 91 84 80 79 78 77 75 69 93 63

6
Inlet 90 84 82 82 81 79 77 71 93 66

Outlet 93 88 83 81 81 79 78 74 95 66

7
Inlet 82 80 83 80 83 85 81 69 91 69

Outlet 89 80 83 79 81 83 79 67 92 67

8
Inlet 89 85 83 82 82 83 80 70 93 68

Outlet 92 84 82 80 80 81 78 68 94 66

9
Inlet 93 86 84 84 82 79 76 71 95 66

Outlet 94 87 84 82 81 79 77 72 96 66
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-352-9 1 2 3
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Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 82 81 89 90 88 86 80 71 95 72

Outlet 85 82 89 88 87 84 79 69 94 71

2
Inlet 86 84 90 85 84 82 79 71 94 69

Outlet 87 84 90 84 83 82 78 71 94 68

3
Inlet 88 87 87 84 82 80 77 72 93 67

Outlet 91 88 86 83 82 80 79 74 95 67

4
Inlet 81 82 85 81 85 87 82 70 92 70

Outlet 85 83 83 80 82 85 80 68 91 68

5
Inlet 88 84 89 81 82 82 78 70 93 67

Outlet 88 85 88 80 80 81 77 69 93 66

6
Inlet 90 88 88 84 83 80 77 71 95 67

Outlet 93 89 86 83 82 81 79 72 96 67

7
Inlet 85 84 85 82 83 86 81 69 92 69

Outlet 86 83 83 80 81 84 79 66 91 67

8
Inlet 88 85 89 82 83 84 80 70 94 69

Outlet 90 85 88 80 81 82 78 68 94 67

9
Inlet 87 93 86 87 83 77 72 66 96 68

Outlet 88 93 87 88 85 80 75 70 96 69
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-352-12 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 81 83 90 92 88 85 79 70 96 73

Outlet 82 83 89 91 87 84 78 69 95 72

2
Inlet 84 87 86 87 86 84 81 73 94 70

Outlet 85 87 84 86 85 83 80 72 93 69

3
Inlet 88 88 91 84 83 80 78 72 95 68

Outlet 89 87 88 82 81 80 78 73 94 67

4
Inlet 79 84 85 83 85 88 82 71 93 71

Outlet 82 84 83 81 83 87 80 68 92 70

5
Inlet 86 87 84 83 84 85 81 72 93 69

Outlet 87 87 83 81 82 83 80 70 93 68

6
Inlet 90 90 91 84 83 81 78 71 96 68

Outlet 91 89 89 83 82 81 79 72 95 68

7
Inlet 84 86 85 83 84 87 82 70 93 70

Outlet 81 86 83 81 82 85 80 67 92 68

8
Inlet 89 88 85 84 85 87 83 71 95 71

Outlet 89 87 84 82 82 85 81 68 94 69

9
Inlet 94 90 91 85 84 82 79 72 97 69

Outlet 92 90 89 84 83 82 80 72 96 68
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-400-3 1 2 3
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Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 87 82 85 84 80 78 72 63 91 65

Outlet 85 84 85 85 80 77 71 65 91 65

2
Inlet 89 82 79 84 82 76 73 69 92 65

Outlet 87 83 79 84 82 75 74 71 91 65

3
Inlet 93 85 83 90 82 80 78 75 96 69

Outlet 93 88 85 90 83 81 82 77 97 70

4
Inlet 84 78 78 82 81 79 71 60 89 65

Outlet 83 80 78 84 80 77 70 60 89 64

5
Inlet 88 81 79 84 83 76 72 66 91 66

Outlet 86 82 78 84 82 75 72 69 90 65

6
Inlet 92 84 83 90 83 80 77 72 95 69

Outlet 92 87 84 89 83 81 80 75 96 69

7
Inlet 84 79 78 82 80 79 70 58 89 64

Outlet 83 81 78 84 80 77 69 58 89 64

8
Inlet 89 81 80 85 84 78 72 64 92 67

Outlet 87 82 79 85 83 77 72 67 91 66

9
Inlet 93 85 84 90 83 79 77 72 96 69

Outlet 93 88 84 89 83 80 79 76 96 69
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-400-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 88 84 87 86 84 81 74 62 93 68

Outlet 88 86 87 86 83 80 73 63 94 67

2
Inlet 87 83 83 88 83 81 75 67 93 68

Outlet 87 86 83 88 82 82 76 68 93 68

3
Inlet 93 89 87 89 85 82 79 73 97 70

Outlet 93 91 88 91 85 83 81 76 98 71

4
Inlet 85 83 82 85 82 79 71 59 91 66

Outlet 84 84 82 86 81 78 70 59 91 66

5
Inlet 87 84 83 88 83 81 74 64 93 68

Outlet 87 86 83 88 82 80 74 65 93 68

6
Inlet 93 89 85 88 84 81 78 71 96 69

Outlet 93 92 86 90 84 82 80 74 97 70

7
Inlet 86 83 82 85 82 78 70 60 91 66

Outlet 85 85 82 86 81 78 69 59 91 66

8
Inlet 90 85 83 89 83 80 73 62 94 68

Outlet 88 87 84 89 82 79 72 63 94 68

9
Inlet 94 88 86 86 86 82 79 70 97 69

Outlet 95 91 87 88 86 83 81 73 98 70



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 471

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-400-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 90 91 91 91 86 83 75 65 97 71

Outlet 91 93 91 91 85 83 75 66 98 71

2
Inlet 88 88 87 91 85 83 78 72 96 71

Outlet 88 90 86 89 84 84 79 74 95 70

3
Inlet 91 91 88 90 85 83 80 73 97 71

Outlet 92 93 88 90 85 84 82 76 98 71

4
Inlet 83 88 85 89 84 82 74 63 94 69

Outlet 83 89 85 89 83 81 73 63 94 69

5
Inlet 89 89 85 91 86 84 77 70 96 71

Outlet 88 91 85 90 85 83 77 71 96 70

6
Inlet 92 93 88 91 86 83 79 69 98 71

Outlet 93 95 89 91 86 84 80 73 99 72

7
Inlet 85 88 85 89 83 80 73 62 94 69

Outlet 83 90 85 89 82 80 72 63 94 68

8
Inlet 91 93 86 88 86 84 76 69 97 70

Outlet 89 94 86 86 85 82 75 68 97 69

9
Inlet 94 91 89 90 89 88 85 78 99 74

Outlet 95 94 90 91 89 88 86 80 100 74
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
550

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-550-3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 85 80 80 83 81 77 72 63 90 65

Outlet 85 81 80 82 81 76 72 66 89 64

2
Inlet 89 82 82 84 80 76 73 67 92 65

Outlet 89 83 81 84 81 76 73 71 92 65

3
Inlet 92 84 83 85 81 77 75 70 94 66

Outlet 92 85 83 86 83 78 77 73 95 67

4
Inlet 86 79 80 85 83 79 73 61 91 66

Outlet 86 81 79 84 83 79 72 63 91 66

5
Inlet 89 81 82 85 81 77 73 65 92 65

Outlet 89 82 81 85 82 77 72 69 92 66

6
Inlet 92 84 84 84 81 77 75 70 94 66

Outlet 93 86 84 84 82 78 77 73 95 66

7
Inlet 85 78 79 82 83 78 70 58 89 65

Outlet 85 80 78 82 84 77 69 59 90 66

8
Inlet 89 83 82 83 83 80 77 70 92 67

Outlet 90 84 82 85 83 79 77 72 93 67

9
Inlet 93 86 85 86 83 79 75 64 95 67

Outlet 94 86 85 86 83 79 75 64 96 67
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
550

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-550-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 89 81 86 86 82 80 74 63 93 67

Outlet 89 82 84 84 82 79 73 64 92 66

2
Inlet 91 83 84 88 80 78 75 69 94 67

Outlet 92 84 83 86 81 78 75 72 94 66

3
Inlet 95 85 85 88 82 80 77 73 97 68

Outlet 95 88 86 89 84 81 79 76 97 70

4
Inlet 89 81 83 87 83 81 75 63 93 68

Outlet 90 82 82 85 83 80 74 65 93 67

5
Inlet 92 82 83 89 82 80 75 67 95 68

Outlet 92 84 83 86 82 79 74 69 94 67

6
Inlet 96 86 85 88 83 80 76 72 98 68

Outlet 96 89 86 89 84 81 78 75 98 69

7
Inlet 87 81 82 85 83 81 71 59 92 67

Outlet 88 82 80 83 83 80 69 58 91 66

8
Inlet 92 83 83 86 84 81 74 64 94 68

Outlet 92 84 83 83 83 80 73 65 94 66

9
Inlet 95 86 86 89 86 82 77 68 97 70

Outlet 95 88 88 89 88 83 77 70 98 71
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
550

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-550-9 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 88 85 88 88 85 82 75 65 94 69

Outlet 88 86 87 87 84 81 75 67 94 68

2
Inlet 90 87 88 88 83 81 76 69 95 69

Outlet 90 88 86 88 84 81 76 72 95 69

3
Inlet 93 89 88 87 82 80 76 70 96 68

Outlet 94 91 88 89 84 81 78 74 98 70

4
Inlet 88 87 87 89 84 83 75 64 95 70

Outlet 87 88 86 87 84 82 74 64 94 69

5
Inlet 89 86 88 87 84 82 74 66 94 69

Outlet 90 87 85 88 84 82 74 68 95 69

6
Inlet 93 88 89 84 82 79 76 70 96 67

Outlet 94 91 90 87 84 81 78 73 98 69

7
Inlet 86 85 85 87 84 82 71 61 93 68

Outlet 86 87 83 85 85 81 70 61 93 68

8
Inlet 90 86 88 87 85 82 74 65 95 69

Outlet 90 88 85 88 85 82 73 66 95 69

9
Inlet 94 90 90 88 86 85 77 68 98 71

Outlet 95 92 90 88 87 86 79 70 99 72
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
550

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1250-550-12

1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 5 10 15 20 25

2

4

6

8

12

14

10

0

100

150

200

250

450

350

300

400

500

50

0

10°

15°

20°

25°

30°

35°

40°

10° 15° 20° 25° 30° 40°35°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 87 87 91 90 86 83 77 67 96 71

Outlet 88 89 90 88 86 83 76 67 96 70

2
Inlet 87 88 88 89 83 82 77 70 95 69

Outlet 89 91 88 89 84 82 77 72 96 70

3
Inlet 91 91 90 88 82 81 78 70 97 69

Outlet 92 94 91 89 84 82 79 74 98 70

4
Inlet 83 85 86 88 85 83 74 65 93 69

Outlet 85 87 84 87 85 83 74 64 93 69

5
Inlet 88 89 88 89 85 83 77 68 95 70

Outlet 90 91 87 89 85 84 77 70 96 70

6
Inlet 92 89 90 85 82 81 77 69 96 68

Outlet 95 93 91 87 84 82 78 72 99 70

7
Inlet 83 87 89 88 85 84 74 64 94 70

Outlet 84 88 86 87 84 83 73 63 94 69

8
Inlet 90 90 89 90 87 85 77 68 97 72

Outlet 91 92 87 89 87 85 77 68 97 71

9
Inlet 94 92 91 88 86 86 82 77 98 72

Outlet 96 95 92 89 86 85 83 80 100 72
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-252-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-252-6

1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 5 10 15 2520

10°
15°

20°

25°

30°

35°

40°

10° 15° 20° 25° 30° 35° 40°

2

4

8

6

12

10

0

100

150

200

250

300

50

0

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-252-9 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-352-3 1 2

3

4 5 6

7 8 9

Volume Flow m3/s
0 5 10 15 20

3

1

2

3

5

4

0

100

120

140

160

180

40

60

80

20

0

10°

15°

20°

25°

30°

35°

10° 15° 20° 25° 30° 35°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 89 86 87 94 91 86 81 76 98 75

Outlet 97 83 87 92 90 85 80 75 99 73

2
Inlet 94 89 86 85 84 82 80 77 97 69

Outlet 95 88 85 83 83 81 80 78 97 68

3
Inlet 95 93 91 90 88 84 81 77 99 72

Outlet 98 95 92 90 88 85 82 77 101 73

4
Inlet 89 86 85 84 84 85 86 79 94 71

Outlet 96 84 84 82 83 83 84 76 97 69

5
Inlet 94 89 86 85 84 81 78 74 97 68

Outlet 96 89 85 83 82 80 78 75 98 67

6
Inlet 96 89 88 88 87 84 80 78 98 71

Outlet 98 92 88 87 86 84 82 79 100 71

7
Inlet 89 88 85 84 84 85 87 78 95 71

Outlet 96 88 84 82 83 84 85 75 98 70

8
Inlet 95 90 87 86 84 82 78 74 97 69

Outlet 96 90 86 83 83 81 78 75 98 68

9
Inlet 97 90 88 87 86 83 80 77 99 70

Outlet 99 92 89 86 86 84 82 80 101 71
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-352-6

1 2 3
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7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 90 86 96 97 94 89 84 78 101 78

Outlet 90 89 95 95 93 88 84 77 100 77

2
Inlet 91 93 88 89 88 86 82 79 98 72

Outlet 93 94 88 87 87 85 83 79 98 72

3
Inlet 92 94 89 89 89 86 83 80 99 73

Outlet 94 96 91 89 89 88 86 83 100 74

4
Inlet 90 87 88 89 91 91 88 81 98 76

Outlet 89 89 87 88 90 90 87 78 97 75

5
Inlet 90 93 89 88 87 85 81 77 97 71

Outlet 92 93 89 86 85 84 81 77 97 70

6
Inlet 94 94 90 90 89 86 82 79 99 73

Outlet 94 96 91 88 88 86 84 81 100 73

7
Inlet 92 91 90 87 89 90 90 81 99 75

Outlet 90 90 88 86 87 88 88 78 97 73

8
Inlet 93 93 90 88 87 86 86 80 98 73

Outlet 93 94 89 87 86 85 84 77 98 71

9
Inlet 95 96 92 91 90 86 83 79 101 74

Outlet 97 98 93 90 89 87 84 81 102 74
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-352-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 90 85 92 96 96 92 87 79 101 79

Outlet 91 86 93 94 94 91 87 78 100 77

2
Inlet 92 88 92 92 91 89 86 80 99 75

Outlet 95 89 91 90 90 89 85 79 99 74

3
Inlet 96 91 93 91 90 86 83 79 100 74

Outlet 99 92 94 90 90 87 84 81 102 74

4
Inlet 92 87 92 89 90 92 92 82 99 77

Outlet 95 87 90 88 89 91 90 80 99 76

5
Inlet 95 89 92 90 89 88 87 80 99 74

Outlet 97 90 92 88 87 87 86 79 100 73

6
Inlet 98 91 95 92 91 88 84 79 102 75

Outlet 100 95 96 92 90 88 85 81 103 75

7
Inlet 91 89 93 90 90 92 92 81 100 77

Outlet 95 87 91 88 88 90 91 78 99 76

8
Inlet 98 88 92 90 89 88 88 80 101 75

Outlet 97 90 91 88 87 87 86 78 100 73

9
Inlet 91 94 102 96 93 87 82 71 104 78

Outlet 97 95 98 99 93 90 84 77 104 79
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-352-12 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 87 85 97 98 98 93 88 80 103 81

Outlet 87 86 98 97 96 92 87 79 103 79

2
Inlet 92 86 96 96 93 91 88 82 101 78

Outlet 93 87 95 94 93 91 88 81 101 77

3
Inlet 95 89 96 92 91 88 84 80 101 75

Outlet 98 91 96 92 91 89 86 83 102 76

4
Inlet 87 84 96 90 92 94 93 83 101 79

Outlet 89 84 97 89 91 93 92 81 101 78

5
Inlet 94 86 95 91 90 89 89 82 100 76

Outlet 94 87 94 89 88 88 87 80 99 74

6
Inlet 96 89 96 92 90 87 83 78 101 75

Outlet 98 92 96 91 90 88 85 81 102 75

7
Inlet 88 85 96 91 91 93 94 82 101 79

Outlet 90 84 98 90 89 91 92 80 101 77

8
Inlet 97 90 96 93 92 92 93 84 102 78

Outlet 98 89 95 91 90 91 91 81 102 77

9
Inlet 98 91 97 94 92 89 85 80 103 76

Outlet 101 94 98 93 92 90 86 81 104 77



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 483

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-400-3 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 97 94 94 94 90 87 82 72 102 75

Outlet 95 94 94 94 89 86 81 74 101 74

2
Inlet 99 95 90 93 90 85 83 77 102 74

Outlet 100 94 90 92 89 85 84 80 102 74

3
Inlet 101 97 92 96 90 87 86 82 104 76

Outlet 101 97 93 95 91 88 89 86 104 77

4
Inlet 96 90 87 90 88 87 82 70 99 73

Outlet 96 90 87 90 87 86 81 72 99 72

5
Inlet 99 93 90 93 90 85 82 75 102 74

Outlet 100 93 90 92 89 85 82 78 102 73

6
Inlet 102 95 92 96 90 87 85 80 104 76

Outlet 102 96 93 95 91 88 87 84 104 76

7
Inlet 95 90 87 90 88 87 82 70 98 73

Outlet 95 90 88 90 87 86 81 71 98 72

8
Inlet 100 93 90 93 91 87 82 73 102 75

Outlet 98 94 90 93 90 86 82 75 101 74

9
Inlet 104 96 92 96 90 87 84 80 106 76

Outlet 103 97 93 95 91 87 86 84 105 76
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-400-6 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
0 5 10 15 25 3020

5

10

15

20

0

100

150

200

250

300

350

400

450

50

0

10°
15°

20°

25°

30°

35°

40°

10° 15° 20° 25° 30° 35° 40°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 94 95 97 97 94 90 85 75 103 78

Outlet 96 96 97 96 93 90 84 76 103 77

2
Inlet 97 95 92 96 92 89 85 77 102 77

Outlet 97 95 92 95 91 89 85 79 102 76

3
Inlet 102 97 95 95 93 89 86 81 105 77

Outlet 103 98 97 96 94 90 88 83 106 78

4
Inlet 92 93 90 94 91 89 84 73 100 76

Outlet 94 93 91 94 90 88 83 73 100 75

5
Inlet 96 95 92 95 92 89 85 76 102 76

Outlet 97 96 93 95 91 89 84 78 102 76

6
Inlet 102 97 94 94 92 88 85 79 105 76

Outlet 102 99 95 95 93 89 87 83 105 77

7
Inlet 94 94 91 94 91 89 83 73 100 76

Outlet 94 94 91 94 90 88 82 72 100 75

8
Inlet 98 96 92 96 92 89 85 76 103 77

Outlet 99 97 93 95 92 89 84 77 103 76

9
Inlet 105 96 93 95 92 89 86 81 106 77

Outlet 104 98 94 96 93 90 88 84 106 78
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-400-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 95 98 100 100 96 91 86 76 105 80

Outlet 96 99 100 99 96 91 85 77 105 80

2
Inlet 96 97 94 98 92 91 86 79 103 78

Outlet 96 98 94 96 92 91 87 81 103 78

3
Inlet 97 97 93 95 92 89 86 80 103 77

Outlet 99 99 94 95 93 90 88 83 104 77

4
Inlet 90 95 92 96 93 90 86 75 101 77

Outlet 90 96 92 95 92 90 85 74 101 77

5
Inlet 95 97 92 97 92 91 86 77 103 78

Outlet 95 98 93 96 92 90 86 78 103 77

6
Inlet 98 98 94 95 92 89 85 78 103 77

Outlet 99 100 95 95 94 90 87 81 105 78

7
Inlet 92 95 93 96 93 90 85 75 101 77

Outlet 89 97 93 95 92 89 84 74 101 76

8
Inlet 97 100 94 96 93 92 87 72 104 78

Outlet 96 101 94 94 92 91 86 73 104 77

9
Inlet 99 98 95 96 94 93 91 85 104 79

Outlet 101 99 96 97 95 94 92 87 106 80
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
550

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-550-3 1 2
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 95 91 89 91 88 84 80 72 99 72

Outlet 98 91 88 90 87 84 80 74 100 71

2
Inlet 98 93 89 92 87 84 81 75 101 72

Outlet 101 94 89 91 88 84 82 78 103 73

3
Inlet 103 95 91 94 89 86 83 79 105 74

Outlet 102 96 92 94 91 87 85 82 104 76

4
Inlet 98 91 87 91 89 87 82 72 100 73

Outlet 97 92 87 90 88 86 81 74 100 72

5
Inlet 99 92 88 91 87 84 80 73 101 72

Outlet 99 93 87 91 88 84 80 76 101 72

6
Inlet 106 95 92 93 90 85 83 80 107 74

Outlet 103 96 93 93 90 86 85 82 105 75

7
Inlet 101 89 87 89 89 86 79 70 102 72

Outlet 98 90 86 88 89 85 79 72 100 72

8
Inlet 101 93 90 91 90 88 85 79 103 74

Outlet 100 93 90 92 90 87 84 81 102 74

9
Inlet 106 99 94 95 92 90 86 82 108 77

Outlet 104 97 95 94 92 87 86 83 106 76
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
550

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-550-6 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 93 95 93 97 92 89 84 74 102 77

Outlet 93 95 93 95 92 89 84 76 101 76

2
Inlet 97 97 92 96 90 87 84 77 102 76

Outlet 97 98 93 94 90 87 84 80 102 75

3
Inlet 100 99 94 96 91 88 85 80 104 77

Outlet 101 99 95 97 92 89 88 84 105 78

4
Inlet 93 95 91 95 91 90 85 76 101 76

Outlet 93 96 91 93 91 90 84 77 101 76

5
Inlet 97 98 92 96 91 89 84 76 103 76

Outlet 97 99 92 94 91 88 84 78 103 76

6
Inlet 100 100 95 96 91 88 85 79 105 77

Outlet 101 101 96 97 92 89 87 83 106 78

7
Inlet 89 94 92 94 91 91 84 75 100 76

Outlet 91 95 91 92 91 90 82 74 100 75

8
Inlet 99 98 93 95 92 91 85 76 104 77

Outlet 97 99 93 93 92 90 84 77 103 76

9
Inlet 102 101 96 97 93 90 86 79 106 78

Outlet 103 101 97 98 93 90 88 80 107 79
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
550

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-550-9 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 95 95 95 98 95 92 86 76 103 79

Outlet 96 95 95 97 94 91 85 77 103 78

2
Inlet 98 96 95 98 92 90 85 78 104 78

Outlet 99 96 96 97 92 90 85 80 104 78

3
Inlet 98 98 98 98 93 89 86 80 105 78

Outlet 99 100 99 98 94 91 88 83 106 79

4
Inlet 96 94 96 97 93 92 86 77 103 78

Outlet 96 94 96 96 93 92 85 78 103 78

5
Inlet 100 96 96 98 93 91 85 78 104 78

Outlet 100 96 97 97 93 91 85 79 104 78

6
Inlet 103 97 97 96 91 89 85 79 106 77

Outlet 102 100 99 98 93 90 87 82 106 79

7
Inlet 96 92 94 95 93 93 84 75 102 78

Outlet 96 93 95 94 93 92 84 75 102 77

8
Inlet 102 96 97 98 94 93 86 77 106 79

Outlet 101 96 97 97 94 92 85 78 105 79

9
Inlet 104 98 99 98 94 90 87 79 107 79

Outlet 103 99 100 99 95 91 88 80 107 80
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
550

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1250-550-12
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 93 94 97 100 96 92 86 77 104 80

Outlet 94 95 97 99 95 92 86 78 104 80

2
Inlet 96 93 97 98 92 90 86 78 103 78

Outlet 97 93 97 98 92 90 86 80 103 78

3
Inlet 96 95 99 97 92 89 86 80 104 78

Outlet 98 97 101 98 94 91 88 83 105 79

4
Inlet 90 88 93 96 93 92 85 78 101 78

Outlet 92 90 93 94 92 92 84 78 100 77

5
Inlet 96 91 97 96 92 90 84 78 102 77

Outlet 97 93 97 96 92 90 84 79 103 77

6
Inlet 100 95 98 96 91 89 85 78 104 77

Outlet 103 99 100 97 93 91 86 82 107 79

7
Inlet 90 91 96 97 93 94 86 78 102 79

Outlet 91 92 95 95 93 93 85 77 101 78

8
Inlet 97 93 97 97 93 92 86 78 103 78

Outlet 98 95 97 96 93 92 85 78 104 78

9
Inlet 101 97 97 97 95 94 92 87 105 80

Outlet 103 99 99 98 97 95 93 88 107 82
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
252

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1250-252-3 1
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
252

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1250-252-6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
252

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1250-252-9 1 2 3
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Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet

For sound data please contact Elta Fans.

Outlet

2
Inlet

Outlet

3
Inlet

Outlet

4
Inlet

Outlet

5
Inlet

Outlet

6
Inlet

Outlet

7
Inlet

Outlet

8
Inlet

Outlet

9
Inlet

Outlet
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1250-352-3 1 2
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 102 93 95 102 103 98 91 85 108 85

Outlet 102 94 92 101 102 96 90 85 107 84

2
Inlet 105 98 96 96 93 92 89 85 107 78

Outlet 105 98 95 94 91 90 88 87 107 77

3
Inlet 107 100 98 98 95 94 91 87 109 80

Outlet 107 100 97 96 93 92 90 89 109 79

4
Inlet 99 91 93 94 92 90 88 82 102 77

Outlet 100 94 91 93 91 90 88 84 103 76

5
Inlet 105 96 96 95 92 90 88 83 107 77

Outlet 103 98 94 93 90 88 87 85 105 76

6
Inlet 108 99 99 100 96 95 92 89 110 82

Outlet 106 102 100 99 95 94 92 89 109 81

7
Inlet 102 93 93 95 89 90 86 82 104 76

Outlet 103 95 93 92 91 88 86 84 105 75

8
Inlet 105 96 97 97 92 90 88 83 107 78

Outlet 104 99 95 94 90 88 87 84 106 76

9
Inlet 108 98 97 98 95 95 91 88 109 81

Outlet 106 101 97 97 94 93 91 90 108 80
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1250-352-6
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 99 100 103 107 107 102 96 90 112 90

Outlet 99 101 103 105 106 101 95 90 111 88

2
Inlet 101 99 97 97 95 95 92 87 106 81

Outlet 102 102 97 96 96 95 92 90 107 81

3
Inlet 104 101 100 101 98 98 94 91 109 84

Outlet 104 104 100 99 97 97 95 92 109 83

4
Inlet 101 100 98 101 99 97 93 90 108 83

Outlet 100 100 97 100 97 95 92 88 107 82

5
Inlet 98 101 98 98 93 94 90 86 106 80

Outlet 99 102 97 96 93 92 90 87 106 79

6
Inlet 103 101 100 100 98 97 92 89 108 83

Outlet 103 104 99 98 97 96 93 90 109 82

7
Inlet 100 101 97 100 96 94 92 89 107 81

Outlet 98 100 96 98 95 94 93 91 106 81

8
Inlet 102 102 98 99 95 94 92 91 107 81

Outlet 101 102 99 97 95 94 92 89 107 81

9
Inlet 104 103 101 101 99 96 92 88 109 83

Outlet 104 104 101 98 98 95 92 89 109 82
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1250-352-9 1 2 3
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0 5 10 15 20 403025 35 45

10

20

0

100

200

300

400

500

600

700

800

900

0

30

40

50

60

10°
15°

20°

25°

30°

40°

35°

10° 15° 20° 25° 30° 35° 40°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 101 94 96 104 105 102 96 89 110 88

Outlet 98 91 97 102 102 99 96 92 108 86

2
Inlet 102 96 98 101 99 99 95 89 108 84

Outlet 104 99 98 100 100 99 96 90 109 85

3
Inlet 107 101 103 103 103 101 96 92 111 87

Outlet 108 102 102 101 101 100 97 93 111 86

4
Inlet 101 93 95 102 101 103 99 92 109 87

Outlet 101 95 94 100 101 102 98 91 108 86

5
Inlet 104 97 100 101 96 96 94 89 108 83

Outlet 103 100 99 99 96 96 93 89 108 82

6
Inlet 105 100 102 100 100 98 93 89 109 84

Outlet 106 102 101 99 99 97 94 91 110 83

7
Inlet 102 98 98 98 95 95 94 91 107 81

Outlet 102 97 96 96 94 96 92 93 106 81

8
Inlet 104 97 100 99 96 96 94 91 108 82

Outlet 104 100 99 98 94 95 93 89 108 81

9
Inlet 108 100 110 99 102 97 93 84 113 86

Outlet 108 100 105 98 100 97 92 87 111 84
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1250-352-12 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 102 100 103 106 107 102 98 91 112 90

Outlet 101 94 102 106 107 103 97 91 112 90

2
Inlet 102 94 103 106 104 103 98 93 111 89

Outlet 104 98 101 104 103 103 99 93 111 88

3
Inlet 105 98 102 101 102 100 94 89 110 86

Outlet 107 100 102 100 101 100 96 93 111 85

4
Inlet 99 95 100 101 100 99 96 94 108 85

Outlet 100 96 101 100 99 99 94 92 108 84

5
Inlet 102 94 102 100 97 97 95 91 108 83

Outlet 102 96 100 98 95 97 94 90 107 82

6
Inlet 106 99 103 101 101 99 93 88 110 85

Outlet 108 101 103 99 100 99 95 91 111 85

7
Inlet 97 95 98 100 99 102 97 95 108 86

Outlet 98 96 99 100 100 101 96 93 108 85

8
Inlet 105 99 103 102 100 99 97 95 110 85

Outlet 106 101 102 100 98 99 97 94 110 85

9
Inlet 107 102 105 103 102 100 95 90 112 86

Outlet 109 103 104 101 101 100 96 91 112 86
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1250-400-3 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 104 100 102 104 102 97 92 86 110 85

Outlet 107 100 101 104 101 96 92 87 111 85

2
Inlet 109 102 99 100 99 95 92 89 111 83

Outlet 108 102 100 98 98 94 92 90 110 82

3
Inlet 112 105 101 102 100 97 94 93 114 84

Outlet 111 106 103 102 102 97 96 95 114 86

4
Inlet 104 97 95 97 96 94 91 85 107 80

Outlet 106 98 95 96 95 93 90 86 108 79

5
Inlet 108 101 99 101 100 95 92 87 110 83

Outlet 107 100 99 99 98 95 92 89 109 82

6
Inlet 110 104 101 103 101 97 94 91 113 85

Outlet 110 104 102 103 102 98 96 94 113 86

7
Inlet 105 97 96 97 97 94 92 86 107 81

Outlet 106 97 96 96 96 94 91 86 108 80

8
Inlet 109 102 100 101 99 96 92 87 111 83

Outlet 108 102 100 99 98 95 92 88 110 82

9
Inlet 112 105 101 103 102 97 94 91 114 85

Outlet 111 105 102 103 102 98 95 94 113 86
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1250-400-6 1 2 3
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Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 103 101 105 107 105 101 96 89 112 89

Outlet 105 101 105 106 104 101 96 89 112 88

2
Inlet 107 103 103 101 101 97 94 89 111 85

Outlet 107 102 103 100 101 96 94 90 111 84

3
Inlet 109 104 104 105 103 100 96 92 113 87

Outlet 111 104 105 105 104 101 98 95 114 88

4
Inlet 103 98 101 100 101 98 95 89 109 85

Outlet 105 99 101 100 100 97 94 88 109 84

5
Inlet 106 102 103 101 101 98 94 89 110 85

Outlet 107 103 103 101 101 97 94 89 111 85

6
Inlet 110 104 104 103 102 98 95 91 113 86

Outlet 110 105 105 104 102 99 96 94 113 87

7
Inlet 104 100 102 101 101 98 96 89 109 85

Outlet 103 99 101 100 100 97 95 88 108 84

8
Inlet 107 103 103 102 102 98 95 90 111 85

Outlet 108 103 104 101 101 98 94 90 112 85

9
Inlet 102 104 102 105 103 99 95 90 111 87

Outlet 104 106 103 104 103 100 97 94 112 87
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1250-400-9
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 99 100 105 109 107 102 96 89 113 90

Outlet 100 101 105 108 106 102 96 89 112 90

2
Inlet 102 98 104 104 102 98 95 89 110 86

Outlet 103 100 105 102 101 98 95 91 110 85

3
Inlet 105 100 104 102 100 97 94 90 110 84

Outlet 107 102 106 103 100 99 96 93 112 86

4
Inlet 96 94 101 101 101 99 96 90 108 85

Outlet 97 94 102 100 100 98 95 90 107 84

5
Inlet 101 98 103 102 101 98 94 89 109 85

Outlet 103 98 104 101 100 98 94 89 109 84

6
Inlet 106 101 104 102 100 98 94 89 111 85

Outlet 108 103 107 103 101 99 96 92 113 86

7
Inlet 98 96 101 102 101 99 97 90 108 85

Outlet 96 95 103 101 100 98 96 90 108 85

8
Inlet 104 102 106 103 102 100 97 90 111 87

Outlet 103 101 107 103 101 100 96 90 111 86

9
Inlet 106 101 105 105 102 101 98 94 112 87

Outlet 109 104 106 104 103 102 99 97 113 88
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
550

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1250-550-3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 104 97 96 98 97 95 91 84 107 81

Outlet 108 98 96 96 96 95 90 84 109 80

2
Inlet 109 102 98 99 98 94 91 87 111 82

Outlet 109 102 98 98 97 94 90 88 111 81

3
Inlet 112 105 102 102 101 97 94 91 114 85

Outlet 111 106 103 102 102 98 95 93 114 86

4
Inlet 105 99 97 98 97 95 92 87 108 81

Outlet 107 99 97 97 96 94 91 86 109 80

5
Inlet 108 101 98 99 98 94 91 87 110 82

Outlet 108 102 98 97 97 94 90 86 110 81

6
Inlet 110 104 100 101 100 96 93 90 112 84

Outlet 111 105 101 101 100 97 94 93 113 84

7
Inlet 104 97 96 98 97 95 91 84 107 81

Outlet 108 98 96 96 96 95 90 84 109 80

8
Inlet 107 103 99 101 99 97 94 91 110 84

Outlet 108 102 100 100 99 97 94 91 111 83

9
Inlet 113 106 104 104 102 99 95 93 115 86

Outlet 113 107 104 103 101 98 96 94 115 86

1440 r/min
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
550

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1250-550-6 1 2 3

4 5 6

7 8 9

Volume Flow m3/s
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 94 101 99 104 103 99 94 87 109 86

Outlet 96 101 98 102 103 99 94 87 108 86

2
Inlet 102 105 100 101 100 96 92 87 109 84

Outlet 103 105 100 100 99 95 92 89 109 83

3
Inlet 105 106 102 102 101 97 93 90 111 85

Outlet 106 108 103 102 102 98 95 93 112 86

4
Inlet 96 102 98 99 99 97 94 88 107 83

Outlet 97 101 98 98 99 97 93 88 107 83

5
Inlet 101 104 99 99 99 95 92 87 108 82

Outlet 101 104 98 98 99 95 91 87 108 82

6
Inlet 106 107 103 103 102 97 94 89 112 85

Outlet 107 109 103 103 103 99 95 92 113 86

7
Inlet 96 100 99 100 100 98 96 90 107 84

Outlet 97 101 99 98 100 98 95 86 107 84

8
Inlet 103 106 100 101 99 98 94 88 110 84

Outlet 103 105 100 99 100 98 93 87 109 84

9
Inlet 108 109 105 104 103 100 97 92 114 87

Outlet 108 110 105 104 104 100 96 93 114 88

1440 r/min
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
550

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1250-550-9 1 2 3
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 102 100 102 105 104 101 96 89 111 88

Outlet 103 100 101 104 104 101 96 89 110 87

2
Inlet 106 103 104 102 102 98 94 88 111 85

Outlet 106 103 103 101 101 98 94 89 111 85

3
Inlet 108 105 105 104 101 98 94 89 112 86

Outlet 109 106 105 103 102 99 96 92 113 86

4
Inlet 104 99 102 102 101 99 98 91 110 86

Outlet 105 100 102 101 101 99 97 90 110 85

5
Inlet 106 102 103 102 101 98 94 87 111 85

Outlet 107 102 103 100 101 99 93 87 111 85

6
Inlet 108 106 105 103 101 98 94 89 112 85

Outlet 111 107 106 103 103 100 96 91 114 87

7
Inlet 102 96 102 101 101 100 99 89 109 86

Outlet 104 98 101 100 100 100 98 88 109 85

8
Inlet 108 104 104 104 102 100 96 89 112 87

Outlet 108 104 105 102 102 101 96 88 112 86

9
Inlet 110 108 106 105 103 99 96 91 114 87

Outlet 112 108 107 105 103 100 98 91 115 88

1440 r/min
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1250mm 
 
Hub Type
550

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1250-550-12
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 99 98 104 107 106 102 97 89 112 89

Outlet 101 99 103 106 106 103 97 89 112 89

2
Inlet 104 99 106 103 102 99 96 90 111 86

Outlet 106 101 105 103 102 100 96 91 111 86

3
Inlet 106 101 106 101 100 97 94 89 111 84

Outlet 109 103 107 102 101 100 96 92 113 86

4
Inlet 97 91 101 99 101 99 97 89 107 85

Outlet 100 94 100 97 100 99 96 88 107 84

5
Inlet 103 98 104 101 100 97 93 87 109 84

Outlet 106 100 103 100 100 98 93 87 110 84

6
Inlet 107 104 106 102 100 98 94 88 112 85

Outlet 111 107 108 103 102 101 96 91 115 87

7
Inlet 100 94 104 103 102 101 101 91 110 87

Outlet 100 96 103 101 101 100 99 90 109 86

8
Inlet 105 101 106 103 102 100 97 90 111 87

Outlet 107 103 106 101 102 101 96 89 112 86

9
Inlet 109 105 108 106 103 101 99 94 114 88

Outlet 112 109 109 106 104 103 101 98 116 90

1440 r/min
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1400-352-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 78 78 88 89 84 79 74 70 93 69

Outlet 80 78 88 89 83 80 75 68 93 69

2
Inlet 87 84 81 80 79 79 76 73 91 65

Outlet 89 84 82 81 79 81 78 73 92 66

3
Inlet 89 90 87 86 84 81 77 73 95 68

Outlet 91 90 88 86 84 83 78 71 96 69

4
Inlet 84 82 83 83 83 80 79 75 91 67

Outlet 85 81 83 83 83 81 79 72 91 67

5
Inlet 88 86 82 81 79 79 76 73 92 65

Outlet 90 85 83 81 79 80 78 73 93 65

6
Inlet 90 91 85 84 84 82 78 75 95 68

Outlet 92 88 85 85 83 83 79 73 95 68

7
Inlet 86 83 80 78 77 78 85 74 91 67

Outlet 87 81 81 78 77 79 84 71 91 67

8
Inlet 88 88 82 79 77 75 73 68 92 62

Outlet 91 86 82 80 77 77 74 68 93 63

9
Inlet 91 92 85 83 83 82 78 75 96 68

Outlet 93 89 85 84 83 83 80 75 96 68
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1400-352-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 81 95 90 86 82 78 72 97 71

Outlet 82 80 95 90 86 83 79 70 97 72

2
Inlet 90 85 84 86 84 83 79 74 94 69

Outlet 90 86 85 87 85 85 81 75 95 70

3
Inlet 92 91 86 86 87 85 81 79 97 71

Outlet 94 91 88 87 87 87 84 79 98 72

4
Inlet 89 83 85 86 88 86 86 77 95 72

Outlet 89 83 85 86 88 87 85 74 95 72

5
Inlet 92 92 85 84 82 80 78 73 96 67

Outlet 93 90 86 84 82 82 79 69 96 68

6
Inlet 93 92 87 85 85 84 79 77 97 70

Outlet 95 92 88 86 85 85 82 77 98 71

7
Inlet 90 87 85 83 83 84 85 78 95 70

Outlet 91 85 85 84 84 85 79 75 95 69

8
Inlet 92 91 86 84 82 79 78 74 96 67

Outlet 93 90 86 84 82 81 78 72 96 67

9
Inlet 95 94 88 88 86 83 80 75 99 70

Outlet 96 94 87 85 84 82 80 75 99 69
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1400-352-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 79 81 90 91 89 84 81 73 96 73

Outlet 80 80 90 91 89 85 81 71 96 73

2
Inlet 87 85 89 93 89 86 80 74 97 74

Outlet 86 84 88 93 89 87 81 73 97 74

3
Inlet 92 92 87 87 86 84 80 76 97 70

Outlet 94 92 89 88 86 86 82 77 98 72

4
Inlet 81 82 84 87 89 86 85 75 94 72

Outlet 84 82 84 86 88 87 85 72 94 72

5
Inlet 89 90 85 84 84 82 80 75 95 68

Outlet 90 90 88 85 85 84 81 74 96 70

6
Inlet 94 92 92 89 88 86 81 79 99 72

Outlet 96 92 89 86 85 84 82 78 99 70

7
Inlet 85 84 83 83 84 85 90 78 94 73

Outlet 86 84 83 83 84 86 89 75 94 72

8
Inlet 91 91 87 84 84 82 81 76 96 69

Outlet 93 91 88 85 84 83 82 74 97 69

9
Inlet 92 97 95 92 88 82 80 75 101 73

Outlet 92 96 92 91 89 84 79 76 100 73

111 222 3333

444 55 66

77 88 99950

100

150

200

250

2

4

6

8

10

0

0
0 5 10 15 20 3025

10° 15° 40°35°30°

40°

35°

Volume Flow m3/s

20° 25°

25°

30°

20°

15°
10°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1400-352-12

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 76 84 91 94 92 86 83 75 98 75

Outlet 79 83 90 94 92 87 83 72 98 75

2
Inlet 86 86 89 91 89 85 80 74 96 73

Outlet 86 86 88 91 89 87 81 73 96 73

3
Inlet 89 90 91 89 87 82 79 71 97 71

Outlet 89 87 90 90 89 87 83 71 97 73

4
Inlet 82 84 84 84 85 87 91 78 95 74

Outlet 83 85 84 84 85 88 90 75 95 74

5
Inlet 89 91 88 89 89 87 83 78 97 73

Outlet 90 90 87 87 87 86 82 75 96 71

6
Inlet 88 95 90 88 85 80 76 72 98 70

Outlet 89 94 94 86 85 83 78 72 98 70

7
Inlet 82 84 84 84 85 87 91 78 95 74

Outlet 83 85 84 84 85 88 90 75 95 74

8
Inlet 91 93 88 85 84 83 85 75 97 70

Outlet 92 92 88 85 85 84 84 74 97 70

9
Inlet 96 95 95 90 88 86 83 76 101 73

Outlet 95 93 92 87 86 85 83 75 99 71
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1400-400-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 88 83 86 86 83 81 76 65 93 68

Outlet 87 84 85 86 83 80 75 67 93 67

2
Inlet 91 84 82 86 85 79 76 71 94 68

Outlet 89 85 81 85 84 78 78 74 93 67

3
Inlet 96 92 89 93 87 83 80 74 100 73

Outlet 98 94 90 92 87 85 82 76 101 73

4
Inlet 87 81 81 84 84 83 76 63 92 68

Outlet 86 82 81 85 83 81 74 63 91 67

5
Inlet 90 84 82 86 85 79 75 69 94 68

Outlet 89 85 81 86 85 79 76 72 93 68

6
Inlet 95 88 88 93 87 84 82 76 99 73

Outlet 96 91 88 92 87 85 84 79 99 73

7
Inlet 86 82 82 85 84 83 75 62 92 68

Outlet 86 84 81 85 83 81 74 61 92 67

8
Inlet 90 84 83 87 86 80 76 68 94 69

Outlet 90 85 81 86 85 79 75 70 94 68

9
Inlet 95 88 88 93 87 84 82 77 99 73

Outlet 96 91 88 92 87 85 84 80 99 73
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1400-400-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 91 89 93 91 88 83 77 65 98 72

Outlet 92 91 92 91 87 83 77 67 98 72

2
Inlet 90 86 88 92 87 85 79 71 97 72

Outlet 90 88 88 91 86 85 79 72 96 72

3
Inlet 96 92 91 93 89 86 83 77 100 74

Outlet 96 95 92 95 89 87 86 80 101 75

4
Inlet 87 85 85 87 86 84 78 64 94 70

Outlet 87 86 84 87 85 83 76 64 93 69

5
Inlet 89 87 86 90 86 84 78 69 95 71

Outlet 89 89 86 89 85 84 78 69 95 70

6
Inlet 96 92 89 92 88 85 82 76 100 73

Outlet 97 95 90 94 88 86 84 79 101 74

7
Inlet 87 86 85 87 85 84 77 63 94 69

Outlet 86 87 84 87 84 82 75 62 93 68

8
Inlet 90 87 86 90 86 84 78 67 96 71

Outlet 89 89 86 90 84 83 77 67 95 70

9
Inlet 98 93 90 90 90 86 83 74 101 73

Outlet 99 96 91 92 90 87 85 77 102 74
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1400-400-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 88 90 92 93 89 86 79 67 98 74

Outlet 89 92 91 92 88 86 78 68 98 73

2
Inlet 89 89 88 92 87 86 81 74 97 73

Outlet 88 92 87 90 86 85 81 76 97 71

3
Inlet 92 94 90 93 87 86 83 75 99 73

Outlet 94 95 90 93 88 87 85 79 100 74

4
Inlet 85 88 89 91 88 87 80 66 96 73

Outlet 86 90 89 90 87 86 79 67 96 72

5
Inlet 90 90 87 92 88 87 81 72 97 73

Outlet 90 93 87 91 87 86 80 73 98 72

6
Inlet 93 95 90 93 88 86 82 73 100 74

Outlet 94 96 90 93 88 86 84 76 100 74

7
Inlet 84 89 87 90 86 85 78 65 95 71

Outlet 84 90 86 89 85 84 77 65 95 70

8
Inlet 91 91 88 93 88 87 80 70 98 73

Outlet 90 93 87 91 87 85 79 70 98 72

9
Inlet 94 94 91 92 90 89 87 79 100 75

Outlet 95 96 91 93 91 89 87 81 101 76

11111 22222 33333

44 5555 66

7777 888 99950

100

150

200

250

300

350

400

2
4

6

8

10

12

18

16

14

0

0
0 5 10 15 20 25 30 35

15°10° 35° 40°30°

40°

35°

Volume Flow m3/s

20° 25°

25°

30°

20°
15°

10°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 511

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
550

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1400-550-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 86 82 83 85 83 80 76 66 92 67

Outlet 87 83 82 84 83 79 75 68 92 66

2
Inlet 90 84 83 85 82 78 75 69 93 66

Outlet 91 84 82 85 82 77 75 72 94 66

3
Inlet 95 88 86 88 84 80 77 70 97 69

Outlet 96 90 87 88 85 81 79 73 98 69

4
Inlet 88 82 83 87 86 83 77 64 93 69

Outlet 89 83 82 86 85 82 76 66 93 68

5
Inlet 91 84 85 87 84 79 75 68 94 68

Outlet 92 85 84 86 84 79 75 71 95 68

6
Inlet 94 87 86 88 84 80 78 73 97 69

Outlet 95 88 86 88 86 81 80 76 97 70

7
Inlet 88 81 82 85 85 82 75 61 92 68

Outlet 88 82 81 84 86 81 74 62 92 68

8
Inlet 90 86 84 85 85 82 79 72 94 69

Outlet 91 86 84 86 85 81 79 74 95 69

9
Inlet 95 87 86 87 84 80 78 72 97 68

Outlet 95 89 87 87 85 81 80 76 97 69
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
550

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1400-550-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 91 87 94 93 88 84 78 67 99 73

Outlet 93 88 93 91 88 83 77 69 98 72

2
Inlet 93 86 86 90 84 81 78 72 96 70

Outlet 95 87 86 88 84 81 78 74 97 69

3
Inlet 97 87 88 90 86 83 80 75 99 71

Outlet 97 90 88 91 87 84 82 79 99 72

4
Inlet 91 84 86 89 86 85 79 66 95 71

Outlet 93 85 85 87 86 84 78 68 96 70

5
Inlet 94 86 86 91 85 83 78 69 97 71

Outlet 95 87 86 88 85 82 78 72 97 69

6
Inlet 98 89 88 90 86 83 79 74 100 71

Outlet 98 92 89 91 87 84 81 78 100 72

7
Inlet 90 84 85 88 86 85 76 62 95 70

Outlet 91 85 84 86 85 84 74 61 94 69

8
Inlet 94 87 86 89 86 84 78 68 97 70

Outlet 95 87 86 86 85 84 78 68 97 69

9
Inlet 97 89 88 91 87 83 80 74 99 72

Outlet 99 92 90 92 88 85 82 77 101 73
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 513

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
550

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1400-550-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 89 87 91 91 88 86 80 69 97 73

Outlet 90 88 90 90 88 85 79 70 97 72

2
Inlet 92 89 91 90 86 85 80 72 97 72

Outlet 93 90 89 90 86 84 80 75 97 71

3
Inlet 94 91 90 90 86 83 80 73 98 71

Outlet 96 94 91 91 87 84 82 76 100 72

4
Inlet 89 88 89 91 88 87 80 69 97 73

Outlet 90 89 88 89 87 86 79 69 96 72

5
Inlet 93 90 91 91 88 86 80 70 98 73

Outlet 94 91 89 91 88 86 80 72 98 73

6
Inlet 96 92 92 88 86 84 80 74 99 71

Outlet 98 95 93 90 88 85 82 77 101 73

7
Inlet 90 88 88 89 87 86 77 65 96 71

Outlet 89 90 87 88 87 85 75 64 96 71

8
Inlet 94 90 91 91 89 87 80 69 99 73

Outlet 94 91 90 91 88 87 79 70 99 73

9
Inlet 96 92 93 89 87 84 79 72 100 72

Outlet 97 95 93 91 89 85 81 76 101 73
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
550

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1400-550-12

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 88 89 94 94 90 87 81 70 99 75

Outlet 90 91 93 92 90 87 81 70 99 74

2
Inlet 90 91 91 92 87 86 81 73 98 73

Outlet 91 93 91 91 87 85 81 75 98 72

3
Inlet 92 92 93 90 85 83 80 72 98 71

Outlet 94 95 93 91 86 84 82 76 100 72

4
Inlet 87 88 92 92 89 88 82 70 98 74

Outlet 89 89 91 90 88 87 81 70 97 73

5
Inlet 91 92 91 92 89 88 82 72 99 74

Outlet 93 94 90 92 88 87 81 73 99 73

6
Inlet 94 92 93 88 85 84 80 73 99 71

Outlet 96 95 94 90 87 85 82 76 101 73

7
Inlet 86 88 90 91 88 88 80 68 97 73

Outlet 87 89 88 89 88 87 79 67 96 72

8
Inlet 92 92 91 92 89 88 81 71 99 74

Outlet 93 93 90 91 89 88 80 71 99 74

9
Inlet 96 94 95 92 91 87 84 78 101 75

Outlet 96 96 95 93 91 87 84 80 102 75
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1400-352-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 88 88 91 99 96 89 83 79 102 79

Outlet 92 86 91 99 95 90 83 77 102 79

2
Inlet 97 94 90 88 87 87 85 83 100 73

Outlet 97 92 89 88 87 87 85 81 100 73

3
Inlet 99 97 94 93 92 90 87 85 103 77

Outlet 100 97 96 94 92 91 87 81 104 77

4
Inlet 94 91 89 90 90 88 84 84 99 74

Outlet 96 91 89 90 90 89 84 80 100 74

5
Inlet 98 96 90 87 86 83 81 79 101 71

Outlet 98 95 90 88 87 85 83 79 101 72

6
Inlet 98 95 93 92 90 88 84 80 102 75

Outlet 100 97 93 90 89 87 85 82 103 74

7
Inlet 96 94 88 87 86 82 86 89 100 73

Outlet 99 92 89 87 86 84 86 85 101 72

8
Inlet 97 93 91 89 87 85 81 77 100 72

Outlet 98 95 92 88 86 84 81 78 101 71

9
Inlet 100 96 94 92 90 87 84 81 103 75

Outlet 101 97 95 91 89 87 85 83 104 74
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1400-352-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 80 87 100 98 94 89 83 79 103 79

Outlet 81 87 99 98 95 90 85 78 103 79

2
Inlet 91 96 92 93 92 90 87 84 101 76

Outlet 93 95 92 93 92 91 88 82 101 77

3
Inlet 96 98 95 93 92 90 87 84 103 77

Outlet 96 98 93 91 91 90 88 85 102 76

4
Inlet 87 92 90 93 94 92 88 85 100 78

Outlet 87 91 90 93 94 93 87 82 100 78

5
Inlet 93 96 91 90 88 86 85 84 100 73

Outlet 93 95 93 90 88 87 84 79 100 73

6
Inlet 97 98 94 94 93 90 86 83 103 77

Outlet 97 99 94 91 91 89 87 84 103 76

7
Inlet 90 95 91 89 90 88 89 90 100 76

Outlet 90 95 92 90 91 89 89 86 100 76

8
Inlet 94 96 93 91 90 89 87 83 101 75

Outlet 95 97 92 90 89 88 87 80 101 74

9
Inlet 98 99 95 94 93 89 86 82 104 77

Outlet 99 100 95 92 91 89 86 83 104 76
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1400-352-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 88 86 95 99 98 92 86 83 103 81

Outlet 89 85 94 99 98 93 87 80 103 81

2
Inlet 90 86 90 97 95 91 85 79 101 78

Outlet 91 87 90 98 96 93 87 79 102 80

3
Inlet 100 97 98 96 95 91 88 84 105 79

Outlet 102 99 98 96 94 91 88 85 106 79

4
Inlet 92 87 91 95 97 94 89 86 102 80

Outlet 93 87 91 95 97 95 89 82 102 80

5
Inlet 97 95 95 92 92 90 87 83 102 76

Outlet 98 95 96 93 92 92 88 82 103 77

6
Inlet 102 98 99 97 96 92 88 83 106 80

Outlet 102 99 98 96 93 91 88 84 106 78

7
Inlet 95 94 93 91 92 91 92 92 102 78

Outlet 96 91 94 92 93 93 92 89 102 79

8
Inlet 102 96 96 94 93 92 90 86 105 78

Outlet 101 96 95 92 91 90 88 83 104 76

9
Inlet 103 99 103 100 97 91 86 80 108 81

Outlet 100 98 101 102 96 93 87 80 107 82
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1400-352-12

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 84 88 100 102 102 96 90 86 107 84

Outlet 86 87 99 103 102 97 90 83 107 85

2
Inlet 88 88 94 99 97 93 87 82 103 80

Outlet 91 89 94 100 98 95 89 82 104 82

3
Inlet 96 99 100 96 95 92 88 84 105 79

Outlet 100 97 99 95 94 92 89 86 105 79

4
Inlet 85 83 93 96 99 95 90 86 103 81

Outlet 86 85 93 98 100 97 90 84 104 83

5
Inlet 93 93 95 93 93 90 86 83 101 77

Outlet 95 93 96 93 93 92 87 81 102 77

6
Inlet 100 96 99 96 94 91 87 82 105 78

Outlet 101 96 99 96 93 91 88 84 105 78

7
Inlet 91 93 95 96 96 95 96 93 104 82

Outlet 93 92 96 96 96 94 96 94 104 82

8
Inlet 99 96 99 96 95 93 91 87 105 80

Outlet 101 96 98 95 93 92 89 84 105 78

9
Inlet 102 99 101 98 96 93 89 84 107 81

Outlet 103 98 101 96 95 93 89 84 107 80
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1400-400-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 97 94 95 96 92 90 86 77 102 77

Outlet 97 95 94 95 92 89 85 78 102 76

2
Inlet 101 97 92 94 92 88 86 80 104 76

Outlet 102 96 92 93 91 88 87 82 104 76

3
Inlet 104 100 97 99 94 91 88 81 107 79

Outlet 105 102 98 99 95 92 90 84 108 80

4
Inlet 98 93 91 92 91 90 86 75 101 76

Outlet 99 93 90 92 90 89 85 76 102 75

5
Inlet 101 96 93 95 93 89 85 78 104 77

Outlet 102 96 93 94 92 88 85 80 104 76

6
Inlet 104 98 95 98 94 91 88 83 107 79

Outlet 104 99 96 97 94 91 90 86 107 79

7
Inlet 98 93 91 93 91 91 87 75 102 76

Outlet 99 94 91 92 90 89 85 75 102 75

8
Inlet 102 96 94 95 93 89 85 77 105 77

Outlet 102 97 93 94 92 89 85 79 104 76

9
Inlet 104 98 95 98 94 90 88 83 107 79

Outlet 105 99 96 97 94 91 90 86 107 79

111 22222 3333

44 55 66

777 888888 99999

100

200

150

250

50

300

2

4

6

12

14

16

10

8

0

0
50 10 15 20 25 30 35

15°10° 35°30°

Volume Flow m3/s

20° 25°

25°

30°

20°

15°

10°

35°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1400-400-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 96 98 101 101 97 92 87 79 106 81

Outlet 100 99 100 100 96 92 86 79 106 81

2
Inlet 97 96 95 98 95 92 88 80 104 79

Outlet 99 97 95 97 94 92 88 82 104 79

3
Inlet 102 98 97 98 96 92 89 83 106 80

Outlet 104 100 98 98 97 93 91 86 108 81

4
Inlet 93 94 93 94 94 93 88 79 102 78

Outlet 97 94 93 94 93 91 87 78 102 77

5
Inlet 97 97 94 96 93 91 87 79 103 78

Outlet 99 97 94 96 92 91 87 80 104 77

6
Inlet 102 98 96 97 95 91 88 82 106 79

Outlet 104 100 96 97 95 91 90 86 107 79

7
Inlet 93 94 93 95 93 92 88 77 101 78

Outlet 96 95 93 94 92 90 86 76 102 76

8
Inlet 97 97 94 96 94 91 87 79 103 78

Outlet 99 98 94 96 93 90 87 79 104 78

9
Inlet 105 99 96 97 95 91 88 83 107 79

Outlet 105 101 97 97 95 92 90 86 108 80
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1400-400-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 93 96 100 101 99 95 89 80 106 83

Outlet 94 98 99 100 98 94 88 80 106 82

2
Inlet 97 98 95 99 94 93 89 81 104 80

Outlet 97 99 95 97 93 93 89 82 104 79

3
Inlet 98 99 97 97 95 92 89 83 105 79

Outlet 100 100 97 97 96 92 91 86 106 80

4
Inlet 91 95 96 98 97 95 90 80 104 81

Outlet 92 96 96 97 96 95 89 80 104 80

5
Inlet 97 98 95 98 95 94 89 80 104 80

Outlet 97 100 95 97 94 93 89 80 105 79

6
Inlet 99 100 96 97 95 91 88 82 105 79

Outlet 101 102 97 97 96 92 90 85 107 80

7
Inlet 91 96 94 97 95 93 89 80 103 79

Outlet 91 97 93 96 94 92 88 79 102 78

8
Inlet 97 100 96 99 95 94 90 81 105 80

Outlet 97 100 96 98 94 93 89 80 105 79

9
Inlet 100 99 98 98 96 95 92 87 106 81

Outlet 101 101 98 98 96 95 93 89 107 81
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
550

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1400-550-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 97 93 91 93 90 88 84 76 101 75

Outlet 100 93 90 92 90 87 83 78 102 74

2
Inlet 100 95 91 93 89 86 83 77 103 74

Outlet 102 95 91 92 89 86 83 80 104 74

3
Inlet 105 99 95 96 92 89 86 81 107 77

Outlet 105 100 96 96 93 90 88 83 107 78

4
Inlet 100 94 91 93 91 90 86 76 103 76

Outlet 100 94 90 92 91 89 85 77 102 75

5
Inlet 102 95 92 94 91 88 84 77 104 75

Outlet 102 96 91 93 91 87 84 79 104 75

6
Inlet 105 98 94 96 92 89 86 82 107 77

Outlet 105 99 95 96 94 90 88 85 107 78

7
Inlet 102 92 90 91 91 89 85 75 103 75

Outlet 100 93 89 90 91 88 84 76 102 74

8
Inlet 102 96 94 94 93 91 88 83 105 77

Outlet 102 96 93 94 93 90 88 84 105 77

9
Inlet 107 98 95 95 93 89 86 82 108 77

Outlet 106 99 96 95 93 89 88 85 108 78
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 523

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
550

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1400-550-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 95 97 101 103 98 93 87 79 107 83

Outlet 97 99 101 101 97 93 87 80 107 82

2
Inlet 99 99 96 98 93 90 87 80 105 78

Outlet 100 101 95 96 92 90 87 83 105 78

3
Inlet 101 100 96 97 93 90 87 82 105 78

Outlet 102 101 97 97 94 91 89 85 106 79

4
Inlet 96 98 95 97 94 94 89 80 104 79

Outlet 96 98 94 95 94 93 88 81 103 78

5
Inlet 98 99 94 97 93 91 86 79 104 78

Outlet 98 100 94 95 92 90 86 80 104 77

6
Inlet 101 101 97 98 93 90 87 81 106 79

Outlet 102 103 97 98 94 91 89 84 107 79

7
Inlet 92 96 94 95 93 93 88 78 102 78

Outlet 93 97 94 94 93 92 86 77 102 77

8
Inlet 99 99 95 96 93 92 87 79 104 78

Outlet 98 99 94 94 92 91 86 79 104 77

9
Inlet 102 101 96 98 94 90 87 81 106 79

Outlet 103 103 97 99 95 92 89 85 108 80
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
550

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1400-550-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 98 96 98 101 98 96 90 81 106 82

Outlet 99 97 98 100 98 95 89 81 106 82

2
Inlet 101 98 98 101 95 93 89 81 106 81

Outlet 102 99 98 100 95 93 89 82 107 81

3
Inlet 101 100 100 100 96 92 89 83 107 81

Outlet 102 102 101 100 98 94 91 86 108 82

4
Inlet 99 96 97 99 97 96 91 82 105 82

Outlet 101 96 97 98 96 96 90 82 106 81

5
Inlet 103 98 99 101 96 94 90 81 107 82

Outlet 103 99 99 99 96 94 89 82 107 81

6
Inlet 105 99 100 99 95 92 88 82 108 80

Outlet 105 102 101 100 96 93 90 85 109 81

7
Inlet 99 96 98 98 96 96 90 80 105 81

Outlet 99 96 98 97 96 95 89 79 105 80

8
Inlet 105 99 100 100 97 96 91 82 108 82

Outlet 104 99 100 100 97 95 90 81 108 82

9
Inlet 105 101 102 100 96 93 89 81 109 81

Outlet 106 103 102 101 97 95 90 85 110 82
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
550

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1400-550-12

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 95 95 100 103 100 96 90 82 107 84

Outlet 96 96 99 102 99 96 90 82 107 83

2
Inlet 99 96 101 101 96 94 90 83 107 82

Outlet 101 97 101 101 96 94 90 84 107 82

3
Inlet 98 97 102 101 96 92 89 83 107 81

Outlet 101 99 103 101 97 94 91 87 108 82

4
Inlet 95 93 98 100 97 96 92 83 105 82

Outlet 96 94 98 99 97 96 91 82 105 82

5
Inlet 100 95 101 100 96 95 90 83 106 82

Outlet 101 97 100 99 96 95 90 83 106 81

6
Inlet 102 97 100 99 94 92 88 82 106 80

Outlet 105 100 102 100 96 94 90 85 109 82

7
Inlet 92 91 97 98 96 96 90 82 104 81

Outlet 95 92 97 96 95 95 89 81 103 80

8
Inlet 100 96 100 100 96 96 91 82 106 82

Outlet 101 98 100 98 96 95 90 82 106 81

9
Inlet 103 99 101 100 99 97 93 89 108 83

Outlet 105 101 104 102 100 98 95 91 110 85
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
352

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1400-352-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 94 91 96 106 106 99 93 88 110 88

Outlet 96 91 94 106 106 99 93 86 110 88

2
Inlet 103 102 102 99 98 95 95 95 109 83

Outlet 104 101 101 100 99 97 96 91 109 84

3
Inlet 111 106 104 106 102 101 95 91 114 87

Outlet 110 106 104 105 100 99 94 91 113 86

4
Inlet 96 93 97 97 99 97 92 89 105 82

Outlet 96 93 94 98 99 98 92 85 105 83

5
Inlet 105 100 101 98 94 93 91 87 108 80

Outlet 105 101 99 95 94 91 89 88 108 79

6
Inlet 110 105 102 103 99 99 96 92 113 85

Outlet 109 105 103 102 97 97 95 92 112 84

7
Inlet 102 100 99 98 96 94 90 93 107 81

Outlet 103 99 99 97 96 95 89 87 107 81

8
Inlet 106 102 100 99 93 92 89 85 109 80

Outlet 105 101 99 96 93 90 87 86 108 78

9
Inlet 109 105 103 101 98 96 94 91 112 84

Outlet 108 104 100 100 96 96 94 93 111 83
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
352

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1400-352-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 89 98 109 110 105 100 96 92 114 90

Outlet 90 97 108 109 105 101 96 89 113 90

2
Inlet 104 102 100 100 98 97 95 90 109 83

Outlet 106 104 100 99 98 97 95 93 110 83

3
Inlet 106 104 103 101 100 98 96 93 111 85

Outlet 106 105 101 100 98 99 97 94 111 85

4
Inlet 95 100 98 103 106 105 99 95 111 90

Outlet 97 99 98 103 105 106 99 91 111 90

5
Inlet 101 103 102 101 95 97 93 89 109 83

Outlet 102 105 101 98 95 95 93 90 109 82

6
Inlet 107 104 104 104 101 101 96 94 112 87

Outlet 106 108 103 102 100 100 97 94 112 86

7
Inlet 95 99 97 98 101 100 96 93 107 85

Outlet 97 98 97 98 101 101 95 88 107 85

8
Inlet 102 103 102 100 97 95 94 90 109 83

Outlet 102 104 101 99 95 95 93 90 109 82

9
Inlet 107 106 104 103 102 99 95 91 112 86

Outlet 107 106 104 100 100 98 94 92 112 84
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35°Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
352

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1400-352-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 97 94 100 108 110 107 100 95 114 93

Outlet 96 93 99 108 110 108 100 91 114 93

2
Inlet 108 103 102 106 104 103 101 95 113 89

Outlet 108 102 101 104 104 102 101 95 112 88

3
Inlet 109 102 104 104 105 102 98 94 113 88

Outlet 110 103 103 103 103 102 99 95 113 88

4
Inlet 97 94 99 102 106 106 100 96 111 90

Outlet 98 95 99 103 107 107 101 92 112 91

5
Inlet 108 104 103 102 100 99 98 93 112 86

Outlet 107 103 102 101 100 98 96 91 111 85

6
Inlet 108 103 104 103 102 100 96 92 112 86

Outlet 109 106 104 103 101 100 98 95 113 86

7
Inlet 101 99 102 101 102 102 101 98 110 88

Outlet 101 98 102 101 102 103 101 94 110 88

8
Inlet 108 105 104 103 99 97 96 94 112 85

Outlet 108 103 103 103 97 98 97 95 112 85

9
Inlet 111 106 107 105 104 102 98 93 115 88

Outlet 111 106 106 102 103 101 98 94 114 87
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 529

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
352

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1400-352-12

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 95 91 102 110 112 109 102 97 116 95

Outlet 96 92 101 110 112 109 101 93 116 95

2
Inlet 108 107 108 107 106 104 102 96 115 91

Outlet 107 108 106 105 103 102 99 96 114 88

3
Inlet 108 103 103 104 102 99 97 93 112 86

Outlet 109 104 104 103 102 101 99 97 113 87

4
Inlet 94 88 99 101 106 106 101 96 111 90

Outlet 94 90 99 101 106 107 100 91 111 90

5
Inlet 105 102 104 103 101 99 98 94 111 86

Outlet 105 100 102 101 100 97 97 94 110 85

6
Inlet 109 105 104 103 102 101 95 91 113 87

Outlet 110 106 105 104 103 102 98 94 114 88

7
Inlet 98 96 103 102 104 104 103 100 111 89

Outlet 99 96 103 102 104 105 103 95 111 90

8
Inlet 107 103 104 103 102 101 98 96 112 87

Outlet 107 103 104 102 102 100 97 95 112 86

9
Inlet 111 107 106 105 104 102 98 94 115 88

Outlet 112 106 107 104 104 103 99 94 115 89
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1400-400-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 106 101 102 105 103 99 95 90 111 87

Outlet 109 101 102 104 102 98 95 90 112 86

2
Inlet 111 104 102 103 101 98 95 92 113 85

Outlet 111 104 102 100 100 97 95 94 113 84

3
Inlet 113 106 105 105 103 100 97 93 115 87

Outlet 112 108 106 106 104 101 98 95 115 88

4
Inlet 108 100 99 101 99 98 96 91 111 84

Outlet 110 102 99 99 98 96 95 91 112 83

5
Inlet 111 103 102 105 102 98 95 91 113 86

Outlet 110 103 103 102 100 97 95 92 112 85

6
Inlet 112 105 103 105 103 100 96 94 114 87

Outlet 112 106 104 105 102 100 98 97 115 87

7
Inlet 108 100 99 100 99 98 96 91 110 84

Outlet 109 101 99 99 97 96 95 90 111 83

8
Inlet 112 104 103 105 102 98 95 91 114 86

Outlet 111 104 103 103 100 98 95 92 113 85

9
Inlet 114 106 104 106 104 101 97 94 116 88

Outlet 113 107 105 106 104 101 99 97 116 89
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 531

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1400-400-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 109 105 109 113 110 105 99 93 117 94

Outlet 112 106 109 111 109 104 99 93 117 92

2
Inlet 112 105 107 107 105 103 99 95 115 90

Outlet 112 106 107 105 104 102 99 95 115 89

3
Inlet 112 106 106 108 107 103 100 96 116 91

Outlet 114 107 107 108 107 104 101 98 117 91

4
Inlet 107 101 105 104 104 103 101 95 113 89

Outlet 108 101 105 102 103 102 100 94 112 88

5
Inlet 109 104 106 104 103 100 97 92 113 87

Outlet 110 104 105 103 102 99 96 93 113 86

6
Inlet 112 105 105 106 104 101 97 94 115 88

Outlet 113 106 106 105 104 101 99 97 116 88

7
Inlet 107 100 104 103 103 101 100 94 112 88

Outlet 108 101 104 102 101 99 98 93 112 86

8
Inlet 109 105 106 105 103 101 98 93 113 88

Outlet 110 106 106 104 102 100 97 93 114 87

9
Inlet 107 108 108 110 108 104 100 96 116 92

Outlet 109 111 109 109 108 105 102 99 117 92
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35°Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1400-400-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 101 100 105 110 109 106 100 94 115 92

Outlet 102 100 105 109 108 106 100 93 114 92

2
Inlet 106 101 107 107 104 102 99 94 113 89

Outlet 107 102 108 105 104 102 99 95 113 89

3
Inlet 107 101 107 105 103 100 97 93 113 87

Outlet 109 103 108 105 102 101 99 96 114 88

4
Inlet 100 97 104 108 107 106 103 96 113 92

Outlet 99 97 103 105 105 105 101 94 112 90

5
Inlet 105 100 106 105 103 101 98 93 112 88

Outlet 105 101 106 104 102 101 98 93 112 87

6
Inlet 108 102 107 105 102 100 96 92 113 87

Outlet 110 105 109 105 103 101 98 95 115 88

7
Inlet 99 95 103 104 103 102 101 95 110 88

Outlet 100 96 104 102 102 101 99 94 110 87

8
Inlet 106 101 107 106 104 102 100 95 113 89

Outlet 106 102 107 105 103 102 99 94 113 88

9
Inlet 109 103 108 107 105 103 100 97 114 90

Outlet 111 105 109 107 105 104 102 99 116 90
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35°Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 533

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
550

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1400-550-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 106 101 101 102 100 97 94 88 110 84

Outlet 107 101 100 101 99 96 93 89 110 83

2
Inlet 112 104 101 102 100 96 93 90 114 84

Outlet 111 104 101 100 99 96 93 91 113 83

3
Inlet 113 107 104 105 103 99 97 93 115 87

Outlet 113 109 105 105 103 100 98 95 116 88

4
Inlet 108 102 100 101 99 97 96 91 111 84

Outlet 110 102 99 99 98 96 95 90 112 83

5
Inlet 111 104 101 102 100 96 94 89 113 84

Outlet 111 104 101 100 99 96 93 89 113 83

6
Inlet 115 107 104 105 103 100 97 94 117 87

Outlet 113 109 106 104 104 101 98 96 116 88

7
Inlet 107 101 99 101 99 98 95 89 110 84

Outlet 111 101 99 99 98 97 94 89 112 83

8
Inlet 110 105 103 104 102 100 97 95 113 87

Outlet 111 105 103 103 101 100 97 95 114 86

9
Inlet 114 108 104 105 104 100 97 94 116 88

Outlet 115 108 105 104 104 101 98 97 117 88
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
550

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1400-550-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 99 104 102 107 107 104 99 92 113 90

Outlet 100 105 101 106 107 104 99 92 113 90

2
Inlet 106 108 104 104 103 100 97 92 113 87

Outlet 106 109 103 104 102 99 96 93 113 86

3
Inlet 109 109 106 106 104 101 97 94 115 88

Outlet 110 111 106 106 105 102 99 97 116 89

4
Inlet 101 105 102 104 102 101 99 94 111 87

Outlet 101 105 101 102 102 101 98 93 110 87

5
Inlet 105 108 103 103 102 99 96 91 112 86

Outlet 105 108 102 102 102 99 95 91 112 86

6
Inlet 109 110 107 107 105 101 97 94 115 89

Outlet 110 112 107 106 106 103 99 96 116 90

7
Inlet 100 104 103 104 103 102 101 96 111 88

Outlet 101 105 103 102 103 101 100 92 111 87

8
Inlet 107 109 104 105 103 101 98 94 114 88

Outlet 107 109 104 103 103 101 98 92 113 87

9
Inlet 110 110 107 106 105 101 97 93 115 89

Outlet 112 113 107 105 106 103 99 95 117 90
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
550

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1400-550-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 106 102 104 108 107 105 101 93 114 91

Outlet 106 103 103 106 107 105 100 93 113 91

2
Inlet 109 105 106 105 104 101 98 92 114 88

Outlet 109 106 106 104 104 101 98 93 114 88

3
Inlet 112 108 109 107 105 102 98 93 116 89

Outlet 112 109 108 107 106 103 100 96 116 90

4
Inlet 107 101 103 105 104 103 102 95 113 89

Outlet 107 102 103 103 103 103 101 94 112 88

5
Inlet 109 104 106 105 103 101 97 91 113 88

Outlet 110 105 106 103 103 101 97 91 114 87

6
Inlet 111 108 108 106 104 101 97 92 115 88

Outlet 114 110 108 106 105 103 99 95 117 89

7
Inlet 106 100 105 104 104 103 103 95 112 89

Outlet 108 101 104 103 102 103 101 94 112 88

8
Inlet 110 105 106 106 103 102 99 93 114 88

Outlet 111 106 107 104 103 102 98 92 115 88

9
Inlet 114 109 110 106 104 102 97 92 117 89

Outlet 115 111 109 106 105 103 99 95 118 90
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1400mm 
 
Hub Type
550

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

1440 r/min
1400-550-12

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 102 99 106 110 109 107 101 94 115 93

Outlet 104 100 105 109 109 107 101 93 115 93

2
Inlet 107 101 109 106 105 103 99 94 114 89

Outlet 109 103 107 105 104 103 99 94 114 89

3
Inlet 109 104 108 105 104 101 97 92 114 88

Outlet 112 106 109 105 104 103 99 96 116 89

4
Inlet 101 96 104 106 106 105 102 95 112 90

Outlet 102 98 104 106 105 105 102 95 112 90

5
Inlet 107 102 108 105 104 102 98 93 113 88

Outlet 110 104 107 104 103 103 98 93 114 88

6
Inlet 110 106 108 105 104 101 97 92 114 88

Outlet 113 108 110 106 105 104 99 95 117 90

7
Inlet 101 94 104 102 103 102 101 95 110 88

Outlet 103 96 103 100 102 102 100 94 110 87

8
Inlet 108 103 108 105 104 102 100 94 114 89

Outlet 109 105 107 104 103 103 99 93 114 88

9
Inlet 111 107 109 108 107 105 101 98 116 91

Outlet 113 108 112 109 108 107 102 100 118 93
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1600-400-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 89 83 87 87 87 85 80 68 95 71

Outlet 88 85 85 87 86 83 79 69 94 70

2
Inlet 94 87 85 88 88 82 80 74 97 71

Outlet 92 87 84 87 87 82 82 77 96 70

3
Inlet 99 94 93 96 91 87 84 77 103 76

Outlet 100 97 93 95 91 88 86 79 104 76

4
Inlet 90 84 85 87 88 87 82 67 95 72

Outlet 90 86 84 87 86 85 79 67 95 70

5
Inlet 93 88 86 89 89 83 80 73 97 72

Outlet 93 89 84 88 88 82 80 75 97 71

6
Inlet 97 90 90 95 90 87 85 79 101 75

Outlet 98 93 90 93 90 88 87 81 101 75

7
Inlet 89 86 86 87 87 87 81 66 95 72

Outlet 90 87 85 87 86 86 79 65 95 71

8
Inlet 93 89 87 90 89 84 80 72 97 72

Outlet 94 89 85 89 88 83 80 74 97 71

9
Inlet 97 91 90 95 90 87 85 79 101 75

Outlet 98 93 90 93 90 87 87 82 101 75
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1600-400-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 91 89 95 95 92 88 82 68 100 76

Outlet 91 91 95 94 91 87 81 70 100 75

2
Inlet 91 89 91 94 91 89 83 74 99 75

Outlet 92 90 90 93 90 88 83 74 99 75

3
Inlet 95 93 91 94 90 87 84 77 100 75

Outlet 96 95 92 95 90 88 87 80 101 76

4
Inlet 89 88 88 89 89 89 83 67 97 74

Outlet 89 89 87 88 88 88 81 67 96 72

5
Inlet 92 91 90 92 90 88 82 72 99 74

Outlet 92 92 89 91 88 88 82 72 98 73

6
Inlet 95 93 90 93 89 86 83 77 100 74

Outlet 97 95 90 94 89 87 85 79 101 75

7
Inlet 89 90 88 89 89 89 83 66 97 74

Outlet 89 90 87 89 87 87 80 65 96 72

8
Inlet 93 91 90 92 90 88 82 71 99 74

Outlet 92 92 89 91 88 87 81 70 98 73

9
Inlet 98 94 91 91 91 87 84 75 101 74

Outlet 99 97 91 92 90 87 85 77 102 74
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1600-400-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 90 93 98 99 94 90 84 70 103 79

Outlet 91 93 97 98 93 89 83 71 102 78

2
Inlet 90 92 91 94 91 90 85 77 100 76

Outlet 90 94 90 92 89 89 85 78 99 75

3
Inlet 92 97 92 95 90 88 85 78 101 76

Outlet 94 97 91 95 90 88 87 80 102 76

4
Inlet 86 90 91 92 92 92 85 69 99 76

Outlet 87 91 90 91 91 91 84 69 98 75

5
Inlet 91 93 91 94 91 90 86 76 100 76

Outlet 92 95 90 92 90 89 84 77 100 75

6
Inlet 93 97 93 95 90 88 84 75 101 76

Outlet 95 98 92 95 90 88 86 78 102 76

7
Inlet 86 92 90 92 90 90 84 69 98 75

Outlet 87 92 89 91 88 89 82 68 98 74

8
Inlet 94 94 92 95 92 92 87 74 101 77

Outlet 94 96 91 93 91 90 84 74 101 76

9
Inlet 93 95 91 92 91 89 87 80 100 75

Outlet 94 97 92 93 91 89 87 81 101 76
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
550

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1600-550-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 88 85 85 88 87 84 80 69 94 71

Outlet 90 85 84 87 86 83 79 71 94 70

2
Inlet 93 88 87 88 86 82 79 73 96 70

Outlet 95 88 86 88 86 82 80 76 97 70

3
Inlet 96 90 89 90 87 83 80 73 99 71

Outlet 99 92 89 90 88 84 81 76 101 72

4
Inlet 89 85 86 88 88 86 82 69 95 72

Outlet 91 85 85 87 88 85 81 71 95 71

5
Inlet 93 88 88 89 86 82 79 72 97 70

Outlet 95 88 86 88 86 82 79 75 97 70

6
Inlet 96 90 89 91 88 83 81 76 99 72

Outlet 98 91 90 90 89 85 84 79 100 73

7
Inlet 92 85 86 88 88 87 82 65 96 72

Outlet 92 86 84 87 88 86 80 65 96 71

8
Inlet 93 90 88 89 89 86 84 76 98 73

Outlet 94 90 88 89 88 85 83 77 98 72

9
Inlet 97 91 90 90 88 83 81 76 100 72

Outlet 99 92 90 90 88 84 83 79 101 72
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
550

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1600-550-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 92 88 97 97 92 88 82 70 102 77

Outlet 95 89 96 95 92 87 81 72 101 76

2
Inlet 96 89 90 92 87 85 81 75 99 73

Outlet 98 90 88 90 87 84 82 78 100 72

3
Inlet 99 90 90 93 90 87 84 79 101 74

Outlet 100 93 91 93 90 88 86 82 102 75

4
Inlet 94 87 90 91 90 90 84 70 99 75

Outlet 96 88 89 89 89 88 83 71 99 73

5
Inlet 97 89 90 93 89 86 82 73 100 74

Outlet 98 91 89 91 88 86 82 75 100 73

6
Inlet 99 91 91 93 90 86 83 78 101 74

Outlet 101 94 91 93 90 88 85 81 103 75

7
Inlet 94 88 89 90 89 89 83 68 98 74

Outlet 95 88 88 88 88 88 81 68 98 72

8
Inlet 98 91 91 93 90 88 84 72 101 75

Outlet 99 91 90 90 89 87 83 74 101 73

9
Inlet 99 92 91 93 90 86 83 76 102 74

Outlet 101 94 92 94 90 87 84 79 103 75
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
550

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1600-550-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 93 92 97 97 93 90 84 72 102 78

Outlet 95 93 97 96 93 89 83 74 102 77

2
Inlet 95 92 95 95 91 89 84 76 101 76

Outlet 96 93 93 94 91 89 84 79 101 76

3
Inlet 97 95 94 94 90 87 84 77 102 75

Outlet 100 97 94 96 91 88 86 80 104 77

4
Inlet 91 90 92 93 92 92 86 72 100 77

Outlet 93 91 91 92 91 91 85 72 100 76

5
Inlet 95 92 94 93 90 89 84 75 101 75

Outlet 96 94 93 92 90 88 84 77 101 75

6
Inlet 98 96 94 94 91 88 84 76 102 76

Outlet 99 97 94 95 90 88 85 79 103 76

7
Inlet 91 91 91 92 90 90 84 70 99 75

Outlet 92 91 90 90 89 89 83 70 98 74

8
Inlet 96 93 94 93 91 91 85 72 101 76

Outlet 97 93 93 92 90 90 84 73 101 75

9
Inlet 99 100 97 96 93 88 84 77 105 77

Outlet 101 101 98 97 95 90 86 81 106 79
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 543

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
550

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1600-550-12

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 92 94 99 99 94 90 85 72 104 79

Outlet 94 95 98 98 93 90 84 73 103 78

2
Inlet 92 94 96 96 91 89 85 76 102 77

Outlet 94 95 95 95 91 89 84 78 102 76

3
Inlet 95 95 97 95 89 87 84 76 102 76

Outlet 97 97 96 95 90 88 86 79 103 76

4
Inlet 87 90 93 93 92 92 86 72 100 77

Outlet 90 91 92 91 91 91 85 72 99 76

5
Inlet 92 94 94 94 91 90 85 75 101 76

Outlet 94 95 93 93 90 89 84 77 101 75

6
Inlet 95 95 96 91 88 87 83 76 101 74

Outlet 98 97 96 92 90 88 84 79 103 75

7
Inlet 88 91 93 93 91 91 85 71 99 76

Outlet 89 92 91 91 90 90 84 70 99 75

8
Inlet 94 95 94 94 92 92 86 74 102 77

Outlet 96 96 92 93 91 91 85 73 102 76

9
Inlet 99 96 97 93 90 88 85 76 103 75

Outlet 100 99 97 94 91 89 86 79 104 76
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Tel +603 7846 0340       Email info@eltafans.asia       Website eltafans.asia544

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1600-400-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 96 94 94 96 94 93 89 81 103 79

Outlet 98 95 94 95 93 91 88 81 103 78

2
Inlet 103 99 95 95 95 91 89 82 106 79

Outlet 104 98 94 94 93 90 90 84 106 78

3
Inlet 105 102 99 100 97 94 91 84 109 82

Outlet 107 104 100 100 97 95 93 86 110 82

4
Inlet 99 95 94 93 93 93 91 80 103 78

Outlet 101 96 93 92 92 92 89 79 104 77

5
Inlet 102 99 97 97 95 91 88 80 106 79

Outlet 103 99 96 95 94 91 88 82 106 78

6
Inlet 105 101 98 99 97 94 91 85 108 81

Outlet 106 102 98 98 97 94 93 88 109 81

7
Inlet 99 95 95 94 94 94 91 79 104 79

Outlet 102 96 94 93 92 92 89 78 105 77

8
Inlet 103 99 97 97 96 92 89 80 106 80

Outlet 104 99 96 96 94 91 89 81 107 78

9
Inlet 105 100 98 99 97 93 91 85 108 81

Outlet 106 102 98 98 97 94 93 88 109 81
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1600-400-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 95 98 102 105 101 97 91 84 109 85

Outlet 101 98 102 104 100 96 91 84 109 84

2
Inlet 98 99 99 100 98 96 92 84 106 82

Outlet 102 99 98 99 97 96 92 85 107 82

3
Inlet 104 101 100 101 100 96 93 88 109 84

Outlet 106 102 101 101 101 96 95 90 110 84

4
Inlet 95 96 97 96 97 97 94 84 105 82

Outlet 101 96 96 95 95 95 92 83 105 80

5
Inlet 99 100 98 99 97 95 91 83 106 81

Outlet 103 100 97 98 95 94 90 83 107 80

6
Inlet 104 101 100 100 99 95 92 87 109 83

Outlet 107 103 100 100 99 95 94 90 110 83

7
Inlet 96 97 98 97 96 96 94 83 105 81

Outlet 100 98 96 96 95 94 92 81 105 80

8
Inlet 99 101 99 99 97 95 92 83 107 82

Outlet 103 101 98 97 95 94 91 82 107 80

9
Inlet 107 103 100 100 98 95 92 87 110 82

Outlet 108 105 101 101 98 96 93 89 111 83
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1600-400-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 94 97 105 106 103 97 92 84 110 87

Outlet 95 98 104 104 101 97 91 83 109 85

2
Inlet 98 99 97 100 97 96 93 84 106 82

Outlet 98 101 96 98 96 95 92 84 106 81

3
Inlet 100 102 101 100 99 95 92 87 108 83

Outlet 102 102 100 99 99 95 94 90 108 83

4
Inlet 91 96 97 99 99 99 95 85 106 84

Outlet 93 97 96 98 98 98 93 83 105 83

5
Inlet 98 100 97 100 97 96 93 83 106 82

Outlet 98 101 96 98 96 95 92 83 106 81

6
Inlet 101 102 100 101 98 95 91 86 108 83

Outlet 103 104 100 100 99 96 93 89 109 83

7
Inlet 93 97 96 98 97 97 94 86 105 82

Outlet 93 98 95 96 95 95 92 85 104 80

8
Inlet 100 101 99 101 98 98 95 85 108 84

Outlet 100 102 98 99 97 96 93 82 107 82

9
Inlet 103 104 102 102 101 99 96 91 110 85

Outlet 103 105 103 102 100 99 97 92 110 85
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
550

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1600-550-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 100 96 95 96 95 92 89 82 104 79

Outlet 104 95 93 94 93 90 87 81 106 77

2
Inlet 104 99 96 96 93 91 87 82 107 78

Outlet 106 99 94 95 93 90 88 84 108 78

3
Inlet 108 103 99 100 97 94 91 85 110 82

Outlet 109 104 99 99 97 93 91 87 111 81

4
Inlet 100 97 95 96 95 93 91 83 105 79

Outlet 104 96 93 93 93 91 89 82 106 77

5
Inlet 104 98 96 96 93 91 87 81 106 78

Outlet 105 99 94 95 93 90 87 83 107 77

6
Inlet 107 99 96 97 95 91 89 84 109 79

Outlet 108 102 97 97 96 92 91 87 110 80

7
Inlet 103 96 94 94 94 93 91 80 105 79

Outlet 103 96 93 93 94 92 89 79 105 78

8
Inlet 103 99 97 97 95 94 91 87 107 80

Outlet 104 99 96 96 95 93 91 87 107 80

9
Inlet 108 101 98 98 96 92 90 86 110 80

Outlet 109 103 99 98 96 93 91 89 111 81
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
550

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1600-550-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 97 98 103 107 102 97 91 84 110 87

Outlet 99 101 102 105 101 97 91 84 109 85

2
Inlet 101 103 99 100 96 94 90 84 108 81

Outlet 102 104 99 98 96 93 91 86 108 81

3
Inlet 103 103 100 100 98 95 92 87 109 82

Outlet 105 105 101 101 98 96 94 90 110 83

4
Inlet 98 99 97 99 97 97 93 85 106 82

Outlet 98 101 97 97 96 96 92 84 106 81

5
Inlet 101 102 99 100 96 94 90 84 107 81

Outlet 102 103 98 98 95 93 90 84 107 80

6
Inlet 105 104 100 101 98 95 91 86 110 83

Outlet 105 106 101 101 98 96 93 89 110 83

7
Inlet 98 99 97 98 96 96 93 83 106 81

Outlet 98 100 96 96 95 95 92 83 105 80

8
Inlet 103 103 99 100 97 96 92 85 108 82

Outlet 103 104 99 98 96 95 91 85 108 81

9
Inlet 105 105 101 102 99 95 91 86 110 83

Outlet 106 107 101 102 99 96 93 89 111 84
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
550

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1600-550-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 102 101 105 108 104 99 94 86 112 88

Outlet 104 102 105 106 103 99 93 85 112 87

2
Inlet 104 102 103 106 101 99 95 86 111 86

Outlet 106 103 103 105 101 99 95 87 111 86

3
Inlet 105 103 104 104 102 97 94 88 111 86

Outlet 107 105 105 104 103 98 95 91 112 86

4
Inlet 101 98 100 102 100 101 97 87 109 86

Outlet 104 98 100 100 99 100 96 86 109 85

5
Inlet 105 101 102 103 99 97 94 85 110 84

Outlet 106 101 102 102 98 97 93 85 110 84

6
Inlet 104 103 104 103 100 96 92 86 110 84

Outlet 106 105 105 103 101 97 94 90 112 85

7
Inlet 100 97 100 100 99 99 96 85 107 84

Outlet 103 97 100 99 98 98 94 84 108 83

8
Inlet 106 101 102 102 99 99 95 86 110 85

Outlet 107 102 102 102 99 98 94 85 111 84

9
Inlet 107 106 109 106 102 98 93 85 114 87

Outlet 109 107 108 108 103 100 95 89 115 88
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1600mm 
 
Hub Type
550

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1600-550-12

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 97 100 105 107 103 98 92 85 111 87

Outlet 98 101 105 106 102 98 92 84 111 86

2
Inlet 100 98 103 105 100 98 94 86 109 85

Outlet 102 99 103 104 100 98 94 87 109 85

3
Inlet 99 98 103 103 99 94 91 86 108 84

Outlet 102 100 103 102 100 96 93 89 109 84

4
Inlet 94 92 99 101 99 99 95 85 106 84

Outlet 96 93 99 99 98 98 94 84 106 83

5
Inlet 100 96 102 101 97 96 92 85 107 83

Outlet 101 97 101 100 97 96 92 85 107 82

6
Inlet 103 98 102 101 97 94 90 84 108 82

Outlet 106 101 103 102 98 95 92 87 110 83

7
Inlet 94 93 99 99 98 98 95 85 106 83

Outlet 96 93 99 97 96 97 93 84 105 82

8
Inlet 102 98 102 101 98 98 95 85 108 84

Outlet 103 98 102 99 97 97 93 84 108 83

9
Inlet 104 99 103 102 97 95 91 84 109 83

Outlet 107 102 104 102 98 96 92 87 111 84
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1800-400-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 91 87 96 96 92 88 84 76 101 77

Outlet 90 88 95 94 91 86 83 76 100 75

2
Inlet 95 88 87 87 88 85 84 79 98 72

Outlet 94 89 86 85 87 84 85 80 97 71

3
Inlet 98 98 98 98 98 98 98 98 107 84

Outlet 99 99 99 99 99 99 99 99 108 85

4
Inlet 90 87 87 87 90 91 85 76 97 75

Outlet 92 88 86 85 88 89 83 74 97 73

5
Inlet 98 91 88 88 88 85 83 77 100 72

Outlet 96 92 87 86 87 84 84 78 99 71

6
Inlet 103 97 95 94 93 90 87 81 105 77

Outlet 104 100 96 94 93 89 89 82 107 77

7
Inlet 91 88 87 87 90 91 85 75 97 75

Outlet 93 89 87 85 88 89 83 72 97 73

8
Inlet 97 92 89 89 89 86 83 77 100 73

Outlet 97 93 88 87 87 85 84 78 100 72

9
Inlet 101 95 94 94 93 89 87 82 104 77

Outlet 103 98 95 94 92 89 90 84 106 77
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1800-400-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 95 92 100 98 95 91 86 78 104 79

Outlet 94 94 101 96 93 90 86 77 104 78

2
Inlet 91 89 97 96 96 93 86 78 102 79

Outlet 92 90 96 94 94 91 86 77 101 78

3
Inlet 101 98 98 98 96 93 90 85 106 80

Outlet 101 100 98 98 96 93 92 86 106 81

4
Inlet 90 89 91 90 94 94 88 78 100 78

Outlet 92 90 91 88 92 92 86 76 99 76

5
Inlet 90 89 91 90 94 94 88 78 100 78

Outlet 92 90 91 88 92 92 86 76 99 76

6
Inlet 101 98 95 95 94 91 89 84 105 78

Outlet 102 100 95 94 93 91 91 86 106 78

7
Inlet 92 92 92 90 91 91 84 75 99 75

Outlet 93 92 92 88 88 89 83 72 99 73

8
Inlet 92 92 92 90 91 91 84 75 99 75

Outlet 93 92 92 88 88 89 83 72 99 73

9
Inlet 102 99 96 95 94 91 89 83 106 78

Outlet 103 101 96 94 93 91 90 85 106 78
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1800-400-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 91 93 100 100 98 94 88 79 105 82

Outlet 92 92 100 98 96 93 87 78 104 80

2
Inlet 93 97 96 92 93 93 89 81 102 78

Outlet 92 97 94 90 91 91 88 80 101 76

3
Inlet 96 98 96 94 93 91 89 84 103 78

Outlet 97 99 95 93 92 91 91 86 104 78

4
Inlet 89 93 92 91 94 95 88 78 101 79

Outlet 91 93 92 89 92 94 87 76 100 77

5
Inlet 98 98 96 93 95 95 90 80 104 80

Outlet 97 98 95 91 93 93 88 78 103 78

6
Inlet 97 100 97 94 93 90 88 83 104 78

Outlet 98 100 96 93 92 90 90 85 104 77

7
Inlet 90 94 93 91 92 93 85 76 100 77

Outlet 90 94 92 89 90 91 84 73 99 75

8
Inlet 98 99 97 94 95 96 90 80 105 80

Outlet 98 99 96 92 93 94 88 77 104 78

9
Inlet 99 101 97 94 94 91 88 82 105 78

Outlet 100 102 97 94 93 91 89 83 106 78
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
550

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1800-550-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 89 87 90 93 90 87 83 74 98 74

Outlet 92 87 89 92 89 86 82 74 98 73

2
Inlet 95 92 89 89 88 85 83 77 99 72

Outlet 98 92 88 88 87 84 83 79 100 71

3
Inlet 97 95 91 91 88 84 80 75 101 72

Outlet 100 96 93 92 89 85 83 77 103 74

4
Inlet 92 87 88 89 90 90 87 74 98 75

Outlet 94 87 87 87 89 89 85 74 98 74

5
Inlet 94 91 89 89 86 83 81 75 98 71

Outlet 97 90 87 87 85 82 81 76 99 70

6
Inlet 97 92 90 91 89 85 83 78 100 73

Outlet 101 93 92 91 89 86 86 81 103 74

7
Inlet 92 88 88 89 90 90 87 72 98 75

Outlet 94 88 87 88 89 89 85 71 98 74

8
Inlet 94 93 90 89 89 86 84 77 99 73

Outlet 96 91 89 87 86 84 82 76 99 71

9
Inlet 99 94 92 92 90 86 84 80 102 74

Outlet 102 95 92 91 90 86 86 82 104 74
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 555

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
550

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1800-550-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 94 90 100 100 96 92 86 73 105 81

Outlet 98 90 98 98 95 91 85 75 104 79

2
Inlet 99 93 93 96 92 89 87 81 103 77

Outlet 101 94 92 94 91 89 87 84 103 76

3
Inlet 100 92 92 94 92 89 86 80 103 76

Outlet 101 95 92 94 93 90 88 84 104 77

4
Inlet 96 90 93 93 93 94 89 74 102 78

Outlet 99 90 92 91 92 92 87 74 102 77

5
Inlet 98 92 93 95 91 88 85 77 102 76

Outlet 100 94 91 92 90 88 85 79 102 75

6
Inlet 101 94 94 95 93 89 87 81 104 77

Outlet 103 97 94 95 93 91 88 84 105 78

7
Inlet 96 91 92 93 92 93 88 71 101 77

Outlet 98 91 91 90 91 92 86 71 101 76

8
Inlet 99 93 93 95 92 90 88 74 103 77

Outlet 100 93 92 92 91 90 86 76 103 76

9
Inlet 103 96 95 97 94 90 87 80 106 78

Outlet 104 98 95 97 94 91 88 83 106 79
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
550

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1800-550-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 95 93 100 101 97 94 88 75 106 82

Outlet 97 94 99 99 96 93 87 77 105 80

2
Inlet 97 95 98 98 95 93 88 79 104 80

Outlet 99 96 96 97 95 92 88 82 104 79

3
Inlet 98 96 95 97 93 90 87 79 103 78

Outlet 101 99 96 98 94 91 89 82 106 79

4
Inlet 93 93 95 95 95 96 91 75 103 80

Outlet 95 93 93 94 94 95 89 76 102 79

5
Inlet 97 95 97 95 94 92 88 78 103 78

Outlet 99 96 96 94 93 92 87 80 104 78

6
Inlet 99 97 96 96 93 90 86 78 104 78

Outlet 101 99 96 97 93 91 89 82 105 78

7
Inlet 93 93 94 94 93 94 89 73 102 78

Outlet 94 94 92 92 92 93 88 72 101 77

8
Inlet 98 96 98 96 95 94 90 77 104 80

Outlet 100 97 96 95 93 93 89 78 104 78

9
Inlet 98 101 96 96 93 87 82 76 105 77

Outlet 99 102 97 97 94 90 85 80 106 78
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 557

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
550

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
1800-550-12

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 93 95 102 103 98 94 89 75 107 83

Outlet 95 96 101 102 97 93 88 76 106 82

2
Inlet 94 97 99 99 96 93 89 79 105 80

Outlet 97 98 98 99 95 93 88 81 105 80

3
Inlet 97 97 100 99 93 90 87 79 105 79

Outlet 100 99 98 98 93 91 89 82 105 79

4
Inlet 88 92 96 96 96 96 91 75 103 81

Outlet 91 93 94 94 95 95 90 75 102 79

5
Inlet 94 96 97 96 94 93 89 78 103 79

Outlet 97 97 95 95 93 92 88 79 103 78

6
Inlet 98 98 99 95 92 90 87 79 104 77

Outlet 101 100 99 95 93 91 88 82 106 78

7
Inlet 91 95 97 95 95 96 91 75 103 80

Outlet 92 95 95 93 93 95 89 74 102 79

8
Inlet 97 97 97 97 95 96 92 77 105 81

Outlet 99 98 96 95 94 95 90 77 104 79

9
Inlet 101 99 101 97 94 92 88 80 106 79

Outlet 103 101 100 97 95 93 89 82 107 80
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
400

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1800-400-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 97 99 99 105 102 97 93 86 109 86

Outlet 98 99 98 103 100 96 92 86 108 84

2
Inlet 104 101 97 96 97 94 92 88 108 81

Outlet 104 100 96 94 94 93 93 89 107 80

3
Inlet 108 107 104 103 101 98 94 90 113 85

Outlet 109 109 105 103 101 98 96 91 114 86

4
Inlet 99 99 97 95 96 97 96 87 106 82

Outlet 101 99 96 92 94 95 94 85 105 80

5
Inlet 106 101 99 97 97 94 91 87 109 81

Outlet 105 102 97 95 95 93 91 88 108 80

6
Inlet 109 104 100 101 100 97 94 91 112 84

Outlet 108 105 101 100 99 97 96 92 111 84

7
Inlet 101 101 99 96 97 98 97 87 107 83

Outlet 104 100 97 94 95 96 95 84 107 81

8
Inlet 107 102 99 98 97 95 91 87 110 81

Outlet 105 102 99 96 95 93 91 87 108 80

9
Inlet 109 105 101 100 100 97 94 91 112 84

Outlet 108 105 102 99 99 97 96 93 111 84
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 559

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
400

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1800-400-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 92 100 100 105 103 100 96 88 109 87

Outlet 102 100 99 103 102 99 95 87 109 86

2
Inlet 96 102 99 99 100 98 95 89 107 84

Outlet 102 102 98 97 98 97 95 89 108 83

3
Inlet 107 104 106 107 105 100 96 92 113 89

Outlet 108 106 106 106 104 101 98 93 114 88

4
Inlet 93 99 97 98 100 101 98 89 107 85

Outlet 101 99 97 96 98 99 97 87 107 84

5
Inlet 98 104 100 99 99 97 94 89 108 83

Outlet 104 104 99 97 97 96 93 88 109 82

6
Inlet 109 105 103 101 101 98 95 91 112 85

Outlet 108 106 103 100 100 98 97 93 112 85

7
Inlet 94 99 100 98 99 100 99 87 107 85

Outlet 102 100 99 96 97 97 97 85 107 83

8
Inlet 98 104 101 100 99 99 97 90 109 85

Outlet 105 105 101 98 97 97 96 88 110 83

9
Inlet 110 106 103 102 101 98 94 90 113 85

Outlet 109 107 103 100 100 97 96 92 113 84
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
400

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1800-400-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 96 96 106 109 107 102 97 89 113 90

Outlet 96 98 105 107 105 101 97 88 112 89

2
Inlet 103 102 101 100 100 99 96 90 109 85

Outlet 100 105 99 98 98 98 95 90 109 83

3
Inlet 105 103 102 102 102 99 96 93 111 86

Outlet 104 105 102 101 102 99 99 95 111 86

4
Inlet 95 99 100 99 101 103 101 90 109 87

Outlet 95 101 99 97 99 101 99 88 108 85

5
Inlet 104 103 103 101 101 101 99 91 110 86

Outlet 103 105 101 99 99 99 98 89 110 85

6
Inlet 108 105 103 102 101 98 95 91 112 85

Outlet 106 108 103 101 101 99 97 93 112 86

7
Inlet 97 100 101 99 100 101 101 89 109 86

Outlet 97 102 100 98 98 99 99 86 108 84

8
Inlet 106 104 104 102 102 102 101 92 112 88

Outlet 104 106 103 100 100 100 99 89 111 86

9
Inlet 107 106 104 103 102 99 96 90 112 86

Outlet 107 109 104 102 101 99 97 92 113 86
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 561

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
550

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1800-550-3

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 100 97 97 99 98 94 90 84 106 81

Outlet 106 94 95 98 97 93 89 83 108 80

2
Inlet 106 101 99 98 96 94 91 87 109 81

Outlet 108 101 98 97 96 94 92 89 110 81

3
Inlet 109 105 102 102 100 96 93 88 112 84

Outlet 111 107 103 103 100 97 94 90 114 85

4
Inlet 100 97 95 95 95 94 94 86 105 80

Outlet 105 96 95 94 94 93 93 85 107 79

5
Inlet 106 101 99 98 96 93 90 85 109 80

Outlet 108 101 98 97 95 92 90 86 110 80

6
Inlet 109 101 99 100 98 95 92 88 111 82

Outlet 111 105 100 100 99 96 94 91 113 83

7
Inlet 102 98 95 95 95 95 95 85 106 81

Outlet 106 98 95 94 95 94 93 83 108 80

8
Inlet 105 100 98 97 95 94 90 86 108 80

Outlet 106 102 98 97 96 94 92 88 109 81

9
Inlet 110 103 100 100 98 95 92 89 112 82

Outlet 112 105 102 100 99 96 94 92 114 84
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
550

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1800-550-6

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 99 100 105 110 106 101 95 89 113 90

Outlet 101 103 104 108 105 100 94 88 112 89

2
Inlet 104 105 102 103 100 98 94 88 110 85

Outlet 105 106 101 101 100 97 95 90 111 84

3
Inlet 104 105 102 102 101 97 94 89 110 85

Outlet 106 107 102 102 101 98 96 92 112 85

4
Inlet 101 102 101 101 100 100 98 90 109 85

Outlet 101 103 99 99 99 99 96 88 108 84

5
Inlet 102 104 102 101 99 96 93 87 109 83

Outlet 104 106 101 100 98 96 92 87 110 83

6
Inlet 107 106 103 103 101 98 95 89 112 85

Outlet 108 109 104 103 101 99 96 92 113 86

7
Inlet 101 101 100 100 99 100 98 87 108 85

Outlet 101 103 99 98 98 98 96 87 108 83

8
Inlet 105 106 103 102 100 99 97 89 111 85

Outlet 106 106 102 100 99 98 95 89 111 84

9
Inlet 107 107 104 104 102 98 94 90 112 86

Outlet 109 109 104 104 102 99 96 92 114 86
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35°Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).



Elta Fans Malaysia Sdn Bhd has a policy of continuous product development and improvement and therefore reserves the right to supply products 
which may differ from those illustrated and described in this publication. Confirmation of dimensions and data will be supplied on request. 563

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
550

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1800-550-9

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 103 101 106 110 107 102 97 89 114 91

Outlet 105 102 106 108 106 102 96 88 113 90

2
Inlet 105 101 104 107 103 101 97 87 112 88

Outlet 107 103 103 106 103 101 97 87 112 88

3
Inlet 106 104 105 105 105 100 96 91 112 88

Outlet 109 106 107 105 105 101 98 94 114 89

4
Inlet 103 99 102 103 103 104 101 91 111 89

Outlet 106 99 101 101 101 103 99 89 111 87

5
Inlet 106 102 104 105 101 99 96 87 111 86

Outlet 108 103 104 104 100 99 96 86 112 86

6
Inlet 106 104 105 104 103 98 95 88 112 86

Outlet 108 106 106 104 104 99 96 92 113 87

7
Inlet 102 98 102 102 101 102 100 88 110 87

Outlet 105 98 101 100 99 100 98 86 109 85

8
Inlet 108 101 103 104 101 100 97 88 112 86

Outlet 108 103 103 103 99 99 96 86 112 85

9
Inlet 104 106 111 107 103 98 93 84 114 88

Outlet 109 107 108 109 104 101 95 89 115 89
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
1800mm 
 
Hub Type
550

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
1800-550-12

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 100 102 110 112 109 104 99 91 116 93

Outlet 102 104 109 111 108 103 98 90 115 92

2
Inlet 103 101 108 110 106 103 99 91 114 91

Outlet 106 102 107 108 105 103 98 91 114 90

3
Inlet 104 102 107 108 105 100 96 91 113 89

Outlet 107 104 108 107 105 101 98 94 114 89

4
Inlet 98 96 103 105 105 105 102 91 112 90

Outlet 100 97 103 103 104 104 101 90 111 89

5
Inlet 105 100 107 105 103 101 98 91 112 88

Outlet 106 101 106 104 102 101 97 90 112 87

6
Inlet 108 103 108 107 103 99 96 89 114 88

Outlet 110 105 108 106 103 101 97 92 114 88

7
Inlet 99 98 105 104 103 104 102 91 111 89

Outlet 101 98 105 102 101 102 101 90 110 87

8
Inlet 107 103 107 106 103 103 102 92 113 89

Outlet 108 103 107 104 102 103 100 90 113 88

9
Inlet 109 104 108 108 103 100 96 90 114 88

Outlet 112 107 109 107 104 102 98 92 116 89
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
2000mm 
 
Hub Type
550

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
2000-550-3 
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 91 90 95 98 94 90 87 79 102 79

Outlet 95 89 94 97 92 89 85 78 102 77

2
Inlet 97 95 91 90 89 87 86 81 101 74

Outlet 100 96 89 88 87 85 86 82 102 73

3
Inlet 100 102 96 94 91 87 83 79 105 76

Outlet 104 101 97 94 91 87 85 79 107 76

4
Inlet 92 89 90 89 92 94 91 79 100 78

Outlet 97 88 89 87 90 92 89 77 100 76

5
Inlet 97 96 92 91 89 87 85 80 101 74

Outlet 101 94 90 88 87 85 85 80 103 72

6
Inlet 100 96 94 94 92 89 87 83 103 77

Outlet 105 97 95 94 91 89 89 84 107 77

7
Inlet 93 91 90 90 92 95 91 78 101 78

Outlet 98 89 89 88 90 93 89 76 101 76

8
Inlet 99 97 93 91 90 88 85 80 103 75

Outlet 101 95 91 89 88 87 85 79 103 73

9
Inlet 102 97 94 94 92 89 87 83 105 77

Outlet 105 97 95 93 92 89 89 85 107 77
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
2000mm 
 
Hub Type
550 

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
2000-550-6 
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 94 92 102 102 98 95 91 81 107 83

Outlet 98 93 102 100 97 93 89 81 106 81

2
Inlet 99 94 92 94 92 90 88 82 103 77

Outlet 103 95 92 93 91 90 88 83 105 76

3
Inlet 103 96 95 95 95 92 90 86 106 79

Outlet 106 98 95 95 94 93 92 87 108 79

4
Inlet 94 90 96 94 97 97 93 83 103 81

Outlet 101 91 95 93 95 95 91 80 104 80

5
Inlet 100 96 94 94 93 92 89 82 104 78

Outlet 104 97 93 92 91 90 88 82 106 76

6
Inlet 103 97 95 95 94 92 90 84 106 79

Outlet 106 101 96 94 94 92 91 87 108 79

7
Inlet 94 92 95 92 95 97 93 81 103 81

Outlet 101 92 95 91 93 95 91 79 104 79

8
Inlet 102 98 96 95 95 96 93 83 106 81

Outlet 105 97 95 93 93 94 91 81 107 79

9
Inlet 106 99 97 97 95 92 89 84 108 79

Outlet 107 100 97 95 94 92 90 85 109 79
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
2000mm 
 
Hub Type
550

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

720 r/min
2000-550-9 11111 22 3333

444 55 6666

77777 888888 99999100

200

300

400

500

20

10

40

50

60

70

30

0

0
0 10 20 30 40 50 60 80 9070

Volume Flow m3/s

30°

35°

40°

25°

20°

15°
10°

10° 15° 30° 35° 40°20° 25°

Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 95 94 102 103 101 99 93 84 108 85

Outlet 98 95 102 101 100 97 92 82 107 84

2
Inlet 100 98 104 99 98 96 93 85 108 83

Outlet 101 98 104 98 97 96 92 85 108 82

3
Inlet 102 101 101 98 96 94 91 86 107 81

Outlet 105 102 100 97 96 94 93 88 109 81

4
Inlet 94 95 98 94 98 100 95 83 105 83

Outlet 98 96 96 93 95 98 93 81 104 81

5
Inlet 103 99 104 96 97 97 93 85 108 82

Outlet 103 100 103 95 95 96 92 84 108 81

6
Inlet 104 102 102 98 97 94 91 85 109 81

Outlet 107 103 100 97 96 95 93 86 110 81

7
Inlet 98 97 98 95 96 99 94 82 105 82

Outlet 99 96 96 93 94 97 92 79 104 80

8
Inlet 103 100 104 97 98 99 95 85 109 84

Outlet 105 100 103 95 96 97 93 83 109 82

9
Inlet 101 107 100 101 97 91 86 80 110 82

Outlet 102 107 101 102 99 94 89 84 110 83



Tel +603 7846 0340       Email info@eltafans.asia       Website eltafans.asia568

*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
2000mm 
 
Hub Type
550 

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 95 97 104 106 102 99 93 84 110 87

Outlet 96 97 103 105 101 98 92 83 109 86

2
Inlet 97 100 99 100 99 97 94 86 107 83

Outlet 98 100 97 99 98 96 93 85 106 82

3
Inlet 102 102 105 98 97 94 92 86 109 82

Outlet 103 101 102 96 95 94 92 87 108 81

4
Inlet 92 97 98 96 98 101 95 84 106 84

Outlet 95 97 96 94 96 100 93 81 105 83

5
Inlet 100 101 98 97 98 99 95 86 107 83

Outlet 101 101 97 95 96 97 94 84 107 82

6
Inlet 104 104 105 98 97 95 92 85 110 82

Outlet 105 103 103 97 96 95 93 86 109 82

7
Inlet 97 99 98 96 97 100 95 83 106 83

Outlet 94 99 96 94 95 98 93 80 105 81

8
Inlet 104 103 100 99 100 102 98 86 110 86

Outlet 104 102 99 97 97 100 96 83 109 84

9
Inlet 108 104 105 99 98 96 93 86 111 83

Outlet 106 104 103 98 97 96 94 86 110 82
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
2000mm 
 
Hub Type
550

Number of Blades
3

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B

960 r/min
2000-550-3 
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 102 99 100 107 104 99 94 89 111 88

Outlet 110 96 100 105 103 98 93 88 112 86

2
Inlet 107 102 99 98 97 95 93 90 110 82

Outlet 108 101 98 96 96 94 93 91 110 81

3
Inlet 111 109 107 106 104 100 97 93 115 88

Outlet 114 111 108 106 104 101 98 93 117 89

4
Inlet 102 99 98 97 97 98 99 92 107 84

Outlet 109 97 97 95 96 96 97 89 110 82

5
Inlet 108 103 100 99 98 95 92 88 111 82

Outlet 110 103 99 97 96 94 92 89 112 81

6
Inlet 112 105 104 104 103 100 96 94 114 87

Outlet 114 108 104 103 102 100 98 95 116 87

7
Inlet 103 102 99 98 98 99 101 92 109 85

Outlet 110 102 98 96 97 98 99 89 112 84

8
Inlet 109 104 101 100 98 96 92 88 111 83

Outlet 110 104 100 97 97 95 92 89 112 82

9
Inlet 113 106 104 103 102 99 96 93 115 86

Outlet 115 108 105 102 102 100 98 96 117 87
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
2000mm 
 
Hub Type
550 

Number of Blades
6

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 105 101 111 112 109 104 99 93 116 93

Outlet 106 105 111 111 109 104 100 93 116 93

2
Inlet 104 106 101 102 101 99 95 92 111 85

Outlet 107 108 102 101 101 99 97 93 112 86

3
Inlet 109 111 106 106 106 103 100 97 116 90

Outlet 109 111 106 104 104 103 101 98 115 89

4
Inlet 104 101 102 103 105 105 102 95 112 90

Outlet 104 104 102 103 105 105 102 93 112 90

5
Inlet 104 107 103 102 101 99 95 91 111 85

Outlet 107 108 104 101 100 99 96 92 112 85

6
Inlet 111 111 107 107 106 103 99 96 116 90

Outlet 110 112 107 104 104 102 100 97 116 89

7
Inlet 106 105 104 101 103 104 104 95 113 89

Outlet 105 105 103 101 102 103 103 93 112 88

8
Inlet 108 108 105 103 102 101 101 95 113 88

Outlet 109 110 105 103 102 101 100 93 114 87

9
Inlet 111 112 108 107 106 102 99 95 117 90

Outlet 112 113 108 105 104 102 99 96 117 89
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
2000mm 
 
Hub Type
550

Number of Blades
9

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with the requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 105 100 107 111 111 107 102 94 116 94

Outlet 106 101 108 109 109 106 102 93 115 92

2
Inlet 107 103 107 107 106 104 101 95 114 90

Outlet 110 104 106 105 105 104 100 94 114 89

3
Inlet 112 107 109 107 106 102 99 95 116 90

Outlet 115 108 110 106 106 103 100 97 118 90

4
Inlet 106 101 106 103 104 106 106 96 113 91

Outlet 109 101 104 102 103 105 104 94 113 90

5
Inlet 110 104 107 105 104 103 102 95 114 89

Outlet 112 105 107 103 102 102 101 94 115 88

6
Inlet 113 106 110 107 106 103 99 94 117 90

Outlet 115 110 111 107 105 103 100 96 118 90

7
Inlet 105 103 107 104 104 106 106 95 114 91

Outlet 109 101 105 102 102 104 105 92 113 90

8
Inlet 114 104 108 106 105 104 104 96 117 91

Outlet 113 106 107 104 103 103 102 94 116 89

9
Inlet 107 110 118 112 109 103 98 87 120 94

Outlet 113 111 114 115 109 106 100 93 120 95
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*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Nominal Diameter
2000mm 
 
Hub Type
550 

Number of Blades
12

BS ISO 5801:2017
BS EN ISO 5136:2009
Type D installation
Form B
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Elta Fans Malaysia Sdn Bhd certifies 
that the Axial Fans shown herein are 
licensed to bear the AMCA Seal. The 
ratings shown are based on tests and 
procedures performed in accordance 
with AMCA Publication 211 and 
comply with th e requirements 
of the AMCA Certified Ratings 
Program. Performance certified 
is for Installation Type D: Ducted 
Inlet, Ducted Outlet. Performance 
ratings do not include the effects of 
appurtenances (accessories).

Zone
In-duct Sound Power Level (SWL) re 1pW SPL dBA    

@ 3m*63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz Total

1
Inlet 103 101 113 114 114 109 104 96 119 97

Outlet 103 102 114 113 112 108 103 95 119 95

2
Inlet 107 101 111 111 108 106 103 97 116 93

Outlet 108 102 110 109 108 106 103 96 116 92

3
Inlet 111 105 112 108 107 104 100 96 117 91

Outlet 114 107 112 108 107 105 102 99 118 92

4
Inlet 102 99 111 105 107 109 108 98 116 94

Outlet 104 99 112 104 106 108 107 96 116 93

5
Inlet 110 102 111 107 106 105 105 98 116 92

Outlet 110 103 110 105 104 104 103 96 115 90

6
Inlet 113 106 113 109 107 104 100 95 118 92

Outlet 115 109 113 108 107 105 102 98 119 92

7
Inlet 103 100 111 106 106 108 109 97 116 94

Outlet 105 99 113 105 104 106 107 95 116 92

8
Inlet 113 106 112 109 108 108 109 100 118 94

Outlet 114 105 111 107 106 107 107 97 118 93

9
Inlet 114 107 113 110 108 105 101 96 119 92

Outlet 117 110 114 109 108 106 102 97 120 93



*Sound Pressure Level (SPL) is average spherical free-field re 20μPa, for comparative use only.  
Power rating (watts, kW or BHP) does not include transmission losses.
The AMCA certified ratings seal applies to air performance only.

Accreditations
Elta Fans are committed to conforming to the highest standards. We hold a number 
of internationally recognised accreditations and certifications, including:

ISO 9001 
BS EN12101-3 
ATEX 
Certificate of Constancy of Performance 0086-CPR-587097

We are also active members of professional organisations globally that help to shape 
and direct the research, legislation, trends and issues of the present and future:

Specific to Malaysia: 
AMCA
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