### AIRLINE LOUVERS

**LSA4D45**

- **4.00" CHANNEL FRAME**
- **45° ANGLE DRAINABLE BLADE**
- **EXTRUDED ALUMINUM 6063-T5 ALLOY**
- **MATERIAL THICKNESS - NOMINAL .081" FRAME .081" BLADE**
- **20 psf WINDLOAD**
- **STAINLESS STEEL HARDWARE**
- **FINISH:**
  - CLEAR ANODIZED
  - BAKED ENAMEL
  - SCREENS (OPTIONAL)
  - KYNAR 500
  - MILL ALUMINUM
- **EXPOSED MULLION (AS REQUIRED):**
- **ONE PIECE CONSTRUCTION SIZE**
  - MINIMUM: 12" x 12"
  - MAXIMUM: 120" x 90"

---

**Top View**

![Top View Diagram](image)

**Section View**

![Section View Diagram](image)

---

**Table: Optional Accessories**

<table>
<thead>
<tr>
<th>ITEM</th>
<th>QTY</th>
<th>MODEL</th>
<th>WALL OPENING</th>
<th>OPTIONAL ACCESSORIES</th>
<th>EXPOSED MULLION LOCATION</th>
<th>OPERATOR TYPE</th>
<th>IDENTIFICATION/LOCATION</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

---

**Project:**

**Contractor:**

**Architect:**

---

© 2003 AIRLINE LOUVERS - A NYSTROM Building Products Company